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Summary

e main goal of this thesis was to develop mathematical programming tools to address the

design and planning of sustainable engineering systems and the modeling and optimization of

biological systems. is PhDdissertation is presented using ĕve articles that have been published

or are ready to be submitted to international peer reviewed journals.

e ĕrst part, which includes two publications, explores the combined use ofmulti-objective

optimization and geographic informational systems (GIS) to assist in the problem of utilization

of sewage sludge in Catalonia (north-east region of Spain). In the ĕrst paper (see .), we pro-

pose an approach that integrates GIS and multi-objective mixed-integer linear programming

(MILP) within a uniĕed framework that allows exploring, in a rigorous and systematic manner

a large number of alternatives for sewage sludge amendment from which the best ones (accord-

ing to the decision-makers’ preferences) are identiĕed. e capabilities of our methodology are

illustrated through its application to a real case study based on Catalonia. e tool presented

provides as output a set of optimal alternatives for sewage sludge distribution, each one achiev-

ing a unique combination of economic and environmental performance. Our ultimate goal is

to guide decision-makers towards the adoption of more sustainable patterns for sewage sludge

amendment.

e combined use of GIS and optimization tools gives rise to complex MILP models due to

the spatially explicit nature of the problems addressed. In theseMILPs, the decision variables are

deĕned for every pixel of the GISmap, thereby leading tomathematical models with a very large

number of variables and constraints. As an illustrative example, a GIS map with , pixels

leads to an MILP containing , continuous variables, , binary variables, and ,

equations (see ., section ). In our ĕrst paper, we overcame this limitation by considering a

GIS map with low resolution (i.e., that contain a low number of pixels). Although this strategy

simpliĕes the calculations, it offers no guarantee of convergence to the global optimum of the

original problem (i.e., the one with high resolution).

In the next work (see .), we proposed a rigorous decomposition algorithm for the efficient

solution of GIS-based MILPs that exploits their particular mathematical structure. is strategy

allows handling models based on GIS maps with high resolution. Our approach is based on de-
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composing the problem into two hierarchical levels between which our algorithm iterates until

a termination criterion is satisĕed. We illustrate the capabilities of our strategy via its applica-

tion to the optimal location of agricultural areas for sewage sludge amendment in Catalonia.

Numerical results show that our approach achieves reductions of orders of magnitude in CPU

time (compared to the full space GIS-based MILP) while still yielding near optimal solutions.

enext section of the PhDaddresses the optimal design of heat exchanger networks (HENs)

and energy production systems considering economic and environmental concerns. e design

task of a HEN is posed in mathematical terms as a multi-objective mixed integer non-linear

programming (MINLP) problem in which life cycle assessment (LCA) principles are used to

quantify the environmental impact (see .). One of the advantages of our approach is that it

accounts for the simultaneous minimization of several environmental metrics, as opposed to

other models that focus on minimizing a single aggregated indicator. A rigorous dimensionality

reductionmethod based on amixed-integer linear programming (MILP) formulation is applied

to aid the post-optimal analysis of the trade-off solutions []. e capabilities of our approach

are tested through two examples. We clearly illustrate how the use of a single overall aggregated

environmental metric is inadequate in the design of HENs, since it may leave solutions that are

potentially appealing for decision-makers out of the analysis. Ourmethod is aimed at facilitating

decision-making at the early stages of the design of HENs.

Next we applied our approach to the design of utility plants considering economic and en-

vironmental concerns simultaneously. e approach presented relies on the combined use of

multi-objective optimization, LCA analysis and dimensionality reduction methods (see .,

[]). We ĕrst pose the planning task as a multi-objective mixed integer linear problem (MILP)

that simultaneously accounts for the minimization of the cost and environmental impact of the

energy system. e environmental performance of the plant is quantiĕed using several LCA-

based indicators that measure the damage caused in different categories. We then apply a di-

mensionality reduction technique to facilitate the post-optimal analysis of the solutions found.

Numerical examples show that the number of environmental objectives can be greatly reduced

while still preserving the problem structure to a large extent. We clearly demonstrate that the use

of any single aggregated environmental metric is inadequate, as it might change the dominance

iv
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structure of the problem in a manner such that some solutions that are optimal in the original

space of objectives might be lost.

In the last part of the thesis we present a new optimization method based on Flux Balance

Analysis (FBA), that allows identifying meaningful biological objective functions driving the

cell’s metabolic machinery under different conditions (see .). Our approach, which is based

onmulti-level optimization coupledwithmixed-integer nonlinear programming (MINLP), iden-

tiĕes in a rigorous and systematic manner, the most probable objective functions for a given set

of experimental conditions. We benchmark the method by analyzing which combination of ob-

jective functions better explains a set ofmetabolic Ęuxes that were experimentally determined in

vivo. We conĕrm that biomass maximization is a fundamental objective function under any ex-

perimental condition. In addition, we found that its combination with additional criteria (e.g.,

Nicotinamide adenine dinucleotide (NADH) consumed), improves the predictive capabilities

of the FBA model.

e general approach and tools presented in this PhD esis can be applied to a wide vari-

ety of sectors such as energy, chemical, petrochemical, agricultural, metabolic, pharmaceutical

etc. evidencing the multidisciplinary character of the approach and the potential impact of this

esis.
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 Introduction

Multi-objective optimization is concerned with mathematical optimization problems involving

more than one objective function to be optimized simultaneously. Multi-objective optimization

has been applied in many ĕelds of science, including, among others, engineering, economics,

logistics and systems biology, where optimal decisions need to be taken in the presence of trade-

offs between two or more conĘicting objectives. During my PhD studies, I have focused on the

development of multi-objective optimization techniques as applied to sustainable engineering

and systems biology.

Traditionally, the optimization models devised by the process engineering to assist in the

operation and design of industrial processes have concentrated on maximizing the economic

beneĕt of the process. In recent years, however, there has been a growing awareness of the impor-

tance of incorporating environmental concerns along with traditional economic criteria within

the optimization procedure. To answer some of these engineering trends, intensive research

effort is currently being devoted for developing and adopt more sustainable design alternatives.

One of the most interesting problems in process systems engineering concerns the develop-

ment of decision support tools that incorporate various stakeholders’ interests during the sus-

tainable design and planning of industrial processes. In most cases, stakeholders have differ-

ent views of the problem and show conĘicting interests, making it difficult to ĕnd a consensus

among them.

In this thesis we have addressed this problem from different perspectives. First, we proposed

a systematic tool based onmathematical programming and spatial analysis techniques (i.e., GIS)

to support decision making in the management of sewage sludge in the region of Catalonia (see

.). Geographic informational systems (GIS) were initially developed as a tool for storing and

displaying all forms of geographically referenced information. In the recent past, however, there

has been a growing interest on the application of GIS in the solution of various social and eco-

nomic problems. Particularly, GIS has been used in the context of spatial decision analysis for

the assessment of potential locations for different types of systems considering various inputs

simultaneously, with a recent growing interest placed on its application to environmental prob-

lems. As an example, Nadal et al. [], Poggio et al. [] investigated the use of GIS for human


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health assessment, whereas Schriever et al. [], and Johnson et al. [] applied GIS in the assess-

ment of the ecological exposure and environmental risk of several systems.

GIS can be combined with multicriteria decision analysis (GIS-MCDA) to address problems

in which different (typically conĘictive) criteria like risks, costs, beneĕts and stakeholders’ views

must be accounted for in the analysis. In this kind of problems, decisions to bemade include the

selection of the best potential geographical locations among a set of alternatives. is approach

takes advantage of the complementary strengths of GIS (i.e., data acquisition, storage, retrieval,

manipulation and analysis) and MCDA (quantiĕcation of the decision maker’s preferences []).

Passuello et al. [] applied GIS and MCDA to the management of sewage sludge, whereas

Malczewski [] investigated the use of GIS-based tools in land-use suitability analysis. e ca-

pabilities of GIS and spatial analysis can be further enhanced through its integration with opti-

mization tools. Grabaum and Meyer [] investigated the use of GIS to support decision making

in planning problems. Wang et al. [] developed a GIS model to identify the best location for

future land uses in the Lake Erhai basin in China. Mapa et al. [] combined GIS and math-

ematical modeling for the solution of location-allocation problems arising in the management

of education facilities. Jung et al. [] integrated GIS and optimization tools for the effective

control of parcel delivery services. Marcoulaki et al. [] developed an integrated framework

based on stochastic optimization and GIS for the design of pipeline systems. Van den Broek et

al. [] integrated ArcGIS, a geographical information system with spatial and routing func-

tions, with MARKAL, an energy bottom-up model based on linear optimization for designing

a cost-effective CO storage infrastructure in e Netherlands.

One problem in which the combined use of GIS andmathematical programming holds good

promise is the treatment of sewage sludge in agricultural areas. e production of sewage sludge

(SS) has grown rapidly during the last years, mainly due to the increase of the world population.

Despite recent advances, the question on how to treat the SS still remains open. ere are differ-

ent alternatives for this, and one effective method is to reuse it as a fertilizer in the agricultural

sector, an alternative encouraged by the European Community, which promotes the recycling

of organic matter and nutrients to soils [].

Identifying the best agricultural areas for SS amendment is a difficult task because this strat-


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egy shows beneĕts to both soil and crops, but also disadvantages due to the potential contamina-

tion of the ĕelds. Furthermore, several environmental aspects, such as groundwater contamina-

tion by nitrates, open waters and soil protection, as well as human exposure to the contaminants

present in the sludge matrix must be considered along with economic aspects, making this task

quite challenging. is is because the management of this residue concerns different stakehold-

ers, with different views of the problem and conĘicting interests. In addition, they may ĕnd that

their interests are not reached, fact that leads to a low acceptance of the practice. Figure  brieĘy

describes the objectives of each stakeholder.

Environmental 

agency

Farmers

Private 

companies

Food 

quality

Stakeholders Concerns Objectives

Maximize 

soil 

suitabilty

Minimize 

management 

costs

Human 

exposure

Water 

quality

Soil 

quality

Profit

Figure : Relationship between the stakeholders and objectives.

Systematic tools based on multi-objective mathematical programming are well suited to

tackle problems of this type, as they allow screening in a rigorous and systematic manner a

large number of alternatives from which the best ones are identiĕed.

is thesis presented a systematic spatial decision-making tool for the optimal distribution


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of SS on agricultural areas based on the combined use of GIS and mathematical programming

( .). e task of identifying the best agricultural soils for SS amendment was formulated as

a mixed-integer linear programming (MILP) problem that seeks to optimize simultaneously

the economic and environmental performance of the system. e multi-objective optimization

model coupled with GIS data provides a comprehensive procedure to evaluate SS disposal op-

tions on agricultural areas for organic amendment.

e capabilities of our approach were tested through its application to a case study based on

Catalonia. Numerical results show that it is possible to improve the environmental performance

of the ĕnal solution by compromising the associated cost (Section  at .). Our methodology

is intended to assist decision-makers in such a challenging task.

One of themain advantages of our approach is that it produces solutions that reĘect precisely

the default preferences of the decision-makers involved in the problem. Furthermore, it relies on

a rigorous and systematic mathematical approach that avoids falling in sub-optimal solutions,

an undesired situation that might occur when applying heuristics or rules of thumb.

e combined use of GIS and optimization tools led to complex MILP models due to the

spatially explicit nature of the problem. In these MILPs, the decision variables are deĕned for

every pixel of the GISmap, thereby giving rise tomathematical models with a very large number

of variables and constraints. Hence, in the second work presented in this esis (see .), we

proposed a rigorous decomposition algorithm for the efficient solution of GIS-basedMILPs that

exploits their particular structure. is strategy allows handling models deĕned on the basis of

GIS maps with high resolution. Our approach decomposes the original MILP problem into two

hierarchical levels between which the algorithm iterates until a termination criterion is satisĕed.

Numerical results show that our approach achieves reductions of orders of magnitude in CPU

time (as compared to the full space GIS-based MILP), while still yielding near optimal solutions

(Section  at .).

Mathematical programming techniques offer a general modeling framework for including

environmental concerns in the synthesis and planning of industrial processes. Despite recent

progress in sustainable design, the selection of a suitable metric for the environmental assess-

ment of processes is still an open issue in the literature. According to Cano et al. [], there are


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four main types of environmental objectives. ese are the minimization of

() the emissions of pollutants of concern [];

() the mass of waste generated [];

() the contribution to speciĕc environmental problems [];

() speciĕc aggregated indicators reĘecting the overall environmental impact [].

Regardless of the approach followed, what has become clear during the last years is that the

environmental performance of a process should be assessed over its entire life cycle. Traditional

process engineering approaches that included environmental concernswithin the decision-making

process focused at the plant level. is approach could lead to solutions that decrease the envi-

ronmental impact locally at the expense of increasing the environmental burdens in other stages

of the life cycle of the process, which could result in a worst overall environmental performance

[].

e life cycle assessment (LCA) methodology arose in response to this situation. LCA is an

objective methodology for evaluating the environmental loads associated with a product, pro-

cess, or activity over their entire life cycle []. ismethod is based on identifying and quantify-

ing the energy andmaterials used in a process in order to translate them into a set of meaningful

environmental indicators that inform about the impact caused in different categories (i.e., hu-

man health, eco-system quality, and resources). e performance in these damage categories is

employed to assess process alternatives leading to potential environmental improvements.

e combined use of multi-objective optimization (MOO) and LCA was ĕrst proposed by

Livingston and Pistikopoulous [, ], and then formally deĕned by Azapagic and Cli []. In

the recent past, this approach has been applied to a wide variety of industrial problems, such as

the design of chemical plants [], thermodynamic cycles [], the strategic planning of supply

chains [, , , ], the design of heat exchanger networks [], the design of solar energy

plants [], and the design of hydrogen infrastructures [, ], among others.

A critical issue in the combined use ofMOOand environmental assessmentmethods such as

LCA is the deĕnition of suitable eco-metrics to be minimized. No agreement has been reached

so far as to which universal LCA indicator should be employed in the calculations. Unfortu-

nately, the computational burden of MOO grows rapidly with the number of objectives, which
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prevents the inclusion of several LCA indicators in the optimization model. Selecting key LCA

metrics for optimization purposes that keep the problem in a manageable size while still quan-

tifying the environmental performance in an accurate manner is therefore very challenging. In

this thesis we accomplished this task by using a rigorous MILP-based dimensionality reduction

technique developed by Guillén-Gosálbez []. We applied this method to the sustainable de-

sign of heat exchanger networks (for further details see .) and utility plants (see .). is

approach distinguish between meaningful LCA objectives and redundant ones. e former are

kept in the analysis, while the later are eliminated. e method sheds light on the relationships

between LCA indicators, providing valuable insight into the trade-offs that inherently exist be-

tween economic and environmental criteria.

e design of heat exchanger networks (heat exchanger network synthesis, HENS) is an im-

portant ĕeld in process systems engineering and has been the subject of intensive research over

the past  years. Its signiĕcance can be attributed to its role in controlling the costs of energy

and providing environmental beneĕts for a process []. e most common methods to solve

the synthesis of HENs are the sequential and simultaneous approaches.

Sequential synthesis methods use the strategy of dividing the HEN design problem into a se-

ries of subproblems in order to reduce the computational requirements for obtaining a network

design. Sequential synthesis methods are further divided into two subcategories: () evolution-

ary design methods, such as the pinch design method (PDM) by Linnhoff et al. [, , ],

the dual temperature method by Trivedi [] , and pseudo-pinch methods by Trivedi et al. [];

and () mathematical programming techniques based on the sequential solution of continuous

and integer linear programs, like the approaches by Cerda et al. [] and Papoulias and Gross-

mann [], as well as nonlinear optimization problems, like the approach by Floudas et al. [].

e sequential synthesis method offers no guarantee of convergence to a HEN with minimum

annual cost.

Simultaneous HENS approaches attempt to ĕnd the optimal network without decompos-

ing the problem. Simultaneous synthesis methods rely primarily on MINLP formulations with

simplifying assumptions. One of the earliest simultaneous HENS formulations was proposed

by Yuan et al. []. e MINLP formulation proposed by Yee and Grossmann [], is one of
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the most widely used. In this case, the problem is divided into stages; in each stage any match

of process streams is allowed. In addition, any cold/hot utility and hot/cold process stream can

be used to heat and cool the process streams in every stage. e superstructure taken as a basis

in the development of the model is presented in Figure .

Most HENS methods focus only on optimizing the economic performance (mainly the total

cost), and disregard the environmental dimension of the problem. In this thesis we addressed the

optimal design of heat exchanger networks (HENs) with economic and environmental concerns

( .). e design task is posed in mathematical terms as a multi-objective mixed-integer non-

linear programming (MINLP) problem, inwhich life cycle assessment (LCA) principles are used

to quantify the environmental impact. One of the advantages of our approach is that it accounts

for the simultaneousminimization of several environmentalmetrics, as opposed to othermodels

that focus on minimizing a single aggregated indicator. A rigorous dimensionality reduction

method based on a mixed-integer linear programming (MILP) formulation [] is applied to

aid the post-optimal analysis of the trade-off solutions. e capabilities of our approach are

tested through two examples. We clearly illustrate how the use of a single overall aggregated

environmental metric is inadequate in the design of HENs, since it may leave some solutions

that are appealing for decision-makers out of the analysis (Section  at .).

We applied next a similar approach to the sustainable design of utility plants considering

several environmental metrics. Nowadays, a high percentage of the total human-originated

environmental impact is energy related. e design and planning of efficient energy systems

capable of satisfying the power and steam demand in the process industries is therefore a crucial

issue in sustainability [].

Several methods are available in the literature for the synthesis of utility plants. ey can

be roughly classiĕed into two main groups. e ĕrst are based on thermodynamic targets and

heuristics [, ]. As pointed out by Bruno et al. [], these methods have as major drawback

that even if the design with highest thermal efficiency is obtained, it may not be economically

attractive because capital costs may be too high. e second group, to which the present work

belongs, relies on rigorous optimization techniques based on mathematical programming (i.e.,

linear, non-linear, mixed-integer linear, and mixed-integer non-linear programming: LP, NLP,
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MILP and MINLP, respectively). Speciĕcally, the ĕrst optimization approaches based on LP and

MILP techniques were introduced by Nishio and Johnson [], Papoulias and Grossmann [],

and Petroulas and Reklaitis []. Following a similar approach, Hui and Natori [] applied

MINLP strategies to the optimization of site utility systems, while Bruno et al.[] proposed

another MINLP formulation for the design of utility systems.

Most of the strategies mentioned above optimize the system considering only the economic

performance and disregarding its environmental impact [, , ]. In this thesis we devel-

oped a multi-objective optimization model of an utility plan that considers explicitly several

environmental indicators ( .). To facilitate the calculations, we coupled this model with an

MILP-based dimensionality reduction approach [] that identiĕes key environmental metrics

whose optimization automatically results in the improvement of the system in all the remaining

damage categories.

is analysis reduces the complexity of the underlying multi-objective optimization prob-

lem from the viewpoints of generation and interpretation of its solutions. e capabilities of

this approach are illustrated through its application to two case studies. Results clearly illustrate

that signiĕcant reductions in the number of environmental objectives can be attained while still

preserving the main features of the problem (Section  at .). Our approach is aimed at facili-

tating the decision-making process in the design of energy systems with environmental impact

considerations.

e ĕnal part of this esis is dedicated to systems biology. System biology is a biology-

based inter-disciplinary ĕeld that studies complex interactions between biological systems and

their constituents, and which applies a holistic approach to biological and biomedical problems.

One of the outreaching aims of systems biology is to model and discover emergent properties

of cells, tissues and organisms using mathematical programming methods. In this thesis we

focused on shedding light on an open important problem in systems biology: the identiĕcation

of meaningful biological objective functions driving the operation of metabolic networks under

various environmental conditions. Determining such functions is a central topic in systems

biology. Research in this area might ultimately allow biologists to identify biological underlying

design principles [].
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In general, the choice of an analytical method in system biology depends on the availability

of biological knowledge. A steady state analysis can be done using only the network structure,

and without knowing the velocity rate constants for a particular reaction. For example, Ęux

balance analysis (FBA)was used to predict the switching of themetabolic pathway in Escherichia

coli under different nutritional conditions based on knowledge of only the metabolic network

structure []. On the contrary, stability analysis and sensitivity analysis provide insight into

how the system’s behavior changes in the face of some stimuli. Similarly, bifurcation analysis

provides dynamic information of a system [, ].

Several in silico frameworks for determining amost-likely objective function have been pro-

posed []. For example, ObjFind, was built under the assumption that natural systems optimize

a linear combination of biological objectives deĕned on the basis of some biological reactions

[] . ObjFind seeks to determine the values of the weights (coefficients of importance, CoI)

to be attached to a set of reaction Ęuxes such that when the resulting weighted sum of Ęuxes is

optimized, the difference between the optimal in silico Ęux distribution predicted by the model

and the experimentally observed distribution is minimized. In the ObjFind framework, a high

CoI indicates that a reaction is important for the cellular objective function, while a small weight

implies the opposite.

BOSS illustrates another type of optimization framework []. is method considers, as

potential objectives, de novo reactions added to the stoichiometry matrix of the target network.

In this approach, the objective reaction is not conĕned to be one of a subset of existing reactions,

but rather is allowed to take on any form (e.g. an existing reaction, a combination of existing

reactions, or a previously uncharacteristic reaction). is assumption provides more Ęexibility

to the framework andmakes the optimization process closer towhatmight have occurred during

biological evolution, where changes in regulation (optimizing the CoIs of existing reactions) can

be combined with gene duplication or deletion (adding new reactions to the network). A third

type of frameworkwas proposed by Knorr et al. []. is framework employs a Bayesian-based

technique to determine meaningful biological objective functions for a system.

e aforementioned types of frameworks rely on single-objective approaches that assume

the existence of a unique universal biological objective function. However, a recent study by
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Sauer and co-workers has shown that there might be more than one meaningful ĕtness function

driving the metabolic machinery [, ]. Particularly, these authors suggested the existence of

three main biological criteria that microorganisms might attempt to optimize simultaneously:

maximum ATP yield, maximum biomass yield, and minimum sum of absolute Ęuxes.

If we expect to understand the evolution and functional properties of complexmetabolic net-

works, it is important to develop a rigorous framework that can identify the criteria underlying

design selection in biological systems. In this thesiswe report the development of a novelMINLP

base optimization framework ( .) where the KarushKuhnTucker (KKT) conditions are used to

convert a bi-level optimization problem into a single-level optimization one. Hence, inspired by

the ObjFind method by Burgard and Maranas [], we propose an approach that identiĕes a set

of meaningful biological criteria that all together explain the operation of metabolic networks.

We test the capabilities of our method through its application to the study of in vivo Ęux

distribution in Escherichia coli’s central metabolism using data derived from C isotopomer

analysis []. We adapt a FBA model of that metabolism [], considering as surrogates for cel-

lular ĕtness functions biomass growth rate and a set of reaction Ęuxes that produce/consume

ATP (Adenosine triphosphate) and redox potential. Numerical results show that biomass max-

imization is a fundamental objective function under the observed experimental conditions. In

addition, we ĕnd that its combination with additional criteria improves the predictive capabil-

ities of the FBA model (i.e., the multi-objective FBA model provides results that better explain

the experimental observations). Our ĕndings may have signiĕcant implications in explaining

the emergence of alternative and seemingly equally ĕt solutions in replicate experiments of long

term evolution [].

. General objectives

e objectives of this thesis can be divided into two domains: sustainable engineering and sys-

tems biology. In sustainable engineering, the main objectives of the thesis are the following:

• Propose and apply, in different engineering problems, novel optimization frameworks

based on the combined use of multi-objective optimization (MOO), economic analysis,

and environmental assessment tools.
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• Develop a spatial decision-support tool for optimizing sewage sludge amendment by com-

bining Geographical Information Systems (GIS) and multi-objective Mixed-Integer Lin-

ear Programming (moMILP).

• Adapt and apply a bi-level decomposition algorithm to the solution of GIS-based mathe-

matical models in order to expedite their solution.

• Develop aMulti-ObjectiveOptimization (MOO) framework for the environmentally con-

scious design and planning of Heat Exchanger Networks (HEN).

• Develop a multi-objective optimization (MOO) framework for the environmentally con-

scious design and planning of utility plants.

• Develop and implement effective dimensionality reduction methods for facilitating the

solution of MOO problems with a large number of objectives.

e objectives regarding systems biology are:

• Develop an optimization method based on Flux Balance Analysis (FBA) for identifying

meaningful biological objective functions driving the metabolic machinery.

• Investigate the existence ofmeaningful biological objectives, in addition to biomass growth

rate maximization.

. Problem statement

In this section we formally describe the problems addressed in this thesis.

.. Combined use of GIS and multi-objective optimization.

e reuse of sewage sludge (SS) as an agricultural fertilizer has traditionally received increasing

interest. e SS matrix contains harm emissions, such as heavy metals and persistent organic

pollutants (POPs) that can contaminate the soil, crops, groundwater, open waters, and eventu-

ally reach the human food chain ( ., Section .., Figure ). e impact on the ĕeld depends

on its local characteristics. Two subcriteria are considered for soil: “soil structure” and “soil char-

acteristics” e subcriterion “soil structure” quantiĕes the ability of the soils to receive SS (for

instance, organic soils with a ĕne texture are preferred due to their buffer properties), while “soil
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characteristics” considermetal concentration andmobility in soil (bioavailability and lowermo-

bility for high pH and carbonate content). Spatial decision-making tools for land classiĕcation

are well suited for addressing the sewage sludge amendment problem, as they allow identifying

the best regions from information available in spatial databases ( ., Section .., Figure .).

e capabilities of our methodology are illustrated through its application to a case study

based on Catalonia (NE of Spain). Catalonia is a region in the Northeastern part of Spain that

covers an area of , km (Figure ). It extends from the Pyrenees southward along the

Mediterranean. Catalonia has a diversity of soil types, mostly calcareous sediments mixed with

alluvium and clay. e Catalonian agriculture was centered on the production of wine, wheat,

rice, barley, olive, grapes, fruits, nuts and vegetables. e agricultural area currently available

has more than . million ha ( ., Section , Figure .)

Tarragona

Lleida

Girona

Figure : e map of Catalonia.

We derived a mathematical model that is based on the superstructure shown in Figure .
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We considered a total area of , ha subdivided into , pixels, each one with a sur-

face of  ha. Each of these ĕelds is deĕned by a set of coordinates (in meters), an index of

suitability (SUI(j)) (see ., ., Section ..), which quantiĕes the ability of the land to re-

ceive SS, an acceptable capacity (CAP(j)) in tons per year of sludge, and an application cost (in

euro ton−1•year−1). We are also given the set of WWTPs (waste water treatment plants) lo-

cated in different cities of Catalonia ( ., Section , Figure .) In this study we have considered

the capitals of each provinces of Catalonia as the main producers of sludge (i.e., Barcelona, Tar-

ragona, Girona, and Lleida). Each of these cities is characterized by a pair of coordinates (x,y)

in meters and total production of SS in tons per year (denoted by parameter CAP(i)). e goal

of the analysis is to determine the optimal distribution of SS production among the Catalonian

agricultural areas that simultaneously optimizes the overall suitability and the total cost (for

more details see in ., Section .). e mathematical formulation is posed as a Mixed-Integer

Linear Programming (details can be found in ., Section .).

In this thesis, we also proposed a decomposition algorithm for GIS-based MILP models.

e capabilities of our approach are tested using the same case study, but this time considering

three different levels of aggregation in the problem (all of them for the same agricultural area

of , ha): ,; ,; and , pixels, each one with a surface of , , and  ha,

respectively. Additionally, we solved a set of problems of increasing complexity involving a dif-

ferent number of cities in Catalonia. We consider ĕrst the location of WWTPs in Barcelona,

Girona, Tarragona, and Lleida, and then solved the same problem considering additional loca-

tions (i.e., Terrasa, Vic, Amposta, and Montblanc). e goal of the analysis is to determine the

optimal distribution of SS production among a set of agricultural areas so that the total cost is

minimized (further details are available in ., Section )

.. Sustainable design of heat exchanger networks.

To formally state the problemof interest, we consider aHEN superstructure like the one depicted

in Figure , which is an extension of the superstructure introduced by Yee and Grossmann [].

e problem is divided into stages; in each stage any match of process streams is allowed. In

addition, there exists the possibility to use any cold/hot utility available for cooling/heating the

hot/cold process streams
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Figure : Superstructure of the supply chain problem.

Given are a set of hot and cold process streams to be cooled and heated, respectively, and

their associated inlet and outlet temperatures. e Ęow rates, heat capacities and ĕlm transfer

coefficients of the process streams are also provided, along with a set of available hot and cold

utilities and their temperature ranges. Given also is the cost information of the heat exchangers

units as well as the hot and cold utilities. Environmental data associated with every type of

utility and construction material are also provided by the Ecoinvent . database, which offers

international life cycle assessment (LCA) and life cycle management (LCM) data and services.

e intermediate temperatures of the process streams in the limits of each stage are regarded as
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Figure : Superstructure for the HEN synthesis for two cold and hot streams and two stages.

decision variables. We assume isothermal mixing of streams, which simpliĕes the calculations.

e goal of the analysis is to determine the optimal design and operating conditions that

minimize simultaneously the total cost and a set of environmental impacts, which are quantiĕed

via LCA principles. e capabilities of our approach are tested through two examples. e

problem solution is deĕned by a set of Pareto optimal designs, each one of them achieving a

unique combination of cost and environmental impact (see in ., Section ). emathematical

formulation can be found in ., Section  and Appendix A.

.. Sustainable design of utility plants.

Energy systems utilize fuel, air and other materials to generate electricity and steam demanded

by other process units in the industrial system. e system taken as reference in this work in-

cludes storage tanks to store the fuels, boilers that convert fuel into steam at high pressure and

turbines that expand higher pressure steam into lower pressure steam in order to generate elec-

tricity. e details of the system are presented in Figure .

Given are a set of demands of electricity and steam at various pressure levels to be satisĕed by

the utility plant. e objective is to determine the set of planning decisions that simultaneously

minimize the total cost and environmental impact. Environmental data associated with every


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Figure : Energy system taken as reference

type of fuel and the purchased electricity are also provided. Decisions to be made include the

amounts and types of fuels to be used in each boiler and turbine.

e capabilities of ourmodeling framework and solution strategy are illustrated through two

case studies that address the optimal planning of an energy system that includes two fuel tanks,

two boilers and two turbines (see Figure ). e given data can be found at . in Tables -.

Both case studies assume the same data concerning fuels, equipment units and energy demands,

but differ in the characteristics of the electricity purchased.

e initial demand of electricity is  MW/hr for both examples. e initial demand of

steam (HP, MP and LP) is  ton/hr,  ton/hr and  ton/hr, respectively. A  increase of

this demand is assumed in every time period. e model covers  periods of time of  hours

each. e parameters and energy requirements for the fuels are given in Tables  and  ..

e parameters associated with boilers and turbines are displayed in Tables  and  in .. e

capacity of tanks  and  are  and  tons, respectively. e maximum electricity power

provided by each turbine is  MW. e LCI data of the emission inventories associated with

the production of the different fuels are presented in Table  in ., while the impacts associated

with the external electricity are displayed in Table  .. e parameters of the damage model

were taken from the Ecoinvent . database. e mathematical formulation of the model can be

found in ., Section .


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Figure : Superstructure of case study.


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.. Identifying design principles in metabolic networks.

is problem belongs to the area of systems biology. Given a set of experimental Ęuxes obtained

under different conditions, the goal of the analysis is to determine a set of meaningful biological

objectives that drive the cell’s machinery. To the approach described later in this document, we

consider a previously reconstructed Ęux balance analysis model of the Escherichia coli central

carbon metabolism []. e metabolic network includes  reactions and  metabolites that

represent the major carbon Ęows through the cell. We consider as potential biological objec-

tives, all reaction Ęuxes associated with an energy dissipation (Adenosine triphosphate, ATP,

consumed), or redox potential dissipation (Nicotinamide adenine dinucleotide, NADH, con-

sumed), biomass growth and total ATP production (which includes  different reaction rates

that can generate ATP).

C-detected in vivo Ęux distributions from four growth aerobic conditions were consid-

ered in the analysis. Experiment A: batch growth on glucose under aerobic conditions with fast

growth (. h-); experiment B: chemostat growth . h-; experiment C: chemostat growth

. h-; experiment D: chemostat growth (. h-) under ammonium limitation []. Given

these experimental results, the main goal of the study is to identify the set of biological objective

functions that better describes the operation ofmetabolic networks (see ., Problem Statement

Section).


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 Materials and methods

. Mathematical programming

Mathematical programming deals with the problems of maximizing or minimizing objective

functions in the presence of inequality (gn(x)) and equality (hn′(x)) constraints. Consider the

following single objective (SO) minimization problem (Equation ) :

SO(X) =min
x∈X

(f(x))

subject to

gn(x) ≤ 0, n = 1, 2, . . . , N ()

hn′(x) = 0, n′ = 1, 2, . . . , N ′

where f(x) is the objective function. N is the number of inequality constraints, and N ′ is the

number of equality constraints. X is the search space, while x is the vector of decision vari-

ables. Different types of models arise depending on the structure of the objective function and

the constraints. Linear programming (LP) problems have a linear objective function and linear

equality and inequality constraints. Nonlinear programming problems (NLP) contain at least

one nonlinear equation, either in the objective function or the constraints. Mixed integer linear

programming (MILP) and mixed integer non-linear programming (MINLP) contain are LPs

and NLPs, respectively, that contain at least one binary variable. e models presented in this

thesis are MINLPs and MILPs, which are the most complex ones to solve . ese models can be

found in Section  in ., in Section  and  in ., in . Section , in . Section  and .

Materials and Methods Section.

. Tool and Solvers for solving MINLP and MILP problems.

e MILP and MINLP models presented in this thesis were implemented in the General Al-

gebraic Modeling System (GAMS) [] version . GAMS is a high-level modeling system

for mathematical optimization. It is designed for modeling and solving linear, nonlinear, and

mixed-integer optimization problems. e system, which is tailored for complex, large-scale

modeling applications, allows to build large maintainable models that can be adapted to differ-


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ent situations. It is based on an integrated development environment (IDE) that allows the user

to express optimization models in a special programming language called Algebraic Modeling

Language (AML). GAMS interfaces with appropriate solvers that identify the optimal solution

of a model within a given accuracy. MILPs were solved with CPLEX v, while MINLP models

were solved by DICOPT v and SBB v.

. Multi-objective optimization and Pareto front.

A standardmulti-objective optimization problem (MOO), denoted byMO(X), can be expressed

as follows (Equation ):

MO(X) =min
x∈X

(F (x) = {f1(x), . . . , fk(x), . . . , fO(x)})

subject to

gn(x) ≤ 0, n = 1, 2, . . . , N ()

hn′(x) = 0, n′ = 1, 2, . . . , N ′

whereO are the objective functions to be optimized, while F (x) denotes the vector of objective

functions fk(x). e set of values taken by the objective functions fk(x) in the feasible solutions

of MO(X) constitutes the feasible objective space Z . For example, in the context of sustainable

engineering, one objectives fk represents the economic performance (cost), whereas the others

quantify a set of environmental impacts.

In ., Section  the concept of Pareto optimality is presented. e Pareto optimal alterna-

tives (which constitute the Pareto front or Pareto frontier) show the property that it is impossi-

ble to improve them in one objective without necessarily worsening at least another criterion.

Figure  illustrates the concept of Pareto optimality for a case with two objectives (cost and suit-

ability) taken from the sewage sludge amendment problem. Points lying above the curve are

sub-optimal, since they are improved in both criteria simultaneously by the points lying in the

Pareto front. e region bellow the curve is infeasible, since no alternative shows better (lower)

cost and (higher) suitability simultaneously than the Pareto solutions. e ĕnal goal is to select

a solution from the ones in the curve. e shape of curve plays an important role in the selection

of the ĕnal solution. For example, from point A to point B in Figure , the slope of the curve


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increases sharply. In contrast, from B to C, the slope is rather smooth, so in this region marginal

increments in suitability are attained at the expense of a large increase in cost. Hence, the former

part of the curve is more appealing for decision-makers. Examples of othermulti-objective opti-

mization approaches applied to environmental multi-criteria problems can be found elsewhere

[], [].

Pareto front
Infeasible solutions 

Cost

S
u
it
a

b
ili

ty

A

B

C

Figure : Description of Pareto front.

.. ε-constraint method

ere are twomainmethods for solvingMOOproblems. ese are the weighted-sum and the ε-

constraint methods. Speciĕcally, both of them are based on formulating a single-objective prob-

lem from the original multi-objective one. is problem is then solved repeatedly for different

values of some auxiliary parameters introduced in the auxiliary model. In the weighted-sum


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method, which is only rigorous for the case of convex problems, these parameters take the form

of a vector of weighs thatmultiplies the vector of objectives. In the ε-constraintmethod, which is

rigorous for both cases, convex and nonconvex Pareto fronts, they represent the limits imposed

on the objectives that are transferred to the auxiliary constraints. Each single-objective problem

provides a weakly efficient point, which might be as well strongly efficient. is condition is

evaluated aer exploring the whole space of auxiliary parameters [].

In this work, the Pareto-optimal solutions are obtained bymeans of the ε-constraint method

[]. e ε-constraint method entails solving a set of single objective problems SOe(X), in

which one objective is kept as the objective function (e.g., f1) while the rest are transferred to

auxiliary constraints in which upper bounds are imposed on them using a set of ε-parameters

(Equation ):

SOe(X) =min
x∈X

(f1(x))

subject to gn(x) ≤ 0, n = 1, 2, . . . , N

hn′(x) = 0, n′ = 1, 2, . . . , N ′ ()

fk(x) ≤ εk,e k = 2, . . . , O

εk ≤ εk,e ≤ εk k = 2, . . . , O

Different Pareto solutions are obtained by solving repeatedly problem SOe(X) for different

values of εk,e. In environmental engineering problems, we typically retain the cost (k = 1) as

main objective and transfer the environmental indicators (k ̸= 1) to the auxiliary constraints.

e lower and upper limits of each ε-parameter are obtained from the minimization of each in-

dividual objective (e.g., in environmental engineering, the individual environmental objectives

refer to climate change, minerals extractions, ionizing radiations etc.), as shown in Equation .


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sk =argmin
x∈X

(fk(x)), k ̸= 1

subject to gn(x) ≤ 0, n = 1, 2, . . . , N ()

hn′(x) = 0, n′ = 1, 2, . . . , N ′

Equation  deĕnes εk = fk(sk), k ̸= 1. e maximum values of every objective fk among

the solutions sk provide the upper bounds for ε-parameters.

Next, the intervals [εk, εk] are subdivided into |Ek| sub-intervals, and model SOe(X) is

solved for each of the limits of these sub-intervals, generating a different Pareto solution in each

run. e detailed explanation of the algorithm can be found in []. Application of this method

to other problems can be found in ., ., ..

.. Objective reduction in MOO problems

e complexity of MOO increases drastically with the number of objectives considered in the

problem from the viewpoints of generation and analysis of the Pareto solutions. []. One pos-

sible manner to overcome these difficulties is to eliminate redundant or non-essential objectives

from the analysis. is simpliĕes the calculations while at the same time preserving the domi-

nance structure of the problem. e concept of redundant objectives, and a measure for quan-

tifying changes in the original dominance structure of a problem taking place aer removing

them are presented in ., Section . and . Section ..

.. Objective reduction methods

Dimensionality reduction methods are widely used in many areas like statistics and data min-

ing. Unfortunately, these techniques are not directly applicable to MOO. Deb and Saxena []

proposed a method based on Principal Component Analysis (PCA) for decreasing the number

of objectives in MOO. eir approach identiĕes redundant objectives from the analysis of the

eigenvectors of the correlation matrix.

Brockhoff-Zitzler [, ] proposed an alternative approach for reducing the number of ob-

jectives that aims at preserving the initial dominance structure. e main idea is to replace the


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original set of objectives by a reduced set that is not conĘicting with the original one. An ap-

proximation error was deĕned by the authors to quantify the extent to which the dominance

structure of the problem changes when omitting objectives. ey deĕned two different prob-

lems: computing the minimum subset of objectives with a given delta value (i.e., approximation

error) and determining theminimumerror for an objective subset of given size. Two algorithms,

a greedy and an exact one, were proposed to solve the aforementioned problems. Based on sim-

ilar ideas, Guillén-Gosálbez [] developed a MILP-based objective reduction method to tackle

these problems. e details of these strategies are presented in ., Section . and ., Section

..

. Bi-level optimization (KKT reformulation)

Bi-level optimization is a special kind of optimization where one problem is embedded (nested)

within another. e outer optimization task is commonly referred to as the upper-level opti-

mization task, and the inner optimization task is commonly referred to as the lower-level op-

timization task. ese problems involve two kinds of variables, referred to as the upper-level

variables and the lower-level variables. ere are several methods to handle such type of prob-

lems. One way is to optimize every level step by step considering the results obtained in previous

levels as a constraint for the current level [].

Another solution methods consists of reformulating the bi-level problem as a single-level

optimization problem via the Karush–Kuhn–Tucker (KKT) conditions []. For example, con-

sider the following two nested single objective optimization problems SO1(Y ) and SO2(X),

where SO2(X) is the special condition to SO1(Y ).


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SO1(Y ) =min(f1(y))

s. t.

SO2(X) = min(f2(x))

s. t.

gn(x) ≤ 0, n = 1, 2, . . . , N ()

hn′(x) = 0, n′ = 1, 2, . . . , N ′

Where f1(y) and f2(x) are the objective functions, N is the number of inequality con-

straints, andN ′ is the number of equality constraints. X andY are the search spaces, andx and y

are vectors of decision variables. ProblemSO1(Y ) is called outer problem, whileSO2(X) is the

inner problem. In order to make this bi-level optimization problem computationally tractable,

we reformulate it as a single-level optimization problem via the Karush Kuhn Tucker (KKT)

conditions. e idea is to substitute the inner problems by their KKT conditions and solve the

outer problem subject to the KKT conditions of the inner models. e reformulated problem

takes the following form:

SO1(Y ) =min(f1(y))

s. t.

▽ f2(x) +
N ′∑
j=1

λn′ ▽ hn′(x) +
N∑
j=1

µn ▽ gn(x) = 0

gn(x) ≤ 0, n = 1, 2, . . . , N ()

hn′(x) = 0, n′ = 1, 2, . . . , N ′

µngn(x) = 0, n = 1, 2, . . . , N

µn ≥ 0, n = 1, 2, . . . , N

Where λn′ and µn are the Lagrangeanmultipliers associated with the equality and inequality


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constraints, respectively. us, the single level optimization problem seeks to minimize f1(y)

subject to the solution being in turn minimum in f2(x). Further details of this method are

described in ., Materials and Methods Section.

. Environmental assessment methods

In this thesis, the assessment of the environmental damage caused to lands receiving sewage

sludge was performed using the “Suitabity Index” (SUI) proposed by []. e SUI quantiĕes

the ability of land to receive the sewage sludge. Its value ranges between  (worst) and  (best).

e SUI assesses the potential impacts or alterations in the environmental matrices (soil, food

and water quality) and in human health. e SUI is determined from two main indexes: hu-

man exposure and environmental criteria. Human exposure quantiĕes the likelihood of causing

damage to human health, and considers “distance to urban areas”, and “crop type” as main cri-

teria. e environmental criteria index measurea the likelihood of contaminating soils, surface

water and groundwater, when soils are amended with SS. e aggregation tree of the selected

criteria is depicted in Figure . Further details of this method can be found in [] and .,

Section ...

Soil 

carbonates

Figure : Schematic representation of the model implementation.

e assessment of the environmental performance of heat exchanger networks (HEN) and

utility plants was conducted using life cycle assessment (LCA) principles. LCA is amethodology


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for evaluating the environmental loads associated with a product, process or activity over its

entire life cycle. Details on the application of LCA to our problems can be found in ., Section

.. LCA calculations are performed following a four step procedure:

. Goal and scope deĕnition. is phase deĕnes the goal of the study, system boundaries, al-

location methods, and impact categories. We perform a ”cradle-to-gate” analysis that embraces

all the activities associated with the construction and operation of the systems. Ten impact cat-

egories, as deĕned by the Eco-indicator , are considered in our work:

. Carcinogenic effects on humans.

. Respiratory effects on humans caused by organic substances.

. Damage to human health caused by climate change.

. Human health effects caused by ionizing radiations.

. Human health effects caused by ozone layer depletion.

. Damage to ecosystem quality caused by ecosystem toxic emissions.

. Damage to ecosystem quality caused by the combined effect of acidiĕcation and eutroph-

ication.

. Damage to ecosystem quality caused by land occupation and land conversion.

. Damage to resources caused by extraction of minerals.

. Damage to resources caused by extraction of fossil fuels.

. Inventory analysis. e second stage determines the most relevant inputs and outputs

Ęows of materials and energy associated with the main process. is information will be further

translated into environmental impacts. For the HEN example, the environmental burdens are

given by the production of the amount of stainless steel contained in the heat exchangers and

the generation of cold and hot utilities. e life cycle inventory (LCI) of inputs and outputs is

determined from the mass of stainless steel (continuous variable mass), and the amount of cold

(continuous variable qcu) and hot utilities (continuous variable qhu) consumed as follows:


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LCIb =
∑
j

qhuj ω
HU
b +

∑
i

qcui ω
CU
b +mass ωM

b ()

In this equation, ωHU
b , ωCU

b , ωM
b denote the life cycle inventory entries (i.e., emissions re-

leased to the environment or resources taken from the ecosphere) associated with chemical b

per reference Ęow of activity (i.e., mass of steam, cooling water and steel generated). ese pa-

rameters are retrieved from environmental databases Ecoinvent ..

. Impact assessment. is stage quantiĕes the impact in a set of damage assessment cate-

gories. Following the ECO methodology, the damages in each impact category c (denoted by

IMc ) are evaluated as follows:

IMc =
∑
b

LCIb θbc ()

Where θbc is a damage factor that translates the results of the inventory phase into a set of

damages.

. Interpretation. Here, the results of the LCA are analyzed and a set of conclusions and

recommendations for the system are formulated. In our work, the preferences are articulated in

the post optimal analysis of the Pareto optimal solutions.

e details of this method can be found at ., Section . and ., Section ...


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Fig. 9. Network obtained from the bi-criteria problems cost vs. minerals impact for 15 years lifetime with minimum cost for example 1.
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Fig. 10. Network obtained from the bi-criteria problems cost vs. minerals impact for 15 years lifetime with minimum minerals for example 1.

Table 5

Results for example 1 obtained by solving problem cost vs. minerals for 15 years

lifetime.

Total

area, m2

Operation

cost, $

Capital

cost, $

Total

cost, $

Minerals impact,

ecopoints

Min minerals 1554.7 4,592,017 40,627.4 4,632,645 25,725.1

Min TC 1664.4 3,089,250 35,215.6 3,124,466 26,791.9

Table 6

Stream data for example 2.

Stream Tin, �C Tout, �C FCp, kW/c h, kW/m2
�C Cost, $/kW

HPS1 105 25 10 0.5 –

HPS2 185 35 5 0.5 –

CPS1 25 185 7.5 0.5 –

HU 210 209 – 5 160

CU 5 6 – 2.6 10
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The results for lifetimes of 15 years are shown in Fig. 13. The per-

centage of impact due to utilities generation increases as we move

to larger lifetimes. For a useful life of 15 years, minerals depletion is

the only impact that is conflictingwith cost, since it largely depends

on the mass of stainless steel, whereas the others are mainly given

by the amount of utilities consumed. Remarkably, there is no trade-

off between cost and Eco-indicator 99 for a lifetime of 15 years,

since both highly depend on the amount of utilities consumed.

The results obtained with the MILP are shown in Tables 7 and 8.

Similarly, as with the previous case, the combination cost vs.

depletion of minerals yields a very small error. There are also other

combinations of three objectives with small delta values. All these

combinations include the environmental impact minerals deple-

tion. As mentioned before, this is because this impact is highly con-

flicting with the remaining criteria. Fig. 14 shows the solutions

obtained from the bi-criteria problem cost vs. minerals for a life-

time of 15 years. As seen, when solving the MINLP problem with

these two objectives, all solutions are kept.

Fig. 15 shows the heat exchangers network with minimum cost

and minimum minerals impact (i.e, in this case both objective
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Fig. 11. Points resulting from the bi-criteria optimization cost vs. Eco-indicator 99

and cost vs. every single impact projected onto the subspace cost vs. Eco-indicator

99. Red points above the envelope of the blue ones would be lost if Eco-indicator 99

and cost were optimized as unique objectives (example 2).
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Fig. 12. Results obtained from the bi-criteria problems cost vs. single impacts for a lifetime of 1 year for example 2.

0.88 0.9 0.92 0.94 0.96 0.98 1
0.75

0.8

0.85

0.9

0.95

1

Normalized cost

N
o

rm
a

liz
e

d
 i
m

p
a

c
ts

EI

Carcinogens

Climate change

Radiation

Ozone layer

Respiratory organic

Minerals

Fossil fuel

Acidification

Ecotoxity

Landuse

Fig. 13. Results obtained from the bi-criteria problems cost vs. single impacts for a lifetime of 15 year. Depletion of minerals is the only conflicting objective with cost for

example 2.
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functions lead to the same values of the binary variables and there-

fore to the same structural design). Further details of these designs

are displayed in Table 9. Similarly, as in the previous case, the area

is decreased when the minerals impact is minimized.

Note that the results obtained in each case may depend on the

LCA data used in the analysis as well as the particular features of

the HEN under study. Having said that, we still think that the

insight obtained in the examples can be generalized to other HENs

problems, since in these systems there is a clear trade-off between

the impacts caused during the operation and construction phases.

The tool presented herein allows to properly asses such a trade-

off and classify the LCAmetrics according to their nature. This anal-

ysis reduces the problem complexity while still preserving its

structure.

Table 7

Delta values for example 2 for all combinations of two objectives.

Reduced set Delta

1 Year 5 Years 15 Years

1 2 36.7695 20.9273 4.6649

1 3 36.7695 20.9273 4.6649

1 4 36.7695 20.9273 4.6649

1 5 36.7695 20.9273 4.6649

1 6 36.7695 20.9273 4.6649

1 7 36.7695 20.9273 4.6649

1 8 65.6591 4.6835 0.0000

1 9 36.7695 20.273 4.6649

1 10 36.7695 20.9273 4.6649

1 11 65.6591 20.9273 4.6649

1 12 36.7695 20.9273 4.6649

Table 8

Delta values for example 2 for all combinations of three objectives.

Reduced set Delta Reduced set Delta

1 Year 5 Years 15 Years 1 Year 5 Years 15 Years

1 2 3 17.6811 59.9457 52.7001 1 5 6 32.7695 59.9457 52.7001

1 2 4 60.7897 59.9457 52.7001 1 5 7 31.4228 59.9457 52.7001

1 2 5 32.7695 59.9457 52.7001 1 5 8 1.4934 0.0153 0.0000

1 2 6 60.7897 59.9457 52.7001 1 5 9 32.7695 59.9457 52.7001

1 2 7 31.4228 59.9457 52.7001 1 5 10 32.7695 59.9457 52.7001

1 2 8 0.7320 0.0153 0.0000 1 5 11 1.4934 11.5260 41.5601

1 2 9 60.7897 59.9457 52.7001 1 5 12 32.7695 59.9457 52.7001

1 2 10 60.7897 59.9457 52.7001 1 6 7 31.4228 59.9457 52.7001

1 2 11 1.0107 11.5260 41.5601 1 6 8 0.0000 0.0000 0.0000

1 2 12 60.7897 59.9457 52.7001 1 6 9 60.7897 59.9457 52.7001

1 3 4 17.6811 59.9457 52.7001 1 6 10 60.7897 59.9457 52.7001

1 3 5 17.6811 59.9457 52.7001 1 6 11 1.0107 11.5260 41.5601

1 3 6 17.6811 59.9457 52.7001 1 6 12 60.7897 59.9457 52.7001

1 3 7 17.6811 59.9457 52.7001 1 7 8 1.4934 0.0153 0.0000

1 3 8 1.4934 0.0153 0.0000 1 7 9 31.4228 59.9457 52.7001

1 3 9 17.6811 59.9457 52.7001 1 7 10 31.4228 59.9457 52.7001

1 3 10 17.6811 59.9457 52.7001 1 7 11 1.4934 11.5260 41.5601

1 3 11 1.4934 11.5260 41.5601 1 7 12 31.4228 59.9457 52.7001

1 3 12 17.6811 59.9457 52.7001 1 8 9 0.0251 0.0000 0.0000

1 4 5 32.7695 59.9457 52.7001 1 8 10 0.7320 0.0153 0.0000

1 4 6 60.7897 59.9457 52.7001 1 8 11 1.4934 0.0153 0.0000

1 4 7 31.4228 59.9457 52.7001 1 8 12 0.7320 0.0153 0.0000

1 4 8 0.1700 0.0151 0.0000 1 9 10 60.7897 59.9457 52.7001

1 4 9 60.7897 59.9457 52.7001 1 9 11 1.0107 11.5260 41.5601

1 4 10 60.7897 59.9457 52.7001 1 9 12 60.7897 59.9457 52.7001

1 4 11 1.0107 11.5260 41.5601 1 10 11 1.0107 11.5260 41.5601

1 4 12 60.7897 59.9457 52.7001 1 10 12 60.7897 59.9457 52.7001

1 11 12 1.0107 11.5260 41.5601
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Fig. 14. Results for problem cost vs. minerals for 15 years lifetime. All solution are kept, example 2.
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6. Conclusion

This work has addressed the optimal design of HENs consider-

ing several environmental impacts quantified according to LCA

principles. It was clearly shown that the use of an aggregated indi-

cator (i.e., Eco-indicator 99) is inadequate in this context since it

leaves solutions that may be appealing for decision makers out of

the analysis.

To simplify the visualization and analysis of the Pareto solution,

we investigated the use of a rigorous dimensionality reduction

method in the post-optimal analysis of the trade-off designs. This

technique enables the identification of redundant objectives while

still keeping the problem structure to the extent possible. Our ap-

proach is aimed at aiding decision-making in the design of HENs

with environmental impact considerations.
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Appendix A

The MINLP model of Yee & Grossmann [8] has been used as a

test bed to illustrate the usefulness of dimensionality reduction

methods in the design of HEN. A detailed description of the equa-

tions of the model can be found in Biegler et al. [34]. We provide

next an outline of the formulation for the sake of completeness

of this work.

A.1. Indices

i hot process stream

j cold process stream

k stage in the superstructure

CU cooling utility

HU heating utility

A.2. Sets

HP (i:i is a hot stream)

CP (j:j is a cold utility)

ST (k:k is a stage in the superstructure)

A.3. Parameters

TIN inlet temperature of stream

F heat capacity flow rate

CCU unit cost for cold utility

(continued on next page)

HPS1

HPS2

CPS1

105º

35º

C1

185º 105º/105º

92º/85º 25º

HE1

185º

464,5 / 502,1kW

29,0   / 30,3 m2

145º/138º
H1

400,1 / 400,0 kW

67,1   / 50,1 m2

HE3

167,4 / 148,5 kW

25,5   / 17,9 m2

257,1 / 353,5 kW

15,8   / 17,7 m2

335,5 / 298,0 kW

51,1   / 36,0 m2

HE2 C2

25º

71º/75º

182,5 / 201,5 kW

9,6    / 10,2 m2

71º/75º

Fig. 15. Network obtained from the bi-criteria problems cost vs. minerals impact for 15 years lifetime with minimum cost/minerals for example 2.

Table 9

Results for example 2 obtained by solving problem cost vs. minerals impact for 15 years lifetime.

Total area, m2 Operation cost, $ Capital cost, $ Total cost, $ Minerals impact, ecopoints

Min minerals 162.1 953,960.8 187,507.4 1,141,468.2 6907.1

Min TC 198.1 810,012.3 229,574.7 1,039,587.0 7055.1
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CF fixed charge for exchangers

b exponent for area cost

X upper bound for heat exchange

TOUT outlet temperature of stream

U overall heat transfer coefficient

h film heat transfer coefficient

CHU unit cost of hot utility

C area cost coefficient

NOK total number of stages

C upper bound for temperature difference

A.4. Variables

TC total cost

OP operation cost

CC capital cost

dti,j,k temperature approach for match i, j at temperature

location k

dtcui temperature approach for the match of hot stream i

and cold utility

dthuj temperature approach for the match of cold stream j

and hot utility

qi,j,k heat exchanged between hot process stream i and cold

process stream j in stage k

qcui heat exchanged between hot process stream i and cold

utility

qhuj heat exchanged between hot utility and cold stream j

ti,k temperature of hot stream i at hot end of stage k

tj,k temperature of cold stream j at hot end of stage k

zi,j,k binary variable to denote existence of match i, j in stage

k

zcui binary variable (1 if stream i exchanges heat with the

cold utility, 0 otherwise)

zhuj binary variable (1 if stream j exchanges heat with the

hot utility, 0 otherwise)

Overall heat balance for each stream.

ðTINi � TOUT iÞF i ¼
X

k2ST

X

j2CP

qi;j;k þ qcui i 2 HP ð6Þ

ðTOUT j � TINjÞF j ¼
X

k2ST

X

i2HP

qi;j;k þ qhuj j 2 HP ð7Þ

Heat balance at each stage

ðti;k � ti;kþ1ÞF i ¼
X

j2CP

qi;j;k k 2 ST; i 2 HP ð8Þ

ðtj;k � tj;kþ1ÞF j ¼
X

i2HP

qi;j;k k 2 ST; j 2 CP ð9Þ

Assignment of superstructure inlet temperatures

TINi ¼ ti;1 ð10Þ

TINj ¼ tj;NOKþ1 ð11Þ

Feasibility of temperatures

ti;k P ti;kþ1 k 2 ST; i 2 HP ð12Þ

tj;k P tj;kþ1 k 2 ST; j 2 CP ð13Þ

TOUT i 6 ti;NOKþ1 i 2 HP ð14Þ

TOUT j P tj;1 j 2 CP ð15Þ

Hot and cold utility load.

ðti;NOKþ1 � TOUT iÞF i ¼ qcui i 2 HP ð16Þ

ðTOUT j � tj;1ÞF j ¼ qhuj j 2 CP ð17Þ

Logical constraints.

qi;j;k �Xzi;j;k 6 0 i 2 HP; j 2 CP; k 2 ST ð18Þ

qcui �Xzcui 6 0 i 2 HP ð19Þ

qhuj �Xzhuj 6 0 j 2 CP ð20Þ

zi;j;k; zcui; zhuj 2 f0;1g ð21Þ

Calculation of approach temperatures.

dti;j;k 6 ti;k � tj;k þ Cð1� zi;j;kÞ i 2 HP; j 2 CP; k 2 ST ð22Þ

dti;j;kþ1 6 ti;kþ1 � tj;kþ1 þ Cð1� zi;j;kÞ i 2 HP; j 2 CP; k 2 ST ð23Þ

dtcui 6 ti;NOKþ1 � TOUTCU þ Cð1� zcuiÞ i 2 HP ð24Þ

dthuj 6 TOUTHU � tj;1 þ Cð1� zhujÞ j 2 CP ð25Þ

dti;j;k P EMAT ð26Þ

Objective function.

Cost ¼
X

i2HP

CCU qcui year þ
X

j2CP

CHU qhuj yearþ

X

i2HP

X

j2CP

X

k2ST

CF i;jzi;j;k þ
X

i2HP

CFCU
i zcui þ

X

j2CP

CFHU
j zhujþ

X

i2HP

X

j2CP

X

k2ST

Ci;jðAi;j;kÞ
bi;j þ

X

i2HP

CCU
i ACU

i

� �bCU
i
þ
X

j2CP

CHU
j AHU

j

� �bHU
j

ð27Þ

Ai;j;k ¼
qi;j;k

Ui;j ðdti;j;kdti;j;kþ1Þ
1
2
ðdti;j;k þdti;j;kþ1Þ

� �1
3

ð28Þ

ACU
i ¼

qcui

UCU
i ðdtcuiÞðTOUT i �TINCUÞ

1
2
ðdtcui þðTOUT i �TINCUÞÞ

� �1
3

ð29Þ

AHU
j ¼

qhuj

UHU
j ðdthujÞðTINHU � TOUT jÞ

1
2
ðdthuj þðTINHU � TOUT jÞÞ

� �1
3

ð30Þ

1

Uij

¼
1

hi

þ
1

hj

ð31Þ

1

UCU
i

¼
1

hi

þ
1

hcu

ð32Þ

1

UHU
j

¼
1

hj

þ
1

hHU

ð33Þ
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Multi-objective optimization of utility plants under several1

environmental indicators using an MILP-based2

dimensionality reduction approach3

Pavel Vaskana , Gonzalo Guillén-Gosálbez a∗, Laureano Jiméneza∗
4

a Departament d’Enginyeria Quimica, Universitat Rovira i Virgili, Avinguda Països Catalans 26,5

43007-Tarragona, Spain6

Abstract7

We address here the multi-objective optimization of utility plants with economic and en-

vironmental concerns. Rather than optimizing a single environmental metric, which was

the approach followed in the past, we focus on optimizing these systems considering

simultaneously several environmental indicators based on life cycle assessment (LCA)

principles. We couple the multi-objective model of the plant with an MILP-based dimen-

sionality reduction method that allows identifying key environmental metrics that exhibit

the property that their optimization will very likely improve the system simultaneously

in all of the remaining damage categories. This analysis reduces the complexity of the

underlying multi-objective optimization problem from the viewpoints of generation and

interpretation of its solutions. The capabilities of the proposed method are illustrated

through a case study based on a real industrial scenario, in which we show that a few

number of environmental indicators suffices to optimize the environmental performance

of the plant.

Keywords: dimensionality reduction method, energy systems, life cycle assessment,8

utility systems.9
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1. Introduction10

The adoption of more sustainable technologies in industry is a central topic in sustain-11

ability and green engineering. Particularly, the design and planning of efficient energy12

systems capable of satisfying a given power and steam demand has recently gained wider13

interest in this field [1].14

Several methods are available in the literature for the synthesis of utility plants. They15

can be roughly classified into two main groups. The first are based on thermodynamic16

targets and heuristics [2, 3]. As pointed out by Bruno et al. [4], their main drawback is17

that even if the design with highest thermal efficiency is obtained, it may not be econom-18

ically attractive because capital costs may be too high. The second group, to which the19

present work belongs, relies on rigorous optimization techniques based on mathematical20

programming (i.e., linear, non-linear, mixed-integer linear, and mixed-integer non-linear21

programming -LP, NLP, MILP and MINLP, respectively). Optimization approaches based22

on LP and MILP techniques were originally introduced by Nishio and Johnson [5], Pa-23

poulias and Grossmann [6], and Petroulas and Reklaitis [7]. Later on, Hui and Natori [8]24

developed an MINLP model for the optimization of site utility systems, while Bruno et25

al.[4] proposed an MINLP formulation for the design of utility systems.26

These strategies have traditionally focused on optimizing the utility plant consider-27

ing the economic performance as unique criterion and disregarding the environmental28
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impact [4, 9, 10]. The design task, however, can be rather formulated as a multi-objective29

decision-making problem that embeds environmental concerns. This approach allows30

identifying solutions in which the economic and environmental performance are both31

simultaneously optimized. A key point in the use of multi-objective optimization as ap-32

plied to the development of more sustainable processes concerns the assessment of the33

environmental performance of the system. Among the tools available, Life Cycle As-34

sessment (LCA) has recently gained wider attention in the environmental engineering35

community. The integration of LCA and multi-objective optimization results in a power-36

ful quantitative tool that facilitates the environmentally conscious design and planning37

of industrial processes.38

Livingston and Pistikopoulous [11, 12] were the first to propose the combined use39

of multi-objective optimization (MOO) and LCA principles. In the resent past, this ap-40

proach has been applied to a wide variety of industrial problems, such as the design of41

chemical plants [15], the strategic planning of supply chains [16–19], the design of heat42

exchanger networks[20], the design of solar energy plants [21], the design of hydrogen43

infrastructures [22, 23], and the design and planning of energy systems [1], among others.44

Defining a suitable LCA metric to drive the optimization of an energy system is of45

paramount importance. A plethora of LCA-based indicators are nowadays available for46

quantifying the impact in several damage categories. The simultaneous optimization47

of all of them would lead to highly complex models extremely difficult to solve. The48

prevalent approach to overcome this limitation is to use aggregated metrics that translate49

several environmental metrics into a single indicator defined by attaching weights to50
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them. Following this approach, most authors have developed bi-criteria models where51

the economic performance is traded-off against a single environmental indicator obtained52

as a weighted sum of individual impacts [24, 25]. This approach simplifies the analysis53

to a large extent, but has two main drawbacks. The first is that the weights used may not54

necessarily reflect the decision-makers’ preferences. The second is that their optimization55

might change the structure of the problem, in a manner such that some optimal solutions56

might be left out of the analysis.57

Multi-dimensionality reduction methods aim to overcome these limitations [26]. They58

allow identifying redundant objectives that can be omitted while still preserving the59

problem structure to the extent possible. Particularly, Deb and Saxena [29] were the first60

to investigate dimensionality reduction in MOO. They developed a statistical method61

based on principal component analysis (PCA) for eliminating non-essential objectives in62

MOO problems, thereby simplifying the associated calculations. Brockhoff-Zitzler [29]63

proposed an alternative dimensionality reduction approach based on identifying those64

objectives whose elimination changes to the minimum extent possible the dominance65

structure of the multi-objective problem. They formally stated two problems: calculat-66

ing the smallest objective subset that preserves the dominance structure considering a67

fixed approximation error; and computing the minimum error for a subset of objectives68

of given size. The same authors proposed two algorithms to solve these problems, one69

exhaustive and another one heuristic. More recently, Guillén-Gosálbez [30] proposed an70

alternative MILP-based method to solve both problems [20] that takes advantage of the71

latest branch-and-cut methods for MILP.72
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In this work we optimize utility plants under different environmental metrics and73

study the relationships between environmental indicators using a rigorous dimension-74

ality reduction strategy. The approach presented relies on the combined use of multi-75

objective optimization, LCA analysis and dimensionality reduction methods. We first76

pose the planning task as a multi-objective mixed-integer linear problem (MILP) that si-77

multaneously accounts for the minimization of the cost and environmental impact of the78

energy system. The environmental performance of the system is quantified using several79

LCA-based indicators that quantify the damage caused in different categories. We then80

apply a dimensionality reduction technique to facilitate the post-optimal analysis of the81

solutions found.82

The paper is organized as follows. Section 2 presents a formal definition of the prob-83

lem under study. In section 3, the mathematical formulation derived to address this prob-84

lem is presented. Section 4 describes the solution strategy employed to solve the MILP85

model and the dimensionality reduction strategy. In section 5 the capabilities of the pro-86

posed modeling framework and solution strategy are illustrated through two case stud-87

ies, while in Section 6 we present the conclusions of the work.88

2. Problem statement89

Given is an electricity and steam demand at various pressure levels to be satisfied En-90

vironmental data associated with the production and combustion of fuels as well as with91

the process of electricity generation are also provided. The objective is to determine the92

set of planning decisions that simultaneously minimize the total cost and the associated93
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environmental impact. Decisions to be made include the amounts and types of fuels to94

be burnt in the boilers and turbines of the system, along with the amount of electricity95

purchased from an external supplier. The formulation presented in the next section in-96

cludes empirical models for tanks, boilers and mixers that reproduce the behavior of a97

standard utility plant.98

3. Mathematical formulation99

Energy systems utilize fuel, air and other materials to generate electricity and steam100

demanded by other process units of an industrial system (see Figure 1). The system101

taken as reference in this work consists of storage tanks to store a set of fuels, boilers that102

convert fuels into steam at high pressure, and turbines that expand higher pressure steam103

into lower pressure steam in order to generate electricity.104

The flows of materials in the units are denoted by the continuous variables xFU
jltm (fuel),105

xHP
jlt , xMP

jlt , xLP
jlt (steam at high, medium and low pressure, respectively), xCO

jlt (condensate)106

and xEL
jlt (electricity). In these variables, the subscript j represents the process unit of the107

system to which the flow is referred (i.e., tanks, boilers or turbines), l denotes the state of108

the material (i.e., input or output), and t indicates the time period. Note that there are m109

different types of fuel available in the system.110

The overall problem is formulated as a generalized disjunctive programming (GDP)111

model that involves Boolean and continuous variables. In this GDP problem, logic de-112

cisions correspond to the selection of a specific fuel type from a set of available choices.113

The complete formulation is described in detail in the next sections.114
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3.1. Fuel tank models115

Fuel tanks can contain different types of fuels that are combusted in the boilers in116

order to generate HP steam. There are several reasons for considering alternative fuels117

instead of a single one. One of them is the lack of a certain fuel type due to problems in the118

supply in a given time period. Another possible reason is the inclusion of economically119

and/or environmentally attractive fuels in order to improve the economic performance120

of the system and/or minimize its environmental impact. Specifically, the selection of a121

specific fuel m in a tank j in period t, can be modeled via the following disjunction:122



Yjtm

TFCjtm = costFU
mt θxFU

jltm l = IN

INVjtm = INVjt−1m + θxFU
jltm−

θxFU
jl′tm l = IN, l′ = OUT

xFU
jltm ≤ xFU

jltm ≤ xFU
jltm l = IN,OUT

INVjtm ≤ INVjtm≤ INVjtm



∨



¬Yjtm

TFCjtm = 0

xFU
jltm = 0 l = IN,OUT

INVjtm = 0



Yjtm ∈ {True, False} ∀m, t, j ∈ TANKS (1)

If fuel m is stored in tank j in period t, then the Boolean variable Yjtm, will hold True,123

and the total fuel cost (TFCjtm) and the inventory level in the tank (INVjtm) will take on124
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positive values that will be calculated using specific equations. If Yjtm is False, all the125

constraints in the corresponding disjunction will be ignored, and the associated variables126

set to zero.127

The total fuel cost (TFCjtm) is calculated from the fuel consumption and the fuel cost128

in period t (costFU
mt ) if the Boolean variable is True, and it is set to zero otherwise. Here, θ129

represents the duration of each period t. The inventory level in the tank is given by the130

materials balance, which states that the initial inventory (INVjt−1) plus the amount of fuel131

introduced in the tank minus the amount transferred from the tank to the boilers must132

equal the final inventory. The disjunction imposes also lower and upper limits on the133

mass flows and inventory levels of the fuels (xFU
jltm, INVjtm, xFU

jltm and INVjtm, respectively),134

if the corresponding fuel is selected, and set them to zero otherwise.135

3.2. Boiler models136

Boilers generate high pressure steam by burning fuel. The combustion process gen-

erates environmentally harmful chemical substances such as SOx, NOx, and COx. These

units require electricity for operating the mechanical equipment and medium pressure

steam for heating the feed water. Similarly, as with the tanks, boilers can utilize different

fuels with some adjustments in the operating conditions of their equipment. The boilers
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are modeled via the following disjunctions:


Yjtm

xHP
jlt = hcm

ηjm
xFU

jl′tm l = OUT, l′ = IN

xFU
jltm ≤ xFU

jltm ≤ xFU
jltm l = IN

∨


¬Yjtm

xHP
jlt = 0 l = OUT

xFU
jltm = 0 l = IN



Yjtm ∈ {True, False} ∀m, t, j ∈ BOILERS (2)

As observed, when Yjtm is True, the amount of HP steam is calculated from the amount of137

fuel consumed, the heat of combustion of the selected fuel (hcm), and the boiler efficiency138

(ηjm). Besides, lower and upper bounds are imposed on the total fuel consumption. On139

the other hand, when Yjtm is False, the fuel consumption in the boiler and the amount of140

steam generated are both set to zero.141

The amount of HP steam generated is also a function of the consumption of MP steam142

and electricity, as stated in Eqs. 3 and 4.143

xHP
jlt = aMP

j xMP
jl′t ∀t, j ∈ BOILERS, l = OUT, l′ = IN (3)

xHP
jlt = aEL

j xEL
jl′t ∀t, j ∈ BOILERS, l = OUT, l′ = IN (4)
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In these equations, aMP
j and aEL

j represent the materials balance coefficients that relate144

the amount of HP steam generated in boiler j with the consumption of MP steam and145

electricity.146

The total amount of fuel consumed in the boilers must equal the amount sent from

the storage tanks:

∑
j∈BOILERS

xFU
jltm = ∑

j′∈TANKS
xFU

j′l′tm ∀t,m, l = IN, l′ = OUT (5)

Note that Eqs. 3 to 5 must be satisfied regardless of the fuel selected, and hence can be147

placed outside the disjunction.148

3.3. Turbine models149

Turbines expand steam at higher pressure converting the mechanical energy released

during the expansion into electricity. A typical multi-stage turbine receives HP steam

and produces electricity, MP and LP steams, and condensate, as shown in in Figure1.

Electricity generation in a turbine is a function of the amount of HP steam feed, and the

amounts of MP and LP steam, and condensate generated, as shown in Eq. 6.

xEL
jlt = bHP

j xHP
jl′t − gMP

j xMP
jlt − gLP

j xLP
jlt − gCO

j xCO
jlt

∀t, j ∈ TURBINES, l = OUT, l′ = IN

(6)

In Eq. 6, the coefficients bHP
j , gMP

j , gLP
j and gCO

j can be obtained by performing a statistical

analysis on the existing process data. The upper and lower bounds on the amount of
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electricity generated in turbines are defined via Eq. 7.

xEL
jlt ≤ xjkl ≤ xEL

jlt ∀j, t, l = OUT (7)

The material balance around turbines is expressed in Eq. 8 8:

xHP
jlt = xMP

jl′t + xLP
jl′t + xCO

jl′t ∀t, j ∈ TURBINES, l = IN, l′ = OUT (8)

3.4. Demand satisfaction150

The demand of electricity, HP, MP and LP steam must be fulfilled in each time period,

as stated in constraints 9 to 12:

∑
j∈TURBINES

∑
l∈OUT

θxEL
jlt + EPUt − ∑

j∈BOILERS
∑

l∈IN
θxEL

jlt ≥ demEL
t (9)

∑
j∈BOILERS

∑
l∈OUT

θxHP
jlt − ∑

j∈TURBINES
∑

l∈IN
θxHP

jlt ≥ demHP
t (10)

∑
j∈TURBINES

∑
l∈OUT

θxMP
jlt − ∑

j∈BOILERS
∑

l∈IN
θxMP

jlt ≥ demMP
t (11)
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∑
j∈TURBINES

∑
l∈OUT

θxLP
jlt ≥ demLP

t (12)

Here demEL
t , demHP

t , demMP
t and demLP

t denote the demands of electricity, HP, MP and151

LP steam in period t, whereas EPUt represents the total amount of electricity purchased152

from the external supplier. Hence, Eq.9 considers that part of the electricity demand can153

be satisfied by an external supplier (i.e., outsourcing). Note that in Eq. 10, the amount of154

HP steam available is calculated from the steam generated in the boiler minus the amount155

consumed in the turbine. Similarly, in Eq. 11, the total amount of MP steam available is156

obtained by subtracting the consumption of steam in the boiler from the amount of MP157

steam produced in the turbine.158

3.5. Objective function159

The model presented must attain two targets: minimum cost and environmental im-160

pact. We next describe in detail how to determine both objectives.161

3.5.1. Total cost162

The total cost of the energy system includes the cost of the fuel purchased, the in-

ventory cost associated with holding fuel in the tanks, and the consumption of external
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electricity, as stated in Eq. 13:

TC = ∑
j∈TANKS

∑
t

∑
m

TFCjtm+

∑
j∈TANKS

∑
t

∑
m

costINV
mt

(
INVFU

jt−1m + INVFU
jtm

2

)
+ ∑

t
costEL

t EPUt

(13)

Here, costINV
mt represents the unitary inventory cost associated with fuel m and period t,163

and costEL
t is the electricity cost in period t.164

3.5.2. Environmental impact objective function.165

The environmental performance of the energy system is quantified according to the166

principles of Life Cycle Assessment (LCA) [31]. Specifically, this work makes use of the167

Eco-indicator 99 framework, which accounts for 11 impacts aggregated into three damage168

categories. The computation of this metric follows the four LCA phases: goal and scope169

definition, inventory analysis, impact assessment and interpretation. Such phases are170

described in detail in the next sections.171

1. Goal and scope definition. In this phase, the system boundaries and the impact cat-172

egories are identified. Specifically, we perform a "cradle-to-grave" analysis that embraces173

all the activities of the energy system, starting from the extraction of raw materials (i.e.,174

oil), and ending with the delivery of electricity and steam to the final customers. Eleven175

impact categories, as defined by the Eco-indicator 99, are considered:176

1. Carcinogenic effects on humans.177

2. Respiratory effects on humans caused by organic substances.178
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3. Respiratory effects on humans caused by inorganic substances.179

4. Damage to human health caused by climate change.180

5. Human health effects caused by ionizing radiations.181

6. Human health effects caused by ozone layer depletion.182

7. Damage to ecosystem quality caused by ecosystem toxic emissions.183

8. Damage to ecosystem quality caused by the combined effect of acidification and184

eutrophication.185

9. Damage to ecosystem quality caused by land occupation and land conversion.186

10. Damage to resources caused by extraction of minerals.187

11. Damage to resources caused by extraction of fossil fuels.188

2. Inventory analysis. The second phase of the LCA provides the inputs and outputs

of materials and energy associated with the process (Life Cycle Inventory), which are re-

quired to perform the environmental impact calculations. In the context of the energy

system, the environmental burdens are given by the production of fuels at the refiner-

ies (LCIFU
b ), the generation of the external electricity (LCIEL

b ), and the direct emissions

associated with the combustion of the fuels in the boilers (LCIDE
b ). Mathematically, the

inventory of emissions can be expressed as a function of some continuous decision vari-
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ables of the model, as stated in Eq. 14.

LCIb = LCIFU
b + LCIEL

b + LCIDE
b =

∑
j∈TANKS

∑
l=IN

∑
t

∑
m

ωFU
m θxFU

jltm + ∑
t

ωELEPUt+

∑
j∈BOILERS

∑
l=IN

∑
t

∑
m

ωDE
m θxFU

jltm

(14)

Here, ωFU
m , ωEL and ωDE

m denote the life cycle inventory entries (i.e., feedstock require-189

ments and emissions released) associated with chemical b per reference flow of activity.190

In the production of fuels and electricity, the reference flow is one unit of fuel (ton) and191

electricity(kW), respectively, generated. In the combustion of fuel, the reference flow is192

one unit of fuel combusted in the boilers.193

3. Impact assessment. In this step, we determine the environmental impact of the194

process using a damage assessment model. These impacts are further aggregated into195

three main damage categories: human health (expressed in DALYs), ecosystem quality196

(PDFm2yr), and damages to resources (MJ surplus energy). Mathematically, the damage197

caused in each impact category c belonging to damage category d (IMc) is calculated from198

the life cycle inventory and a set of damage factors (d fbc), as stated in Eq. 15.199

IMc = ∑
b

d fbcLCIb ∀c (15)

The damage factors link the LCI results with the damage in each impact category. There
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are three different damage models each of which reflects a different perspective based on

Cultural Theory [32]. The impact caused in each damage category can be calculated via

Eq. 16:

DAMd = ∑
c∈ID(d)

IMc ∀d (16)

Here, ID(d) denotes the set of impact categories c that contribute to damage d. Finally,

the damages are normalized and aggregated into a single impact factor (i.e., Eco-indicator

99), as stated in Eq. 17.

ECO99 = ∑
d

ndwd · DAMd (17)

This equation makes use of normalization (nd) and weighting (wd) factors specified in the200

Eco-indicator 99 methodology [32].201

4. Interpretation. Finally, in the fourth phase, the results are analyzed and a set of202

conclusions or recommendations are formulated. In our work, the decision-makers’ pref-203

erences are articulated in the post-optimal analysis of the Pareto optimal solutions.204
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4. Proposed approach205

The methodology followed to solve the multi-objective model describe above com-206

prises several steps. We start by generating a set of solutions of the original multi-207

objective model using a heuristic-based approach that decomposes it into a set of bi-208

criteria problems in which we optimize the cost against each single impact. The Pareto209

solutions generated in this manner are next normalized, and finally used to carry out an210

MILP-based dimensionality reduction analysis that identifies redundant objectives that211

can be omitted without disturbing the main features of the problem. We describe in the212

ensuing sections each of these steps in detail.213

5. Solution strategy214

5.1. ϵ - constrain method.215

The overall bi-criteria GDP can be expressed as follows:

min Z = (TC, EI(ECO99, EI1, EI2, ..., EI11))


Yi

hj(x) ≤ 0

cj = γj

∨


¬Yi

Bjx = 0

cj = 0

 i ∈ D

Ω(Y) = TRUE

x ≥ 0 cj ≥ 0 Yi ∈ {True, False}
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Using the convex hull reformulation technique [33], the GDP is reformulated into a bi-216

criteria mixed-integer linear programming (MILP) model of the following type:217

(MO) min
x,y

(TC, EI(ECO99, EI1, EI2, ..., EI11))

s.t. g(x,y) ≤ 0

h(x,y) = 0

x ∈ R ,y ∈ {0,1}

218

in which TC is the total cost, EI denotes the LCA impact (ECO99 is the overall en-219

vironmental impacts and EI1, EI2, .., EI11 represent 11 difference impact categories 3.5.2),220

while x denotes the continuous variables (mass flows, inventory levels and costs), and y221

the binary variables that replace the Boolean variables appearing in the GDP model.222

As already mentioned, the Pareto points of model MO are computed following an223

heuristic-based approach based on solving a series of bi-criteria problems in which the224

cost is traded-off against each single impact category [34]. Each of these bi-criteria prob-225

lems is calculated via the epsilon-constraint method [35], which solves a set of single226

objective problems, in each of which one objective is optimized and the other is trans-227

ferred to an auxiliary constraint that bounds it within some allowable levels. We then228

normalize the Pareto solutions by dividing each objective value by the maximum value229

attained by the objective in all of the solutions.230

5.2. Post-optimal analysis: dimensionality reduction methods.231

After normalizing the solutions, we apply a dimensionality reduction method based232

on the work by Guillén-Gosálbez [30]. The multi-objective model presented above con-233

tains a large number of environmental metrics, which makes it difficult to generate and234
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analyze the Pareto solutions. Dimensionality reduction methods identify redundant ob-235

jectives that can be removed, which facilitates the generation and post-optimal analysis236

of the solutions.237

We use a simple illustrative example to clarify how dimensionality reduction works.238

To derive our approach, we consider the concept of weakly Pareto efficiency. A solution239

A is called weakly efficient if there are no other solutions that are strictly better than A240

simultaneously in all of the objectives. Let us now consider 4 weakly efficient solutions241

of a multi-objective problem (solutions A, B, C and D) that optimize 4 objective functions242

F = f1, f2, f3, f4 (i.e., we aim to minimize all of them simultaneously). Figure 2 is a parallel243

coordinates plot which shows in the bottom axis the different objective functions and in244

the vertical axis the normalized values attained by each solution in every objective. As245

seen, in this case, the four solutions are weakly Pareto efficient. This is because no solu-246

tion improves any of the others simultaneously in all of the objectives. This is reflected247

also in the fact that all of the lines representing the Pareto solutions intersect in at least248

one point.249

Let us now assume that we remove one objective from the search space, let us say250

objective f4. Figure 3 depicts the dominance structure of the reduced space F′ = f1, f2, f3.251

We can see that now sol. C dominates solution D in the reduced space, since C is better252

than D in all of the objectives kept. Hence, removing f4 changes the dominance structure253

of the problem, as solution D becomes sub-optimal in the reduced space F′.254

B and Z proposed a metric to quantify the extent to which the initial dominance struc-255

ture of a problem changes after removing objectives. This metric, termed delta error, cor-256
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responds to the difference between the true value of objective f4 in solution C, and the257

value required to dominate solution D in the original space of objectives (see Figure 2). In258

our example, the reduced objective set F′ = f1, f2, f3, could therefore replace the original259

set F = f1, f2, f3, f4, assuming a delta error of 0.25.260

If we next omit two objectives, say f4 and f3, we find that solution C becomes dom-261

inated by solution D and B (see Figure 4). In this case, the delta error is 0.5, as it is the262

maximum value that we have to subtract to the solutions lost so as to be dominated in263

the original objectives space (and not only in the reduced objectives space) (see Figure264

2). Hence, it is clear that higher delta values imply greater changes in the dominance265

structure of the problem.266

Note that the delta value depends on the objectives removed. As an example, dis-267

carding the second and third objectives (reduced space F′′′ = f1, f4) produces no changes268

in the dominance structure, since all the solutions are kept (see Figure 5.). In this case,269

we say that the reduced objective set F′′′ = f1, f4 is non-conflicting with the original one270

F = f1, f2, f3, f4. That implies that F′′′ can be replaced by F without changing the dom-271

inance structure of the problem (delta error = 0). The goal of dimensionality reduction272

methods is therefore to identify objectives that can be removed with a minimum change273

in the dominance structure of the problem (i.e., minimum delta error).274

In this work we employ an MILP-based dimensionality reduction method introduced275

by Guillén-Gosálbez [30]. This method identifies redundant objectives that can be omit-276

ted from the analysis incurring in minimum delta error. Further details on this method277

can be found elsewhere [30], [20], [36], [37].278
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6. Case study279

We illustrate the capabilities of our modeling framework and solution strategy us-280

ing two case studies that address the optimal planning of an energy system with two281

fuel tanks, two boilers and two turbines (see Figure 6). Both case studies assume the282

same data concerning fuels types, equipment units and energy demands, but differ in283

the characteristics of the electricity purchased. We minimize 13 objectives (i.e., total cost284

and 12 LCA impacts). As environmental objectives, we consider the total Eco-indicator285

99, which combines 11 single impacts into a single aggregated metric. To calculate these286

LCA metrics, we employ data retrieved from environmental databases [38]. The mo-287

tivation for optimizing the Eco-indicator 99 along with its single impacts is to analyze288

whether the minimization of an aggregated impact is a good practice when optimizing289

utility systems (i.e., it preserves the problem structure). As will be shown next, the suit-290

ability of the Eco-indicator 99 depends on the problem data.291

The initial demand of electricity is 29 MW/hr for both examples. The initial demand292

of steam (HP, MP and LP) is 2 ton/hr, 92 ton/hr and 98 ton/hr, respectively. A 5% in-293

crease in this demand is assumed in every time period. The model covers 7 time periods294

of 48 hours each. Fuels data are given in Tables 1 and 2. The parameters associated with295

boilers and turbines are displayed in Tables 3 and 4. The capacity of tanks 1 and 2 are 120296

and 50 tons, respectively. The maximum electricity power provided by each turbine is 70297

MW. The LCI data associated with the production of the different fuels are presented in298

Table 5, while the impacts associated with the external electricity are displayed in Table299
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6. The parameters of the damage model were taken from the Eco-indicator 99 report [32],300

assuming the average weighting set and the hierarchic perspective.301

6.1. Example 1.302

In this example we consider an external electricity provider (i.e., electricity mix) with303

a high environmental impact (see Table 6) and low price (2 $/MWh). We calculate 240304

Pareto solutions by optimizing each single environmental objective vs the total cost. Fig-305

ure 7 is a parallel coordinates plot that depicts in the horizontal axis the different objective306

functions, and in the vertical axis the normalized value attained by each solution in ev-307

ery objective. The normalization is performed by dividing each objective value by the308

maximum one attained over all the solutions. As observed, the environmental objectives309

seem to be equivalent, as when one increases so do the others and vice-versa. Hence, the310

cost on the one hand, and the environmental impacts on the other, behave in an opposite311

manner, that is, decreasing the first increases the second ones and vice-versa.312

Figure 8 depicts the normalized results. The bottom axis shows the normalized total313

cost and the vertical one the normalized environmental impacts. In the figure, we de-314

pict all the solutions in the 2-D space (Eco-indicator 99, cost). The blue squares represent315

the solutions obtained when optimizing the Eco-indicator 99 against the cost, while the316

red circles are the solutions resulting from the optimization of the total cost against each317

single impact category. As observed, the optimization of the Eco-indicator 99 produces318

solutions that are quite close to those obtained when optimizing each single impact cate-319

gory separately. This observation is therefore consistent with the analysis of the parallel320
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coordinates plot, where we observed that all the indicators behave similarly.321

Note that every solution implies a different combination of fuel and electricity (see322

Table 7 ). For example, in solution A (i.e., minimum cost solution in Figure 8), one part of323

the electricity is purchased from an external supplier, whereas another part is generated324

from fuel 2. In solution B, the main part of electricity is generated from fuel 2, whereas325

in solution C the main part is generated from fuel 3. The reason why all of the envi-326

ronmental impacts behave similarly and the cost is conflictive with them is that the cost327

depends to a large extent on the amount of fuels purchased, while the environmental328

metrics depend largely on the electricity consumption.329

Turning back our attention to Figure 8, we can see how the Pareto curve Eco-indicator330

99 vs cost (blue circles in the figure) is rather smooth in the region that goes from B to C,331

whereas from A to B increases sharply (when the model decides to increase the amount332

of electricity purchased from outside).333

We use next the MILP for dimensionality reduction [20, 30] to uncover the relation-334

ships between the different environmental indicators. Figure 9 shows the minimum delta335

value for different number of objectives kept. As observed, the delta error diminishes336

with the number of objectives retained. From one to two, this drop is quite significant,337

while afterwards (as we increase further the number of objectives kept) is close to zero338

and flat. This is because, as mentioned before, all the impacts behave similarly and one339

of them is enough to capture the behavior of the remaining ones.340

Table 8 shows the delta value corresponding to every possible combination of cost341

vs. each single environmental impact. All combinations of cost and impact yield a very342
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small approximation error (delta value). Hence, the original multi-objective problem can343

be replaced by a bi-criteria one (that optimizes cost against any environmental impact)344

without significant changes in the problem structure.345

6.2. Example 2.346

Here we consider an external electricity with high price (243 $/MW*hr) and low en-347

vironmental impact (see Table 6). This electricity is assumed to be generated by wind348

energy. We calculate again 240 Pareto solutions by optimizing each single environmental349

objective vs. the total cost.350

Figure 10 presents the normalized values for every objective in a parallel coordinates351

plot. As observed, some objectives behave in a conflictive manner. Particularly, climate352

change is conflicting with other objectives, since solutions with low climate change im-353

pact show large impacts in other categories and vice-versa. As will be explained later,354

these conflicts arise when the same decision variable shows opposite contributions in355

different environmental impacts.356

In Figure 11, the bottom axis shows the normalized total cost and the vertical one the357

normalized Eco-indicator 99. The blue points are the solutions to the bi-criteria prob-358

lem Eco-indicator 99 vs. total cost, while red points are associated with the remaining359

bi-criteria problems (total cost vs. each single impact category). As oppose to the previ-360

ous example, in this case we notice that some solutions would be discarded if cost and361

Eco-indicator 99 were the only objectives being minimized. This is because solutions that362

are optimal in the space of individual objectives (when optimizing some individual ob-363
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jectives vs the total cost) would be lost if we optimized only the Eco-indicator 99 vs the364

total cost.365

Concerning the planning decisions behind each solution (see Table 9), we find that in366

solution A (i.e., minimum cost solution) the electricity is mainly generated from fuel 2,367

in solution B (an intermediate solution), electricity is generated from fuels 2 and 4, while368

solution C (minimum Eco-indicator 99 point) employs fuel 1.369

To shed further light on this issue, we next apply the MILP-based dimensionality370

reduction method. Figure 12 shows the minimum delta value for different sets of ob-371

jectives kept. As observed, the delta error diminishes with the number of objectives re-372

tained. Comparing with example 1 (Figure 9), we see that two objectives are not enough373

for keeping the problem structure, since no combination of two criteria preserves all the374

Pareto solutions.375

Table 10 displays the delta value corresponding to every possible combination of cost376

vs each single environmental impact, while Table 11 shows the same information, but this377

time for sets of 3 objectives. The best combination of two objectives is cost and climate378

change (1,6). For three objectives, the best combination of criteria is cost, respiratory379

effects (inorganic) and climate change (1, 5, 6), which yields a delta error close to zero. In380

contrast, the couple cost and Eco-indicator 99 leads to large delta values (i.e., 4.2). These381

results indicate that the use of the Eco-indicator 99 as unique environmental metric might382

be inadequate in the design of utility systems, since it might prevent the identification of383

Pareto solutions that minimize other impacts and that are therefore potentially appealing384

for decision-makers.385
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7. Conclusion386

This work proposed an approach to optimize utility plants considering the cost and387

several environmental indicators simultaneously. The environmental impact associated388

with the energy system has been assessed through the Eco-indicator 99, which is based on389

LCA principles. The overall problem was formulated as a multi-objective MILP featuring390

a large number of objectives.391

To overcome the numerical difficulties associated with the calculation and analysis392

of the Pareto solutions, we investigated the use of a rigorous dimensionality reduction393

method. Numerical examples show that the number of environmental objectives can be394

greatly reduced while still preserving the problem structure to a large extent. We ob-395

served also that the single optimization of aggregated metrics, such as the widely used396

Eco-indicator 99, might change the dominance structure of the problem in a manner such397

that some solutions that are optimal in the original space of LCA impacts, might be lost.398

Our overall approach is intended to facilitate the identification of more sustainable man-399

ufacturing patterns in industry.400
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Notation491

Indices

b chemical species

c impact categories

d damage categories

j process units

l material state

m fuels

t time periods

Sets

ID(d) set of impacts c contributing to damage category d

Parameters

aMP
j material balance coefficient

aEL
j material balance coefficient

bHP
j material balance coefficient

costFU
mt cost of fuel m in period t

costINV
mt unitary inventory cost associated with fuel m and period t

costEL
t cost of the electricity in period t

demEL
t demand of electricity in period t

demHP
t demand of HP steam in period t
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demMP
t demand of MP steam in period t

demLP
t demand of LP steam in period t

d fbc damage factor associated with chemical b and impact c

gCO
j material balance coefficient

gLP
j material balance coefficient

gMP
j material balance coefficient

hcm heat of combustion of fuel m

nd normalization factor associated with damage category d

wd weighting factor associated with damage category d

INVjtm lower bound on the inventory of fuel m in unit j in period t

INVjtm upper bound on the inventory of fuel m in unit j in period t

xFU
jltm lower bound on the flow of fuel m in state l in unit j in period t

xFU
jltm upper bound on the flow of fuel m in state l in unit j in period t

xEL
jlt lower bound on the flow of electricity in state l in unit j in period t

xEL
jlt upper bound on the flow of electricity in state l in unit j in period t

ϵ auxiliary parameter employed in the epsilon constraint method

θ length of a time period

ηjm efficiency of boiler j combusting fuel m

ωFU
m life cycle inventory entry associated with chemical b
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per unit of fuel m generated

ωEL life cycle inventory entry associated with chemical b

per unit of external electricity generated

ωDE
m life cycle inventory entry associated with chemical b

per unit of fuel m combusted

Variables

DAMd impact in damage category d

ECO99 Eco-indicator 99 value

EPUt purchases of external electricity in period t

IMc damage in impact category c t

INVjtm inventory of fuel m in unit j in period t

LCIFU
b life cycle inventory associated with chemical b

LCIFU
b life cycle inventory associated with chemical b due to the generation of fuel

LCIEL
b life cycle inventory associated with chemical b

due to the consumption of external electricity

LCIDE
b life cycle inventory associated with chemical b due to the direct emissions

TFCjtm total cost of fuel m in unit j in period t

TC total cost

xFU
jltm flow rate of fuel m in state l in unit j in period t

xHP
jlt flow rate of high pressure steam in state l in unit j in period t
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xMP
jlt flow rate of medium pressure steam in state l in unit j in period t

xLP
jlt flow rate of low pressure steam in state l in unit j in period t

xCO
jlt flow rate of condensate in state l in unit j in period t

xEL
jlt flow rate of electricity in state l in unit j in period t

yjtm binary variable (1, if fuel m is selected in unit j in period t, 0 otherwise)
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Figure 1. Energy system taken as reference
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Figure 2. Dominance structure for the set f1, f2, f3, f4. All solutions are weakly efficient.
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Figure 3. Dominance structure for the reduced set f1, f2, f3. Solution C dominate solution D,
since C is better than D in all objectives. Solution D is therefore lost, with the Delta 1 (see Fig.
2).
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Figure 4. Dominance structure for the reduced set f1, f2. Solution C and B dominate solution
D, since C and B are better than D in all objectives. Solution D is therefore lost, with the Delta
2 (see Fig. 2).
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Figure 5. Dominance structure for reduced set f1, f4. No solution dominates any of the others.
All solutions are Pareto optimal in the reduced search space, and the dominance structure is
preserved.
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Figure 6. Superstructure of case study.
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Figure 7. The parallel coordinate plot for Example 1. We show in the horizontal axis the differ-
ent objectives, and in the vertical one the normalized value of each solution in each objective.
Normalization is performed by subtracting the minimum value to each objective function
value and dividing by the difference between the maximum and the minimum attained over
all the solutions.
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Figure 8. Results obtained from the bi-criteria problem cost vs the overall Eco-indicator 99
(blue points) and from solving the bicriteria problems cost vs. single impacts (red points) for
Example 1.
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Figure 9. Minimum of delta value for different sets of number of objectives. Example 1.
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Figure 10. The parallel coordinate plot for Example 2.
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Figure 11. Points resulting from the bi-criteria optimization cost vs. Eco-indicator 99 and
cost vs. every single impact projected onto the subspace cost vs Eco-indicator 99. Red points
above the envelope of the blue ones would be lost if Eco-indicator 99 and cost were optimized
as unique objectives. (Example 2).
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Figure 12. Minimum of delta value for different sets of kept objectives. Example 2.
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Table 1. Data for fuels: heat of combustion (hcm), green house gases content (ghgm), price
(costFU

mt ), and inventory cost (costINV
mt ).

hcm (kJ/ton) ghgm (kg/ton) costFU
mt ($/ton) costINV

mt ($/ton·hr)
Fuel 1 10.50 17 200 0.50
Fuel 2 9.65 5 76 0.19
Fuel 3 6.65 3 83 0.20
Fuel 4 10.20 10 145 0.35

Table 2. Data for boilers (I): boiler efficiency (ηjm)

ηjm (kJ/ton)

Fuel Boiler 1 Boiler 2
Fuel 1 0.59 0.58
Fuel 2 0.60 0.60
Fuel 3 0.56 0.57
Fuel 4 0.61 0.60

Table 3. Data for boilers (II): materials balance coefficients (aMP
j and aEL

j )

aMP
j (adim) aEL

j (ton/MW·hr)
Boiler 1 0.11 0.002
Boiler 2 0.12 0.003

Table 4. Data for turbines: materials balance coefficients (gLP
j , gMP

j , bHP
j , and gCO

j )

gLP
j (MW·hr/ton) gMP

j (MW·hr/ton) bHP
j (MW·hr/ton) gCO

j (MW·hr/ton)
Turbine 1 0.01 0.07 0.15 0.00
Turbine 2 0.01 0.08 0.18 0.00
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Table 5. Environmental data: production of fuels

Fuels (impact/kg)

1 2 3 4
Carcinogens (DALYs) 1.05×10−8 1.27×10−8 1.29×10−8 2.52×10−9

Respiratory effects (organic) (DALYs) 1.64×10−9 1.69×10−9 1.90×10−9 1.00×10−11

Respiratory effects (inorganic) (DALYs) 3.81×10−7 4.36×10−7 4.54×10−7 8.23×10−9

Climate change (DALYs) 7.18×10−8 8.73×10−8 8.85×10−8 1.92×10−9

Ionizing radiation (DALYs) 7.70×10−10 9.10×10−10 9.40×10−10 2.00×10−11

Ozone layer depletion (DALYs) 4.70×10−10 4.80×10−10 5.40×10−10 0.00×100

Ecotoxicity (PDF·m2·year) 4.71×10−2 6.08×10−2 5.88×10−3 8.15×10−4

Acidif./eutroph. (PDF·m2·year) 1.05×10−2 1.21×10−2 1.25×10−2 2.96×10−4

Land use (PDF·m2·year) 1.27×10−4 1.44×10−4 1.52×10−4 1.32×10−4

Minerals extraction (MJ) 3.09×10−5 2.50×10−5 2.05×10−5 2.99×10−7

Fossil fuels extraction (MJ) 6.92×100 7.07×100 8.02×100 8.38×10−3

Table 6. Environmental data: generation of electricity

Electricity

Example 1 (impact/MJ) Example 2 (impact/kWh)
Carcinogens (DALYs) 1.66×10−8 1.06×10−8

Respiratory effects (organic) (DALYs) 7.00×10−11 7.30×10−9

Respiratory effects (inorganic) (DALYs) 1.58×10−7 7.30×10−9

Climate change (DALYs) 3.15×10−8 2.36×10−9

Ionizing radiation (DALYs) 4.72×10−9 4.12×10−11

Ozone layer depletion (DALYs) 5.00×10−11 6.44×10−13

Ecotoxicity (PDF·m2·year) 2.12×10−3 1.80×10−4

Acidif./eutroph. (PDF·m2·year) 3.57×10−3 3.68×10−3

Land use (PDF·m2·year) 6.05×10−3 7.11×10−4

Minerals extraction (MJ) 2.43×10−4 5.93×10−3

Fossil fuels extraction (MJ) 5.20×10−2 5.38×10−3

Table 7. Consumption of fuel and external electricity in different solutions (see Figure 8) for
example 1.

Solutions Purchased electricity, MW Fuel1, ton Fuel2, ton Fuel3, ton Fuel4, ton

A 2498.88 0 4626.61 0 0
B 673.36 0 5233.41 0 0
C 673.36 0 0 7088.05 0



UNIVERSITAT ROVIRA I VIRGILI 
DEVELOPMENT OF ADVANCED MATHEMATICAL PROGRAMMING METHODS FOR SUSTAINABLE ENGINEERING AND SYSTEM BIOLOGY 
Pavel Vaskan 
Dipòsit Legal: T 952-2014 
 



Table 8. Delta values for Example 1 for all combinations of two objectives. Where 1 is total
cost, and other objectives are environmental impacts: 2 is overall Eco 99, 3 is carcinogenic, 4
is respiratory organic, 5 is respiratory inorganic, 6 is climate change, 7 is ionizing radiation, 8
is layer depletion, 9 is ecotoxity, 10 is acidification, 11 is landuse, 12 is extraction of minerals,
13 is fossil fuels.

Reduced set Delta
1 2 0.0081
1 3 0.2602
1 4 0.2602
1 5 0.2602
1 6 0.0031
1 7 0.2602
1 8 0.2602
1 9 0.1516
1 10 0.2602
1 11 0.2602
1 12 0.2602
1 13 0.2602

Table 9. Consumption of fuel and external electricity in different solutions (see Figure 11) for
example 2.

Solutions Purchased electricity, MW Fuel1, ton Fuel2, ton Fuel3, ton Fuel4, ton

A 673.36 0 5233.41 0 0
B 736.17 0 2511.72 0 3062.082
C 673.36 4729.59 0 0 0
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Table 10. Delta values for Example 2 for all combinations of two objectives. Where 1 is total
cost, and other objectives are environmental impacts: 2 is overall Eco 99, 3 is carcinogenic, 4
is respiratory organic, 5 is respiratory inorganic, 6 is climate change, 7 is ionizing radiation, 8
is layer depletion, 9 is ecotoxity, 10 is acidification, 11 is landuse, 12 is extraction of minerals,
13 is fossil fuels.

Reduced set Delta
1 2 4.2030
1 3 21.2638
1 4 21.2638
1 5 21.2638
1 6 3.5650
1 7 21.2638
1 8 21.2638
1 9 17.7041
1 10 21.2638
1 11 21.2638
1 12 21.2638
1 13 21.2638
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Table 11. Delta values for Example 2 for all combinations of three objectives. Where 1 is total
cost, and other objectives are environmental impacts: 2 is overall Eco 99, 3 is carcinogenic, 4
is respiratory organic, 5 is respiratory inorganic, 6 is climate change, 7 is ionizing radiation, 8
is layer depletion, 9 is ecotoxity, 10 is acidification, 11 is landuse, 12 is extraction of minerals,
13 is fossil fuels.

Reduced set Delta Reduced set Delta
1 2 3 4.2030 1 5 9 17.7041
1 2 4 4.2030 1 5 10 21.2638
1 2 5 4.2030 1 5 11 21.2638
1 2 6 3.5650 1 5 12 21.2638
1 2 7 4.2030 1 5 13 21.2638
1 2 8 4.2030 1 6 7 0.8065
1 2 9 4.2030 1 6 8 0.6852
1 2 10 4.2030 1 6 9 1.3056
1 2 11 4.2030 1 6 10 0.1869
1 2 12 4.2030 1 6 11 1.4190
1 2 13 4.2030 1 6 12 1.4190
1 3 4 21.2638 1 6 13 0.2524
1 3 5 21.2638 1 7 8 21.2638
1 3 6 0.2167 1 7 9 17.7041
1 3 7 21.2638 1 7 10 21.2638
1 3 8 21.2638 1 7 11 21.2638
1 3 9 17.7041 1 7 12 21.2638
1 3 10 21.2638 1 7 13 21.2638
1 3 11 21.2638 1 8 9 17.7041
1 3 12 21.2638 1 8 10 21.2638
1 3 13 21.2638 1 8 11 21.2638
1 4 5 21.2638 1 8 12 21.2638
1 4 6 0.8065 1 8 13 21.2638
1 4 7 21.2638 1 9 10 17.7041
1 4 8 21.2638 1 9 11 17.7041
1 4 9 17.7041 1 9 12 17.7041
1 4 10 21.2638 1 9 13 17.7041
1 4 11 21.2638 1 10 11 21.2638
1 4 12 21.2638 1 10 12 21.2638
1 4 13 21.2638 1 10 13 21.2638
1 5 6 0.1869 1 11 12 21.2638
1 5 7 21.2638 1 11 13 21.2638
1 5 8 21.2638 1 12 13 21.2638
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. Identifyingmulti-objective design principles inmetabolicnet-

works via a rigorous multi-level optimization framework.

Vaskan P., Guillén-Gosálbez G., Alves R., Jiménez L. Identifying multi-objective design prin-

ciples in metabolic networks via a rigorous multi-level optimization framework. Pending sub-

mission to PLOS Computational Biology.
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Abstract

Flux Balance Analysis (FBA) provides a set of methods to study different aspects of the functioning
and evolution of microbial species assuming that biomass growth rate is typically optimized during
evolution. Recent work, however, has shown that there might be other meaningful efficiency criteria
leading to alternative fitness functions accounting for more than just growth rate. This work addresses
this fundamental question: how to identify meaningful biological objective functions that drive the cell’s
metabolic machinery under different conditions. To this end, we propose an approach that combines
bi-level optimization, FBA and mixed-integer nonlinear programming (MINLP) within a single unified
framework that enables the identification (in a rigorous and systematic manner) of objective functions
that will likely drive the cell’s machinery under the studied experimental conditions. We benchmark the
method by analyzing which combination of objective functions better explains a set of metabolic fluxes
experimentally determined in vivo. We confirm that biomass maximization is a fundamental objective
function under the experimental conditions we investigate. In addition, we identify additional sets of
functional criteria that, along with growth rate maximization, improve the model fitting to experimental
data. Overall, the fitting of FBA models improves with the number of objectives, firstly sharply, and
then marginally after a certain number of criteria. We show as well that several biological objectives
behave similarly, which suggests the existence of redundant biological criteria.

Author Summary

Evolution of cell metabolism is driven by random mutation processes, generating cells with alternative
metabolic phenotypes. These cells then compete for the natural resources of the environment and their
differential usage of those resources leads to the survival of the fittest cells with most efficient phenotype.
In view of this, a common assumption made in the past is that cells attempt to maximize the biomass
growth rate as their optimal function. Based on this assumption, FBA provides a set of methods to
study different aspects of the functioning and evolution of microbial species. Recent work, however, has
shown that there might be other meaningful efficiency criteria leading to alternative fitness functions
accounting for more than just growth rate maximization. Hence, a major challenge in biology concerns
the identification of these alternative functions and their relative contribution to fitness under various
environmental conditions. In this work we address this challenge by using a systematic framework that
combines rigorous mathematical programming techniques (i.e., bi-level optimization) with FBA. By ap-
plying this tool, we find that the inclusion of additional biological criteria (apart from biomass growth
rate maximization) improves the predictive capabilities of FBA.
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Introduction

In industrial settings, humans establish a clear objective function to be met, creating and optimizing
designs to attain that objective efficiently under specific constraints and conditions. In contrast, the
emergence of new designs in natural systems results from random mutation followed by natural selection.
One could argue that this process tends to optimize the structure and behavior of natural systems.
Unfortunately, the objective(s) function(s) and constraints (i.e., the optimization-like problem we call
natural selection) of this process remain unclear. Determining such a function and set of constraints
would allow biologists to identify biological design principles, a central topic in systems biology [1].

The identification of biological design principles can be posed as a reverse optimization problem for
which the solution (the actual system) is known, and the criteria (if any) that have been optimized to
arrive to that solution need to be determined. Several in silico frameworks for determining a most-likely
objective function have been proposed [2]. For example, ObjFind, was built under the assumption that
natural systems optimize a linear combination of biological objectives that are related to the fluxes of
biological reactions [3]. ObjFind seeks to determine the values of the weights (coefficients of importance,
CoI) to be attached to a set of reaction fluxes such that when the resulting weighted sum of fluxes is
optimized, the difference between the optimal in silico flux distribution predicted by the model and the
experimentally observed distribution is minimized. In the ObjFind framework, a high CoI indicates that
a reaction is important for the cellular objective function, while a small weight implies the opposite.

BOSS illustrates another type of optimization framework [4] that assumes that biological systems
can add new reactions to their metabolism in order to meet their biological objectives. Effectively, this is
implemented by allowing de novo reactions to be added to the stoichiometry matrix of the target network.
In this approach, the objective reaction is not confined to be one of a subset of existing reactions, but
rather is allowed to take on any form (e.g. an existing reaction, a combination of existing reactions,
or a previously uncharacteristic reaction). This assumption provides more flexibility to the framework
and makes the optimization process closer to what is thought to occur during biological evolution, where
changes in regulation (modeled by optimizing the CoIs of existing reactions) can be combined with gene
duplication or deletion (modeled by adding new reactions to the network). A third type of framework was
proposed by Knorr et al [5]. This approach employs a Bayesian-based technique to determine meaningful
biological objective functions for a system.

The aforementioned approaches rely on single-objective methods that assume the existence of a unique
universal biological objective function. Sauer and co-workers, however, suggested recently the existence
of more than one meaningful fitness function driving the metabolic machinery [6,7]. More precisely, they
identified three main biological criteria that microorganisms might attempt to optimize simultaneously:
maximum ATP yield, maximum biomass yield, and minimum sum of absolute fluxes.

If we expect to understand the evolution and functional properties of complex metabolic networks, it
is of paramount importance to develop a rigorous framework for identifying in a systematic and rigorous
manner the criteria underlying design selection in biological systems. Here we report the development
of a bi-level linear programming framework inspired on the work by Burgard and Maranas [3]. More
precisely, we have developed a method that given a set of experimental observations allows us to infer
the form of the multi-objective optimization problem that shapes the adaptation of microorganisms to
the environment. We pose this problem in mathematical terms as a bi-level linear program that includes
an outer problem and a set of inner models. The outer problem optimizes the least square difference
between the experimental observations and the optimal solution predicted in silico. The inner problems,
which are defined for each experimental condition, optimize a linear combination of objectives subject
to the weights imposed by the outer problem. The overall bi-level model identifies those combinations
of weights that make fitting of the model to each experimental condition optimal, considering several
objectives simultaneously. That is, the model looks for those objectives whose optimization produces
solutions that are as close as possible to the experimental observations. A nonzero weight implies that
the objective is biologically meaningful, while a zero weight implies the converse. Binary variables are
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added for controlling the number of plausible fitness functions. Efficient solution of the bi-level problem
is achieved by reformulating it as a standard MINLP.

Our approach represents a significant step forward with respect to the original work by Burgard
and Maranas [3] for the following two reasons: (i) it handles several objective functions (as opposed to
Burgard’s approach that only accounts for a single biological criterion); and (ii) it applies a reformulation
method that ensures convergence to the global optimum (i.e., our approach guarantees that the solution
of the model used to infer meaningful biological objectives is the best possible, while Burgard’s approach
can produce sub-optimal solutions that might lead to biological conclusions of less quality).

We test the capabilities of our method through its application to the study of an in vivo flux distribu-
tion in Escherichia colis central metabolism using data derived from 13C isotopomer analysis [8] and an
FBA model available in the literature [9] that considers biomass growth rate and a set of reaction fluxes
as surrogates for cellular fitness functions. Numerical results produced by our method are consistent
with the hypothesis that biomass maximization is a fundamental objective function under the observed
experimental conditions. In addition, we find that the combination of biomass growth rate with addi-
tional biological criteria improves the predictive capabilities of FBA (it better explains the experimental
observations). The fitting of the model to the experimental data improves with the number of objectives
considered, first sharply and then marginally after a certain point. Finally, we show that there are several
groups of objectives that behave similarly, which suggests a certain degree of redundancy among diverse
biological criteria. This may have significant implications in explaining the emergence of alternative and
seemingly equally fit solutions in replicate experiments of long term evolution [10].

Method

General overview

We have developed a method inspired on the approach by Burgard and Maranas [3] that can handle several
objective functions simultaneously. Particularly, given a set of experimental observations, our framework
allows us to infer the form of the multi-objective optimization problem that shapes the adaptation of
microorganisms to the environment. Hence, we assume the existence of the following multi-objective
model that drives the cells’ machinery:

(MOFBA) min {vj∈MO}
s.t. ∑

j∈M

Sijvj = 0 ∀i ∈ N

vj ≤ vj ≤ vj ∀j ∈ M

This model attempts to optimize a set of velocities (including biomass growth rate), subject to mass
balance equations (stoichiometric constraints), and equations imposing lower and upper bounds on the
velocities. In this formulation, Sij is the stoichiometric coefficient of metabolite i in reaction j, vj
represents the flux of reaction j, MO refers to the set of velocities that are considered surrogates for
cellular fitness functions (in principle, we assume that all velocities can be plausible biological objectives),
N is the set of metabolites, and M is the set of reactions. vj and vj are lower and upper bounds,
respectively, imposed on the velocities.

The solution to this problem is given by a set of Pareto optimal points representing the trade-off
between the criteria considered in the analysis. Figures 2a provides an example of a Pareto front that
divide the search space into sub-optimal and unfeasible solutions.

The Pareto front of our problem can be obtained using standard multi-objective optimization tech-
niques, such as the epsilon-constrain or weighted-sum methods [11], which are both valid for the case
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of linear programming problems like the ones solved in FBA. The latter is based on solving a set of
single-objective models in each of which we optimize a linear combination of objectives as follows:

(MOS) min
∑

j∈MO

vjwj

s.t.∑
j∈M

Sijvj = 0 ∀i ∈ N

vj ≤ vj ≤ vj ∀j ∈ M

Where wj is the objective attached to velocity j. Each run of the single-objective model that optimizes
a linear combination of the original set of objectives generates a different Pareto point. By solving the
model for different weights, we obtain a set of Pareto points each achieving a unique combination of
objective function values.

Bearing in mind the concepts and ideas given above, we describe next in detail how our method works.
Figure 1 summarizes our systematic approach, which consecutively performs the following steps:

1. For each experimental observation, we define the weights to be attached to the different objectives
functions. Our goal is to identify the linear combination of weights whose optimization produces
results that are as close to the experimental observations as possible.

2. Solve the minimization problem whose objective function is given by the corresponding weighted
sum of objectives.

3. Obtain the optimal velocities for the given linear combination of weights.

4. Calculate the error, quantified by the Euclidean distance, between estimated and experimentally
determined rates.

5. Minimize the distance calculated in (4) by iteratively varying the weights proposed in (1).

6. At the end of the optimization, identify the objectives with large weight values and tag them as
biologically meaningful, while discarding objectives with low weight values.

Steps (1)-(6) can be automated using a bi-level linear program that includes an outer problem and a set
of inner models. The outer problem seeks to optimize the least square difference between the experimental
observations and the optimal solution predicted in silico. The inner problems, which are defined for each
experimental condition, optimize a linear combination of objectives, subject to the weights imposed by
the outer problem. Hence, the original bi-level problem has the following form:

(BIMO) min
wj ,xj

∑
j∈EX

(vj − vexpj )2

s.t.
min
vj

jup∑
j=1

(vjwj)

s.t.
M∑
j=1

Sijvj = 0 ∀i ∈ N

vj ≤ vj ≤ vj ∀j ∈ M


jup∑
j=1

wj = 1

0 ≤ wj ≤ wjxj ∀j ∈ M
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Where Sij is the stoichiometric coefficient of metabolite i in reaction j, vj represents the flux of
reaction j, vexpj is the experimental flux, and wj is a weight associated with objective j, which is given by
a reaction flux (note that we can also consider a combination of fluxes by defining aggregated velocities).
Set N refers to the set of metabolites, EX contains the set of experimentally determined fluxes, and M is
the set of reactions. Hence, the overall bi-level model seeks those combinations of weights wj that make
each experimental condition optimal, considering several objectives simultaneously. A nonzero weight
implies that the objective is biologically meaningful, while a zero weight implies the opposite.

To solve the bi-level program efficiently, we reformulate it into a standard MINLP by replacing the
inner problems by their corresponding KarushKuhnTucker conditions that are expressed in algebraic form
using auxiliary binary variables [12]. The multi-objective optimization problem (MOFBA) is therefore
reformulated as a Mixed-Integer Quadratically Constrained Program (MIQCP) with linear constraints
and a quadratic objective function. This MIQCP is a special type of MINLP that has a nonlinear
quadratic objective function and linear equality and inequality constraints. Binary variables are used for
controlling the number of plausible fitness functions. In addition, the KKT-based reformulation requires
the definition of one auxiliary binary variable for each inequality of the inner problem. Such binaries take
a value of one if the constraint is active in the optimal solution of the inner problem (i.e., it is satisfied
as an equality), and zero otherwise. The solution of the MIQCP, which can be obtained by standard
branch-and-cut methods, provides the set of meaningful objectives (and corresponding weights) under
several experimental conditions.

Our method in the context of Pareto optimality

We next clarify the theoretical connections between our approach and the concept of Pareto optimality.
To this end, we will use an illustrative example consisting of a system that is optimized following two
different approaches: minimizing objectives 1 and 2; and minimizing objectives 3 and 4. Figures 2a and
2b depict the Pareto front corresponding to the optimization of objectives 1 and 2. Points lying below
the curve are sub-optimal, since they can be improved in both criteria simultaneously by those lying on
the Pareto front (i.e., there are other solutions that are better simultaneously in both objectives). On
the other hand, the region above the curve is infeasible, because no alternative shows better values of
obj 1 and obj 2 (simultaneously) than the Pareto solutions. On the other hand, Figures 2c and 2d are
obtained by optimizing objectives 3 and 4.

It has been proposed that biological systems effectively evolve by finding the Pareto optimal front of
a multi-objective functional optimization [13]. Our method effectively identifies the Pareto front of the
biological problem to which it is applied by solving the multi-criteria FBA model in silico. Note that
selecting weights for the objectives is equivalent to moving along the Pareto set [11]. Hence, when our
approach calculates weights, it is indeed searching Pareto points according to some criteria.

We now address the question of how to represent experimental points in these bi-criteria plots and
how to quantify the error of the prediction made in silico when a given combination of objectives (and
associated weights) is considered in the analysis. Ideally, an experimental observation should lead to a
single point in the Pareto plot. Unfortunately, experimental observations are not fully defined, since some
fluxes are typically missing. Because of this, it is in practice extremely difficult (if not impossible) to
represent each of them as a single point in the space of objectives due to the lack of some experimental
fluxes values.

One possible manner to overcome this limitation consists of fixing the known velocities (i.e., those
measured experimentally) in the FBA model, and then maximize and minimize the values of all of
the objectives. These calculations would provide the limits of a ”experimental” square (in the space
of objectives) within which the experimental observations should fall. We found that this approach is
inadequate because it leads to unfeasible problems. That is, when we attempt to solve the FBA model
with the known fluxes fixed to their experimental values, we find that it usually renders unfeasible (i.e.,
there is no solution satisfying the mass balance equations and at the same time showing the same velocity



UNIVERSITAT ROVIRA I VIRGILI 
DEVELOPMENT OF ADVANCED MATHEMATICAL PROGRAMMING METHODS FOR SUSTAINABLE ENGINEERING AND SYSTEM BIOLOGY 
Pavel Vaskan 
Dipòsit Legal: T 952-2014 
 



values as those measured experimentally). This can be attributed to the presence of experimental errors
that make experimental fluxes inconsistent with the FBA model

To avoid these difficulties, we propose here to calculate the limits of the ”experimental” square assum-
ing a given allowable mismatch between the experimental fluxes and those calculated by the FBA model.
To this end, we optimize and minimize each objective subject to the condition that the ED (distance
between experimental fluxes and fluxes obtained in silico) must be below a given threshold. A zero ED
value implies a perfect match with experimental results, a situation that seldom arises in practice.

Note that the size of the ”experimental” square grows as we consider larger ED values. Hence, Figure
2b shows the same experimental points as Figure 2a, but considers a larger ED value. As seen, the square
in Figure 2b crosses the Pareto curve. This means that obj1 and obj2 are meaningful objectives if we
consider a maximum allowable error equal to ED2. Figures 2c and 2d are analogous to Figures 2a and
2b, but they are defined for other objectives. As seen, for these objectives, the ”experimental” square
does not cross the Pareto curve (even for the largest allowable ED error). Hence, the optimization of
these objectives does not explain the observed fluxed (considering a maximum allowable error bellow or
equal to ED2). As observed, depending on the objectives selected, and the ED value considered, the
”experimental” square may or may not touch the Pareto set calculated in silico.

Clarifying further the connection between our approach and the concept of Pareto optimality, we
state that if the experimental square touches the Pareto set resulting from the simultaneous optimization
of the two objectives in at least one point, then these objectives may be meaningful for explaining the
biological system in the experimental conditions considered. If the Pareto front does not intersect the
”experimental” square, such objectives are not meaningful under these conditions.

Figure 3 further illustrates this concept. As observed, the error required for a square to touch the
Pareto set depends on the combination of objectives being assessed. In addition, for a given combination
of objectives, there will always be an error for which the Pareto front will touch the ”experimental”
square (larger ED values lead to squares of larger size that will ultimately intersect the Pareto set). Our
approach systematically identifies those combinations of objectives for which the error is the minimum
possible. Note that this analysis is carried out considering several objectives simultaneously, and it is
therefore not restricted only to two criteria.

Hence, for the illustrative example containing two objectives, the method we propose would work as
follows. It would calculate all the Pareto fronts corresponding to every pair of objectives. It would then
determine the minimum square (i.e., the square with minimum Euclidean Distance) that would contain the
experimental observations for each such combination of objectives. To this end, our method would search
among the points contained in the Pareto front the one whose distance with respect to the ”experimental”
square is minimum, or equivalently, the point in the Pareto front touching the experimental square with
minimum ED. For the illustrative example, and considering a total number of allowable objectives equal
to two, the model would chose objectives 1 and 2 as the most meaningful ones. As already mentioned,
and further discussed later in the article, our approach performs all these calculations in a systematic
and automated manner, without the need to carry out iterations.

Results

To test our approach, we use a previously reconstructed flux balance analysis model of the E. coli central
carbon metabolism [9], with 102 reactions and 62 metabolites that represents the major carbon flows
through the cell (the complete model is provided as supplementary material). We consider as potential
biological objectives, all reaction fluxes associated with an energy dissipation (ATP consumed), or redox
potential dissipation (NADH consumed), biomass growth and total production of ATP (there are 21
different velocities that generate ATP). For our study, we employ 13C-detected in vivo flux distributions
from four growth aerobic conditions.
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Numerical experiments were carried out in the modeling systems GAMS. The Mixed-Integer Quadrat-
ically Constrained Programming model defined for a single experiment contains 794 continuous variables,
207 binary variables and 1,254 constraints. These MIQCPs were solved with the solver CPLEX on an
2x AMD Athlon 2.99 GHz processor, 3,49 GB of RAM. The CPU time varied according to the instance
being solved, but was always below 25-150 CPU seconds. The results generated in silico were compared
with the 13C detected in vivo flux distributions obtained under four different growth aerobic conditions.

Prediction of meaningful objectives considering one single experiment at once

We first apply our approach to each experimental data set separately. We consider for the analysis
the following four experiments: Experiment A: batch growth on glucose under aerobic conditions with
fast grow 0.6 h−1; experiment B: chemostat growth 0.02 h−1; experiment C: chemostat growth 0.4
h−1; experiment D: chemostat growth (0.4 h−1) under ammonium limitation. Further details on each
experiment can be found in [9].

Each individual velocity of the model is regarded as a potential objective function. Our method
automatically finds the optimal weights to be attached to a given maximum number of velocities such
that the optimization of this weighted combination of objectives is as close as possible to the experimental
results. We first solve the reformulated MIQCP for each data set (obtained under a set of specific
conditions) independently, and then consider all the experimental conditions simultaneously.

We start by allowing any number of objectives in the MIQCP, and then constrain the maximum
number of criteria to 4, 3, 2 and 1, respectively, imposing an upper bound on the number of binary
variables that can take a value of one (recall that these binary variables denote whether one objective
is meaningful and therefore optimized in the inner problems of the model). To avoid the calculation
of equivalent solutions, we enforce that the summation of all of the weights must equal one. Hence, a
weight close to one implies that the associated velocity/flux plays a role in the optimization (i.e., the
microorganism attempts to optimize it), while a low weight value implies the opposite.

Figures 4 and 5 (and Table S1 in additional material) summarize the results. Figure 4 shows the
Euclidean distance (ED) between the experimental fluxes and those predicted by the model for each
experiment. This distance quantifies the extent to which predicted fluxes match their experimental
values (lower distances imply more accurate predictions). As observed, the ED decreases as we increase
the maximum number of allowable objectives (Figure 4). Note, however, that in almost all of the cases
the addition of more objectives leads to marginal reductions in ED, which suggests the existence of a
small number of meaningful biological objectives.

To further investigate the importance of biomass maximization as a meaningful biological objective,
we repeated the calculations but this time fixing a zero weight for biomass growth rate. Figure 4 and Table
S2 (in additional materials) show the results obtained following the above commented procedure. The
comparison between the initial calculations and those performed fixing the weight for biomass growth to
zero shows that the ED between the best model solution and the experimental data increases drastically
for all of the experiments when biomass growth rate maximization is omitted. Hence, our results confirm
the importance of biomass growth rate maximization as a meaningful biological objective.

Figure 5 displays the weights calculated by our method for each objective function for the individual
experiments. The figure shows only those velocities with weights above 0.01 (the number of bars does
not always match with the number of objectives considered, because objectives with small weights are
not shown; the complete set of values are nevertheless given in supplementary Table S1). As observed,
in all of the experiments the MIQCP calculates a large weight for biomass growth (velocity 102). This is
in agreement with previous findings [3], in which biomass maximization was found to be a fundamental
biological objective driving the evolution of the cells machinery.

We next studied the robustness of the weights identified by the MIQCP for the case of biomass. For
this, we solved again the MIQCP by fixing the minimum ED obtained in every run of the model and
maximizing and minimizing the value of the weight attached to biomass growth rate. These calculations
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provide the minimum and maximum weight that should be attached to biomass growth rate so as to
produce estimated fluxes whose ED (i.e., error) with respect to experimental observations is bellow the
ED threshold defined beforehand. This is a necessary calculation because the bi-level model may have
alternative solutions (i.e., solutions showing different weight values), that produce the same ED value.
Hence, by performing this step, we establish the feasible limits of the weight attached to biomass growth
rate for a given ED value.

The results of this analysis are summarized in Figure 6 (see also supplementary Table S3). The
minimum and maximum weights for growth rate optimization are close to one in all of the cases, confirming
that this criterion is dominant under the tested experimental conditions. Although some variation is
observed in different experiments, the range of this variation is below 20 %, implying a substantial
robustness in the weights in all of the experimental conditions considered.

We finally investigate the existence of equivalent biological objective functions. To this end, we solve
our model iteratively, that is, we first identify a solution (i.e., combination of objectives) leading to
minimum error, and then remove it from the search space using integer cuts. An integer cut is a tailored
inequality that eliminates a given binary solution (see [14]). Hence, a combination of objectives cannot be
calculated twice during the calculations. The results obtained for experiment A, and 2, 3 and 4 objectives
are shown in Table 1 and Table S4 (we show only the first 6 solutions identified in the calculations). As
observed, there are several combinations of 2, 3 and 4 objectives leading to similar ED values, suggesting
that equivalent sets of biological objective functions may exist.

Prediction of meaningful objectives considering all of the experiments simul-
taneously

We next repeat the calculations considering all the experimental conditions simultaneously, that is, forcing
the model to select the same objectives for all of the experiments under study. The results obtained,
which are similar to the ones produced for each single experiment separately, are displayed in Figures 7
and 8, and Table S5 (see additional materials).

Figure 7 shows the Euclidean distance (ED) between experimental and in silico fluxes considering
all of the experiments simultaneously. Recall that lower ED values imply more accurate predictions. As
seen, the ED decreases as we increase the maximum number of allowable objectives. The ED values are
larger than those reported in Figure 4, in which we adjusted each individual experiment separately. This
was expected, since we are attempting to adjust more experimental points in each single run.

Figure 8 shows the weights calculated for each velocity for different numbers of allowed objectives.
Note that in this case the model must choose the same set of objectives for all of the experiments,
as opposed to what happens in Figure 5, in which the model can choose different objectives for each
experimental condition (although in practice some of these objectives appear several times under different
experimental conditions). Again, biomass growth (102) shows the largest weight.

Theoretical connections with the concept of Pareto optimality

Optimality goals are tailored for specific conditions and different, eventually competing, objectives cannot
be optimized simultaneously without compromising each other. As a result, cells face a trade-off that
is described by a Pareto front in which each Pareto optimal point achieves a unique combination of
objectives [13].

To investigate the relationship between our method and the concept of Pareto front we built the
Pareto plot for experiment A, considering velocities 102 (biomass growth) and 13 (Phosphoenolpyru-
vatesynthase), which yield the minimum ED (i.e., better fit with experimental data) for the case of 2
objectives.

Figure 9 shows the Pareto set v102 vs. v13 calculated in silico. In the same figure, we have depicted
also three squares associated with different ED values. These squares contain the set of feasible solutions
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of the FBA model (projected onto the space of the aforementioned two objectives) whose ED value
(distance with respect the experimental data) is bellow a given threshold. To obtain these squares, we
fix the ED in the model and then maximize and minimize each single objective separately. As seen, the
Pareto front intersects the squares corresponding to ED = 300,000 and ED = 150,000, but not the one
associated with ED= 100,000 (see Table S6, additional materials). This means that we cannot generate
in silico solutions (by solving the model for these two objectives) with an ED value (error with respect
to experimental data) bellow 100,000. Note that this is consistent with what we observed in Figure
2 , in which the error for the best combination of two objectives is above 100,000. Hence, these two
objectives are more successful in explaining the experimental observations than any other combination of
two criteria. Note, however, that the extent to which they may be regarded as ”biologically meaningful”
will depend on the maximum error (i.e., Euclidean distance) we are willing to assume in the calculations.

We now construct the Pareto set for velocities 69 and 3, and the feasible squares corresponding to
ED values equal to 150,000 and 400,000 (Figure 10 and Table S6 in additional materials). As opposed to
the previous case, the Pareto set does not intersect the feasible square with a ED=150,000, but it does
intersect the one defined for an ED equal to 400,000. Hence, it is clear that depending on the velocities
considered as objectives and the maximum allowable ED values, the ”experimental” square may or may
not intersect the Pareto set. If the square intersects the Pareto set, then the predictions made in silico fit
the experimental observations within the error considered in the calculations. Hence, for this particular
example, it turns out that the optimization of objectives v102 and v13 produces feasible solutions that
are closer to experimental data than those obtained by optimizing velocities v69 and v3. In practice, the
model automatically selects those velocities for which the ED is minimum, without the need of neither
calculating nor plotting the corresponding Pareto sets explicitly.

Conclusions

We have presented a novel framework that integrates network stoichiometry and experimental flux data
to determine the most likely set of objective functions for a given biological system. We illustrate the
utility of our method on a model of E. coli central metabolism, for which we identify the coefficients
of importance (i.e., extent to which each objective can explain the experimental observations) under
a variety of experimental conditions. The problem of identifying meaningful biological objectives is
mathematically posed as a bi-level optimization problem. We solve this model by reformulating it into
a single-level mixed-integer quadratically constrained program using the KarushKuhnTucker conditions.
This reformulated problem can then be solved by standard optimization algorithms.

We found that biomass growth rate maximization is the objective that better explains the experimental
observations (i.e., the one with the largest coefficient of importance). In addition, the error of the
approximation decrease as we include more biological objectives in the analysis. Thus, the maximization
of cellular biomass appears to be an important descriptor, although not the unique one, in explaining
the observed fluxes. Numerical results show also that experimental observations can be well explained by
a reduced number of objectives (i.e., around 3), and that there are different combinations of objectives
leading to similar errors.

Hence, we hypothesize that microorganism evolution optimizes simultaneously a subset of biological
criteria so as to stay as close as possible to the so called Pareto optimal frontier of a ”universal” multi-
objective model [15]. This implies that there is no single universal objective function for microorganisms;
rather, there is a set of fitness functions that cells seek to optimize simultaneously. The relative importance
of each of these functions depends on the external conditions. Under different conditions, different criteria
may emerge as predominantly controlling the optimization at the expense of worsening the remaining
objectives. In addition, the cell might seek regions where at least one objective can be improved without
necessarily worsening any of the others. That is, if one objective can be improved with no additional
performance drop in any other criterion, then the microorganism will move towards this win-win situation.
In this context, our method can be used to test the validity of different hypotheses leading to a better
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characterization of the underlying driving forces of cellular metabolism.

Materials and Methods

Our approach is built under the assumption that metabolic networks are designed to optimize simulta-
neously several objectives that are unknown. Hence, the goal of the method is to find these objectives
considering a set of experimental fluxes against which we compare the solutions produced in silico using
a multi-objective algorithm (i.e., weighted-sum approach). Flux Balance Analysis are steady-stage stoi-
chiometric models of metabolic networks that are based on linear programming (LP). The stoichiometric
information used to construct FBA models defines a feasible search space from which we need to identify
the solution that optimizes a given objective function, typically biomass growth rate maximization. In a
recent work, Sauer and co-workers [9] suggested that there might be more than one meaningful biological
objective driving the metabolic machinery. This hypothesis can be mathematically translated into the
following multi-objective FBA model (MOFBA):

(MOFBA) min U{vj , .., vjup}
s.t.

M∑
j=1

Sijvj = 0 ∀i ∈ N

vj ≤ vj ≤ vj ∀j ∈ M

Where U is the multi-dimensional objective function being optimized, jup is the number of objective
functions (which in our calculations was assumed to be equal to the number of reactions), N is the set of
metabolites and M is the set of reactions. Note that |MO| = jup. The solution to this problem is given
by a set of Pareto optimal points with the property that it is impossible to improve them in one objective
without necessarily worsening at least one of the others. We use here the weighted sum method to obtain
the Pareto-optimal solutions. This method relies on optimizing a linear combination of jup objectives by
solving a set of single-objective problems of the following form (for different values of the weights wj):

(MOS) min
jup∑
j=1

vjwj

s.t.

M∑
j=1

Sijvj = 0 ∀i ∈ N

vj ≤ vj ≤ vj ∀j ∈ M

Figure 1 illustrates the main idea underlying our approach. First, we define a set of weights wj to
be attached to the different objectives. We then minimize (or maximize) the linear combination of such
objectives to obtain the global optimum of the problem according to this objective. This solution is
guaranteed to be Pareto optimal, that is, there is no other point improving it simultaneously in both
criteria. This global optimum satisfies all the constraints of the model (i.e., steady state operation and
bounds on velocities) while minimizing at the same time the linear combination of objectives. We next
calculate the ED between this global optimum and the experimental observations by measuring the
distance between the fluxes calculated in silico and those obtained experimentally. Finally, we repeat the
calculations until the ED cannot be improved any further. The final goal is to identify the set of weights
to be attached to the different objectives such that when this linear combination is optimized, the ED
takes its minimum value. Every putative biological objective that is given a nonzero weight, plays a role,
while those that are assigned a zero weight are not biologically meaningful. As will be shown, this whole
procedure can be performed in one single step by reformulating the bi-level model.
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Our approach is inspired on the ObjFind method proposed by Burgard and Maranas [3], which is
based on a bi-level optimization model composed of an outer problem and inner problem. The outer
problem finds the best values of the weights to be attached to a set of velocities regarded as plausible
biological objectives. The objective of this outer problem is to minimize the sum-squared error between
experimentally-measured (in vivo) fluxes and framework-computed (in silico) fluxes. That is, the outer
problem must find the best weight values, understanding by best values those that show the following
property: when we optimize a weighted sum of velocities using these weight values, the distance between
the fluxes calculated in silico and the experimental ones is minimal.

The inner problems, which are defined for every experimental condition, minimize the linear combi-
nation of objectives proposed by the outer problem subject to steady state and stoichiometric constraints
and considering also lower and upper bounds on the velocities. Hence, the inner problems are single-
objective problems whose solutions are Pareto optimal in the space of the underlying multi-objective
FBA model. The original bi-level problem has the following form:

(BIMO) min
wj ,xj

∑
j∈EX

(vj − vexpj )2

s.t.
min
vj

jup∑
j=1

(vjwj)

s.t.
M∑
j=1

Sijvj = 0 ∀i ∈ N

vj ≤ vj ≤ vj ∀j ∈ M


jup∑
j=1

wj = 1

0 ≤ wj ≤ wjxj ∀j ∈ M

Where Sij is the stoichiometric coefficient of metabolite i in reaction j, represents the flux vj of
reaction j, vexpj is the experimental flux, and wj is a weight associated with objective j, which can be a
reaction flux or a combination of fluxes vj . Set N refers to the set of metabolites, EX contains the set
of experimentally determined fluxes, and M is the set of reactions. Thus, the goal of the bi-level model
is to determine the linear combination of reaction fluxes weighted by that explain in a better manner the
experimental fluxes.

In order to make this bi-level optimization problem computationally tractable, we reformulate it as a
single-level optimization problem via the KarushKuhnTucker (KKT) conditions (see [12]). The idea is to
substitute the inner problems by their KKT conditions and solve the outer problem subject to the KKT
conditions of the inner models. The bi-level optimization problem (MOO) is therefore reformulated as a
MIQCP. Note that by replacing the inner problems by the KKT conditions, we obtain a convex MINLP
model that can be solved to global optimality using standard MINLP solvers. This is a major advantage
with respect to the approach used by Burgard and Maranas [3] to reformulate the bi-level problem, which
led to a nonconvex model with multiple potential local minima. The main drawback of the latter method
is that standard optimization algorithms may get trapped in a local optimum during the search, thereby
leading to less meaningful conclusions. Another advantage of our method is that it can handle several
objectives simultaneously, as oppose to the approach by Burgard and Maranas [3] that considers only
one single objective function. Our tool can in turn consider at the same time several experimental data
sets obtained under various conditions.

In order to control the number of objectives in the outer problem, we add a binary variable that takes
the value of one if the objective is selected and zero otherwise. The reformulated problem takes finally
the following form:
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(BIMO) min
wj ,xj

∑
j∈EX

(vj − vexpj )2

s.t.

wj +
∑
i=1

Sijµi + λlo
j − λup

j = 0 ∀j ∈ M

M∑
j=1

Sijvj = 0 ∀i ∈ N

vj − vj + slackloj = 0 ∀j ∈ M

vj − vj + slackupj = 0 ∀j ∈ M

slackloj ≤ (vj − vj)(1− yj) ∀j ∈ M

slackupj ≤ (vj − vj)(1− yj) ∀j ∈ M

λlo
j ≤ yjλlo

j ∀j ∈ M

λup
j ≤ yjλ

up
j ∀j ∈ M

µi, λ
lo
j , λ

up
j , slackloj , slackupj ≤ 0 ∀j ∈ M


jup∑
j=1

wj = 1

0 ≤ wj ≤ wjxj ∀j ∈ M

Where µi and λj are the Lagrangean multipliers associated with the equality and inequality con-
straints, respectively. slackj is a slack variable that is zero if the inequality constraint is active and
positive otherwise. Y is a binary variable that is one if the inequality is active and it is zero otherwise.
Hence, the first equation inside the parenthesis (obtained after reformulating the inner problems) models
the stationary KKT conditions of the inner problems, the second enforces the steady-state of the network,
while the remaining ones are used in order to determine the values of the Lagrangian multipliers of the
inequality constraints. Note that we need to define one binary variable for each inequality constraint in
order to model the complementary slackness condition (i.e., if the inequality is inactive, its multiplier
is zero). Finally, the two last equations constrain the number of objectives through the addition of the
binary variable xj , which is one if the objective is included and zero otherwise.
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Figure 1. Scheme of the optimization steps carried out by our method. Our approach performs these
steps in a simultaneous fashion by reformulating the bi-level problem into a single algebraic
optimization model.



UNIVERSITAT ROVIRA I VIRGILI 
DEVELOPMENT OF ADVANCED MATHEMATICAL PROGRAMMING METHODS FOR SUSTAINABLE ENGINEERING AND SYSTEM BIOLOGY 
Pavel Vaskan 
Dipòsit Legal: T 952-2014 
 



Obj 2 max

Obj 2 min

Obj 1

Obj 2

A1

Obj 1 min Obj 1 max

Obj 2 max

Obj 2 min

Obj 1

Obj 2

A2

Obj 1 min Obj 1 max

Obj 4 max

Obj 4 min

Obj 3

Obj 4

B1

Obj 3 min Obj 3 max

(b)(a)

(c)

Obj 4 max

Obj 4 min

Obj 3

Obj 4

B2

Obj 3 minObj 3 max
(d)

Sub-optimal solutions

Infeasible solutionsPareto front

error 1 error 2

error 1 error 2

Figure 2. Concept of Pareto optimality. Figures 2a and 2b show the Pareto curve Obj1 vs Obj2, for
different ED values, which leads to squares of different sizes. Note that the squares define the space of
points projected onto the space of objectives whose distance with respect to the experimental data is
bellow a given error. Figures 2c and 2d are analogous to 2a and 2b, but consider other objectives. As
observed, depending on the objectives considered, the experimental points may fall within or outside
the corresponding square for a given ED value.
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Figure 3. Pareto sets for different combinations of objectives and associated error



UNIVERSITAT ROVIRA I VIRGILI 
DEVELOPMENT OF ADVANCED MATHEMATICAL PROGRAMMING METHODS FOR SUSTAINABLE ENGINEERING AND SYSTEM BIOLOGY 
Pavel Vaskan 
Dipòsit Legal: T 952-2014 
 



Figure 4. Results for four experiments with and without biomass growth. The ED decreases as we
increase the number of objectives. The inclusion of biomass growth as a potential objective function
leads to better ED values.
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Figure 5. Weights calculated for all of the velocities with the MINLP for different limits on the total
number of objectives considered in the analysis. In all of the cases the weight attached to biomass
growth rate is above 0.8, which confirms its importance as a meaningful biological objective driving the
cell’s machinery. Velocity 70 is Acetaldehyde dehydrogenaseII R1, 71 is Acetaldehyde dehydrogenase
R2, 72 is Ethanol dehydrogenase, 73 is Alcohol dehydrogenase classIII, 102 is biomass production (see
additional materials).
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Figure 6. Results for the case of maximizing and minimizing the value of the weight attached to
biomass growth rate for different limits on the number of objectives. The interval gets wider as we
increase the number of objectives. The values of the biomass growth rate weight are quite large,
confirming its importance as a meaningful objective function.
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Figure 7. ED values for all the experiments simultaneously.
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Figure 8. Results for all the experiments simultaneously. In all of the cases the weight attached to
biomass growth rate is above 0.8, which confirms its importance as a meaningful biological objective
driving the cell’s machinery. Velocity 56 is NADH dehydrogenaseI, 69 is Acetaldehyde dehydrogenaseI
R1, 70 is Acetaldehyde dehydrogenaseII R1, 73 is Alcohol dehydrogenase classIII , 102 is biomass
production. For simplicity, velocities with weights lower than 0.01 are not shown.
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Figure 9. Results obtained from the bi-criteria problems biomass growth vs. velocity 13 and feasible
squares for a given ED
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Figure 10. Results obtained from the bi-criteria problems velocity 3 vs. velocity 69 and areas
bordered by extreme solutions
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Tables

Table 1. Results for integer cuts method for first experiments

2 obj 3 obj 4 obj
ED Velocities ED Velocities ED Velocities
152045.2 102, 13 144073.8 102, 56, 73 141425.4 102, 73, 13, 4
157980.2 102, 69 144073.8 102, 56, 70 142558.6 102, 3, 13, 73
157980.2 102, 73 144073.8 102, 56, 69 142558.6 102, 3, 13, 72
157980.2 102, 72 144073.8 102, 56, 71 144073.8 102, 101, 73, 56
157980.2 102, 70 144073.8 102, 56, 72 144073.8 102, 71, 56
157980.2 102, 71 148354 102, 13, 73 144073.8 102, 71, 56, 57
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Appendices
ree articles were published; two article are currently under review.
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