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3.4 effect of chordwise flexibility on pitching plate propulsion 89

Fx =
1

nT

∫ nT

0
Fx(t) dt, (3.14)

the mean thrust coefficient is defined as,

CT =
Fx

1
2 ρU2cs

(3.15)

and the input power coefficient is given by,

CP =
P

1
2 ρU3cs

(3.16)

where P is the time-averaged input power per cycle, computed as
follows,

P =
1

nT

∫ nT

0
Mz(t)θ

′(t) dt (3.17)

In the equations T, n and ρ are the period of the oscillatory motion,
the number of the cycles used for the calculation and the density of the
fluid, respectively. Therefore, the hydrodynamic propulsive efficiency is
defined as the ratio of the thrust coefficient to the input power, calculated
as,

η =
CT

CP
=

FxU

P
(3.18)
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90 flapping propulsion with rigid and flexible foils

x
x

x

2θ=72º Re=6600 St=0.42

2θ=24º Re=9250 St=0.17

2θ=56º Re=8000 St=0.23

2θ=72º Re=6600 St=0.61

2θ=24º Re=9250 St=0.3

2θ=56º Re=8000 St=0.39

2θ=72º Re=6600 St=1

2θ=24º Re=9250 St=0.44

2θ=52º Re=8000 St=0.59

Figure 3.22: Thrust (net streamwise force) as a function of dimensionless time (t/T),
for several cases with different Re, θ0 and EI. Two cycles are shown, the first one is
shadowed for clarity.

Figure 3.22 shows the time series of the thrust ,Fx(t), for several ex-
periments conducted at different Reynolds numbers, swept angles and
flexural stiffness. In the figure, values of Reynolds numbers increase
from top to bottom, values of swept angle increase from bottom to top
and values of Strouhal numbers increase from left to right. In each plot
the three flexural stiffness tested are plotted using different colours (blue,
red and cyan for semi-rigid, semi-flexible and flexible foils, respectively). In
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3.4 effect of chordwise flexibility on pitching plate propulsion 91

all plots 2 full flapping cycles (the first one is shadowed) with the time in
dimensionless form (t/T). The capacity of the system to generate thrust
increased for all the flexural stiffness when St was increased. In gen-
erally the semi − rigid and semi − f lexible foils achieved higher thrusts
than the f lexible one.

Coefficients described previously in this section are presented as a
function of Reynolds numbers, swept angles, flexural stiffness and Strouhal
numbers. In figures 3.23 to 3.25 the dimensionless amplitude (A∗/c), the
thrust coefficient (CT), power coefficient (CP) and the efficiency (η) are
shown as a function of Strouhal number for each flexural stiffness. A∗

is the effective amplitude of the tip of the foil as measured by means of
the image processing.
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92 flapping propulsion with rigid and flexible foils
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Figure 3.23: Semi − rigid foil. a) Dimensionless amplitude (A∗/c), b) thrust coefficient
(CT), c) power coefficient (CP) and d) hydrodynamic efficiency (η) as a function of f A/U.
Dashed lines in a) plot represent the dimensionless amplitude of a rigid foil. Symbols
are used for each different Re and colours are used for different θ0.
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3.4 effect of chordwise flexibility on pitching plate propulsion 93

Results of the semi − rigid foil in figure 3.23, CT increased monoton-
ically with Strouhal number, but two clear trends can be seems. For
St < 0.35, results of CT generated a negative net force in the streamwise
direction. With St > 0.35, values of CT were sorted by swept angles.
The CP plot (figure 3.23c) showed two main branches with quadratic
trends respect to Strouhal number depending on swept angle. These
two particular trends at the CP are quite similar to the data of the rigid
foil reported in Huera-Huarte and Fernandez-Prats (2015). The largest
efficiencies appeared for Re ≥ 8000 and two ranges of Strouhal number.
One range at 0.37 < St < 0.42 for θ0 = 56 ◦ and the second range at
0.47 < St < 0.52 for θ0 = 24 ◦, 56 ◦, 72 ◦ (see figure 3.23d).

In plot 3.23a, the dimensionless amplitude (A∗/c) increased with the
St for all the θ. Each plot of the figure 3.23 was plotted versus f A∗/U

with a resulting more scattered data.
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94 flapping propulsion with rigid and flexible foils
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Figure 3.24: Semi − f lexible foil. a) Dimensionless real amplitude (A∗), b) thrust coeffi-
cient (CT), c) power coefficient (CP) and d) hydrodynamic efficiency (η) as a function of
f A/U. Dashed lines in a) plot represent the dimensionless amplitude of the rigid foil.
Symbols are used for each different Re and colours are used for different θ0.
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3.4 effect of chordwise flexibility on pitching plate propulsion 95

Result for the semi − f lexible foil presented in figure 3.24a increases
of effective amplitude for all swept angles when the Strouhal numbers
increased up to a certain St≃0.5 which A∗ fall for θ0= 24 ◦ and 56 ◦. CT

of the foil presented a sorted trends with Reynolds numbers for CT < 0
(figure 3.24b). To CT > 0 each swept angle resulted in a liner increase
with Strouhal numbers, except for the case θ0 = 72 ◦ in which CT the
thrust production capacity of the foil increases monotonically up to St ≈
0.55 and then drops suddenly. CP data obtained a quadratic trends with
Strouhal numbers independent of Reynolds numbers and swept angle
(see figure 3.24c). The highest hydrodynamic efficiencies found were
obtained for θ0= 72 ◦ (see figure 3.24d). The higher efficiency values fall
within the range of 0.24 ≤St≤ 0.58. These efficiencies are also the largest
if the different foils are compared.

UNIVERSITAT ROVIRA I VIRGILI 
HYDRODYNAMICS OF PITCHING FOILS: FLEXIBILITY AND GROUND EFFECTS 
Rafael Fernandez Prats 
Dipòsit Legal: T 979-2015 



96 flapping propulsion with rigid and flexible foils
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Figure 3.25: Flexible foil. a) Dimensionless real amplitude (A∗), b) thrust coefficient (CT),
c) power coefficient (CP) and d) hydrodynamic efficiency (η) as a function of f A/U.
Dashed lines in a) plot represent the dimensionless amplitude of the rigid foil. Symbols
are used for each different Re and colours are used for different θ0.
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3.4 effect of chordwise flexibility on pitching plate propulsion 97

For the f lexible foil, effective amplitude showed increases only for θ0=
56 ◦ and 72 ◦ until a certain St≃0.5 which the effective amplitude fell. CT

increased with a linear trend with Strouhal numbers. For CT < 0 a
more pronounced dependency of Reynolds numbers was measured in
the flexible foil (see figure 3.25b). This dependency reported the same
features as in the previous case (figure 3.24b) as, it was obtained for
CT< 0, each result was highly ordered by Reynolds numbers and when
Reynolds numbers increased CT increased. Values of CP for St < 0.42
collapse to the same quadratic trend as for the semi − f lexible foil (see
figure 3.25c). St > 0.42 developed three branches ordered by swept
angles. The largest hydrodynamics efficiencies of the f lexible foil were
generated at θ0 = 24 ◦, this foil showed the lowest efficiencies among the
three foils studied.

Figures 3.23 to 3.25 shown that the effective amplitude of oscillation is
a function of the Strouhal numbers. For the semi − rigid foil the effective
amplitude increases with the Strouhal numbers; however for lower flexu-
ral stiffness the effective amplitude drops at a certain values of Strouhal
numbers. This relationship, for various flexural stiffness and Strouhal
numbers is shown in figure 3.26 in more details, where only a certain
cases are plotted.
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98 flapping propulsion with rigid and flexible foils

a) b) c)

* * *

Figure 3.26: Dimensionless real amplitud (A∗) with the chord versus St.

Dashed lines in the plots represent the amplitude that a rigid foil
would have for each. Dark blue lines are used for the semi − rigid foil,
red lines for the semi − f lexible foil and light blue lines for the f lexible

foil.
Semi − rigid foil increases the effective amplitude for all the cases in

figure 3.26. Semi − rigid foil increases the effective amplitude up to a
certain Strouhal numbers where drops suddenly. The same trend have
been observed with CT in these two foil. In the case of the f lexible foil
the effective amplitude is lower than than the rest of the foils (figure 3.26)
which matches with the trends of CT for the three foils. Therefore, the
increase of CT are related with the increases of the effective amplitude.

In the semi − f lexible and f lexible foils at low Strouhal number and
CT < 0 a strongly dependence of Reynolds numbers is produced (see
figures 3.24 and 3.25). Results of the CT are highly correlated with the
Re confirmed the function of the CT with the U of the carriage. This
phenomenon can be explained because at low Strouhal and low flexural
stiffness the deformed foil decreases the blockage area of the foil increas-
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3.4 effect of chordwise flexibility on pitching plate propulsion 99

ing the CT. This effect was more remarkable with the semi − rigid foil
with θ0 = 24 ◦ and at the f lexible foil with θ0=56 ◦ and 72 ◦.
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Figure 3.27: Quadratic fit of CT to each foil versus St for θ0= 72 ◦. Colors are used for
each flexural stiffness.

In figure 3.27 quadratic fits of CT versus Strouhal numbers are plotted,
dark blue lines for the semi − rigid, red lines for semi − f lexible and light
blue lines for the f lexible foil. Each quadratic fit were calculated to all
the data for θ0= 72 ◦ of a single foil, but in order to differentiate the two
behavior of the semi − f lexible foil two quadratic fits are presented, one
before of the drop and the second after the drop. From figure 3.27 the
capacity of thrust generation to different flexural stiffness can be ana-
lyzed. Higher thrust are observed for semi − f lexible and semi − rigid

foils. It should be noted that for a St < 0.5 semi − f lexible foil gener-
ated more CT while for St > 0.5 semi − rigid foil generated higher CT.
This figure proposes a transition in thrust generation as the behaviour of
semi − f lexible foil. For St < 0.5 the behaviour of the semi − f lexible foil
of thrust generation obtained similar trends as semi − rigid foil however;
for St > 0.5 after the drop, the behavior of the semi − f lexible foil is as
the f lexible foil. This transition in a range of 0.4 < St < 0.65 proposes
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100 flapping propulsion with rigid and flexible foils

an interesting performance at the semi − f lexible foil providing high effi-
ciency before of the drop. The dotted red lines in the figure identify that
the transition is significantly stronger at low Reynolds numbers than at
high Reynolds numbers.

In general the thrust and power coefficients decreased as the flexu-
ral stiffness decreased as is shown in figures 3.23, 3.24 and 3.25. We
have measured that introducing a largest degree of flexibility ( f lexible

foil) decreased the efficiency of the propulsion system, in accordance
with Heathcote and Gursul (2007b); Hobson et al. (2002). An important
parameter is the effective amplitude of the tip (A∗) and it trajectories
because they presented different features that can be linked to the im-
provement of CT. We have seen a transition in the CT results at the
semi − f lexible between the semi − rigid and f lexible foil. In this tran-
sition we have computed high values of CT and consequently relatively
high values of efficiency without increases of CP. In this way to improve
the propulsion varying the flexibility we have to chose an optimum flex-
ural stiffness of the foil in order to maximize the CT taking into account
the penalization of the CP. In the next section, data from DPIV mea-
surements will confirm the differences of velocity fields to each flexural
stiffness studied.

3.4.5.3 Wake analysis

DPIV analysis has focused in finding out the main role of chordwise
flexibility on hydrodynamic propulsion. In the 495 experiments, within
the range of Reynolds and Strouhal numbers considered we have found
repeated differences in the average magnitude of the velocity fields de-
pending on the flexural stiffness of the foils. In figure 3.28, nine di-
mensionless fields of the magnitude of the velocity field as ( V̄(x,y)

U ) are
plotted, in order to set the kinematic and isolate flexural stiffness for
comparison each row in this figure has the same kinematic, Strouhal
and Reynolds numbers but different flexural stiffness. The coefficients
of CT and CP in each case are also plotted.
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Figure 3.28: Dimensionless mean of the magnitude of the velocity field (
V̄(x,y)

U ) for 9

cases.

As figure 3.28 shows, each row of regions of high velocities generated
by the f lexible foil is always lesser than the regions of high velocities of
the semi − f lexible and semi − rigid foils. Regions of high velocities ob-
tained by the semi − f lexible and semi − rigid foils summarized regions
from the tip of the foils (x/c=1) until more than x/c=2.5. The f lexible

foil developed regions of high velocities close to the tip of the foil penal-
izing the thrust. According to the capacity of thrust generation based
on CT, in order to increase the thrust, long regions of high velocities are
required (see in figure 3.28 semi − f lexible and semi − rigid columns). If
the width of the high velocity regions are compared it is possible to re-
alize how the f lexible foil always generated narrower regions due to the
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102 flapping propulsion with rigid and flexible foils

higher flexibility of this foil. These several features of the different EI

tested can reveal the transition of thrust generation already seen in the
semi − f lexible foil, which it behavior started as the semi − rigid foil but
at St≃0.5 become to as f lexible foil. These two behaviors can be linked to
the two types of structures in the wake of the pitching foil already seen
with the rigid foil in Huera-Huarte and Fernandez-Prats (2015). Where
the type of wake with regions of high velocities contributed to a mo-
mentum distribution which is better aligned to the propulsion direction
improving the capacity of thrust.

3.4.5.4 Highest efficiencies cases

The chapter finishes reporting the cases with the highest efficiency
to each flexural stiffness studied and theses cases are in the followings
table:

Table 3.7: Maximum performance for each foil, from low to highest range of efficiency.

Case Foil θ St Re CT CP η

1 f lexible 24 ◦ 0.57 9250 0.51 1.44 35%

2 semi − rigid 56 ◦ 0.38 8500 0.85 1.59 53%

3 semi − f lexible 72 ◦ 0.35 9250 0.85 1.23 69%
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Figure 3.29: Dimensionless mean of the magnitude of the velocity field (
V̄(x,y)

U ) for cases
1 to 3.
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3.4 effect of chordwise flexibility on pitching plate propulsion 103

In figure 3.29 the averaged magnitude of the velocity field for cases
1 to 3 are plotted. As figure 3.29 shows, there are three well different
fields. Case 1 showed a region with the highest velocity with values
≈ 2U concentrated at the tip of the trailing edge around an area with
x/c between 1.2 and 2.2 and y/c between -0.25 and 0.25. Case 2 reported
a much larger area with x/c from 1 to 2.5 and y/c from -0.5 to 0.5. The
case with the highest efficiency (case 3) presented the biggest area with
x/c between 1 and 2.5 and y/c between -1 and 1.

The colour maps in figure 3.30 shows dimensionless fields, as w∗
z =

wzc
U . Clockwise vorticity appears in red and counter-clockwise in blue.

Each column in the figure is for one case of the three different studied.
Each row is the result of the phase averaging the vorticity field at a
different angular position of the foil, completing a full cycle.
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Figure 3.30: Phase average vorticity fields at four different foil angular positions, for
cases 1 in the left column, for case 2 in the middle column and for case 3 in the right
column.

In case 1 the left column in Figure3.30, the foil developed the classical
reversed von Kármán street with two vortices of opposite sign shed per
flapping cycle. In case 2 the central column in Figure3.30, the wake is
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3.4 effect of chordwise flexibility on pitching plate propulsion 105

quite different as also the two main vortices of the von Kármán reverse
appear with a line of small vortices in the shear layers. In case 3 the
right columns in Figure 3.30, the main vortices appeared with the row
of shear layer vortices, showing in a clearer way that case 2 and case
3 obtained very similar wake dynamics. These small vortices are are
formed due to the Kelvin-Helmholtz instability and have been reported
experimentally and numerically by Green et al. (2011), Huai-Te Yu and
Morrison (2012b), and Zhang et al. (2010).
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4
S W I M M I N G N E A R A WA L L

The work presented in this chapter was done during an internship
in the research group Physique et Mecanique des Milieux Heterogenes

(PMMH) at the university of ESPCI ParisTech. The next section de-
scribes a brief introduction followed by the presentation and discussion
of the results. In addition to performance measurements based on the
trajectory tracking of the swimmer, time-resolved flow field measure-
ments are presented, which permit us to relate the observed effects of
swimming near a wall to changes in the wake vortex topology. At the
end of the chapter we discuss the use of a proper orthogonal decomposi-
tion technique to analyse the changes in the energy distribution among
the different components of the experimental velocity fields associated
to the effect of swimming near the wall.

4.1 introduction

The propulsive dynamics of a flexible undulating foil in a self-propelled
swimming configuration near a wall has been studied experimentally.
Measurements of the swimming speed and the propulsive force were
performed, together with image acquisition of the kinematics of the foil
and (DPIV) in its wake. The presence of the wall enhances the cruising
velocity in some cases up to 25% and the thrust by a 45%. The phys-
ical mechanisms underlying this effect are discussed by studying the
vorticity dynamics in the wake of the foil. POD is applied to the DPIV
measurements in order to analyse the kinetic energy modal distribution
in the flow and to relate it to the propulsion generated by the foil.

107

UNIVERSITAT ROVIRA I VIRGILI 
HYDRODYNAMICS OF PITCHING FOILS: FLEXIBILITY AND GROUND EFFECTS 
Rafael Fernandez Prats 
Dipòsit Legal: T 979-2015 



108 swimming near a wall

4.2 experimental system and technique, fish tank

The experimental setup explained in this section has been performed
in a fish tank in the PMMH1 laboratory at the ESPCI2 University.

4.2.1 Experimental setup - fish tank

The experiment was conducted in a water tank (900× 800× 500 mm3),
where a model of a self-propelled undulatory foil was allowed to move
along the rectilinear direction imposed by an air bearing, installed out-
side the tank (see figure 4.1). The foil was made of a rectangular flexible
Mylar foil of thickness 130 µm, chord L = 110mm and span s = 100mm,
giving an aspect ratio AR = s/L = 0.9. The foil was held at one of its
edges by a cylindrical shaft of diameter 5mm, acting as the head of the
foil. Although three-dimensional structures are inherent to this type of
flows because of end effects, the quasi-two-dimensional hypothesis can
be justified here because of the aspect ratio used for the foil, as other
authors have previously suggested (Buchholz and Smits (2008)).

1 Physique et Mécanique des Milieux Hétérogènes
2 École Supérieure de Physique et de Chimie Industrielles de la ville de Paris
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Figure 4.1: Experimental set up: (a) lateral and (b) top views.

The lowest natural frequency of the foil in water f0 = 0.42 Hz was
measured from the response of the foil to an impulse perturbation of
the trailing edge as in Paraz et al. (2014). A pitching oscillation was
imposed through this shaft by means of a stepper motor supported by
the moving carriage of the air bearing (see also Raspa et al. (2013)). A
motor driver card was used to control in time the angular position of
the shaft, with 0.5◦ of accuracy. A sinusoidal pitch motion was imposed
to the shaft yielding to a smooth travelling wave along the foil, provid-
ing the desired undulatory kinematics. The self-propelled foil’s speed
was obtained from time series of the position (x(t)), measured using an
ultrasonic proximity sensor with an accuracy of 3 mm (see figure 4.1).
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110 swimming near a wall

Additionally, the deformation of the foil was obtained from high-speed
video recordings.
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Figure 4.2: (a) Snapshots showing the kinematics of the foil using a laser sheet; (b)
displacement of the foil x(t), obtained from the ultrasonic sensor.

The parameters controlled in the experiments were the swept angle
(θ0), the frequency of the pitch motion ( f ) and the gap (d). The pitch
motion imposed to the shaft or foil’s head, can be described by the har-
monic expression θ = 0.5θ0 sin (2π f t). The pitch frequency was stepped
with increment of 0.5Hz between each experimental case, except for the
case with θ=240 degrees, in which the maximum frequency that the step-
per motor could achieve was 3.3Hz instead 3.5Hz. The third important
experimental parameter was the distance to the wall (D), written in di-
mensionless form (d = D/L), using the chord of the foil (L). Six dis-
tances to the wall were investigated with dimensionless gaps between
0.55-1.54. Strong interaction was observed for separations to the wall
in the range 0.25-0.45. The wall effect was considerably weaker for
d>0.45 with very small velocity and thrust variation. Other distances
d were investigated between 0.55 and 1.54 showing practically no dif-
ferences. Only the largest of those is shown, corresponding to d=1.54.
The Reynolds number based on the foil length (Re = UcL/ν), ν being
the kinematic viscosity of the fluid, was between 2200 and 19000. The
experiment was thought from the beginning to be conducted in a still
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4.2 experimental system and technique , fish tank 111

water tank because of the available facilities and in order to keep it as
fundamental as possible. With a current in the facility we would have
also seen the effect of the boundary layer near the wall affecting the
propulsion performance of the foil, which was not desired. Other au-
thors Quinn et al. (2014b) have studied the effect of the boundary layer
in a rigid panel with ground effect. The parameter space explored for
this work ended up in more than 150 experimental cases summarised in
Table 4.1.

d 0.25 0.3 0.38 0.45 0.55 1.54

θ0 f (min : step : max)

40◦ 1.5 : 0.5 : 5 (Hz)

80◦ 1 : 0.5 : 4 (Hz)

160◦ 0.5 : 0.5 : 4 (Hz)

240◦ 0.5 : 0.5 : 3.3 (Hz)

Table 4.1: Parameters of the experiment.

4.2.2 Particle image velocimetry setup - fish tank

In order to investigate the flow around the foil, Digital Particle Im-
age Velocimetry (DPIV) was done to obtain two-dimensional velocity
fields. DPIV data were acquired using a system based on a 20mJ Nd-
YLF double pulse green laser that produced a planar light sheet, and
a high-speed camera at full 1632×1200 pixel resolution, synchronised
with the laser in order to capture the illuminated particle cloud images.
The flow was seeded using 20 µm polyamide particles. A total of 2000

images were recorded for each experiment at a rate of 300, 350 or 400

images/second depending of the frequency of the foil oscillation. Before
the velocity fields were calculated, the foil projection was removed from
each image by applying a mask able to detect the outline of the foil at
each instant in time. Two dimensional velocity fields were computed
by applying a Fast Fourier Transform (FFT) based multipass window-
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112 swimming near a wall

deformation technique (Willert and Gharib (1991)). The algorithm eval-
uated the images in two steps, first with an interrogation area of 64 × 64
pixels and after reducing the size of the window to 40 × 40 pixels, all
with 50% overlap. Two different types of experiment were measured
with DPIV. In some cases, the foil was allowed to move freely along the
direction imposed by the rail of the air bearing system (free swimming
configuration). In the other type of experiments, the foil was kept at a
fixed position by locking the rail of the air bearing system (stationary
foil configuration). All DPIV interrogations were made at an horizontal
plane located at the middle of the foil’s height. The laser was mounted
in back part of the water tank, looking at the trailing edge of the foil (see
Fig. 4.1b). The camera was placed below the tank looking upwards, cov-
ering a field of view of approximately 25 cm in the direction of motion
and 12.6 cm transversely (see Fig. 4.1a).

4.3 results and discussion

4.3.1 Foil kinematics

The undulation, tail amplitude and wavelength are influenced by the
distance to the wall and play an important role in the type of the wake
and in the swimming performance. In figure 4.3 the undulation kine-
matics of the foil is shown for two experiments: a case near the wall in
Fig. 4.3(a), and a case with no influence of the wall in Fig. 4.3(b). It
can be readily seen that the peak-to-peak lateral excursion of the tip is
markedly influenced by the presence of the wall.
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Figure 4.3: Sequence of motion of the foil for θ0 = 160◦ and f = 1.5hz for two different
distances to the wall (a) d = 0.3 and (b) 1.54. The foil swims from left to right. The
dotted and black lines denote the swimming direction (the trace of the head of the foil)
and the position of the wall, respectively.

The envelope of the trailing edge of the foil motion is obtained using
the Hilbert transform of the time series of figure 4.3. This is shown in
figure 4.4, where the top and bottom rows correspond to two different
pitch amplitudes of 160◦ and 240◦ respectively, and each column cor-
responds to one of the three values of d shown previously in Fig. 4.3.
The two cases with θ0 = 160◦ and 240◦ shown are the largest swept an-
gles tested and they mimic the real motion of the backward-propagating
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wave along an animal as Blevins and Lauder (2013), Blevins and Lauder
(2012) and Rosenberger (2001). Each graph includes two different pitch
frequencies. For both pitch amplitudes, the envelopes show larger am-
plitudes when the foil is far away from the wall as shown previously by
Webb Webb (1993) and Webb (2002). For θ0 = 240◦ in figs. 4.4 (d), (e)
and (f), envelopes practically do not vary with pitch frequency. On the
other hand, for θ0 = 160◦, pitch at a higher frequency produces a smaller
envelope amplitude if compared to the low frequency, see Figs. 4.4 (b)
and (c). However, this is does not occur close to the wall —Figs. 4.4
(a)—, here the high frequency generates more amplitude than the low
frequency. The ground effect can be noticed especially at the first peak
of the envelope where the amplitude is always higher than the rest of
the peaks of cycles as the following graphs a), b), d), and e).
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Figure 4.4: Envelopes of the trailing edge of the foil motion at difference distances to
the wall: a) and d) d=0.3; b) and e) d=0.38; c) and f) d=1.54. Two different frequencies
are plotted for two values of θ0, 160◦ (a, b and c) and 240◦ (d, e and f).
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4.3 results and discussion 115

4.3.2 Propulsive force and cruise velocity

The propulsive force F and the cruise velocity U are governed by the
kinematics of the foil and the distance to the wall. The thrust force F pro-
duced by the foil was calculated from the displacement measurements
x(t) as in Raspa et al. Raspa et al. (2013, 2014). The measured displace-

ment is fitted by the equation x(t) = m
γ log

[

cosh
√

γF
m t

]

, which is the

solution of mẍ + γẋ2 = F. The latter equation represents a simplified
dynamical model of the system in which mẍ is the inertial term (with
a total moving mass m = 2.85 kg including the body of the foil and its
supporting system) and γẋ2 is the hydrodynamic drag term. An itera-
tive optimization process is applied to the analytical solution for x(t),
with γ and F as unknowns, until estimated and measured values of x(t)

converge.
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Figure 4.5: (a) Propulsive force (thrust) and (b) limit velocity (cruise velocity), versus
frequency for different swept angles (40, 80, 160, 240 degrees) and distance to the wall
(0.25, 0.3, 0.38, 0.45, 0.55 and 1.54). Dotted lines link the data points for each series
corresponding to the 240 degrees forcing to guide the eye.
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Performance is first analysed by studying how F and Uc behave as
a function of the swept angle θ0, the imposed pitch frequency f and
the dimensionless distance to the wall d, see figure 4.5. In the figure,
different symbols are used to identify distance to the wall, while colours
denote the different amplitudes of the pitching oscillation imposed to
the head of the foil. The first observation is that the four different sets
of pitch amplitudes imposed to the foil, define four distinct branches of
performance with respect to frequency. The higher the pitch amplitudes,
the higher the swimming speed and the thrust produced. In the two
branches corresponding to the smaller pitch amplitudes (θ0 = 40◦ and
80◦), the effect of increasing pitch frequency in thrust and cruise velocity
is relatively mild, and one recognises the shape of the curves reported
in previous studies, with a slight peak that corresponds to a resonant
behaviour with one of the deformation modes of the foil Raspa et al.
(2014); Quinn et al. (2014a); Paraz et al. (2014). But when the imposed
pitch is large (θ0 = 160◦ and especially 240◦), the effect of the forcing
frequency is crucial: increasing frequency not only determines more
rapid increases in thrust and cruising speed, but also determines that
the effect of the proximity to the wall, which was undetectable for the
lower amplitudes, appears now as an important element for swimming
performance.

Considering that the hydrodynamic thrust force at these large Reynolds
numbers is expected to scale as the dynamic pressure acting on the
propulsive element, the Uc and F data can be plotted together as F ∝ U2

c

– see Fig. 4.6(a)-, where the area of the foil a = sL and the fluid density
ρ have been used in order to obtain a dimensionless thrust coefficient

CT =
2F

ρU2
c a

. (4.1)
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Figure 4.6: (a) F vs. U2
c and (b) reduced velocity Ū = Uc/ f A as a function of the

dimensionless excitation frequency f / f0 for the same data as figure 4.5 .

The dashed line whose slope is an estimate of the average thrust coeffi-
cient was obtained as a linear fit of the data corresponding to θ0 = 80◦. It
can be seen that while the case of smaller pitching amplitudes (θ0 = 40◦)
is well described also by this fit, the series corresponding to θ0 = 160◦
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and θ0 = 240◦ deviate notably from the fit roughly for the upper half of
the propulsive force range explored in the present experiments. The pre-
vious observation is not surprising, since the large amplitude pitching
excitation at θ0 = 160◦ and 240◦ produces large deformations of the foil,
most likely modifying significantly the coefficient of the quadratic drag
model used here. Moreover, it is clear from this figure that the prox-
imity to the wall plays thus an important role in the balance of thrust
and drag, producing non-trivial behaviours at the large amplitude cases.
Figure 4.6(b) presents another usual way of analysing the self-propelled
swimming velocity by means of the reduced velocity Ū = Uc/ f A, a
dimensionless parameter measuring the ratio of swimming speed to a
flapping characteristic speed f × A. Here A = L sin(θ0) is the ampli-
tude of the imposed flapping motion. We note that Ū is the inverse
of the Strouhal number StA and is related to a ”mechanical efficiency”
of the flapping motion. This representation, however, brings no direct
clarification to the role of the proximity to the wall in the scatter of the
different data series.

4.3.3 Wall effect on swimming velocity

The effect of the distance to the wall can of course be examined di-
rectly comparing the different force or velocity curves in figure 4.5 as a
function of d, for each pitching frequency. When the imposed pitch is
small (θ0 = 40◦ and 80◦), the ground effect is negligible, and all curves
collapse over a common curve for each amplitude. But if the pitch am-
plitude is increased, swimming near or far away from the wall has a
dramatic effect on the thrust and on the cruising velocity. The zoomed
region in figure 4.5(a) permits to examine as an example the thrust for a
foil forced at θ0 = 240 and f = 1 Hz. The maximum value is produced
for a distance to the wall d = 0.38 followed by d = 0.45, indicating the
ground effect is positive. If the distance is too large (d ≥ 0.55) the wall
effect starts to be of less importance, becoming negligible at a distance
of d = 1.54, with thrust points collapsing on the same values. This be-
haviour is in agreement with the observations of Blevins and Lauder
(2013). On the other hand, for distances to the wall d ≤ 0.3 the ground
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effect is negative for thrust. The other notable feature at the largest im-
posed pitch, θ0 = 240◦, is the sudden drop in velocity and thrust when
the pitch frequency is set to values larger than 1.5 Hz and the foil is at
distances to the wall larger than d = 0.45. The analysis of velocity fields
in the next section will be useful to understand this observation.

Figure 4.7 shows an alternative way of looking at the results, by plot-
ting the cruising speed normalised by its value Uc−bulk away from the
wall (i.e. swimming in the bulk). We focus now on the cases where
the effect of the wall is significant which are those corresponding to
θ0 = 160◦ and θ0 = 240◦. The values of Uc/Uc−bulk are plotted against
f / f0 for all cases in the the top panels of Fig. 4.7, the different markers
corresponding to different distances to the wall. The two bottom panels
of the figure show Uc/Uc−bulk as a function of the normalised distance
to the wall d, only for a few selected frequencies for clarity. Different
behaviours are observed for the two different amplitudes analysed and
the main features can be summarised as follows: (1) aside from a few
exceptions the wall has an overall positive effect on swimming speed;
(2) the optimal position with respect to the wall evolves as a function of
the frequency and the two different amplitudes tested present different
behaviours. For instance, for θ0 = 160◦ at the lowest frequency tested,
the cases swimming closest to the wall d = 0.25 – 0.3 were the best
performers, while for θ0 = 240◦ the best case was at d = 0.45; (3) the op-
timal distance for θ0 = 240◦ case presents a sharp change for frequencies
higher than f / f0 ≈ 5, going from d ≈ 0.45 down to d ≈ 0.3.
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Figure 4.7: Cruising swimming velocity rendered dimensionless by normalising it with
the cruising speed away from the wall Uc−bulk as a function of frequency and distance
to the wall d (see legends).
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In what follows we examine the velocity field around the swimming
foils in order to pinpoint the fluid dynamical mechanisms responsible
for the previous observations.

4.3.4 DPIV analysis

DPIV measurements were performed for two different foil configura-
tions: Stationary swimming configuration (air bearing blocked), and self-
propelled free swimming configuration (free to swim along the direction
prescribed by the supporting air-bearing rail). DPIV was performed for
the reference case without wall effect, and for selected cases with wall ef-
fect in which there was an enhancement of propulsion, as seen in section
4.3.2, that is for cases with large pitch motions and moderate distances to
the wall. DPIV measurements of the stationary swimming configuration
are used to obtain a global overview of the mean velocity fields, whilst
in the free swimming configuration, the analysis is focused on the local
instantaneous vorticity fields and the different wake topologies found
behind the foil. DPIV data in all figures appear in dimensionless form,
with velocities given by (Vx, Vy) = (vx, vy)/ f L and vorticities computed
as ωzL/Uc.

4.3.4.1 Stationary foil

Contours of the mean velocity field are presented in figures 4.8 and
4.9, for the stationary foil. The streamwise component (Vx) appears in
all these figures on the left column and the transverse velocity (Vy) on
the right one. The figures are a good indication of the the momentum
distribution in the wake.

Figure 4.8 is for an experiment with enhanced propulsion due to the
wall effect (plots (a) and (b)) as seen in section 4.3.2 and without wall
(plots (c) and (d)) for the θ0 = 240◦ case. The same arrangement of plots
appears in figure 4.9 but for θ0 = 160◦ . There are obvious differences
introduced by the wall when comparing by rows the plots in both fig-
ures. Whilst in the cases without wall effect in the lower rows, the mean
flow fields are typical of those of symmetric wakes Dewey et al. (2011),
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the momentum distribution changes considerably by the effect of the
wall, as seen in the upper row of both plots. Regions of high momen-
tum directed along the propulsion direction appear near the wall in both
figures, showing clearly one of the causes for propulsion enhancement.

4.3.4.2 Self-propelled free foil

In addition to the previous mean-flow analysis with the stationary
foil, further insight on the mechanisms that govern the ground effect on
swimming performance can be obtained by examining the cases with
self-propulsion. In this section the foil is free to move along the rail
of the air bearing and DPIV has been used to analyse the instantaneous
flow patterns in the wake, depending on the main parameters governing
the experiments (d, f and θ0).

d = 1.54 = 240 degrees f = 2.5 Hzθ

.3d = 0 = 240 degrees f = 2.5 Hzθ

0

0

Figure 4.8: Average of the velocity fields, stream-wise V̄x in the left column and cross-
stream V̄y on the right column for: (a) and (b) d = 0.3, θ0 = 240◦ and f = 2.5 Hz; (c)
and (d) d = 1.54, θ0 = 240◦ and f = 2.5 Hz. Dashed black lines denote the position of
the trailing edge of the foil and black thick lines represent the wall. The foil swims from
left to right.
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.3 16 1d = 0 = 0 degrees f = .5 Hz

1.54 16 1d = = 0 degrees f = .5 Hz

θ

θ

0

0

Figure 4.9: Average of the velocity fields, stream-wise V̄x in the left column and cross-
stream V̄y on the right column for: (a) and (b) d = 0.3, θ0 = 160◦ and f = 1.5 Hz; (c)
and (d) d = 1.54, θ0 = 160◦ and f = 1.5 Hz. Dashed black lines denote the position of
the trailing edge of the foil and black thick lines represent the wall. The foil swims from
left to right.
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Figure 4.10: Instantaneous vorticity fields and velocity vectors for: (a) d = 1.54, θ0 = 240
degrees and f = 1.5Hz; (b) d = 1.54, θ0 = 240 degrees and f = 3.3Hz; and (c) d = 0.38,
θ0 = 240 degrees and f = 1.5Hz. Snapshots at 0% and 50% of the cycle are shown on the
left and right plots of each row, respectively. The foil swims from left to right. The thick
black lines at the bottom in (c) denote the wall. Vorticity colour maps are overlaid on
top of the vector velocity field generated by the foil. Blue is used for clockwise vorticity
and red is for counter-clockwise.

A nomenclature based on that proposed by Williamson and Roshko
Williamson and Roshko (1988) to describe the flow structures in the
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wake of cylinders, is used here to describe the topology of the wake
downstream the foil. According to this way of describing wakes, an S

is used to denote a single vortex at one side of the wake per shedding
cycle. If a P is used, the wake consists of a pair of counter-rotating vor-
tices at one side per shedding cycle. If the same arrangement of vortices
is observed at each side of the wake each cycle, a 2 is placed in front
of the S or the P. Therefore a 2S wake is a wake consisting of a single
vortex shed at each side of the wake and a 2P is a wake made of a pair
of counter-rotating vortices at each side. When the observed pattern is
different at both sides of the wake, a combination is needed and the
symbol + is used. For instance a P + S wake consists of a single vortex
in one side and a pair of vortices in the other. In our experiment if there
is a combination, the first character before the + symbol denotes the
structure observed at the side of the wake without wall, and the second
one, after the + indicates the structure at the side of the wall. If the pair
of vortices in the P structure is co-rotating, P∗ is used.

The patterns observed in the wake of the foil far away from the wall
(d = 1.54, where the wall effect is negligible), are summarised in table
4.2 for pitch motions of θ0 = 160◦ and 240◦ and 3 pitch frequencies. For
the case with θ0 = 240◦, the dominant structure in the wake is the 2P,
a pair of counter-rotating vortices at each side of the wake, as observed
in figures 4.10(a) and 4.10(b) with pitch frequencies of 1.5 and 3.3 Hz
respectively. The two vortices in the 2P mode are denoted using capital
letters and a subscript to indicate each side of the wake, hence A1 and
B1 are the vortices at one side of the wake and A2 and B2 are the two
vortices at the other side. The figure shows two different instants in
time separated half a cycle. For θ0 = 160◦, when the foil is far away
from the wall (d = 1.54), the 2P only appears at the lowest frequency —
vorticity field not shown here but similar to figure 4.10(a)—. For higher
frequencies 2S and 2P∗ wakes are developed, as shown in figure 4.11: (a)
2S wake with vortices A1 and A2 at each side of the wake, and (b) 2P∗

wake with two co-rotating vortices at each side of the wake, A1 and B1

at the upper half and A2 and B2 in the lower part.
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d=1.54 θ0 = 160◦ θ0 = 240◦

1.5 Hz 2P 2P

2.5 Hz 2S 2P

3.5 Hz 2P∗ 2P

Table 4.2: Summary of vortex modes found in the experiments in which the wall effect
was not important
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Figure 4.11: Instantaneous vorticity fields and velocity vectors for: (a) d = 1.54, θ0 = 160
degrees and f = 2.5Hz; and (b) d = 1.54, θ0 = 160 degrees and f = 3.5Hz. Snapshots at
0% and 50% of the cycle are shown on the left and right plots of each row, respectively.
Other data as in Fig. 4.10.

We now describe the vortex wakes observed when the foil is closer to
the wall, which are summarised in table 4.3, focusing on the cases where
propulsion was improved: first the case of θ0 = 240◦ and d = 0.38 and
then θ0 = 160◦ and d = 0.3. In both cases the same pitch frequencies
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Freq θ0 = 160◦ θ0 = 240◦

d=0.3 d=0.38

1.5 Hz P + S P + S

2.5 Hz S + P P + S

3.5 Hz P∗ + S P + S

Table 4.3: Summary of vortex modes found in the experiments in which the wall effect
was important.

are reported for comparison with the cases presented in table 4.2 with-
out wall. The patterns are hybrid modes and show complex structures
because of the effect of the wall. With the largest pitch amplitude, a
P + S structure was observed independently of the pitch frequency. A
case showing this P+ S structure for θ0 = 240◦, f = 3.5 Hz and a dimen-
sionless distance to the wall of d = 0.38 appears in figure 4.10(c), with
vortices A1 and B1 in the upper part of the plot and a single vortex Cw

at the side of the wake near the wall. The 2P structure observed without
wall has now changed to a P + S structure if the wall is near the foil.
That is, the counter-rotating vortex pair that was observed at the lower
part of the measurement window for the case without wall changes to a
single vortex Cw that is pushed vigorously downstream due to the exis-
tence of a high momentum jet-like region near the wall. This is readily
seen in figure 4.10(c) by observing the distance at which Cw is located
respect to the trailing edge of the foil, compared to the distance of the
vortex pair A2 and B2 in figure 4.10(a).
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Figure 4.12: Sequence of instantaneous vorticity fields and velocity vectors. Every 20

frames is presented (∆t=50 ms) for d = 0.3, θ0 = 160 degrees and f = 2.5Hz. The foil
swims from left to right and the black thick lines represent the wall at y/L = 0.
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Bw
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d = = degrees f = Hz0.3 160 2θ0

Figure 4.13: Flow visualization with fluorescein dye injection and a laser sheet of the
vortex structures near the wall effects for d = 0.3, θ0 = 160 degrees and f = 2Hz. The
time lapse between frames is ∆t = 250 ms) and the foil moves from left to right.

With the lower amplitude θ0 = 160◦, the structures are clearly depen-
dent on the distance to the wall. At the lowest frequency the P + S is
the dominant structure and at a frequency of 2.5 Hz the S + P structure
is seen. Figure 4.12 presents a sequence of 8 DPIV snapshots covering
a full pitching cycle for the latter case with the foil at a dimensionless
distance to the wall of d = 0.3. At the wall side, a single vortex is shed
from the foil (Aw) which eventually splits forming another structure Bw

because of the proximity to the wall. In the other side of the wake a sin-
gle vortex C1, forms the S + P mode in the wake. The flow visualisation
with fluorescein-dye presented in figure 4.13 confirms this latter obser-
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vation and the existence of this counter-rotating vortex pair (Aw and Bw)
at the side of the wall.

The enhancement in propulsion observed in the thrust and velocity
measurements presented above can thus be related to clear changes in
the vortex dynamics in the wake of the foil. Whilst at the largest pitch
amplitudes the main structure was a 2P, with ground effect the domi-
nant structure becomes a P+ S. Now, if the pitch swept angle is 160◦ the
structures are modified to combinations of single and a pair of vortices.

One of the important features observed in the thrust and velocity fig-
ures of section 4.3.2, is the dramatic drop in thrust and foil velocity
that takes place at the largest pitch angle as the frequency of pitch is in-
creased. The explanation for that phenomena is clear from figures 4.10(a)
and 4.10(b) where it can be seen how without the wall, the increase in
frequency yields a large change in the angle (α in the figures) at which
the shedding of vortices occur, showing that the momentum distribution
in the wake becomes less beneficial to the direction of swimming. If the
foil is near a wall, the result is a change in this momentum distribution
that enhances propulsion: this can be seen comparing 4.10(a) and 4.10(c),
where without wall, vortices A1 and B1 remain unchanged, but with the
wall the disappearance of A2 and B2 to form Cw, indicates less energy is
dissipated in the wake and a higher-momentum jet-like structure is pro-
duced near the wall. This more beneficial momentum distribution was
also pointed out in the analysis of the averaged flow fields presented for
the stationary configuration in section 4.3.4.1.
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4.3.5 SPOD analysis
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Figure 4.14: POD kinetic energy Vx and Vy of the first four modes (ordered from high to
less energy from left to right on each plot) versus frequency (1.5 and 2.5 Hz). First row
for d = 0.3 and second row for d = 1.54. First and second columns stream-wise velocity
and the third and four columns for cross-stream velocity.
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Figure 4.15: Comparison first POD mode (left column) and average of velocity fields
(right column) for the stream-wise direction. a) d = 0.3, θ0 = 160 degrees and f = 2Hz
b) d = 0.38, θ0 = 160 degrees and f = 3Hz c) d = 0.3, θ0 = 240 degrees and f = 1.5Hz
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f) d = 1.54, θ0 = 240 degrees and f = 1.5Hz. Dashed white lines denote the position
of the trailing edge of the foil and black thick lines represent the wall. The foil swims
from left to right.
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Snapshot Proper Orthogonal Decomposition (SPOD) Sirovich (1987)
has been applied to the velocity DPIV data, following the technique
described by Huera-Huarte et al. Huera-Huarte and Vernet (2009) and
recalled in Appendix I. Assuming that the fluctuating part of the flow
can be represented by linear combinations of POD modes φi(x, y) and
time varying modal coefficients ai(t),

V(x, y, t) = V̄(x, y) +
M

∑
i=1

ai(t)φi(x, y) (4.2)

the SPOD technique permits to study the kinetic energy (ε) distribution
of the flow into the most important modes. The ε associated to the
first four more energetic POD modes is shown in figure 4.14, for both
stream-wise and cross-flow components of the velocity. Two different di-
mensionless distances to the wall (0.3W and 1.54W) appear in the figure,
for two pitch amplitudes (160 and 240 degrees), and two pitch frequen-
cies (1.5 and 2.5 Hz). The figure shows how the ε is mostly concentrated
in the first POD mode of the streamwise direction in all cases, with
more than 70%. In the cross-flow component, the energy is shared more
uniformly mainly between the first three POD modes.

The decrease in thrust and propulsive velocity observed (Fig. 4.5) for
the θ0 = 240◦ case at frequencies higher than 2 Hz when the foil is away
from the wall can also be explained through the POD analysis. Indeed,
for frequencies higher than 2 Hz, since the momentum structure in the
wake is then directed mostly perpendicularly to the swimming direction,
the first POD mode at 2.5 Hz has dropped considerably if compared to
the 1.5 Hz case (see second row and column in Fig. 4.14). Another
point that can be seen is that, while for θ0 = 160◦ the energy of the
different modes does not change noticeably when increasing the driving
frequency, for θ0 = 240◦ on the contrary, the energy in the first POD
mode does increase with frequency when the wall is present. The latter
reflecting our previous observation that at these large angles the foil is
diverting the momentum in a direction perpendicular to the propulsion
direction and the presence of the wall reorients momentum favourably.

Figure 4.15 compares the first streamwise POD mode (left column)
and the average stream-wise velocity fields (right column) of the same
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cases. The trailing edge of the foil in its rest position is shown in the
plots with a dashed white line for the sake of clarity. The POD and the
averaged velocity fields appear normalised by the maximum value in
the cases shown, for comparison. The plots certify again how the first
stream-wise mode is enough to represent the momentum in the wake.
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5
C O N C L U S I O N S

In this chapter the most important conclusions based on the research
presented in the thesis are summarized.

5.1 conclusions

5.1.1 Hydrodynamics of a rigid and flexible pitching foils

Experiments combining hydrodynamic force measurements and ve-
locity field interrogations, have been used to describe the performance
of a rigid foil pitching in a current, in terms of thrust production and
efficiency.

Very clear trends have been identified and physically explained by
combining the analysis of the hydrodynamic forces and the wake struc-
tures in specific representative cases. In our experiments, it appears ev-
ident that flapping with moderate swept angles and frequencies yields
the largest efficiencies, associated to a specific type of wake consisting
of a main bound vortex shed when the foil changes direction and a se-
ries of smaller shear layer vortices. This configuration contributed to
a momentum distribution in the wake better aligned to the propulsion
direction, and therefore ended up producing higher thrust.

5.1.2 Effect of chordwise flexibility on pitching plate propulsion

In the range of flexural stiffness tested, we have found the optimum
chordwise flexibility in terms of propulsion up to 69% of the hydro-
dynamic efficiency with the semi − f lexible foil at Reynolds numbers
studies in the investigation. We have seen how the chordwise flexibil-
ity has a maximum peak point, after which the CT drops, decreasing
the efficiency. We can report a transition of thrust generation in the
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semi − f lexible foil with θ0= 72 ◦ for all Reynolds numbers tested, where
before the transition the performance of the semi − f lexible foil was as
the semi − rigid foil; however after the transition, the performance of the
foil changed from the semi − f lexible to the f lexible foil. This transition
of thrust generation was obtained between 0.4 ≤St≤ 0.65 really close to
the range previously dictated by Triantafyllou et al. (1993) to maximize
the thrust of a flapping foil. This transition of thrust generation was de-
termined in the two analysis, load measurements with improvements of
thrust and DPIV measurements, where regions of high velocities were
wider and longer.

These results have an interesting observation from the point of view
of a simple flapping robotic setup, where if the must is the generation of
thrust, a flexural stiffness close to the semi − rigid foil should be chosen;
however if the efficiency is the most important, a flexural stiffness close
the the semi-flexible foil should be chosen.

5.1.3 Large-amplitude undulatory swimming near a wall

The experimental data presented in this work shows that swimming
with large-amplitude undulatory motions at a moderate distance to a
wall can have clear advantages in terms of velocity and thrust produc-
tion. Positive ground (or wall) effect has been observed for the system
presented here, when swimming with pitch motions of large amplitude
(θ0 = 160◦ and 240◦) and for distances to wall between 0.25 and 0.55

times the width (W) of the foil. Maximum improvements in velocity
and thrust have been observed of about 25% and 45% respectively. The
results also suggest that for distances of more than 1.5 widths of the
foil, the ground effect can be neglected, fact also found by Blevins et
al. Blevins and Lauder (2013). The fluid dynamical mechanisms behind
this enhancement have been explored by investigating the flow field in
the wake of foil, showing how the wall constrains the distribution of
momentum in a direction favourable to propulsion. In addition to the
analysis of the mean flow, which exhibits the constrained jet structure in
the wake of the foil (Figs 4.8 and 4.9), the time-resolved vorticity fields
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show the changes in the wake vortex topology associated to the enhance-
ment of propulsion —e.g. Fig. 4.10 (a) and (c)—.

As a point of perspective we can comment on the three-dimensional
structure of the wake. Although the hypothesis of quasi-two-dimensionality
underlying our analysis (as well as that of most of the literature on sim-
plified model foils) can be partially justified alluding to the aspect ratio
of the propulsive appendage, it is clear that the inherent 3D nature of
this type of flows needs to be further analysed and included in realistic
models. With respect to the present results, in addition to the vortex
structures in the xy-plane analysed here, the wall will also affect the
stream-wise structures in the yz-plane which have been recently estab-
lished as important players in the drag-thrust balance Raspa et al. (2014);
Ehrenstein et al. (2014). These issues will be the subject of future work.

The results with the present flexible foil excited by a pitching oscil-
lation at its head are in agreement with what has been reported for a
foil with heaving excitation Quinn et al. (2014b). This is an interesting
observation from the point of view of bio-inspired design, where pitch-
ing motions associated to the elastic response of an appendage could
sometimes be an optimal solution to actuate a robotic setup.
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appendix i

Snapshot Proper Orthogonal Decomposition

A linear eigenvalue problem can be derived using the POD method.
Let an ensemble of DPIV data V, with N being the total number of the
available flow fields or snapshots, arranged in column form i a way in
which the first half of the columns are the streamwise velocities and the
second one the cross-flow velocities,

V =
[

v1v2...vN
]

(.1)

and the fluctuating part of the flow is,

V = Ṽ − v̄ = Ṽ − 1
N

N

∑
n=1

vn n = 1, 2, ...N (.2)

the eigenvalue formulation results in,

CHi = λiHi (.3)

where the matrix C is,

C = VTV (.4)

The solution of equation .3 consists of N eigenvalues (λi) and the NxN

modal matrix (H), made of column eigenvectors (Hn). The eigenvectors
provide a basis to produce the POD modes,

φi =
∑

N
n=1 Hi

nvn

||∑
N
n=1 Hi

nvn||
, i = 1, 2, ...N (.5)

where || · || denotes p2-norm, and it is calculated as the square root
of the summation of the squares of each component inside the brackets.
The result of equation .5 is a set of N POD modes. As introduced in
equation 4.2, the flow can be expressed as a linear combination of POD
modes and POD coefficients,
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142 conclusions

vn =
N

∑
n=1

an
i Œi = Φan (.6)

hence, once the POD modes are available, the POD coefficients (an)
can be obtained,

an = Φ
Tvn (.7)

This coefficients indicate how important is each POD mode in each
time snapshot. The eigenvalues (λi), are proportional to the ε of the
fluctuating part of the flow and by sorting them in a decreasing fashion,
λi

> λi+1 for i = 1, ..., N − 1 the most energetically important POD
modes in the flow can be identified. The relative ε associated to each
POD mode can be calculated as,

ε i =
λi

∑
N
n=1 λn

(.8)
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