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Agraïments 

Diuen que fer el doctorat és un ŎŀƳƝ ŘǳǊ ǇƭŜ ŘΩŀƭǘǎ ƛ ōŀƛȄƻǎΦ Iƛ Ƙŀ ŘƛŜǎ ŘŜ ŦŜƭƛŎƛǘŀǘ ƛ 

ǎŀǘƛǎŦŀŎŎƛƽ ǇŜǊǉǳŝ ǎΩƘŀ ŀŎƻƴǎŜƎǳƛǘ ǳƴ ǊŜƴŘƛƳŜƴǘ ŀƭǘ Ŝƴ ǳƴŀ ǊŜŀŎŎƛƽ ƛ ŘƛŜǎ ŘŜ Ƴƻƭǘŀ 

frustració perquè el resultat que esperaves no ha sortit i et toca tornar-ho a fer. 

Després de passar 4 anys, puc dir que en certa manera és veritat, però no només és 

pot resumir en això. Les reaccions van i venen i els resultats poden sortir o no, però 

ǎŜƴǎ ŘǳōǘŜΣ Ŝƭ ƳŞǎ ƛƳǇƻǊǘŀƴǘ ǎƽƴ ƭŜǎ ǇŜǊǎƻƴŜǎ ǉǳŜ ǘΩŀŎƻƳǇŀƴȅŜƴΣ ǘΩŀƧǳŘŜƴ ƛ Ŝǘ ŘƻƴŜƴ 

el seu suport durant el dia a dia dŜƭǎ ǘǊŀƴǎŎǳǊǎ ŘΩŀǉǳŜǎǘ ŎŀƳƝΦ 

Per sort, he pogut conviure i conèixer moltes persones que, durant aquest etapa, han 

aportat el seu granet de sorra per aguantar-ƳŜ ƻ ǎƛƳǇƭŜƳŜƴǘ ǘǊŜǳǊŜΩƳ ǳƴ ǎƻƳǊƛǳǊŜ 

en algun dels molts dies complicats. Per aquest motiu, volia donar-vos les gràcies i dir 

que no em puc sentir-ƳŜ ƳŞǎ ŀŦƻǊǘǳƴŀǘ ŘΩƘŀǾŜǊ ǾƛǎŎǳǘ ŀǉǳŜǎǘŀ ŀǾŜƴǘǳǊŀ ŀƳō ǘƻǘǎ 

vosaltres al costat. 

tǊƛƳŜǊ ŘŜ ǘƻǘΣ ƛ ŎƻƳ ƴƻ ǇƻŘƛŀ ǎŜǊ ŘΩǳƴŀ ŀƭǘǊŀ ƳŀƴŜǊŀΣ Ǿƻƭƛŀ ŘƻƴŀǊ-te les GRÀCIES (sí, 

en majúscula i ben gros) a tu, Àngels. La veritat és que no tinc paraules per expressar 

ƭŀ ƳŜǾŀ ŜƴƻǊƳŜ ƎǊŀǘƛǘǳŘ ŎŀǇ ŀ ǘǳΦ bƻ ǎŞ ǎƛ ǘŜΩƴ ǊŜŎƻǊŘŜǎΣ ǇŜǊƼ Ŝƭ ǇǊƛƳŜǊ ǎƻƳǊƛǳǊŜ Ƨŀ 

ƳŜΩƭ Ǿŀǎ ǘǊŜǳǊŜ ŀƭ ƭŀōƻǊŀǘƻǊƛ ŘŜ оǊ ǉǳŀƴ ŜƳ ŘŜƛŜǎ ǉǳŜ ƳΩŀǎǎŜƳōƭŀǾŀ ŀƭƎǳƴ ǇƻƭƝǘƛŎ 

ŎŀǘŀƭŁ ƻ ǉǳŀƴ ŜƳ ŎƻƴŦƻƴƛŜǎ ŀƳō ƭΩhǊƛƻƭΦ tŀǎǎats 6 anys, he canviat personalment i 

ǇǊƻŦŜǎǎƛƻƴŀƭ ƛ ǘǳ Ƙƛ ǘŜƴǎ Ƴƻƭǘ ŀ ǾŜǳǊŜΦ aΩƘŀǎ ǘǊŀƴǎƳŝǎ ƭŀ ǘŜǾŀ Ǉŀǎǎƛƽ ǇŜǊ ƭŀ ǉǳƝƳƛŎŀ ƛ 

ƳΩƘŀǎ ŜƴǎŜƴȅŀǘ ǉǳŜΣ ŀƳō ǘǊŜōŀƭƭΣ ŎƻƴǎǘŁƴŎƛŀ ƛ ŘŜŘƛŎŀŎƛƽ ƴƻ Ƙƛ Ƙŀ ƳŜǘŀ ƛƳǇƻǎǎƛōƭŜ ƛ 

ǉǳŜ Ŝƭ ƭƝƳƛǘ Ŝƭ ǇƻǎŜǎ ǘǳΦ ¢ŀƳōŞ ƘŜ Ǿƛǎǘ ǉǳŜ ƭΩŜŘat només és un número i que el que 

realment conta són les ganes que hi posis a les coses. Químicament, ets una referent 

ǇŜǊ ƳƛΣ ǇŜǊƼ ǇŜǊǎƻƴŀƭƳŜƴǘΣ Ŝǘǎ Ƴƻƭǘ ƳŞǎ ǉǳŜ ŀƛȄƼΦ aΩƘŜ ǎŜƴǘƛǘ ŀŎƻƭƭƛǘΣ ǊŜǎǇŜŎǘŀǘ ƛ 

ǾŀƭƻǊŀǘ Ŝƴ ǘƻǘ ƳƻƳŜƴǘ ƛ ƳΩƘŀǎ ǘǊŀŎǘŀǘ ŘŜ мллΣ Ŏƻǎŀ ǉǳŜ ƳΩƘŀ ŦŜǘ ŎǊŞƛȄŜǊ ƛ ŀǇǊŜƴŘǊŜ 

moltíssim. Sempre has estat disposada a ajudar-me i a escoltar-me (amb el cafetó al 

ŘŜǎǇŀǘȄΣ ŀƛȄƼ ǎƛύΣ ƳΩƘŀǎ ŘŜƛȄŀǘ ŀǇƻǊǘŀǊ ƛŘŜŜǎ όŀ ǾŜƎŀŘŜǎ ƳŀǎǎŜǎ ƛ ǘƻǘύΣ ƛ ŘǳǊ-les a terme 

ƛ ƳΩƘŀǎ ŘƛǊƛƎƛǘ ǎŜƳǇǊŜ ŎŀǇ ŀƭ ōƻƴ ŎŀƳƝΦ aŀƛ ƘŀƎǳŞǎ Ǉogut imaginar una directora com 

ǘǳ ƛ ǎŜƳǇǊŜ ŘƻƴŀǊŞ ƎǊŁŎƛŜǎ ǇŜǊ ƘŀǾŜǊ ǇƻƎǳǘ ŦŜǊ Ŝƭ ŘƻŎǘƻǊŀǘ ŀƳō ǘǳΦ ¢ΩŜǎǘŀǊŞ 

eternament agraït. 

En segundo lugar, que en realidad también es primer lugar, quería darte las GRACIAS 

a ti, Silvia. No voy a negar que cuando empecé, tenía un poco de miedo a la mecánica 

y todo lo que comporta y no estaba seguro de si me gustaría, pero fue hablar contigo 

y la cosa dio un giro de 180 grados. Me has enseñado que la mecánica es una ciencia 

fascinante y te doy las gracias por mostrármela como tú lo has hecho. Tu forma de 

explicar y tu pasión han hecho que me interese cada día más y ahora no entiendo 

nuestra química sin la mecánica. Tu trabajo y dedicación es impresionante y 

admirable, pero, aun así, lo que más me fascina eres tú como persona. Siempre me 

has atendido y has estado dispuesta a explicarme (más de una vez) las ecuaciones, 



 
 

fórmulas y conceptos que hay detrás de cada ensayo con una sonrisa y de la mejor 

manera posible. Me has dado mucha confianza y tranquilidad desde el primer minuto, 

me has escuchado y me has guiado hasta este punto y por eso, no puedo estar más 

agradecido. Sin ti (y sin tu iPad), este camino hubiera sido mucho más complicado. 

Ahora no puedo estar más ansioso por todo lo que está por venir. De verdad, muchas 

gracias. 

Xavi Ramis, a tu també et vull expressar el meu agraïment. Gràcies pels consells i  

ƭΩŀƧǳŘŀ ǉǳŜ ƳΩƘŀǎ ōǊƛƴŘŀǘ ƛ ǇŜǊ ƻōǊƛǊ-me les portes del teu laboratori sempre que ha 

calgut, però sobretot per la teva simpatia i amabilitat. Als companys de Barcelona, 

Xavi Fernández, Osman i Sasán, moltes gràcies pels moments i xerrades compartits en 

els dinars de grup.  

He de continuar donant les gràcies a totes les persones que han passat pel laboratori 

330 siguin del grup o no i els primers noms que em venen al cap són el Francesco i el 

Claudio.  

Al principio, os tenía un poco de rencor por el horario del turno que me pusisteis en 

el congrŜǎƻ ŘŜ .ŀŜƪŜƭŀƴŘΣ ǇŜǊƻ ŘŜǎǇǳŞǎ ƳŜ ŀŎƻƎƛǎǘŜƛǎ ŎƻƳƻ ǳƴƻ Ƴłǎ ŘŜǎŘŜ Ŝǎŀ άDŀƭŀ 

5ƛƴƴŜǊέ ȅ ƳŜ ƘŀōŞƛǎ ŜƴǎŜƷŀŘƻ ƳǳŎƘƻΦ Francesco, eres uno de mis mentores. Tú 

ǇǳǎƛǎǘŜ ƭƻǎ ǇǊƛƳŜǊƻǎ ŎƛƳƛŜƴǘƻǎ ŘŜ ƭŀ άwhLD {Φ[Φέ ȅ ǎƛƴ ǘƛΣ Ŝǎŀ ŜƳǇǊŜǎŀ ƴƻ ƘŀōǊƝŀ ǇƻŘƛŘƻ 

existir. Grazzie mille. Claudio, hacías que los días en el laboratorio pasaran mucho más 

rápido y verte trabajar era un espectáculo, siempre recordaré el hecho de conseguir 

verte comer pasta con mayonesa.  

Gracias por todos los momentos dentro y fuera del laboratorio. È stato un piacere 

conoscervi e sono molto grato di potervi chiamare amici!! 

Gracias a ti también Federico, has dejado huella en el grupo y aunque a veces tus tioles 

se han notado de más en el laboratorio, tu amabilidad y tranquilidad se echaran en 

falta. ¡Mucha suerte en tu nueva aventura! Tommaso (Dio Ca**), compañero de cafés 

y fiestas del último año, me has hecho reír un montón en el laboratorio. Eres un tio 

muy listo y no tengo ninguna duda de que vas a ser un grandísimo doctor, Grazzie da 

vero! WŜǎǵǎΣ Ŝƭ ƳŜǳ ǇǊƛƳŜǊ ¢CD όŀǊŀ Ƨŀ aŁǎǘŜǊύΣ ƎǊŁŎƛŜǎ ǇŜǊ ŀǉǳŜǎǘ άǇƛǉǳŜέ .ŀǊœŀ-

Madrid. Aquest any has vist que amb constància, temps i unes quantes gotes de suor, 

la feina acaba sortintΦ "ƴƛƳǎ ǉǳŜ ŀƛȄƼ Ƨŀ Ƙƻ ǘŜƴǎΗ !ƴƴŀΣ ƎǊŁŎƛŜǎ ǇŜǊ ǎŜǊ ƭŀ άŎŀōǊŀ-ƭƻŎŀέ 

del lab. Encara que hem passat algun momentet difícil (molt aïllat), les teves ganes 

ŘΩŀǇǊŜƴŘǊŜ ƛ ƭŀ ǘŜǾŀ ŘŜŘƛŎŀŎƛƽ ƴƻƳŞǎ ŜƳ ŘŜƳƻǎǘǊŜƴ ǉǳŜ ǘŜƴǎ ǳƴ ƎǊŀƴ ŦǳǘǳǊ ǇŜǊ 

endavant. Mƻƭǘǎ ŘΩŁƴƛƳǎΗ 

Dailyn, gracias por todos tus consejos y ayuda. ¡Mi antecesora del eugenol! Me pusiste 

firme desde el primer día y aunque en ese momento me molestaba, ahora te lo 

agradezco. David, moltes gràcies per la teva ajuda amb el DMA i el reòmetre. Sempre 

has tret temps de la teva agenda per ajudar-me, aconsellar-me i donar-me suport. 



 

 
 

Estic molt content per haver-te conegut i espero poder anar a molts més congressos 

Ƨǳƴǘǎ ƛ ǇƻŘŜǊ ŦŜǊ ƭŜǎ άŎŜǊǾŜǎŜǘŜǎέ ŘŜ ŘŜǎǇǊŞǎΦ tŜǊŜΣ ŀ ǘǳ Ƨŀ Ŝǘ ǾŀƛƎ ŎƻƴŝƛȄŜǊ ŘǳǊŀƴǘ 

ƭΩèpoca a Suspol. Has entrat al grup com un coet. Gràcies per ajudar-me amb la teva 

química. Espero que algun cop ens trobem a Tomorrowland je je. 

I would also like to thank you Marco, I laughed a lot with you in the lab. We did not 

spend as much time as I would have liked together, but I will never forget your curly 

hair, your happiness and your hangovers. Valeria, despite that you always arrived at 

11 in the lab, your eager to learn, your motivation, but more importantly you, 

fascinated me. We miss you and you will always have a little piece of my heart. Thank 

you both for listening me when I needed it and for those great beers near Piazza del 

Plebiscito in Napoli! Pere Hidalgo, el tio més tot terreny i més manetes que ha passat 

pel laboratori. Gràcies per estar sempre disposat a ajudar en el que faci falta, sense ni 

una mala paraula ni cap retret. Ets un tio increïble. Laura, gràcies per la feina feta. Em 

va faltar temps per acabar-te de conèixer bé, però sé que hi poses moltes ganes i 

mentre vas estar al laboratori vaig gaudir molt treballant amb tu. I would also like to 

thank you Aina PetrauskaitŤΣ Ƴȅ ŦƛǊǎǘ aŀǎǘŜǊ ǎǘǳŘŜƴǘΦ ²Ŝ ŘƛŘ ŀ ƎǊŜŀǘ ŀ Ƨƻō ǘƻƎŜǘƘŜǊΦ L 

will always remember how you tried to teach me how to say the name of your 

lituanian professor. Emilija and Ieva, thank you for those 3 months here, you brought 

a lot of joy and happiness during your stage! Armando, ánimos en el doctorado, eres 

una gran persona y te mereces todo lo bueno que te pueda pasar, pero no me aprietes 

tan fuerte la mano que un día me la vas a romper. Sara (esearre), pasaste por el lab 

como un torbellino, dejaste una huella única. Eres una persona espectacular y doy 

gracias por haberte podido conocer y poder mantener nuestra amistad. 

Jordi, ŎƻƳǇŀƴȅ ŘŜ ŎŀǊǊŜǊŀ ƛ ŎƻƳǇŀƴȅ ŘŜ ƭŀōƻǊŀǘƻǊƛΦ ;ǎ ǳƴ ƎƻƛƎ ǾŜǳǊŜΩǘ ǘǊŜōŀƭƭŀǊΦ !Ǌŀ Ƨŀ 

Ŝǘǎ Ŝƭ ǎŜƎǸŜƴǘ Ŝƴ ǇǊŜǎŜƴǘŀǊ ƛ Ŝƭ ŘƻŎǘƻǊŀƴŘ ƳŞǎ ǾŜƭƭ ŀƭ ƭŀōΦ aƻƭǘǎ ŘΩŁƴƛƳǎ ǇŜƭǎ ƳŜǎƻǎ 

que et venen, que seran durets, però no tinc cap dubte que ho tiraràs endavant i seràs 

un gran doctor. Yasmin, thank you for being as you are. My predecessor in the 

purchase of reagents. You are a hard-worker, and your dedication and time only 

confirms me your great future. Alireza, thank you for all the moments in the lab. I will 

always remember that photo in the computer. Man, we are getting older!!! Isaac, no 

ǾŀƛƎ ŀǊǊƛōŀǊ ŀ ǾŜǳǊŜΩǘ ǘǊŜōŀƭƭŀǊ ŀƭ ƭŀōƻǊŀǘƻǊƛΣ ǇŜǊƼ ƳΩencanta compartir moments amb 

tu. Cada moment amb tu és únic, tu ets únic. Gràcies per fer-me riure sempre. Xavi, 

què puc dir de tuΚ ¦ƴŀ ŘŜ ƭŜǎ ƳƛƭƭƻǊǎ ǇŜǊǎƻƴŜǎ ǉǳŜ ŎƻƴŜŎ ƛ ǉǳŜ ƳΩƘŀ Řƻƴŀǘ Ŝƭ ŘƻŎǘƻǊŀǘΦ 

Sempre proactiu amb ganes de menjar-ǘŜ Ŝƭ Ƴƽƴ ƛ ǳƴ ōƻƴ άŎŀŎƘƻǇƻέΦ DǊŁŎƛŜǎ ǇŜǊ 

escoltar-me i tranquil·litzar-me durant els descansets. Gràcies per tots els moments 

dins, però sobretot fora del laboratori, i tots els dinars, soparets, congressos per Paris, 

birretes i festes. Espero fer-ne molts més. 

¢ŀƳōŞ ƳΩŀƎǊŀŘŀǊƛŀ ŀƎǊŀƛǊ ŀ ƭŀ ƎŜƴǘ ŘΩŀƭǘǊŜǎ ƭŀōƻǊŀǘƻǊƛǎ ŘŜƭ ŘŜǇŀǊǘŀƳŜƴǘΦ DǊŁŎƛŜǎ ŀƭǎ 

companys de Sucres, Albert, Miguel, Pablo, Isabel, Javier, Jordi i Paula per sempre tenir 



 
 

un somriure pel passadís i sempre estar disposats a deixar qualsevol reactiu. Esperem 

ǉǳŜ ŀƭƎǳƴ Řƛŀ ƭΩ!/ ŦǳƴŎƛƻƴƛ ŎƻƳ Ƙŀ ŘŜ ŦǳƴŎƛƻnar. Gràcies als companys que han passat 

pel grup de Suspol, Aaron, Nabil, Marc i especialment a tu Adri. Tu ets la persona que 

em vas iniciar en un laboratori i és el que vas posar la primera pedra perquè jo pugui 

arribar fins aquí. Gràcies pel teu suport, ajuda i predisposició. Ets un exemple a seguir 

per mi. #teambatabruta. Gràcies també als companys del departament de baix, per 

Ƴƛ ǎŜƳǇǊŜ ǎŜǊŜǳ Ŝƭ ƎǊǳǇ ŘΩhaL/IƛǎΦ {ŀǊŀΣ tƻƭΣ [ƻƭŀ WƻǊƛǎΣ tŀǳƭŀΣ aŀǊƛŀΣ 5ŀƴƛŜƭΣ !ƴƎƛŜ ƛ 

Anna. Gràcies per acollir-me amb els braços oberts en algun sopar i alguna festa. Sou 

unes perǎƻƴŜǎ ŜȄŎŜǇŎƛƻƴŀƭǎ ƛ ŜǎǘƛŎ Ƴƻƭǘ ŀƎǊŀƠǘ ŘΩƘŀǾŜǊ-vos conegut. 

¢ŀƳōŞ Ǿƻƭƛŀ ŘŜŘƛŎŀǊ ǳƴŜǎ ǇŀǊŀǳƭŜǎ ŀ ǘƻǘǎ Ŝƭǎ ǇǊƻŦŜǎǎƻǊǎ ŘŜƭ ŘŜǇŀǊǘŀƳŜƴǘ ƛ ŘΩŀƭǘǊŜǎ 

facultats, per sempre estar disposats a ajudar-me. Toni, gràcies per donar-me consell 

ǉǳŀƴ ƭΩƘŜ ƴŜŎŜǎǎƛǘŀǘΣ Wǳŀƴ /ŀǊƭŜǎΣ ƎǊŁŎƛŜǎ ǇŜǊ ǊŜǎƻƭŘǊŜΩƳ ŀƭƎǳƴ ŘǳōǘŜ ǎƻōǊŜ ŀƭƎǳƴŀ 

ǊŜŀŎŎƛƽ ƛ ƎǊŁŎƛŜǎ ǇŜǊ ƭΩŀƧǳŘŀ ƛ ǇǊŜŘƛǎǇƻǎƛŎƛƽ Ŝƴ ƭŜǎ ǇǊŁŎǘƛǉǳŜǎ ŘŜƭ ƭŀōΦ !ƭōŜǊǘΣ ƎǊŁŎƛŜǎ ǇŜǊ 

la teva amabilitat, simpatia i consells, sempre has tingut bones paraules cap a mi. 

Marta, gracias por los momentos vividos y por compartir esa boda en Nápoles con 

nosotros. També vull agrair als tècnics que fan que els equips funcionin correctament 

i que per tant, son peça clau per la nostra recerca. Ramon, gràcies per sempre tenir a 

punt els equips de ressonància, Àlex, gràcies per la teva infinita ajuda amb el DSC i 

¢D!Φ {ŜƳǇǊŜ ŜǎǘŁǎ ŘƛǎǇƻƴƛōƭŜ ƛ Ŝƴǎ Ƙŀǎ ǎƻƭǳŎƛƻƴŀǘ ƳŞǎ ŘΩŀƭƎǳƴ ǇǊƻōƭŜƳŀΦ WƻǎŜǇΣ 

gràcies per la teva responsabilitat, per solucionar algun tema de la premsa i per 
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Abstract 

Thermosetting materials are a class of polymers used in day-to-day applications or 

fields where superior mechanical properties are needed, such as automobiles, 

coatings or construction areas. Notwithstanding their remarkable thermomechanical 

performance and chemical resistance, their irreversible crosslinked structure prevents 

them from being recycled or reprocessed once cured. Consequently, a significant 

volume of waste is generated after the completion of its useful lifespan, which mostly 

ends up in landfills or is incinerated, causing a severe problem from the sustainability 

point of view. This pressing issue underscores the substantial and urgent challenge 

faced by academic and industrial spheres to develop strategies to prevent waste 

buildup and ensure the preservation of the planet's environment. There are several 

strategies at hand to craft environmentally conscious and sustainable thermosets. 

These options encompass click chemistry and dual-curing approaches, the 

exploitation of monomers sourced from biomass or  synthesizing  covalent adaptable 

networks (CANs). 

In this work, all these approaches have been used to design different types of 

thermosetting materials with different characteristics and properties, always 

highlighting the sustainable point of view. 

Chapter 3 establishes a novel dual-curing system based on a first thermal epoxy-amine 

and a second thermal or photoinitiated homopolymerization of methacrylates. The 

curing procedure is studied and characterized using non-isothermal isoconversional 

and rheological analysis. Depending on the curing conditions and careful selection of 

the monomers, gelled or viscous intermediate materials and final highly crosslinked 

thermosets can be obtained. 

Subsequently, in Chapter 4, commercially available monomers are used to design a 

first homopolymerization of (meth)acrylates and a further thiol-epoxy reaction dual-

curing system. During the first stage, the occurrence of different reactions leads to an 

imbalance in the stoichiometry that affects the second thermal step. Nevertheless, by 

adequately selecting the feed ratio of the initial formulation, the thermal and 

mechanical properties of the final materials can be tailored to specific requirements. 

Then, a fully renewable dual-curing procedure based on eugenol, glycerol and 

pentaerythritol derivatives is described in Chapter 5. By using click thio-Michael and 

thiol-epoxy reactions, thermosets with high homogeneity and Tg values around room 

temperature are prepared. Moreover, it is found that a ratio between two of the initial 

monomers determines the thermal and mechanical performance of the intermediate 

and final materials. 

A different sustainable perspective is explained in Chapter 6. Glutaric, suberic and 

dodecanedioic dihydrazides, are synthesized. Combined with an epoxy derivative of 



 
 

vanillin, they are  used to prepare biobased poly(acylhydrazone) CANs. The associative 

dynamic nature of imine metathesis between acylhydrazone bonds enables the 

materials to be mechanically recycled and reprocessed. Furthermore, this exchange 

reaction allows to self-heal small damages in the samples. 

In Chapter 7, a biobased diimine-diglycidyl derivative of vanillin is synthesized and 

cured with several Jeffamines with different chain lengths. The thermal, mechanical 

and dynamic behavior is studied, revealing good thermal stability, Tgs above room 

temperature and rapid stress relaxation. The mechanical recycling is achieved, and the 

chemical degradation of imine bonds is tested. 

In Chapters 8 and 9, aliphatic disulfide dynamic materials from renewable resources 

and commercially available monomers, respectively, are prepared. First, the catalytic 

effect of the covalently bonded tertiary amines on the disulfide metathesis is 

investigated. By varying proportions of two amines, different viscoelastic behaviors 

are obtained and characterized. Chapter 9 focuses on developing materials with 

extremely fast relaxation rates while maintaining a certain creep resistance. Extensive 

creep studies on all the materials are performed to understand the behavior of the 

materials in a wide range of temperatures. Finally, the self-healing and self-welding 

abilities are evaluated. 

Chapter 10 is devoted to developing two reversible vitrimeric adhesives based on 

epoxy and thiol commercially available monomers. The mechanical characterization is 

performed to understand the range of possible applications. Thanks to the dynamic 

transesterification, the dismantling and debonding are easily accomplished at high 

temperatures. Moreover, the re-bonding ability is confirmed by comparing the 

adhesion strength to the original adhesive. 

In the last chapter, a fully bio-based dual-curing system using an epoxy acrylate 

derivative of eugenol, the triacrylate derivative of glycerol and cystamine, has been 

established. Click low-temperature-triggered aza-Michael addition and high-

temperature epoxy-amine reactions are combined to achieve sequentiality in the 

curing system. Viscous or gelled intermediates and highly crosslinked final materials 

with multiple dynamic bonds are obtained. The dynamicity of the network is 

demonstrated, and the associative or dissociative behavior is proved through 

rheology. In addition, the mechanical properties are evaluated, and the possibility of 

mechanical recycling is brought out by comparing the chemical and thermal properties 

of the virgin and recycled samples. 
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1.1 Green chemistry and sustainable development 

The exponential growth of the human population and their diverse needs inevitably 

lead to increased resource utilization and environmental degradation. Pollution, 

global warming, ozone depletion, deforestation, and loss of biodiversity are among 

the most urgent environmental challenges faced by humanity. These issues emerged 

in the late 19th century due to urbanization, industrial development, and the 

expansion of chemical research and industrial production [1]. 

In response to these pressing concerns, radical solutions involving industry, academia, 

and governments became necessary, giving rise to the emergence of green and 

sustainable chemistry. The concept of green chemistry revolves around twelve 

principles aimed at making future chemistry safer and more environmentally friendly. 

This approach includes waste prevention, using renewable feedstock, designing safer 

chemicals, and, ideally, creating degradable substances once the their purpose is 

fulfilled [2]. 

One significant environmental challenge concerns the need for the degradability and 

persistence of plastics in the environment. Mass-produced plastic products, like 

plastic bags, are often intended for short-term single use but accumulate in the land 

and oceans for hundreds of years [3]. Despite their adverse environmental impact, 

plastics are indispensable in modern life due to their unique properties, including 

versatility, low cost, strength, light weight, flexibility, and durability. They find use in 

various sectors, such as packaging, construction, textiles, transportation, and 

electronics, and hold potential for future technological and medical advances [4]. 

Global production of plastics has exponentially increased from 2 million metric tons 

(Mt) in 1950 to almost 350 Mt in 2017 [5].  

Nevertheless, this great demand produces several amounts of plastic pollution and 

waste. According to Geyer et al. about 6,000 Mt of plastic waste has been generated 

from 1950 to the present [6]. Of this amount, approximately 5,000 Mt ended up or 

discarded in landfills, 800 Mt have been incinerated, and only 600 Mt have been 

recycled. If current practices regarding plastic waste management are perpetuated, it 

is projected that an alarming 12,000 Mt will be accumulated in the environment. Thus, 

many efforts still need to be made to change this perspective. 

For this reason, balancing the demand for plastics in society with the need to reduce 

their environmental footprint is crucial. Sustainable approaches can be adopted to 

achieve this balance. For example, substituting plastics derived from fossil fuels with 

bio-renewable alternatives, recycling end-of-life polymeric materials, or designing 

them to be biodegradable at the end of their useful life are essential steps in mitigating 

the impact of plastics on the environment [7]. Finding this golden mean is of utmost 

relevance to ensure a sustainable future for society and the planet. 
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1.2 Thermoplastics and thermosets 

In general, plastic is the term commonly used to describe polymeric materials or 

polymers, which are large molecules (macromolecules) composed of repeating units 

called monomers that are chemically bonded into a chain or network. Different 

factors, such as the arrangement, chain length, branching, crosslinking, or the type of 

constituent monomers, determine their wide range of applications. These materials 

can be classified according to different criteria. If the classification of polymers is 

based on the source of availability, they can be classified as natural, synthetic, or semi-

synthetic. If they are classified according to their structure, they can be divided into 

linear, branched, or crosslinked polymers. They can even be divided by their types of 

polymerization mechanism, like polyaddition, polycondensation, or ring-opening [8]. 

Finally, they can also be classified according to their behavior in front of temperature 

which relies on the existence of different transition temperatures depending on their 

molecular structure and will be the classification used in this thesis. Polymers can be 

divided into two main groups depending on their thermal behavior: thermoplastics or 

thermosets. 

Thermoplastics are high-molar-mass macromolecular chains that are not covalently 

linked but rather entangled. These entanglements lead to topological constraints that 

limit the molecular motion due to interactions with neighboring chains (Figure 1.1a). 

 

 
Figure 1.1. a) Molecular structure of thermoplastics. b) Some examples of daily-life 

applications of thermoplastics. 

 

Thermoplastics are linear or branched polymer chains that can be either amorphous 

or semi-crystalline in a solid state, and they can flow when heated above a 

characteristic temperature. Amorphous polymers can flow when heated well above 

the glass transition temperature (Tg), experiencing first a transition from glass to 

rubber and then to a viscous melt. Differently, semi-crystalline thermoplastics will 
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behave as glassy materials until they are heated above their melting temperature (Tm), 

in which the chains are free to move and, therefore, able to flow. 

Thanks to this ability to flow, thermoplastics can deal with several heating and cooling 

cycles without significantly altering their molecular structure or properties, which 

makes them able to be recycled or reshaped at high temperatures (above Tg or Tm) as 

well as to be processed via industrial techniques such as extrusion or injection molding 

[9]. However, thermoplastics are usually weak, which results in poor chemical and 

solvent resistance, easy degradability by heat, and poor mechanical properties when 

increasing the temperature. Despite this, the family of thermoplastics represents 

almost 80% of the plastic demand nowadays since they are widely used in many daily-

life applications (Figure 1.1b) [10]. The most common examples of thermoplastics 

used in manufacturing are polyethylene, polypropylene, polyvinyl chloride, 

polystyrene, polyethylene terephthalate, and polycarbonate [11]. 

Contrarily, thermosets are crosslinked structures with strong covalent bonds forming 

a three-dimensional network that has become hardened permanently through a 

polymerization process called curing (Figure 2.1a). This procedure is irreversible and 

can be generally achieved by treating the initial mixture of polyfunctional organic 

molecules with heat, pressure, suitable irradiation, or curing agents and occurs in a 

mold designed with the final desired shape. The resulting rigid, infusible, and densely 

crosslinked network architecture of thermosets is the critical driver for their strength, 

superior mechanical and thermal properties, dimensional stability, and high solvent 

resistance. 

 

Figure 1.2. a) Molecular structure of thermosets. b) Some examples of daily-life applications 

of thermosets. 

 

Unlike thermoplastics, thermosetting polymers are usually amorphous due to the 

impossibility of order in the network structure because of the restrictions imposed by 

the presence of crosslinks. Some exceptions exist when rigid monomers exhibiting 

nematic-isotropic transitions are used [12]. 
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Due to crosslinking points, thermosets do not flow when heated above the Tg, but they 

adopt a rubber-like behavior when this temperature is overpassed. Generally, these 

materials show Tg values above room temperature, and high Tg is usually related to 

high mechanical and thermal performance, robustness, and rigidity. These 

outstanding properties make them very interesting for day-to-day usage and 

applications where superior mechanical properties at elevated temperatures are 

required, such as adhesives, coatings, building and construction industry, or aviation 

applications (Figure 1.2b) [13]. This is why thermosets production accounts for roughly 

20% of the worldwide annual polymeric production. Among the most commonly used 

thermosetting resins are epoxies, phenolics, polyesters, vinyl esters, polyimides or 

bismaleimides [14]. 

As previously mentioned, the irreversible covalent linkages hamper their solubility in 

any organic solvent; thus, a suitable solvent will only swell the polymer, but it will 

never dissolve them unless the action of temperature or reactive solvents 

compromises the network integrity. Moreover, their impossibility to flow at elevated 

temperatures makes them unable to be recycled, reprocessed, or reshaped leading to 

serious environmental issues. For these reasons, careful strategies involving the use 

of sustainable synthesis and renewable feedstocks, the employment of curing 

methodologies that minimize the generation of waste and the energetical-cost 

production, or a deeper investigation into the recyclability or reprocessability of these 

materials must be selected to design thermosetting polymers in a greener, eco-

friendly and energy-efficient way. 

1.3 Strategies for a sustainable design of thermosets 

Despite the excellent mechanical properties and chemical resistance of thermosets, 

they cannot be recycled or reprocessed once cured due to their permanently cross-

linked structure, which leads to several amounts of waste accumulating in landfills 

after the end of their service life that possibly may need hundreds of years to be 

degraded. This problem evidences the big current challenge that the academic and 

industrial worlds have to face to prevent the accumulation of litter and protect the 

planetΩǎ ŜƴǾƛǊƻƴƳŜƴǘ. 

The European Union has adopted its first movements towards waste management by 

publishing a directive encouraging the prevention, reuse, careful treatment, and 

recycling of polymer waste [15].  

In any case, different strategies can be used to design thermosets in a green and 

sustainable way. These can be the use of click chemistry, adopting dual-curing 

methodologies or taking advantage of monomers derived from biomass to prepare 
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thermosetting polymers. The following sections will be addressed in explaining these 

methods. 

1.3.1 Dual curing 

One methodology to obtain high-added-value thermosetting polymers with tailorable 

properties is the dual-curing methodology. This procedure combines two different 

polymerization processes, sequential or simultaneous, that can be triggered by an 

external stimulus such as heat or UV light [13]. Simultaneous dual-curing is not as 

interesting since both reactions take place at the same time, so it is only focused on 

the properties of the final material. Conversely, sequential dual curing allows 

obtaining a first intermediate material with specific properties and a final material 

with totally different characteristics after a second curing reaction, making this 

procedure highly interesting in the scientific community (Figure 1.3) [16ς19].  

Figure 1.3. Schematic representation of a dual curing procedure extracted from [13]. 

The network structure and the properties of the intermediate and final materials can 

be designed by controlling the monomerΩǎ ŦǳƴŎǘƛƻƴŀƭƛǘȅΣ chemical structure, and feed 

ratio in the initial formulation. Depending on the previous parameters, after the first 

curing stage, it is possible to obtain a viscous intermediate material in which the chains 

are not totally bonded in the structure, which is useful, for example, in the adhesion 

field [20] or a gelled intermediate material in which a network has been formed. 

However, some more functional groups still have to react, which can be a good 

advantage in programming a desired final shape [21]. Moreover, off-stoichiometric 

mixtures can also enhance the thermal and thermomechanical properties of the 

prepared thermosets [22,23]. 

For these reasons, sequential dual curing can be considered an evolution of other 

thermoset synthetic methodologies, such as prepolymer crosslinking or B-stage 

processes. B-stage processing is a multistage fabrication technology that is used for 

dry bond adhesives or complex composite parts [24,25]. Nevertheless, this procedure 

is subjected to tight time-temperature specifications to control the extent of 

polymerization, which maximizes the possibility of over-curing compared to dual 
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curing, in which the intermediate material will not react unless the corresponding 

stimulus is triggered. Compared to prepolymer synthesis, processing can be made 

much easier in dual-curing systems since the prepolymer is obtained in the first curing 

stage with low-molecular-weight monomers rather than mixing large amounts of 

polymeric components. However, dual-curing extends well beyond these concepts, 

allowing the creation of bespoke materials with adaptable processing capabilities, 

making them extremely valuable for various advanced applications. An additional 

advantage of dual-curing systems is the potential for solvent-free processing, utilizing 

liquid monomers and mild conditions to prepare the materials. This fact significantly 

minimizes volatile organic compound (VOC) emissions into the atmosphere and 

reduces processing energy costs. This aspect evidences the importance of using dual-

curing procedures from a sustainability point of view, thus indicating that this 

methodology may be a good strategy for the environmentally friendly and 

energetically efficient design of thermosetting materials. 

However, achieving a successful sequential dual-curing procedure is not that easy, and 

three crucial requirements must be met: i) both reactions must be selective and 

compatible to avoid undesired inhibition or side products; ii) different stimuli can 

trigger both reactions or alternatively, they exhibit significantly distinct reaction rates, 

enabling their control from a kinetic perspective. By using this procedure, the 

properties of the intermediate and final materials can be custom-tailored. Photo 

latent and thermally latent catalysts [26,27] or the use of blocked species [28] are 

usually exploited for reaching sequentiality in the design of dual-curing systems. 

Nonetheless, click-type reactions are the most used for developing network buildup 

processes due to their easiness, orthogonality and great compatibility [29]. 

1.3.2 Click chemistry 

The concept of click chemistry was introduced by Sharpless and co-workers in 2001 in 

response to the continuous and rigorous research efforts dedicated to developing 

methods for synthesizing increasingly complex natural products [29]. This chemistry 

involves the formation of heteroatom linkages (C-X-C) and has a high thermodynamic 

driving force (> 20 kcal mol-1), but they have to meet some stringent criteria to be used 

in this context. Click reactions must be modular, wide in scope, give very high yields 

(or even be quantitative), regio and stereospecific (not necessarily enantioselective), 

insensitive to oxygen or water, and orthogonal [30,31]. Moreover, they must be 

performed with readily available starting materials in solventless or aqueous media 

and very simple conditions. Thus, these reactions can be assessed as environmentally 

friendly regarding the low generation of residues, atom economy, and high energy 

saving, which makes them very interesting from the sustainability point of view for 
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the preparation of thermosetting materials. Figure 1.4 shows a visual representation 

of the click chemistry. 

Figure 1.4. Conceptual representation of click chemistry. 

 

In the field of thermosets, click reactions mark the difference with their allowance in 

obtaining well-defined macromolecular structures. Combined with their high 

tolerance to various functional groups, they are suitable for implementing dual-curing 

systems [21,32ς34]. Although meeting the requirements of a άŎƭƛŎƪέ ǊŜŀŎǘƛƻƴ ƛǎ ŀ ǘŀƭƭ 

order, multiple processes have been identified that step up to the mark in the design 

of polymers: 

¶ Nucleophilic ring opening of epoxides or aziridines [35]: 

 

Scheme 1.1. Scheme of a nucleophilic ring opening reaction. 

 

¶ Michael addition reactions [36,37]: 

 

 

Scheme 1.2. Scheme of a Michael addition reaction. 
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¶ Photochemical addition of thiols to alkenes and alkynes [38,39]: 

 

 

Scheme 1.3. Scheme of thiol-ene and thiol-yne reactions. 

 

¶ Diels-Alder cycloadditions [40]: 

 

 

Scheme 1.4. Scheme of Diels- Alder cycloaddition. 

 

¶ Carbonyl additions of thiol to isocyanate [41]: 

 

 

Scheme 1.5. Scheme of thiol additions to isocyanates. 

¶ Imine or acylhydrazone formation [42]: 

 

 

Scheme 1.6. Scheme of imine formation. 

 

Many examples of these reactions have been used to prepare thermosetting polymers 

with multiple different chemical structures for a wide range of applications.  

To tune the properties of the final materials, monomers with different structures 

containing aromatic rings or aliphatic chains need to react with the proper hardeners. 

Unfortunately, in the polymer field, many reagents are still derived from petrol-based 
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feedstocks, which can result in fossil resource depletion. For this reason, the academic 

world has to challenge substituting petrol-derived monomers for materials derived 

from biomass such as terpenes, terpenoids, vegetable oils, carbohydrates, or lignin 

[43].  

1.3.3 Use of renewable feedstocks 

Thermosetting materials on an industrial scale are typically prepared from non-

renewable resources [44]. However, reducing the use and dependence on fossil fuels 

is not only necessary due to environmental concerns but also economically crucial. 

Nowadays, biobased feedstocks are gaining traction as an alternative to petrol-

derived products [45]. Typical examples of thermosets used in the industry are 

phenolic and urea-formaldehyde resins, unsaturated polyesters, and epoxy resins, 

which account for approximately 70% of the market of thermosetting polymers 

(polyurethanes not included). Above all the monomers to formulate epoxy networks, 

the most used is the diglycidyl ether of bisphenol A (DGEBA), which can be obtained 

by the reaction of bisphenol A (BPA) and epichlorohydrin in the presence of sodium 

hydroxide. Nevertheless, this product is reported to be hazardous and toxic. Thus, 

there has been an increasing interest in looking for alternatives for DGEBA-based 

polymers [46]. Figure 1.5 shows the most abundant biomass structures for bio-based 

polymers. 

 

Figure 1.5. Most abundant biomass and structures of common biobased building blocks in 

polymer science extracted from [47]. 

Vegetable oils are widely used as renewable alternatives to epoxy monomers since 

they are cheap and abundant. They comprise 90-95% triglycerides with many double 

bonds, which can be easily functionalized with epoxy groups. The most used vegetable 
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oils in thermosetting materials are soybean and linseed oils. Nevertheless, the long 

aliphatic chain in their structure leads to thermosets with low thermomechanical 

performance, which limits their usage to non-structural applications [48]. For this 

reason, they are mostly used as matrices for bio-composites or as tougheners in 

blends with petroleum-derived epoxy resins [49,50]. The presence of glycerol ester 

bonds makes them potentially biodegradable [51]. 

Another possibility of bio-based compounds to substitute fossil resources that are 

gaining increasing interest is terpenes [52].  This is due to their structural diversity and 

the presence of double bonds with different reactivities that convert them into 

promising building blocks with great potential in biopolymersΩ production. The most 

commonly employed terpenes are pinene and limonene. The last, limonene, which 

can be obtained from the isomerization of pinene and the residues of the juice 

industry, is a potential monomer for thermosetting materials. The two double bonds 

in its chemical structure allow the epoxidation to limonene dioxide to be further 

reacted with different hardeners, such as amines or anhydrides, to obtain high-Tg 

materials [53,54].  

Polysaccharides such as cellulose or glucose are also exciting bio-based raw materials 

for the obtention of pivotal building monomers such as isosorbide or furan derivatives. 

Isosorbide production begins with the hydrogenation of glucose to sorbitol and its 

further dehydration in acidic conditions [55]. Due to its rigid structure provided by the 

two cis-fused tetrahydrofuran (THF) rings, its use is basically focused on synthesizing 

high-performance materials. The diglycidyl derivative can be easily obtained and 

cured with amines or anhydrides to yield crosslinked thermosets with high Tg values 

and good mechanical properties [56]. Even more interesting are the furan derivatives, 

produced through dehydration processes from hexoses [57]. These reactions mainly 

yield 5-hydroxymethyl-2-furfural and 2-furfural that can be functionalized to a vast 

range of molecules such as amines, acids, aldehydes, ketones, epoxides that are highly 

potential starting monomers in the thermosetting field [58]. For example, Palmese et 

al. prepared a fully bio-based furan crosslinked polymer through an epoxy-amine 

reaction, obtaining thermosets with high glass transition temperatures and high 

thermal stability suitable for coating, adhesives and composite materials [59]. 

Lignin, one of the most abundant renewable resources, is a large and complex natural 

polymer that can also be used to synthesize thermosets. It contains many hydroxyl 

and phenolic groups that can be converted to suitable functional groups that 

commonly lead to crosslinked materials, e.g., epoxy [60], phenolic [61], and polyester 

materials [62]. However, lignin is also well-known for its heterogeneous structure, 

relatively low reactivity, and poor compatibility, limiting its use as a resin component. 
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Consequently, lignin derivatives such as vanillin, eugenol, or catechol can be utilized 

as precursors for synthesizing different polymeric materials. Indeed, the first two will 

be discussed since they are used in a significant part of this thesis.  

1.3.3.1 Vanillin 

The history of vanillin traces back to the famous Spanish conqueror Cortés, who, in 

around 1520, is believed to have been served a chocolate drink flavored with vanilla 

by the Aztecs. He introduced chocolate and vanilla to Spain and Europe, where they 

gained rapid popularity [63]. In 1858, Gobley was the first to isolate and identify the 

vanillin compound in the vanilla bean and confirm its role as the primary flavor 

component. Nowadays, around 20,000 tons of vanillin are produced annually, being 

the most available pure monoaromatic phenol currently produced at an industrial 

scale from lignin [64]. 

Vanillin (4-hydroxy-3-methoxybenzaldehyde) is used as a flavoring and fragrance 

ingredient in the food or cosmetic industries. Vanillin is a key compound in chocolate 

and ice cream manufacture, making large producers such as Unilever, Nestle, or 

Suchard important players in its market [64]. However, the aromatic ring, the phenol, 

and the aldehyde groups make vanillin very interesting as a crucial bio-based starting 

material for synthesizing thermosetting materials [65]. Indeed, vanillin offers a 

promising solution to the persistent challenge of discovering bio-based aromatic 

monomers capable of replacing conventional petrol-based alternatives, and its 

potential has been proved in epoxy polymers, where it results as an excellent 

substitute for BPA [66ς68]. 

1.3.3.2 Eugenol 

Eugenol is the main constituent of clove oil, derived from the species Eugenia 

caryophyllata. Clove has served as a spice and fragrance in ancient China for over two 

millennia. Its well-known application as a traditional toothache remedy was first 

ŘƻŎǳƳŜƴǘŜŘ ƛƴ CǊŀƴŎŜΩǎ άtǊŀŎǘƛŎŜ ƻŦ tƘȅǎƛŎέ ƛƴ мспл [69]. The annual eugenol 

production was estimated at 2,000 tons, representing a significant annual market 

value.  

Eugenol is an extraordinarily versatile molecule and has been included as an 

ingredient in cosmetics and several perfumes such as Opium® or Yves Saint Laurent, 

as a spicy flavoring in whisky and ice creams, and as a surgical dressing in dentistry. 

Moreover, its anti-inflammatory and chemo-preventive effects and its superior anti-

oxidant activity have attracted the attention of many researchers [70]. Its rigid 

structure provided by the aromatic ring and the phenol and allylic groups converts 

eugenol into a great platform for designing polymeric materials. Some researchers 
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have focused their attention on the epoxy derivatives of eugenol. For example, Faye 

et al. described the synthesis of a tri-epoxy eugenol compound by reacting eugenol 

with phosphorous oxychloride and its curing with different amines [71]. They obtained 

high-performance thermosets with flame-retardant properties due to the presence of 

phosphorous atoms in the polymer structure. Nevertheless, due to its great versatility, 

other reports direct their efforts on its allyl derivatives to achieve thiol-ene-made 

thermosets [35,38] or even to synthesize hardeners from eugenol to cure epoxy resins 

[72]. 

As can be seen, a wide variety of natural products are used in industrial applications 

to replace partially or even entirely petroleum-based polymers. Materials designed 

under this strategy can compete with or surpass existing thermosets with superior 

environmental qualities. For this reason, using renewable and bio-based feedstocks 

arises as an efficient and promising pathway for the design of thermosetting materials. 

However, bio-based does not mean biodegradable or recyclable, which is one of the 

main current issues to be solved. 

1.3.4 Recyclability and reprocessability of thermosets 

Unlike thermoplastics that, at high temperatures, can flow until they melt, facilitating 

reprocessability or solubility in a determined solvent, thermoset recycling 

technologies are much more difficult for the permanent covalent bonds forming a 3D 

network [73]. Despite this, some approaches have been made to process and recycle 

thermosets. These techniques can be divided into mechanical, thermal and chemical 

processing [74]. Figure 1.6 shows a representative scheme of possible treatments of 

thermosetting materials. 

 

Figure 1.6. Representative scheme of treatment of thermosetting residues. 
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Mechanical recycling involves cutting and grinding steps and transforming scrap 

products into uniformly sized flakes using speed cutting. Unfortunately, these 

technique does not work properly in thermosets. It has some disadvantages in carbon 

fiber reinforced composites (CFRP) since the matrix and the fiber cannot treated 

separately, resulting in a loss of mechanical properties and value of the product. 

However, suppose the thermoset is mechanically ground into powder. In that case, 

they can be used as fillers in new thermoset and thermoplastic materials, but they 

cannot compete economically with conventional filler materials [75]. 

Thermal recycling can be classified into incineration and pyrolysis. However, in the 

first case, no material can be recovered. Therefore, this cannot be categorized as a 

strategy of thermoset recycling. On the other hand, pyrolysis is a powerful strategy to 

obtain low-molecular-weight organic compounds from the polymer matrix, which can 

be applied for further chemical processing [76]. Nevertheless, the high temperatures 

needed and the required process energy, as well as the pollutant emission, make its 

feasibility questionable. 

Chemical recycling is ascribed to the solvolysis procedure. This methodology uses a 

liquid medium to degrade and dissolve the polymer. Usually, this liquid medium is a 

reactive solvent that can attack determined bonds of the polymer, thus degrading the 

polymer into organic compounds that can further be re-used as molecular building 

blocks and, in some cases, recover the fibers in CFRP, breaking down the polymer [13].  

Nevertheless, the highly crosslinked structure of thermosets complicates this 

procedure, so, recently, supercritical fluids have been used due to their high 

diffusivities and low viscosities. Another drawback is the frequent use of hazardous 

solvents, which makes the environmental impact of chemical recycling debatable.  

Due to the problematic recycling of thermosets, most of them end up in landfills, 

leading to serious amounts of polymer waste, generating severe environmental 

problems that gravely affect the planet. For this reason, reprocessing and re-using 

thermosetting materials remains a big challenge for the academic and industrial 

worlds. 

Recently, stimuli-triggered degradable thermosets have been developed, which 

consist of introducing cleavable linkages in the polymer network, such as esters, 

carbonates, acetals or hemiacetals, or DA addition bonds. By adding these bonds in 

the polymer structure and depending on the amount, type and location, mechanisms 

that break down the polymer matrix result into either (i) non-reusable components or 

(ii) reusable monomer/oligomer systems that can be re-polymerized again [77]. 
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This is directly linked to the latest discovery for closed-loop thermosets: dynamic 

chemistry. This methodology allows the obtention of covalent adaptable networks 

(CANs) capable of self-repair on a micro and macro scale [78]. 

1.4 Covalent adaptable networks (CANs) 

As we have seen, the recyclability of thermosets often requires high energetical costs, 

hazardous solvents or reagents, and harsh conditions. Even with that, the successful 

recycling of the thermosets is usually not guaranteed since most of the techniques 

affect the polymer irreversibly, leading to high pollution emissions and a large amount 

of polymer waste in landfills, which is a severe problem from the environmental and 

sustainability point of view. Previously mentioned strategies like using dual-curing 

procedures and click chemistry, substituting petrol-based resources for biomass-

derived feedstocks, or, sometimes, recycling change future perspectives and offer a 

pathway to be followed to solve this problem. 

More recently, covalent adaptable networks (CANs) have attracted great interest in 

both the academic and industrial worlds since they are the most promising solution 

for closed-loop recyclable thermosets, creating a boundary line between 

thermoplastics and thermosets (Figure 1.7). 

 

Figure 1.7. Representation of the boundary line between thermoplastics and thermosets 

thanks to CANs. 

 

The idea is to incorporate dynamic chemical bonds in the structure of the polymer 

network that, upon applying a specific stimulus (usually heat or light), produce 

macroscopic responses ŦǊƻƳ ŀ ŎƘŀƴƎŜ ƛƴ ǘƘŜ ƳŀǘŜǊƛŀƭΩǎ ƳƻƭŜŎǳƭŀǊ ŀǊŎƘƛǘŜŎǘǳǊŜ 

(rearrangement or reorganization of the polymer components) [79]. These dynamic 

bonds can reversibly be broken and then reform under certain conditions, providing 

the final polymer with malleability, adaptability, and self-healing properties, which, at 

the same time, enable the recyclability and re-use of thermosetting material without 

losing the network integrity [80]. These networks behave as thermosetting materials 

before applying the stimulus, and they can flow like thermoplastics after the stimulus 

is applied. 
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This concept has been exploited since Leibler and co-workers, in 2011, described the 

preparation of malleable epoxy polymers from DGEBA and tri- and dicarboxylic acids 

that could be recycled or reshaped at high temperatures [81]. Nevertheless, Tobolsky 

et al., in 1946, demonstrated how crosslinked polysulfide rubbers can relax the stress 

at elevated temperatures due to the interchange of disulfide linkages [82]. 

Unfortunately, no further investigation has been done on that topic until 2011. Since 

then, many studies have been published on CANs regarding different chemistries and 

reactions that will be later discussed [83ς85]. 

1.4.1 Types of CANs 

Currently, CANs are being explored by many researchers, and, as we have said, they 

are based on the chemical exchange reactions of their dynamic covalent bonds 

present in their structure. Based on the mechanism of the exchange reactions, CANs 

can be divided into two main groups: dissociative and associative [86]. 

1.4.1.1 Dissociative CANs 

In the dissociative CANs, the dynamic linkages are first broken (dissociate) and then 

reformed in the same or another place (Figure 1.8). 

 

Figure 1.8. Visual representation of the dissociative-type mechanism, adapted from Denissen 

et al. [86]. 

 

Upon heating, the bond breaking and reforming rate increases, causing a net bond 

dissociation as the chemical equilibrium shifts towards the endothermic side. As a 

result, these materials experience rapid topology rearrangements, such as stress 

relaxation and flow, due to the decreased connectivity. This temporary loss of cross-

linking density often results in a sudden drop in viscosity, similar to what is typically 

observed in thermoplastic materials. However, upon cooling, the crosslinks are 
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reformed (equilibrium shifted to the formation of linkages), usually to the same extent 

as in the starting material, thus preserving or re-establishing the desirable 

thermosetting properties such as stiffness, insolubility, and infusibility. Consequently, 

these dynamic crosslinks allow these ǇƻƭȅƳŜǊƛŎ ƴŜǘǿƻǊƪǎΩ thermal reprocessing. 

Many types of reactions can be categorized as dissociative, such as Michael additions 

[87] or disulfide exchange [88]. However, the most known dissociative-type exchange 

mechanism used in the design of CANs is the Diels-Alder (DA) reaction, discovered in 

1928 by Otto Diels and Kurt Alder [89]. These reactions will be explained later in this 

introduction. 

Although the drop in viscosity can provide beneficial properties in the easiness of 

polymer reshaping and self-healing properties, the complexity of designing a system 

that could combine enough mechanical strength and the required drop in viscosity is 

still a challenge that needs further investigation [77]. 

1.4.1.2 Associative CANs 

In the case of associative CANs, the bond rupture and the bond formation occur 

concertedly, which maintains the crosslinking density and the network integrity 

always constant (Figure 1.9).  

 

Figure 1.9. Visual representation of the associative-type mechanism, adapted from Denissen 

et al. [86]. 

 

Compared to thermoplastics, there is no sudden drop in viscosity; thus, after the 

exchange reaction, the chemical functionality is the same but has different 

connectivity. In associative CANs, the viscosity gradually decreases with temperature, 

enabling a flow similar to the one adopted by vitreous inorganic silica. For this reason, 

these types of covalent adaptable networks were named vitrimers by Leibler in 2011 

[81].   
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Due to their dynamic nature, vitrimers exhibit unique properties that combine the 

merits of thermosets and thermoplastics. On the one hand, they behave like 

permanently crosslinked thermosetting materials, preserving a constant crosslinking 

density such that the network does not depolymerize and remains mechanically 

robust and insoluble. On the other hand, at high temperatures, they alter their 

behavior from a viscoelastic solid to a material with a fluid-like plastic flow, which 

endows malleability, recyclability, and thermal healing [90]. 

In stark contrast to most dissociative CANs and thermoplastic materials, vitrimers defy 

the conventional norms with their unique viscosity control dictated by the kinetics of 

exchange reactions. While classical polymers undergo a sudden drop in viscosity near 

their Tg, adhering to the Williams-Landel-Ferry (WLF) model, vitrimers showcase an 

intriguingly gradual shift in their viscosity patterns following the Arrhenius law, akin 

to the behavior observed in typical inorganic silica materials and other glass formers 

[86]. This allows their processing without precise control over the temperature. It 

offers remarkable advantages by enabling the materials to be welded and reshaped 

only by applying heat without requiring complex molds. This distinctive feature opens 

new avenues for industrial application and positions them as reprocessable 

thermosets. 

To realize the full potential of vitrimers and promote their recycling, special 

consideration must be paid to two crucial transition temperatures during material 

design. The first is the widely recognized glass transition temperature (Tg), common in 

conventional polymers, which marks the change from a glassy to a rubbery state due 

to long-range molecular motion. On the other hand, the second temperature, known 

as topology freezing temperature (Tv), holds particular importance for vitrimers, as it 

is linked to crosslink exchange reactions. This is the temperature at which reversible 

chemical reactions start to occur, causing the network to undergo flow and granting 

vitrimers the ability to be reshaped and reprocessed, but, at the same time, physically, 

it also corresponds to the temperature at which the polymer reaches a viscosity of 

1012 Pa·s.  

This means that, below TvΣ ǘƘŜ ƴŜǘǿƻǊƪΩǎ ǘƻǇƻƭƻƎȅ ŦǊŜŜȊŜǎΣ ǊŜƴŘŜǊƛƴƎ ǾƛǘǊƛƳŜǊǎ ǎƛƳƛƭŀǊ 

in behavior to traditional thermosets. On the other hand, the rate of exchange 

reactions intensifies, causing the characteristic flow of covalent adaptable networks. 

As such, Tv is a critical parameter for determining the upper-temperature limit for 

vitrimer service and the lower temperature for recycling. 

1.4.1.3 Vitrimer-like CANs 

A third type of CANs is currently of interest to many researchers since their viscoelastic 

behavior needs to be further studied. Vitrimer-like polymers have the particularity to 
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chemically behave as a dissociative covalent adaptable network, meaning that its 

exchange mechanism occurs in a two-step mechanism (rupture and reforming of the 

bonds) but physically behave like associative CANs or vitrimers since they exhibit an 

Arrhenius dependence of the viscosity with the temperature [91]. 

The enigma behind the vitrimer-like properties in dissociative CANs lies in the intricate 

interplay of thermodynamics and kinetics governing the exchanges. If the equilibrium 

constant of dissociative bonds is shifted towards the associative state, the overall 

number of bonds and the crosslinking density are barely reduced. This is attributed to 

the rapid rate of the association reaction, surpassing that of dissociation. 

Consequently, the dissociated state assumes a transient nature, scarcely affecting the 

overall bond ŎƻǳƴǘΣ ǘƘŜǊŜōȅ ǇǊŜǎŜǊǾƛƴƎ ǘƘŜ ƴŜǘǿƻǊƪΩǎ ƛƴǘŜƎǊƛǘȅ ǿƛǘƘ ƳƛƴƛƳŀl 

alterations [92,93]. 

One way to distinguish these materials from vitrimers would be the possible 

dissolution in an appropriate solvent. Nonetheless, as the dissociation step is so 

transient, a proper selection of the solvent and the conditions would be required since 

the crosslinking density and the polymer integrity are maintained in the whole 

exchange process. 

Anilinium salts and disulfide bonds in the presence of an excess of amines or amine 

catalysts are reported as vitrimer-like materials [94ς96]. 

Such borderline materials indicate that the definition of a vitrimer still remains 

questionable, depending on the viewpoint adopted. 

1.4.2 Dynamic exchangeable reactions in CANs 

Since Leibler and coworkers coined the term these malleable and repairable materials 

άvitrimersέ, several studies have been focused on the development and preparation 

of not only associative CANs (vitrimers) but also dissociative CANs to mitigate the 

detrimental effect of thermosetting-waste accumulation that concerns the world. The 

network's dynamic bonds, enabling the recyclability, reprocessability, and reshapa- 

bility, puts CANs on stand as a potentially sustainable and environmentally-friendly 

strategy for synthesizing crosslinked materials.  

Many chemistries based on well-known organic reactions have been explored for the 

synthesis of covalent adaptable networks. This section will intend to encompass some 

examples of these chemistries.    

1.4.2.1 Transesterification 

The first reported covalent adaptable network, specifically a vitrimer, was based on a 

transesterification exchange reaction (Scheme 1.7) [81]. They prepared epoxy cross-
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linked materials by reacting diglycidyl ether of bisphenol A (DGEBA) with di- and 

tricarboxylic fatty acids in the presence of zinc acetate (Zn(Ac)2) as the 

transesterification catalyst. 

 

Scheme 1.7. Transesterification reaction between esters and hydroxy groups. 

b-Hydroxy esters allow the ƴŜǘǿƻǊƪΩǎ topological rearrangement to obtain malleable 

and recyclable thermosets. 

Later on, Altuna et al. described the synthesis of  b-hydroxy ester networks employing 

covalently attached tertiary amines able to catalyze the exchange reactions, 

demonstrating similar stress relaxation rates compared with other external catalysts. 

[97]. Moreover, Zhang and coworkers prepared a biobased epoxy vitrimer derived 

from eugenol that was cured with succinic anhydride at various epoxy/anhydride rates 

[98]. Apart from demonstrating that stoichiometry affects relaxation rates, materials 

revealed excellent shape memory and crack-healing properties. 

However, not only b-hydroxy esters can undergo transesterification reactions. This 

exchange reaction can also occur if esters and hydroxyl groups are present in the 

network. Hayashi et al. synthesized materials with ester-containing thiols [99]. They 

prepared colorless and transparent samples with shape memory properties using this 

click-type reaction. Finally, UV-cured thiol-acrylate vitrimers were prepared for digital 

light processing 3D printing [100]. They not only reported the use of a photocatalyst 

able to promote the transesterification reaction but also the 3D printing of complex 

structures with high resolution. 

It is worth saying that transesterification reaction is the most studied exchangeable 

reaction for its monomer availability, excellent thermosetting properties, and wide 

range of applicability [101]. 

It is also important to mention that in the sulfur analogs, the transthioesterification, 

or thiol-thioester exchange, has also been reported for dynamic covalent networks by 

Bowman and coworkers for the obtention of hydrogel materials showing dynamic and 

frequency-dependent flow behavior [102,103]. 

1.4.2.2 Diels-Alder reaction 

The Diels-Alder reaction is a dissociative-type reaction described in 1928 [89]. Unlike 

other cycloadditions, this reaction is a [4+2] cycloaddition between a diene and a 
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dienophile thermally reversibly driven. In this case, the electronic effects of the 

substituents on dienes and dienophiles drastically affect the reaction. 

In the preparation of covalent adaptable networks, the furan/maleimide system has 

been widely studied due to its excellent thermal and mechanical properties and 

recycling and self-healing capabilities (Scheme 1.8) [104]. 

 

Scheme 1.8. Reversible Diels-Alder reaction involving furans and maleimides. 

In 2002, the first furan/maleimide-based polymers were reported by Chen et al.[105]. 

They synthesize extremely transparent materials with the ability to restore a fractured 

part of the polymer multiple times with high recoveries without using catalysts, 

additional monomers, or special surface treatment. From that moment, many 

researchers explored this type of reaction in CANs using different starting monomers, 

highlighting the polymers' outstanding self-healing abilities and its uses in polymer 

composites [106,107]. 

[4+4] cycloadditions of anthracene have also been explored for preparing 

thermosetting materials [108]. These types of photochemical reactions allow 

temperature control for the desired application. 

1.4.2.3 Imine-amine exchange 

A reversible condensation reaction between aldehydes or ketones with primary 

amines can quickly form imine bonds. Their dynamic behavior is widely known since 

they undergo two different types of associative mechanisms depending on the 

stoichiometric conditions between aldehydes or ketones and amines (Scheme 1.9) 

[86]. 

 

Scheme 1.9. Reversibility of imines via a) imine metathesis and b) transamination. 

If the conditions are stoichiometric, the dynamic behavior comes from the imine 

metathesis (Scheme 1.9a). Alternatively, the leading exchange reaction is 

transamination if an excess of primary amines is present in the network (Scheme 
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1.9b). In any case, when preparing imines, the complete removal of water is crucial 

since these bonds can undergo hydrolysis in the presence of water, shifting the 

equilibrium of the reaction towards the formation of the starting monomers.  In 2014, 

Taynton et al. reported the synthesis of different polyimine networks that exhibited 

Arrhenius-like malleability in response to heat, leading to 100% recycling efficiency 

through multiple generations [109]. Moreover, they showed that using water, the 

malleability of the polymer changes, and the material could be reshaped even at room 

temperature thanks to a reversible imine condensation/hydrolysis reaction. Later, 

they also demonstrated their applicability for repairable carbon fiber composites with 

full recyclability [110]. In addition, imines offer intriguing chemistry prospects, as they 

allow the synthesis of polyimine materials from bio-based compounds such as vanillin 

or different furans, among many others [111ς113]. Imine materials also show exciting 

properties, such as self-healing, self-welding or 3D-printing [114,115]. 

Nevertheless, not only imine groups can undergo transamination exchange reactions. 

Lehn and co-workers reported the preparation of άŘȅƴŀƳŜǊǎέ, which were 

poly(acylhydrazone) materials synthesized by the reaction of dialdehydes and 

dihydrazides [116]. They demonstrated that these groups behave dynamically in the 

presence of additional aldehydes or hydrazides promoted by acid catalysis thanks to 

the imine group in the acylhydrazone moiety [117]. 

1.4.2.4 Transcarbamoylation 

The high importance of polyurethanes (PUs) in the polymer industry and their great 

applicability makes that deep studies on their possible reshapability and recyclability 

have been performed. The transcarbamoylation reaction involves two urethane units. 

Nevertheless, it has been demonstrated that this reaction can proceed via associative 

or dissociative pathways depending on the chemical environment of the urethane 

units (Scheme 1.10). 

 

Scheme 1.10. a) Hydroxyl-mediated transcarbamoylation (associative) and b) Tin-mediated 

transcarbamoylation (dissociative). 

In the presence of hydroxyl groups in the network, transcarbamoylation proceeds via 

an associative pathway without needing a catalyst, similar to a transesterification 

reaction [118]. On the other hand, when no hydroxyl groups are present in the 
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network, the exchange reaction undergoes a dissociative mechanism towards forming 

isocyanate and hydroxy groups that will further react to reform the PU network [119]. 

This is promoted by Lewis-acid catalysts such as dibutyltin dilaurate (DBTDL). Even 

though the hydroxy-mediated transcarbamoylation is not as efficient as the 

dissociative counterpart, polyhydroxy urethanes (PHUs) can be afforded by a greener 

and more sustainable approach since their synthesis starts from carbonates and 

amines instead of from isocyanates [120].  

More recently, thiols, the sulfur analogous to alcohols, have been used to prepare 

polythiourethanes through a thiol-isocyanate click reaction [121ς124]. In these 

materials, the exchange reaction, in this case, transthiocarbamoylation, can proceed 

in the same ways as PUs. These materials are gaining particular interest not only for 

their homogeneity or excellent mechanical properties but also for their high refractive 

indexes, which enable the preparation of optical materials [125]. 

1.4.2.5 Olefin metathesis 

Guan and coworkers first reported this reaction in adaptive materials in 2012 by 

incorporating a Grubbs 2nd generation Ru catalyst in polybutadiene [126]. They 

obtained lightly crosslinked samples with high malleability at room temperature 

enabled by the olefin metathesis (Scheme 1.11). 

 

Scheme 1.11. Olefin metathesis promoted by Ru Grubbs catalyst. 

They demonstrated that the use of catalysts is crucial in the obtention of dynamic 

networks since samples without Grubbs catalysts did not show stress relaxation 

behavior and malleability. Moreover, as expected, the higher the loads of catalysts, 

the higher the dynamic performance. Finally, when the catalyst was added, these 

materials revealed good self-healing abilities at sub-ambient temperatures. Catalyst-

free materials did not show self-healing capabilities a priori, but when small amounts 

of Ru catalyst were applied to the fracture surface, this was completely healed [127]. 

Nevertheless, due to the extremely malleability and adaptability of the materials at 

room temperature, they revealed creep phenomena, compromising their possible 

applications at service temperatures. For this reason, the same group proposed 

incorporating secondary amide side chains to generate hydrogen bonds in the 

polymer structure that could enhance the mechanical performance of the materials 

[128]. 
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1.4.2.6 Transamination of vinylogous urethanes 

It was Pomposo and coworkers who, for the first time, prepared dynamic vinylogous 

urethane polymers for pH-responsive nanoparticles as a proof of concept [129]. 

Nevertheless, Du PrezΩǎ group explored their potential use for crosslinked dynamic 

thermosetting materials [130]. These materials can be prepared by the reaction of 

polyfunctional acetoacetate esters with primary amines. The transamination of 

vinylogous urethanes (VUs) always requires an excess of amines and occurs via an 

associative mechanism. However, depending on the environment of the vinylogous 

urethane, aprotic or protic, the reaction undergoes through a Michael-type addition 

or the formation of an iminium intermediate [131]. The general transamination 

reaction is shown in Scheme 1.12. 

 

Scheme 1.12. Reversible transamination reaction of vinylogous urethanes. 

Recently, Engelen et al. showed how the preparation of vinylogous urethanes can be 

performed from a sustainable point of view by synthesizing a diamine-derivative of 

vanillin and acetyl acetoacetate-derivative from a terpene [132]. They demonstrated 

that these polymers, with a high renewable carbon content (86%), had extremely fast 

exchange rates enhanced by b-hydroxy-amine groups. Later on, Lijsebetten et al. 

proposed the incorporation of masked amines in the network that, at high 

temperatures, are released, enabling rapid stress relaxation, but at low temperatures, 

they cannot react, thus improving the creep resistance at service temperatures [133]. 

Finally, Weder and coworkers could achieve complete depolymerization of vinylogous 

urethane, quantitively recovering the initial acetoacetate monomer, which was able 

to be re-polymerized [134]. This puts on stand the characteristics of VUs for enhanced 

closed-loop recyclability. 

1.4.2.7 Transalkylation of triazolium salts 

Drockenmuller and coworkers first described the use of transalkylation exchange 

reactions in covalent adaptable networks inspired by their ion-conducting polymer 

materials [135]. They reported the catalyst-free and solvent-free synthesis of 

poly(1,2,3-triazolium) networks from the stoichiometric amounts of azide, alkyne, and 

quaternizing groups. Moreover, an extensive study with model compounds showed 

that transalkylation reactions may proceed via an associative mechanism. Materials 

also confirmed this behavior with an Arrhenius-type dependence of the viscosity with 

the temperature and their insolubility at high temperatures in different solvents. The 

reaction is shown in Scheme 1.13. 
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Scheme 1.13. Transalkylation of 1,2,3 triazolium networks. 

However, further studies demonstrated that the trans-N-alkylation occurs through a 

dissociative mechanism, even displaying rheological behavior almost indiscernible 

from vitrimers [95,136]. This was the first study that published a possible vitrimer-like 

behavior of the networked material, demonstrating that even having groups that can 

be transformed by a chemical dissociative mechanism, materials could follow 

Arrhenius-dependence and could maintain the polymer connectivity constant. 

These materials also revealed self-healing properties and are known to be very useful 

for applications in solid electrolytes [137]. 

1.4.2.8 Boronic esters and dioxaborolanes 

Guan and coworkers first reported the use of boronic esters in dynamic chemistry in 

2015 [138]. They synthesized crosslinked polymers that contained free diols and 

boronic esters, which enabled the associative-type exchange reaction, resulting in 

highly malleable, reprocessable, and self-healable vitrimers (see Scheme 1.14a). 

 

Scheme 1.14. a) Exchange reaction between boronic esters and diols, b) metathesis of 

dioxaborolane and c) boroxine exchange. 

A few years later, Leibler and coworkers demonstrated by model compounds that in 

a hydroxyl-free network, dioxaborolane metathesis can also occur (Scheme 1.14b) 

[139]. Moreover, they could prepare a thermoplastic that was crosslinked through 

dioxaborolane metathesis, converting a thermoplastic into a vitrimer for the first time, 
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which could also be extruded [140]. Finally, they show a higher resistance to hydrolysis 

of dioxaborolane networks than hydroxyl-containing boronic ester networks. 

DǳŀƴΩǎ ƎǊƻǳp also prepared crosslinked networks with boroxine moieties [141]. This 

6-membered heterocyclic of alternating oxygen and boron atoms could undergo a 

rapid boroxine exchange at 55 °C, displaying an Arrhenius-type dependence which 

demonstrated their vitrimeric behavior (Scheme 1.14c). In addition, these materials 

could be recycled, and the starting monomer could be recovered after water 

treatment.  

1.4.2.9 Silyl ether exchange 

The dynamic equilibrium of silyl ether was reported in 2017 by Nishimura et al. in 

which they crosslinked a styrene-based copolymer with bis-alkoxysilanes through 

pendant hydroxyl groups functionalized on the styrene monomer units [142]. The 

materials exhibited high thermal stability and full reprocessability after hot-pressing 

them, thanks to the addition/elimination reaction (Scheme 1.15a). 

 

Scheme 1.15. a) Exchange of silyl ether and hydroxyl groups and b) silyl ether metathesis and 

c) siloxane exchange. 

Later, the same group unveiled that silyl ether groups can undergo direct exchange 

without free alcohols via acid-catalyzed metathesis of silyl ether groups (Scheme 

1.15b) [143]. The outcome was malleable thermosets exhibiting remarkable thermal 

and oxidative stability attributed to the lack of free alcohol groups. 

Another type of vitrimers based on Si chemistry are the siloxanes, which undergo a 

similar exchange mechanism as silyl ether and alcohols but, in this case, are usually 

base-catalyzed, thus generating the corresponding alkoxide (Scheme 1.15c) [144]. 

Since then, this chemistry has been implemented involving different types of 

monomers and for different types of applications such as self-healing or composites 

[145,146]. 
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1.4.2.10 Disulfide interchange and thiol exchange 

Since Stern and Tobolsky published stress-time-temperature relations in polysulfide 

rubbers in the 1940s [82], many researchers have put their efforts into the preparation 

of polymers containing disulfide links in their structure thanks to its great malleability, 

recyclability, and excellent self-healable properties. For example, Tesoro et al., 

reported the synthesis of epoxy resins with dihydrazides and diamines that contained 

disulfide bonds in their monomer structure [147]. They were able to reversibly break 

and reform these bonds by reducing and oxidizing the disulfide. 

Nevertheless, Klumperman and coworkers described for the first time the dynamic 

disulfide metathesis mechanism and a thiol-disulfide exchange both for self-healing 

processes (Scheme 1.16) [88,148]. 

 

Scheme 1.16. a) Disulfide metathesis and b) Thiol-disulfide exchange. 

More recently, Ruiz de Luzuriaga et al. put on the stand the disulfide metathesis on 

aromatic disulfide bonds in epoxy resins with excellent reprocessability and 

recyclability while maintaining excellent thermomechanical properties that could be 

implemented in the transportation of energy and construction industries [149]. 

Nonetheless, while the thiol-disulfide exchange mechanism seems to occur through 

an associative mechanism, via addition/elimination substitution with free thiols, in the 

disulfide metathesis, the mechanism is still unclear. The presence of carbon radicals, 

nucleophiles, or free thiols influences the kinetics of disulfide exchange, prompting 

the mechanism to adopt either a dissociative or associative mechanism [150]. For this 

reason, usually, these materials are classified as vitrimer-like polymers.  

Moreover, the nucleophiles play a role in increasing the relaxation rates. Rekondo and 

coworkers reported the synthesis of multiple disulfide materials with excess primary 

amines and tertiary-amine catalysts, demonstrating faster relaxation in the last case 

[96]. Also, phosphines are great catalysts for this exchange reaction, as Ramström and 

coworkers reported [151]. 

Michal et al. exhibited an alternative facet of disulfide metathesis wherein 

photoactivation plays a pivotal role [152]. This was exemplified through the 

preparation of photo-healable polydisulfide networks in which the application of UV 

irradiation rapidly mended cracks, demonstrating a great self-healing ability. 
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The great interest in this type of covalent adaptable network also relies on the 

possibility of easily synthesizing monomers containing disulfide bonds or derived from 

renewable resources such as vanillin or eugenol or using hardeners incorporating this 

dynamic bond in their structure [153]. 

In light of this, disulfide materials are widely used in many industrial applications such 

as self-healing, self-welding, shape-memory, composites, or adhesion [154,155]. 

1.4.2.11 Reversible Michael-type additions 

While the Michael addition has been employed for more than 130 years to synthesize 

a vast diversity of compounds, the reversibility of this reaction when 

heteronucleophiles are involved, has been generally less considered. The reaction 

involves the addition of a nucleophile, such as thiols or amines, over a Michael 

acceptor. 

 

Scheme 1.17. Reversible Michael-addition reaction. 

Konkolewicz and coworkers demonstrated the reversible behavior of thio-Michael 

addition using model compounds [156]. Additionally, they prepared polymers of 2-

hydroxyethyl acrylate crosslinked with a thiol-acrylate-based crosslinker, displaying 

properties such as rehealing and malleability, and dynamic behavior at elevated 

temperatures. Later, the same group reported that this type of materials could also 

be malleable upon exposure to pH-stimuli [157].  

More recently, the group of Du Prez synthesized b-amino esters from commercially 

available di and tri acrylates and amines that showed excellent reprocessability and 

good thermal stability [158]. Moreover, using model compounds, they could prove the 

reversibility of the aza-Michael reaction, later confirmed by the excellent relaxation 

rates of these materials. One year later, they synthesize fully biobased b- amino esters 

with different crosslinking densities that show high creep resistance up to 120 °C and 

good reprocessability at 180 °C [159]. 

However, the development of these materials is still in the early stages. Further 

investigations will indeed be done, thanks to the great properties which can lead to 

new avenues for industrial fields [87]. 

1.4.2.12 Neighboring group participation (NGP) 

It has to be mentioned that this process is not an exchange bond mechanism itself. 

However, the effect of neighboring groups in a network can drastically affect the 
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dynamic behavior of an exchange mechanism. For this reason, it is considered to 

mention this effect briefly. 

Du Prez and coworkers reported for the first time a dissociative-type 

transesterification reaction [160]. This could be due to the neighboring group 

participation of free-carboxylic acids in phthalate monoesters. The reaction via the 

addition of the carboxylic acid to the ester forms phthalic anhydride and alcohol that 

reversibly undergo again the formation of phthalate monoesters (Scheme 1.18).  

 

Scheme 1.18. Transesterification reaction in phthalate monoesters. 

Later, a similar effect was reported when mono-esterified cyclic maleic and succinic 

anhydrides were cured with epoxy resins in off-stoichiometric conditions [161]. The 

stress relaxation and reprocessability could be achieved thanks to dynamic transfer 

catalysis. 

In 2021, Lijsebetten et al. reported the introduction of internally catalyzed amide 

bonds based on the dissociation equilibrium between dicarboxamides and imides 

[162]. Since the dynamic behavior involved the formation of an imide, the proper 

selection of the corresponding esters is essential for the dynamic properties due to 

the ring-size effect of the imide. However, polyamides could be easily reprocessed and 

displayed higher creep resistance at service temperatures. 

1.5 Applications of CANs 

As it has been seen, many chemistries have been used in synthesizing covalent 

adaptable networks since they can be recycled or reprocessed, offering an 

outstanding solution from the sustainability point of view. Their recyclability, which is 

more successful and far less energetically demanding in comparison to thermosets, 

enables the reuse of the polymer material reducing the possible amount of polymer 

waste in landfills or preventing them from incinerating. Additionally, their unique 

properties and characteristics makes them extremely interesting for many different 

fields. 

1.5.1 Self-healing and self-welding capabilities 

Manufacturing defects, improper usage, or prolonged stress can lead to minor 

damages in the material, often incongruent with its intended application. Without 
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mechanical intervention, materials with self-healing capabilities can mend such minor 

damages, significantly extending their lifespan. 

However, the terms self-healing and self-welding need to be differentiated. The 

distinction lies in their purpose: while self-healing targets the rectification of minor 

imperfections arising from manufacturing or usage, self-welding aims to join larger 

surface areas (Figure 1.10). In both cases, the main objective is to maintain the 

thermomechanical properties of the original material. 

 

Figure 1.10. a) Photographs of self-healing examples by [163] and b) example of self-welding 

capabilities extracted from [164]. 

This is one of the most critical applications in CANs due to their dynamic behavior at 

high temperatures. It enables a certain flow that can self-healed or self-weld damage 

or fracture. Diels-Alder, imine metathesis, or disulfide exchange covalent adaptable 

networks are the main ones used for self-healing and self-welding [107,152,163]. 

1.5.2 Adhesion 

Adhesives are materials with applications in several fields, even in daily-life usage. The 

more commercial adhesives are epoxy or acrylic resins, polyurethanes, or phenolic 

resins. In this field, CANs have a significant impact. Their ability to flow at high 

temperatures leads to a maximum contact surface, guaranteeing better adhesion. 

Moreover, the exchange reactions at elevated temperatures can enable the 

debonding or dismantling of the adhesive substrates and the subsequent rebounding. 

The concentration of dynamic bonds, activation energy and kinetics directly correlate 

with the adhesive strength. 

In our group, Santiago and coworkers recently developed epoxy-based vitrimeric 

reversible adhesives from combinations of DGEBA, glutaric anhydride, and glycerol 

[165]. Apart from demonstrating the recyclability, dynamic behavior, and 

reprocessability of the materials, the debonding and dismantling of these adhesives 

were tested, obtaining high values of adhesive strength, which were slightly lower 

than the original material. 
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Later, Van Lijsebetten et al. prepared epoxy adhesives by hardening epoxy monomers 

and two synthesized polyamidoamines [166]. The dynamic behavior is based on the 

amide-imide exchange described in the previous section. They could demonstrate that 

as the debonding/rebonding process is more thermally demanding and, more 

thermally robust than previously reported CANs, the resulting materials can be 

triggered at high temperatures and, at the same time, remain bonded over a wide 

range of temperatures. 

1.5.3 3D-Printing 

3D-printing is a powerful tool for manufacturing small-scale components with high 

precision and resolution. There are stereolithographic 3D printers, where the laser 

moves along the material surface, and injection 3D printers, where the material is 

poured and cured over a substrate. Recently, 3D printers based on extrusion, where a 

viscous resin is applied in an injector, and then photo or thermal cured have appeared. 

Due to their mechanical and thermal performance, thermosetting materials are 

preferred over thermoplastics for some applications. However, these materials 

cannot be recycled and reprocessed; thus, vitrimers are gaining a great interest in this 

technique. 

Acrylate polymers are extensively used in this technique since they could be photo or 

thermal-cured and are widely available in the market. Schlögl and coworkers 

developed a thiol-acrylate system that could be photocured and 3D-printed [100]. 

They covalently introduced a new transesterification catalyst in the network that 

enabled the stress relaxation of the network. They could print precise 3D objects with 

triple shape memory and thermal mendability, demonstrating the incredible 

versatility of these materials for functional devices in soft robotics or biomedicine. 

 

Figure 1.10. Examples of 3D-printed structures and triple shape memory capabilities [100]. 

Stouten et al. recently prepared a biobased photopolymer acrylate derived from 

renewable vanillin and Priamine 1075 [167]. To achieve a crosslinked polymer, tris(2-
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aminoethyl) amine (TREN) was also added. Materials containing imine dynamic groups 

could be 3D-printed, obtaining high-resolution objects. Moreover, they demonstrated 

that materials could be recycled up to 3 times without losing mechanical and dynamic 

behavior. 

 1.5.4 Shape memory 

Polymers possessing shape memory (SMPs) can retain a temporary shape until they 

are subjected to an external stimulus, such as temperature, light, pressure or pH. At 

this point, they recover the original shape. These polymers fall within the realm of 

smart polymers, which display responsiveness beyond mere mechanical reactions. 

The shape memory attribute is not inherently ingrained in the material but rather 

emerges from a combination of three different factors: structure, morphology and 

thermal treatment. 

In these polymers, when the temperature is above the Tg, the mobility of the chains 

increases. If, at this point, a force is imposed, these changes will rearrange along the 

ŦƻǊŎŜΩǎ ƻǊƛŜƴǘŀǘƛƻƴΣ ŎŀǳǎƛƴƎ ŀ ǊŜŘǳŎǘƛƻƴ ƛƴ ǘƘŜƛǊ ŜƴǘǊƻǇȅΦ ¦Ǉƻƴ ŎƻƻƭƛƴƎ (T<Tg) and 

sustaining the applied force, the mobility of the chains is reduced, thus disabling them 

to return to their initial maximum entropy. This results in the storage of tension as 

potential energy in which the stimulus supplies the energy necessary to release this 

stored tension, thereby inducing material movement. 

Nevertheless, SMPs can only retain two shapes, the fixed and the programmed one, 

so introducing vitrimers in this field may overcome this problem since the possibility 

to generate a permanent shape can allow multiple shape memory effect. This can 

happen by increasing the temperature above the Tv and then applying a force during 

a determined time. Then, by cooling down, the shape will be fixed, enabling the 

possibility of programming a new form if the material is heated only above the Tg. 

Epoxy vitrimers, polyurethanes and polythiourethanes are the most used 

thermosetting vitrimeric materials in this technique, enabling the creation of complex 

shapes in the materials [122,168,169]. 

1.5.5 Composites 

Composite materials are formulations of two or more incompatible materials that 

exhibit properties surpassing those of their individual components. The phases 

involved can be organic, mineral, or metallic, which results in endless possibilities 

combined with various fillers, morphologies and preparation methods. The main 

disadvantage of these materials relies on their heterogeneity and challenges related 

to phase dispersion [170]. 
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As the demand for composite materials increases, the challenge of their recycling 

becomes a severe problem due to the disentangling of the filler from the matrix. 

Composites can be recycled through mechanical, thermal or chemical methods [171]. 

Additionally, recycling becomes even more complex if the polymeric matrix does not 

achieve a fluid state upon heating and instead degrades. This predicament becomes 

exceptionally intricate for composite endowed with thermosetting matrices, which 

have excellent mechanical and thermal properties but, at the same time, are not 

recyclable. Replacing these thermosetting matrices with vitrimers makes recycling of 

such materials more feasible. Among the commonly employed matrices are epoxy 

resins based on different dynamic linkages [172]. As an example, Zhao et al., reported 

the preparation of a novel biobased guaiacol epoxy resin that was cured with 4-

aminophenyl disulfide [173]. The vitrimer had appreciable thermal stability, good 

mechanical properties, and considerable stress relaxation. Moreover, they prepared 

carbon fiber composites that could be completely recovered by dissolving the polymer 

matrix in a mixture of dimethyl formamide (DMF) and 2-mercaptoethanol that 

promotes the thiol-disulfide exchange. Carbon allotropes, such as carbon fibers, 

nanotubes, and graphene, have been explored as fillers [174]. 

1.6 Objectives 

1.6.1 Goals of the thesis 

The main objective of this doctoral thesis is the design, exploration and development 

of emerging methodologies to prepare thermosetting materials employing 

sustainability-driven techniques like dual curing, click chemistry, the use of renewable 

resources, and the utilization of dynamic chemistry. 

The work of this thesis has been divided into several chapters were the objectives and 

goals can be resumed in four different sections: 

1) Development of novel dual-curing methodologies for preparing thermosetting 

materials from commercially available monomers and renewable feedstocks. 

Detailly, the following objectives where identified: 

 

a. Study of the viability of the epoxy-amine and methacrylate 

homopolymerization reactions in a dual-curing system and its 

characterization through isoconversional, rheological and dynamic 

mechanical analysis. 

b. Investigation of a photo-thermal dual curing using (meth)acrylates, 

epoxides and thiols, understanding their reactivity and optimization of 

the initial formulation for adequate properties of the materials. 
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c. Design and characterization of a novel dual-curing system entirely 

derived from renewable resources like eugenol, glycerol and 

pentaerythritol. 

 

2) Preparation of new vitrimeric materials based on different dynamic bonds by click 

methodologies and starting from renewable feedstocks. The specific objectives of 

this section were the following: 

 

a. Development of recyclable thermosetting materials derived from 

biobased vanillin and glutaric, sebacic and dodecanedioic acids, and 

comprehending their dynamic exchange through model compounds and 

thermomechanical analysis. 

b. Synthesis of an imine-containing epoxy monomer, further preparation of 

crosslinked vitrimeric materials through epoxy-amine reaction and study 

of their recyclability and degradability. 

c. Design of dynamic materials from natural eugenol and cystamine, study 

their thermomechanical properties, and investigation of the catalytic 

effect of covalently linked tertiary amines win the disulfide exchange. 

 

3) Study the thermomechanical behavior of vitrimeric materials and evaluation of 

their potential applications in self-healing, self-welding and adhesion fields. More 

in detail, the objectives are identified as the following: 

 

a. Characterization of the mechanical properties of disulfide materials from 

commercially available monomers, understanding their viscoelastic 

properties and demonstration of their self-healing abilities. 

 

b. Design of reversible adhesives based on dynamic transesterification 

reaction and study of their properties at service temperatures. 

 

4) Development of new reprocessable materials from renewable feedstocks using 

dual-curing methodologies and click chemistry. 

All these objectives and goals aim to learn and acquire knowledge about all the 

different techniques used, the design of new structures and novel materials and the 

evaluation of their characteristics and properties. 

1.6.2 Observations for the reader 

This thesis work is presented as a compilation of scientific papers published or 

submitted during the PhD period. 
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We have studied and characterized four different dual-curing systems; i) Epoxy-amine 

and methacrylate homopolymerization using glycidyl methacrylate, ii) photo-thermal 

dual-curing of (meth)acrylate-epoxy thiol formulations, iii) dual-cured thermosets 

based on eugenol derivatives and biobased thiols, and iv) eugenol-based dual-curing 

systems with dynamic exchangeable bonds using amines as hardeners. Moreover, five 

different exchangeable bonds: i) acylhydrazones, ii) imines, iii) disulfide, iv) esters, and 

v) b-amino esters were characterized and analyzed through thermomechanical, 

stress-relaxation, creep and rheological analyses as well as possible applications such 

as self-healing, self-welding, adhesion or shape-memory. 
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2.1 Nuclear magnetic resonance (NMR) 

Nuclear magnetic resonance spectroscopy serves as an analytical method to deduce 

the molecular arrangement of a chemical compound and to validate the purity of a 

given sample. The foundation of NMR lies in the notion that the nuclei being studied 

possess intrinsic spins, and those active nuclei within the molecular structure exhibit 

unique electronic surroundings. By applying an external magnetic field, energy is 

transferred between the lower energy state and a higher one. This energy exchange 

occurs within the radiofrequency wavelength range. As the spin reverts to its original 

state, energy is emitted within the same radiofrequency spectrum. The emitted signal 

is captured and processed to generate an NMR spectrum [1]. 

The different chemical environments of each of the analyzed types of atoms cause 

disruptions in the surrounding electron cloud, known as deshielding. To facilitate the 

spectra interpretation, the concept of chemical shift (d) is defined with Eq. 2.1: 

           ρπ                                                        (Eq. 2.1) 

where the reference is usually tetramethylsilane (TMS). 

In this thesis, nuclear magnetic resonance of two types of nuclei has been used: 1H 

and 13C. Deuterated solvents are used to dissolve the samples. Herein, deuterated 

chloroform (CDCl3) and deuterated dimethyl sulfoxide (DMSO-d6) were used to 

perform NMR spectra. 

Proton nuclear magnetic resonance is characterized by the high isotopic abundance 

of 1H (99.985%) and the sensitivity of the nucleus. It exhibits a chemical shift range 

mainly spanning from 0 to 12. The substantial abundance and sensitivity of 1H require 

smaller sample amounts, and the area under the curve (integral) provides information 

about the relative number of protons in each signal. Moreover, it enables the 

determination of neighboring protons, as these can lead to signal splitting.  

On the other hand, the lower abundance of 13C (1.1%) and their reduced sensitivity 

limit the information provided. Typically, the proton absorption region is irradiated, 

which renders the 13C spectrum non-quantitative due to the NOE effect, causing the 

signals corresponding to each carbon to appear as individual signals. 

In this thesis, the proton and carbon spectra were recorded with a Varian VNMR-S400, 

as shown in Figure 2.1. 
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Figure 2.1. Varian VNMR-S400 instrument utilized to record NMR spectra. 

2.2 Differential scanning calorimetry (DSC) 

Differential scanning calorimetry involves studying the heat flow experienced by a 

sample and a reference when subjected to a controlled temperature gradient [2]. 

Quantitative and qualitative information is obtained about processes involving 

exothermic and endothermic reactions and changes in heat capacity. 

During the crosslinking process, also known as curing, the formation of new bonds 

releases energy, leading to the observation of an exothermic peak (Figure 2.2a). The 

presence of multiple exothermic peaks, whether well-defined or overlapped, may 

indicate a two-step curing process or heterogeneity in the formulation preparation. 

In the DSC kinetic analysis, the heat released during the reaction is presumed to be 

proportional to the degree of conversion. Moreover, the curing rate (dx/dt) is directly 

proportional to the heat released (dh/dt). Once the reaction is complete, the integral 

associated with the obtained signal yields the total evolved heat Dhtot. The reaction 

rate and the degree of conversion can be calculated as follows: 

          Ⱦ
                                                        (Eq. 2.2) 

  ὢ                                                            (Eq. 2.3) 

where dh/dt and Dhtot represent the heat release rate and the total evolved heat 

normalized to the sample size, Dht is the heat released normalized concerning the 

sample size, and X stands for the degree of curing. 

In a degradation process, breaking bonds in the material requires energy. At elevated 

temperatures, one typically observes endothermic peaks that are generally abrupt 

and poorly defined. This is due to thermal degradation being a complex process 

involving several steps (Figure 2.2b). Other endothermic processes like melting (Tm) or 

boiling (Tb) points can be accurately determined using this technique (Figure 2.2c). 
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Figure 2.2. DSC analysis of polymeric materials: a) Heat released as a function of temperature 

during the curing process, b) Heat absorbed as a function of temperature during a degradation 

process, c) Heat absorbed during a melting point and a boiling point and d) Variation in heat 

capacity as a function of temperature during a glass transition. 

 

Moreover, second-order transitions, like the glass transition (Tg), are assessed by 

tracking the abrupt change in heat capacity linked to the structural rearrangement of 

the network (Figure 2.2d). 

In this thesis, DSC experiments were carried out using a Mettler DSC 3+ (Figure 2.3a). 

Samples of 5-10 mg weight were placed in covered aluminum pans with pierced lids 

and analyzed in a nitrogen atmosphere with a gas flow of 50 cm3·min-1. The equipment 

was calibrated using indium (heat flow calibration) and zinc (temperature calibration) 

standards. 

 

Figure 2.3. DSC 3+ device from Mettler Toledo (left) and zoom of its furnace (right). 
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2.3. Fourier-transformed infrared spectroscopy (FTIR) 

When infrared radiation interacts with the sample, it engages with the molecules 

present, absorbing some energy to trigger changes in the molecular vibrational states. 

This results in either an absorption spectrum (absorbance) or a transmission spectrum 

(transmittance), depending on whether the energy absorbed by the sample or the 

energy not absorbed is measured (Figure 2.4). To work with the obtained data, the 

spectrum needs to undergo Fourier transformation to obtain the spectra commonly 

employed for analysis [3]. 

 

Figure 2.4. FTIR spectra in a) absorbance and b) transmittance. 

 

Every covalent bond absorbs radiation at a distinct wavelength, offering qualitative 

insights into their structural characteristics. Additionally, quantitative information can 

ōŜ ŜȄǘǊŀŎǘŜŘ ōȅ ŜƳǇƭƻȅƛƴƎ [ŀƳōŜǊǘ .ŜŜǊΩǎ ƭŀǿΣ ǿƘƛŎƘ ŘƛǊŜŎǘƭȅ ŎƻǊǊŜƭŀǘŜǎ ǘƘŜ ŀǊŜŀ ƻŦ 

the peak with the concentration of that particular bond type (Eq. 2.4) 

ὃὦί ‐ὅ ὒ                                                           (Eq. 2.4) 

where Abs is the absorbance of a species at a specific frequency, e is the absorptivity 

coefficient, C is the concentration, and L is the optical pathway. 

The resulting absorbance band directly correlates with the concentration of the 

different functional groups. As a result, it becomes possible to track the curing process 

by observing the signals from the involved groups prior to, during and following the 

curing sequence. Given that absorbance is proportionate to the optical path length 

(L), it is necessary to normalize the analyzed band to a reference band that remains 

constant throughout the curing process. Consequently, the conversion factor X can be 

ascertained through FTIR experiments and expressed as follows:  

ὼ  ρ                                                            (Eq. 2.5) 

where At
Ω is the normalized absorbance at a certain time and A0

Ω is the initial. 
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In this thesis, kinetic studies and evaluation of possible changes in the spectra of the 

initial formulations and final materials, as well as after a recycling process, have been 

performed in a Jasco FT/IR-680 Plus spectrometer (Figure 2.5) equipped with an 

attenuated total reflection accessory (ATR) (Golden Gate, Specac Ltd, Teknokroma) 

with controlled temperatures. Real-time spectra were recorded in the wavenumber 

range between 4000 and 600 cm-1 with a resolution of 4 cm-1 and averaged over 20 

scans. 

 

Figure 2.5. Jasco FT/IR-680 Plus spectrometer (left) and Specac Golden Gate ATR Teknokroma 

accessory in detail (right). 

2.4. Thermogravimetric analysis (TGA) 

This technique is based on exploring changes in sample mass while subjected to 

controlled heating with a specific temperature gradient or at constant temperature 

under carefully chosen conditions such as inert (nitrogen or argon), oxidative (oxygen 

or synthetic air) or reducing (hydrogen or methane) [4]. It has a highly precise 

thermobalance, on which the sample is placed within a tared capsule. This capsule is 

located inside an oven through which the chosen gas flows. This technique provides a 

wide range of information, including the amount of moisture in the material, 

degradation studies (number of stages, degradation kinetics, and temperatures), the 

time the sample withstands at a fixed temperature, and the determination of the 

organic and inorganic content of the sample (residues). The mass loss curve 

concerning temperature is often complemented by its first derivative, which more 

Ŝŀǎƛƭȅ ǊŜǾŜŀƭǎ ǘƘŜ ǎŀƳǇƭŜΩǎ Ƴŀǎǎ ƭƻǎǎ ǇǊƻŎŜǎǎŜǎ όCƛƎǳǊŜ нΦсύΦ 

 

Figure 2.6. TGA analysis of polymeric materials: a) Mass loss as a function of temperature 

during the degradation process and b) first derivative of this function. 
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In this thesis, the TGA studies were performed in a Mettler Toledo TGA 2 (Figure 2.7). 

Samples weighing around 10 mg in uncovered alumina capsules were degraded 

between 30 and 600 °C at a heating rate of 10 °C·min-1 in an N2 atmosphere with a 

flow of 50 cm3·min-1. 

 

Figure 2.7. Mettler Toledo TGA 2 equipment (left) and detail of the furnace with the 

thermobalance (right). 

2.5. Rheological analysis 

Rheology encompasses the study of material deformation and flow. Every material 

can flow if provided with sufficient time. Polymers can exhibit solid-like properties 

within very short processing intervals, while during overextended processing periods, 

the material can adopt fluid-like qualities. This interplay of characteristics, blending 

fluidic and solid behaviors, is called viscoelastic behavior. 

For small strain amplitudes and time-independent polymers, the mechanical response 

ƻŦ ǘƘŜ ƳŀǘŜǊƛŀƭ Ŏŀƴ ōŜ ǿǊƛǘǘŜƴ ƛƴ ǘŜǊƳǎ ƻŦ ǘƘŜ ǎǘƻǊŀƎŜ ǎƘŜŀǊ ƳƻŘǳƭǳǎ όDΩύ ŀƴŘ ǘƘŜ ƭƻǎǎ 

ǎƘŜŀǊ ƳƻŘǳƭǳǎ όDΩΩύΦ ¢ƘŜ ǎǘƻǊŀƎŜ ƳƻŘǳƭǳǎ DΩ ŎƻǊǊŜǎǇƻƴŘǎ ǘƻ ǘƘŜ ƛƴ-phase component 

ŀƴŘ ǎƛƎƴƛŦƛŜǎ ǘƘŜ ƳŀǘŜǊƛŀƭΩǎ ŜƭŀǎǘƛŎ ǊŜŀŎǘƛƻƴ ƻǊ ŎŀǇŀcity to accumulate energy during 

ŘŜŦƻǊƳŀǘƛƻƴΦ /ƻƴǾŜǊǎŜƭȅΣ ǘƘŜ ƭƻǎǎ ƳƻŘǳƭǳǎ DΩΩ ŎƻǊǊŜǎǇƻƴŘǎ ǘƻ ǘƘŜ ƻǳǘ-of-phase 

ŎƻƳǇƻƴŜƴǘ ŀƴŘ ǎƛƎƴƛŦƛŜǎ ǘƘŜ ƳŀǘŜǊƛŀƭΩǎ ǾƛǎŎƻǳǎ ǊŜŀŎǘƛƻƴ ƻǊ ŀōƛƭƛǘȅ ǘƻ ŘƛǎǎƛǇŀǘŜ ŜƴŜǊƎȅΦ 

The interplay between these moduli defines the damping capabilities of the polymer: 

ÔÁÎ‏                                                             (Eq. 2.6) 

The tangent of the phase angle (tan d) or damping factor provides a measure of how 

much energy is lost due to the viscous nature of the material. 

Monitoring these three parameters, it is possible to obtain valuable information about 

the curing process (conversion at the gel point, evolution of viscosity) or even the 

ōŜƘŀǾƛƻǊ ƻŦ DΩ ŀǘ ƘƛƎƘ ǘŜƳǇŜǊŀǘǳǊŜǎ ƛƴ ƳǳƭǘƛŦǊŜǉǳŜƴŎȅ ƳƻŘŜ ƻƴŎŜ ǘƘŜȅ are cured, 

which is especially interesting for covalent adaptable networks and the study of their 

associative or dissociative nature. 
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Figure 2.8. {ŎƘŜƳŀǘƛŎŀƭ ǊŜǇǊŜǎŜƴǘŀǘƛƻƴ ƻŦ ŀύ ŜǾƻƭǳǘƛƻƴ ƻŦ DΩ ŀƴŘ DΩΩ ŘǳǊƛƴƎ ŀ ŎǳǊƛƴƎ ǇǊƻŎŜǎǎ 

and b) possible multifrequency test at high temperatures of a cured material (dissociative 

CAN). 

 

In this thesis, the study of the curing processes and the multifrequency at high 

temperatures tests were performed in an ARES G2 rheometer (TA Instruments, New 

Castle, DE) equipped with an electrically heated plate (EHP) and parallel plate 

geometry (Figure 2.9). The curing process was analyzed by dynamic mechanical tests 

at three different frequencies, 0.5, 1.75 and 3 Hz. They were performed maximizing 

the points per decade in a discrete sweep, and the evolution of the storage and loss 

ƳƻŘǳƭƛ όDΩ ŀƴŘ DΩΩΣ ǊŜǎǇŜŎǘƛǾŜƭȅύΣ ŀƴŘ ǘŀƴ d were measured during the curing process. 

¢ƘŜ ƎŜƭŀǘƛƻƴ Ǉƻƛƴǘ ǿŀǎ ŎƻƴǎƛŘŜǊŜŘ ŀǎ ǘƘŜ ŎǊƻǎǎƻǾŜǊ ōŜǘǿŜŜƴ DΩ ŀƴŘ DΩΩ ŀǘ ŜŀŎƘ 

frequency or the crossover of the tan d curves at each frequency. 

Relaxation tests were conducted in the same instrument. Strain sweep experiments 

were carried out at a specific temperature to determine the linear viscoelastic regime 

of the materials. Then, frequency sweep experiments were carried out in a specific 

temperature interval applying the previous determined strain for each material. The 

frequency was changed from 100 to 0.1 rad s-1 with a 10 N normal force. 

 

Figure 2.9. a) ARES G2 rheometer instrument and b) detail of the parallel plate geometry and 

the electrical heated plate. 
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2.6. Gas chromatography-mass spectrometry (GC-MS) 

GC-MS finds utility across liquid, gaseous and solid samples alike. The analysis starts 

with the gas chromatograph, where the sample transforms into a gas phase and 

segregates into its constituents via a capillary column coated with a stationary phase. 

Inert carrier gas like helium, hydrogen or nitrogen propels the compounds. As the mix 

separates, each component emerges from the column at distinct intervals based on 

boiling point and polarity, termed retention time (Figure 2.10a). Complex mixtures or 

extracts containing numerous compounds can be resolved using GC. 

 

Figure 2.10. a) Example of GC chromatogram and b) Example of mass spectrum. 

 Components undergo ionization and fragmentation via mass spectrometry using 

electron or chemical ionization sources following the GC column. The ionized 

molecules and fragments advance through the mass analyzer, typically a quadrupole 

or ion trap, which separates ions by varying mass-to-charge (m/z) ratios. Data 

acquisition in GC-MS can occur in full scan mode, covering a broad m/z range, or 

selected ion monitoring (SIM) mode, gathering data for specific masses of interest. 

The final stages entail ion detection and analysis, wherein fragmented ions appear 

based on their m/z ratios. Peak areas correlate with compound quantities. GC-MS 

separation of intricate samples produces numerous peaks in the chromatogram, each 

corresponding to a unique mass spectrum for compound identification. 

In this thesis, gas chromatography tests were performed in a gas chromatograph 6890 

Series with an automatic liquid sampler HP7683 Series and mass spectrometer 5973 

(Hewlett Packard) (Figure 2.11). The analytical column used was HP-5MS (30 m x 0.25 

mm x 0.25 mm) (Agilent Technologies). 
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Figure 2.11. HP 6890 gas chromatograph instrument. 

 

2.7. Dynamic-thermal-mechanical analysis (DMA)  

Polymers showcase a blend of elastic and viscous responses when subjected to a 

deformation. Dynamic-thermal-mechanical analysis (DMA or DMTA) is a powerful and 

commonly used technique to study the viscoelastic behavior of polymers.  

This kind of test is used to analyze the viscoelastic response of the material with time 

or/and temperature. In this type of test, an oscillating stress (s) is applied to the 

material, which induces a deformation or strain (e). The applied oscillating stress over 

time, s(t), follows a sinusoidal pattern, similar to the generated e(t) response which 

depends on the viscoelastic characteristics of the polymer and can be in phase or out 

of phase to the applied stress [5]: 

a) In totally elastic materials, both functions are in phase, with a phase shift 

angle (d) of 0 radians (Figure 2.12a). 

b) In viscoelastic materials, both functions diverge with a phase shift angle 

ranging from 0 to p/2 radians (Figure 2.12b). 

c) In totally viscous materials, both functions diverge, showing a phase shift 

angle of p/2 radians (Figure 2.12c). 

 

Figure 2.12. Stress (s) and strain (e) over time for a) elastic materials, b) viscoelastic materials 

and c) viscous materials. 



Chapter 2 

58 
 

The underlying principles of oscillatory DMA analysis are identical to those of 

ƻǎŎƛƭƭŀǘƻǊȅ ǊƘŜƻƭƻƎȅΦ /ƻƴǎŜǉǳŜƴǘƭȅΣ ǿŜ Ŏŀƴ ŜǎǘŀōƭƛǎƘ ǎǘƻǊŀƎŜ ƳƻŘǳƭǳǎ 9ΩΣ ƭƻǎǎ ƳƻŘǳƭǳǎ 

9ΩΩΣ ŀƴŘ ƭƻǎǎ ŦŀŎǘƻǊ ǘŀƴ d, similarly carrying the same significance. The only difference 

is the stress state induced in the sample: in DMA, this stress state can be tensile, 

bending or shear and, in the rheometer, the stress state used is torsion (shear). 

Depending on this stress state, the complex modulus measured will be G* (in shear) 

or E* (in tensile or bending), resulting in a significant change [2]. 

Moreover, DMA analysis is typically conducted on solid samples, but it can also be 

used in curing processes with certain limitations. 

When investigating cured materials, DMA analysis is generally performed at a fixed 

frequency, typically 1 Hz, and with a constant heating rate ranging between 2 and 5 

°C min-1. This methodology aims to uncover the essential thermomechanical and 

structural attributes of the polymer. An illustrative DMA plot of a crosslinked polymer 

is depicted in Figure 2.13. 

 

Figure 2.13. Evolution of tan dΣ ǎǘƻǊŀƎŜ ƳƻŘǳƭǳǎ ό9Ωύ ŀƴŘ ƭƻǎǎ ƳƻŘǳƭǳǎ ό9ΩΩύ ŀǎ ŀ ŦǳƴŎǘƛƻƴ ƻŦ 

time, at a fixed frequency in an oscillatory stress test. 

 

The network structure of the material experiences mechanical relaxation linked to its 

devitrification as it is heated beyond its glass transition temperature. This network 

ǊŜƭŀȄŀǘƛƻƴ ƛǎ ŜǾƛŘŜƴǘ ǘƘǊƻǳƎƘ ŀ ƴƻǘŀōƭŜ ŘŜŎǊŜŀǎŜ ƛƴ ǘƘŜ ǎǘƻǊŀƎŜ ƳƻŘǳƭǳǎ ό9Ωύ ŀƴŘ ǘƘŜ 

appearance of a peak in the tan d curve and the loss ƳƻŘǳƭǳǎ ό9έύΦ 

At lower temperatures, the material is in a vitreous state, which restricts the 

molecular mobility and hence renders a mechanical response akin to that of a rigid 

ŜƭŀǎǘƛŎ ǎƻƭƛŘ όƘƛƎƘ 9Ωύ ǿƛǘƘ ŀ ƭƻǿ ǘŀƴ d value. Segmental mobility increases when 

temperature increases, which induces a network relaxation in the material manifested 

ǿƛǘƘ ŀ ǊŜǎǇƻƴǎŜ ƭƛƪŜ ŀ ǎƻŦǘŜǊ ŜƭŀǎǘƛŎ ǎƻƭƛŘ όƭƻǿ 9Ωύ ǿƛǘƘ ǘŀƴ d approaching zero. Between 

these two solid-like phases lie the mechanical relaxation process, characterized by a 
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gradual easing of segmental mobility, resulting in friction between polymer chains and 

dissipation of mechanical energy, thus giving rise to the presence of tan d peak. 

The shape of the relaxation curve serves as an indicator of material homogeneity, 

where a narrower tan d peak corresponds to a more homogenous network. The 

parameter quantifying this homogeneity is the full width at half maximum (FWHM). 

The peak of the tan d curve typically aids in evaluating the glass transition temperature 

(Tg). Another method used to ascertain Tg is the peak of the loss modulus, referred to 

as Tg
9ΩΩ. It is important to note that Tg occurs within a temperature range, and the DMA 

analysis results rely on the temperature-dependent relaxation time of the structure 

of the material (and, consequently, on the temperature ramp used) and the frequency 

employed in the analysis. 

In this thesis, Tg is considered as the temperature of the maximum of tan d curve. The 

ǎǘƻǊŀƎŜ ƳƻŘǳƭǳǎ ŀǘ ƭƻǿŜǊ ǘŜƳǇŜǊŀǘǳǊŜǎ ŎƻǊǊŜǎǇƻƴŘǎ ǘƻ ǘƘŜ Ǝƭŀǎǎȅ ǎǘŀǘŜ ό9Ωglassy) of the 

polymer. The storage modulus at high temperatures, above Tg, is ascribed to the 

ǊǳōōŜǊȅ ǎǘŀǘŜ ό9Ωrubbery) and is linked with the crosslinking density of the network. 

These tests have been performed in a DMA Q800 and a DMA Q850 (TA Instruments) 

in a tensile or bending clamp at 1 Hz, with a strain of 0.1%, and at a heating rate of 2 

°C min-1. 

2.8. Creep tests 

Creep tests involve subjecting the material to a constant (non-oscillating) stress within 

its viscoelastic regime, leading to a deformation recorded over time. Typically, these 

tests are complemented by observing how the strain of the material evolves after the 

stress has been removed, corresponding to the recovery process without load or 

viscoelastic recovery [6]. Stress relaxation tests, that are explained in next section, are 

based on the inverse concept: a fixed strain is applied to the material, while the 

necessary stress to maintain it is recorded over time. This stress can decrease over 

time depending on the behavior of the material. Both tests are conducted at different 

constant temperatures. 

Thermosetting polymer materials are unable to flow, or their flow is severely limited 

due to the covalent bonds between their chains. In a creep test, under constant stress 

over time, these bonds begin to deform until the deformation reaches a maximum at 

extended testing times. This phenomenon does not occur in thermoplastic materials, 

which can flow due to weak intermolecular forces between chains, allowing them to 

continue deforming until fracture. 

The behavior after the stress ceases, in the recovery process, is also distinct. In 

thermosetting materials, the deformation returns to zero after an extended testing 
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time, whereas in thermoplastics, there always remains residual deformation (Figure 

2.14a-b). 

 

Figure 2.14. Behavior of a) a thermoset, b) a thermoplastic and c) a covalent adaptable 

network in a creep and recovery test. 

 

In the case of covalent adaptable networks, the behavior during creep tests depends 

on the temperature. At low temperatures, their behavior is similar to thermosetting 

materials due to the existing covalent bonds that do not experience enough 

stimulation to exchange. At high temperatures, their behavior resembles that of 

thermoplastics (Figure 2.14c).  

Lƴ ǘƘƛǎ ǘƘŜǎƛǎΣ ŎǊŜŜǇ ǘŜǎǘǎ ƘŀǾŜ ōŜŜƴ ǇŜǊŦƻǊƳŜŘ ǘƻ ŜǾŀƭǳŀǘŜ ǘƘŜ ƳŀǘŜǊƛŀƭǎΩ ǊŜǎƛǎǘŀƴŎŜ 

to creep at different temperatures. 

Creep and recovery properties were studied by the same DMA Q800 apparatus 

equipped with a film tension clamp at different temperatures, maintaining the stress 

(always ensuring that the stress is in the viscoelastic regime) for 30 min and, after this 

time, immediately released, and the sample was left to recover for 30 min. 

2.8.1. Angell fragility plot 

When conducting creep tests at different increasing temperatures, it is possible to 

establish the relationship between viscosity and temperature. This can be done with 

the obtained plot strain-time at each temperature, and by calculating the slope of the 

linear segment of strain with time, and then determining the viscosity (h) using Eq. 

2.7. By plotting the logarithm of viscosity against the relative temperature (Tg/T), the 

Angell fragility plot can be obtained (Figure 2.15). 

 

„ –                                                            (Eq. 2.7) 

 

The concept of fragility was introduced by Angell in supercooled liquids [7,8]. By giving 

insights into glass transition and structural relaxation phenomena, two types of glass 
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formers could be determined: i) strong glass formers, showing an Arrhenius behavior 

and ii) fragile glass formers, in which the temperature dependence of viscosity is non-

Arrhenius. Later in 1994, this concept was applied to metallic glass formers [9]. Finally, 

the Angell plot was also extrapolated in vitrimers, discovering their similar viscosity-

temperature dependence compared to strong glass formers. 

 

Figure 2.15. Angell fragility plot of a vitrimer (red), vitreous silica (blue) and a thermoplastic 

(green). 

 

Considering the relationship between viscosity and relative glass temperature in silica 

as a reference, we observe distinct behavior between associative covalent adaptable 

networks (vitrimers) in which the viscosity gradually decreases with temperature 

following a linear tendency (Arrhenius relationship), and dissociative networks or 

thermoplastics, in which a drastic drop in viscosity is produced when the temperature 

is increased.  

In this thesis, Angell plots were obtained by performing a series of creep tests on the 

materials studied at several temperatures, increasing 10 °C in each scan. The selected 

temperature was equilibrated for 3 min, and then a stress level of 0.1 MPa was applied 

for 30 min. The viscosity at each temperature was obtained as explained above. 

2.9. Stress-relaxation tests 

Concerning the stress relaxation tests, the differences in behavior between 

thermoplastics, thermosets and CANs can also be observed. In thermosetting 

materials, when plotting the stress evolution with time at a specific temperature, the 

curve decreases to a finite value, where the stress necessary to sustain that constant 

deformation becomes steady (Figure 2.16a) [10]. Conversely, in thermoplastic 

materials, the stress curve gradually diminishes to zero at an extended test duration: 

the material requires decreasing the applied stress to uphold the constant 

deformation imposed (Figure 2.16b). For CANs, the behavior in a stress relaxation test 

hinges on temperature: at low temperatures, it is similar to thermosetting materials, 



Chapter 2 

62 
 

while, at elevated temperatures, it resembles that of thermoplastic due to their ability 

to flow (Figure 2.16c). 

 

Figure 2.16. Behavior of a) thermoset, b) thermoplastic and c) CAN in a stress relaxation test. 

 

The relaxation time (t*), defined as the time required for the stress to reach 37% (1/e) 

of the initial stress (s0) at a specific temperature, is commonly employed for 

comparing the vitrimeric behavior properties of different materials. The relaxation 

time can be linked to viscosity through the Maxwell equation, where h represents 

ǾƛǎŎƻǎƛǘȅΣ 9Ωrubbery the storage modulus in the rubbery state and t the relaxation time: 

– Ὁ  †ᶻ                                                           (Eq. 2.8) 

When conducting several stress relaxation tests on vitrimeric materials at different 

increasing temperatures (above Tg) and plotting the obtained relaxation times against 

the temperature, it becomes evident that both variables exhibit an Arrhenius 

relationship (Figure 2.17). This relationship can be defined using Eq. 2.9 and linearized 

with Eq. 2.10. In these equations, t represents the relaxation time, t0 is the relaxation 

time at infinite temperature, Ea stands for the activation energy of the bond exchange 

process, R denotes the universal gas constant, and T corresponds to the temperature. 

† † Ὡ                                                          (Eq. 2.9) 

ὰὲ†ὰὲ†                                                            (Eq. 2.10) 

 

Figure 2.17. a) Schematic representation of stress relaxation tests at different temperatures 

for a vitrimeric material and b) Representation of logarithm of the relaxation time in front of 

temperature and its linear relationship. 
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The activation energy (Ea) of the exchange process can be calculated from the slope 

of the linear relationship in Figure 2.17(b).  

Another critical parameter in the characterization of vitrimeric materials is the 

topology freezing temperature (Tv). Chemically, it is defined as the temperature below 

which the exchange processes are negligible but physically is defined as the 

temperature at which the material reaches a viscosity (h) of 1012 Pa·s. By substituting 

this viscosity value into Eq. 2.8 yields the characteristic relaxation time (t*), and Tv can 

be obtained using the linear equation (Eq. 2.10). This temperature can also be 

determined by creep tests since the viscosity can be directly obtained and, therefore, 

a direct extrapolation can be done to get a viscosity of 1012 Pa·s. 

Tensile or bending stress-relaxation tests were conducted in DMA Q800 and 

DMAQ850 (TA Instruments) in a film or bending clamp. The samples were firstly 

equilibrated at the relaxation temperature for 5 min, and a constant strain of 1% was 

applied, measuring the consequent stress level as a function of time.  

2.10. Dilatometry tests 

Dilatometry experiments rely on tracking the expansion and contraction of a material 

as it is subjected to a controlled heating temperature gradient without (or with an 

extremely small) stress to measure only the deformation produced by temperature 

and not by any stress. The transformations that unfold within the material upon 

heating play a decisive role in shaping the trajectory of this unique volume variation. 

Particularly, in covalent adaptable networks, it usually becomes feasible to ascertain 

both the glass transition temperature (Tg) and the topological freezing temperature 

(Tv) through the intricate interplay of volume changes (Figure 2.18). 

 

Figure 2.18. Dilatometry test of a covalent adaptable network. 

 

Dilatometry experiments were performed in a DMA Q800 using a film tension clamp. 

The sample length was continuously measured while increasing the temperature at a 
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heating rate of 1 °C min-1 from -30 to 200 °C, applying a slight stress of 0.01 MPa to 

avoid buckling. 

Dynamic-mechanic-thermal analysis tests, creep tests, stress relaxation tests and 

dilatometry experiments were carried out in a DMA Q800 and a DMA Q850 

instruments (Figure 2.19) 

 

Figure 2.19. a) DMA Q800 instrument and b) DMA Q850 instrument (right). 

 

2.11. Tensile tests 

Tensile experiments involve inducing a uniaxial controlled displacement on a sample 

until it reaches its failure. Throughout this evaluation, the necessary exerted force (F) 

to induce the displacement of the specimen is meticulously tracked by a controlling 

unit. Through the collected dataset of force versus displacement, the engineering 

stress (s) and strain (e) can be determined using the subsequent equations: 

„                                                            (Eq. 2.11) 

Where A is the transverse section of the sample, t, is the specimen thickness and w, is 

the specimen width. 

‐                                                                (Eq. 2.12) 

where L0 is the initial gauge length and L is the increasing gauge length. 

The tensile properties of a material are influenced by several experimental factors like 

temperature, humidity and testing speed. An illustrative simple stress/strain plot of a 

thermoset at room temperature is displayed in Figure 2.20a. The stress at break 

(sbreak) and the strain at break (ebreak) are determined from the failure point. The 

tensile elastic modulus (E) is computed from the slope of the initial linear segment of 

the curve. 

In this thesis, the tensile tests were performed on dog bone samples adapted from 

ASTM D638 requirements (Type V) at room temperature in an electromechanical 
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universal testing machine Shimadzu AGS-X with a load cell of 10 kN at 5 mm·min-1 

(Figure 2.20b). 

 

 

Figure 2.20. a) Typical stress-strain curve of a thermoset at room temperature and b) 

Shimadzu AGS-X instrument. 

 

2.12. Mechanical recycling tests 

Mechanical recycling is one of the most important characteristics of covalent 

adaptable networks. Thanks to the dynamic bonds in their structure, their ability to 

flow at high temperatures makes them very interesting for reprocessing. 

To prove the recyclability of the materials studied in this thesis, cured materials were 

ground into powder and poured into a 90 cm diameter aluminum mold. Then, this 

mold was put in a Specac Atlas manual 15 T hydraulic press (Figure 2.21) with a 

temperature unit under determined temperature and pressure conditions during a 

specific time depending on the material studied 

After that, the obtained recycled materials were die-cut for further investigation. 

 

Figure 2.21. Specac Atlas hot-press. 
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2.13. Self-healing tests 

As mentioned in the Introduction section, self-healing is the ability to self-repair minor 

damages in the material. It is one of the most studied properties in covalent adaptable 

networks since upon applying an external stimulus such as heat or light and the 

exchange reaction takes place, the material is able to self-heal the damage and extend 

the lifespan of the polymer. 

To evaluate the self-healing abilities of the covalent adaptable networks, we used 

hydraulic manual press with a round steel indenter of 2.5 mm diameter to make 

plastic indentations on the surface of the sample by applying increasing loads from 

300 MPa to 360 MPa. Later on, the samples were heated in an oven, exploring the 

evolution of the indentation in the healing process from time to time by taking 

pictures with a Digital Stereo microscope Leica s9i (Figure 2.22). 

 

Figure 2.22. Stereo microscope Leica s9i. 
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ABSTRACT 

Dual-curing is a processing technology based in the combination of two 

polymerization processes and the proper selection of the formulation. This 

methodology allows the preparation of intermediate materials with tailored 

characteristics, which can be viscous-liquids or rubbery solids according to their 

application. Once applied, the second stage is performed leading to a high crosslinked 

network. Usually, different monomers are involved, and unreacted monomer are still 

present in the intermediate material. This monomer experiments polymerization 

during the second step, but it can drip or be exuded during storage. In the present 

work, a commercial monomer, glycidyl methacrylate has been selected, because of 

the presence in the same molecule of an epoxide group, which can react with amines 

in the first stage of the dual-curing, and a methacrylate group that can be thermally 

or photochemically homopolymerized to complete the curing process. Diglycidylether 

of bisphenol A has been added to obtain a gelled intermediate material. The evolution 

of both curing steps has been studied by DSC and FTIR.  The stability of the 

intermediate material has been confirmed and the characteristics of intermediate and 

final material have been evaluated by TGA and DMTA.  

KEYWORDS 

Dual-curing, thermosets, click chemistry, epoxy-amine, radical homopolymerization 
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1. Introduction 

Nowadays thermosets are an important type of industrial materials due to their wide 

range of applications in several sectors such as coatings, [1] automobile [2] or 

optoelectronic industry [3]. The preparation of these crosslinked materials involves 

irreversible curing processes that must be very well-controlled to produce 

components with the required characteristics and shapes. In this field, dual-curing has 

arisen as a promising synthetic methodology to obtain thermosets in a well-controlled 

manner. This procedure consists in two different polymerization processes that can 

take place sequentially or simultaneously and can be triggered by different stimuli i.e. 

temperature or UV-light [4]. Sequential dual curing allows to obtain partially cured 

materials in a first stage that can be easily stored or just sent for further processing to 

obtain a fully cured polymer with higher performance once the second polymerization 

is completed. The characteristics of the intermediate materials can be modulated and 

depend on the formulation composition which in turn, defines the extension of the 

first and second curing stages. The intermediate materials can be viscous liquids, with 

adhesive properties, or conformable solid materials, which after performing the 

second step will be converted into hard thermosets. 

The sequentiality and the control of the intermediate characteristics are based on the 

selection of the curing reactions, the composition of the formulation and the tuning 

of the curing parameters like time or temperature of the process and in some cases 

the use of an adequate catalyst [5]. Dual-curing processing presents several advanced 

applications in shape memory polymers [6-9], adhesive coatings [10,11], lithography 

[9,12], holography [13,14], photopatterning [15] or dental materials [16] among many 

others. 

¢ƻ ŀŎƘƛŜǾŜ ǎŜǉǳŜƴǘƛŀƭ Řǳŀƭ ŎǳǊƛƴƎ ǇǊƻŎŜǎǎŜǎΣ άŎƭƛŎƪ ŎƘŜƳƛǎǘǊȅέ ƛǎ ŀ ƎǊŜŀǘ ǘƻƻƭ ōŜŎŀǳǎŜ 

it provides selectivity, great kinetic control, high yields in mild reaction conditions, and 

can be performed in air atmosphere [17-20]. Among all the possible reactions that are 

included in this type of chemistry, one of the most used in the synthesis of thermosets 

is the epoxy-amine reaction as it can be carried out at low temperatures in case of 

using aliphatic amines as curing agents. Many researchers used this reaction as a first 

step in dual curing schemes. Konuray et al. employed a two-stage curing process in 

which the diglycidyl ether of bisphenol A (DGEBA) and an aliphatic amine are involved 

in the first curing step to synthesize a wide range of intermediate materials, with 

different properties depending on the composition of the formulation, whereas a 

homopolymerization of the remaining epoxy groups initiated by a latent imidazole 

catalyst constituted the second stage [21]. Similarly, Morancho et al. described the 

dual-curing of off-stoichiometric diethylenetriamine-diglycidyl ether of bisphenol A 

using tertiary amine as initiator for high temperature homopolymerization of the 

epoxy excess [22]. After the first curing stage, intermediate materials showed a high 
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latency and could be safely stored for long time, since in addition of the kinetic control 

in the initiation of the second stage, vitrification of the intermediate material helps to 

improve their storability if storage temperatures are lower than the Tg. Furthermore, 

the same group also reported a new family of dual-cured thermosets based on 

commercial amine-epoxy formulations with two amines of different reactivity and 

rigidity reaching promising materials for applications such as adhesives or smart 

materials [23].  

As said, the second curing stage is also a very important step to produce the fully cured 

material because it will generate the final network in the thermoset and subsequently, 

determine the final characteristics. This reaction can be activated by UV-light or 

thermally, depending on the type of reactive groups and the chemistry involved, 

having both processes their advantages and drawbacks. From the point of view of 

energy saving and technical easiness, photoirradiation is very advantageous, but its 

application is reduced to thin layers and flat shapes that can be fully illuminated 

without shadowy parts [24]. Thermal activation is better for thick and complex shaped 

samples because of its uniformity, but high temperatures in ovens and long curing 

times are needed. In addition, vitrification of the final material must be avoided and 

from this point of view, thermal activation is more convenient. 

Taking all of this into account, in the present article, we report the preparation and 

characterization of a new dual-curing system based on the epoxy and methacrylate 

groups of a commercially available compound, glycidyl methacrylate (GMA). A 

stoichiometric epoxy-amine reaction will be used as the first curing stage and a radical 

homopolymerization of the methacrylate groups in both thermal and UV-curing 

conditions as the second curing stage. The addition of DGEBA to the formulation has 

also been explored to achieve gelation during the first step. As far as we know, this 

dual curing system has not been previously described in the literature, and the 

combination of both polymerization mechanism can open broad industrial 

applications. However, Mustata et al. reported the curing of GMA/DGEBA mixtures 

with adducts of Diels-Alder reaction of rosin acids derivatives and maleic anhydride, 

being the first step the thermal curing of methacrylates and the second, the reaction 

of epoxides with acids and anhydrides [25]. The most valuable advancement of the 

present study relies on the fact that no unreacted monomers will be present after the 

first step avoiding their possible dripping or exudation in the conformation or 

processing of the intermediate material, which is a great advantage in its final 

application. In addition, this novel curing system has great versatility as different 

excesses of diepoxide can be added to modify not only the characteristics of the 

intermediate material, but also of the final material. Of course, mono or 

multifunctional methacrylates could also be added to the formulation to adapt the 

properties of the materials, although in the latter case there will be unreacted 
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monomer in the intermediate material. Thermal and photoinitiated 

homopolymerization of the methacrylate moieties have been studied in order to 

compare the characteristics of the final materials.  

The evolution of both curing stages, the conversion achieved and the latency after the 

first stage have been evaluated by calorimetry and FTIR spectroscopy and the gelation 

time during epoxy-amine condensation by rheology. The materials obtained have 

been characterized by calorimetric, thermomechanical, and thermogravimetric 

analyses.   

2. Experimental methods 

2.1 Materials 

Glycidyl methacrylate (GMA) was supplied by Miwon. Diethylenetriamine (DETA, 

20.63 g/eq), isophorone diamine (IPDA, 42.58 g/eq), tris(2-aminoethyl) amine (TREN, 

24.37 g/eq) and 2,2-dimethoxy-2-phenylacetophenone (DMPA) were supplied by 

Sigma Aldrich and used without further purification. Jeffamine D400 (JEFFA, 115 g/eq) 

was provided by Huntsman Corporation. Diglycidyl ether of bisphenol A (DGEBA, 172 

g/eq) was supplied by Hexion Specialty Chemicals and dried in vacuum for 2 hours at 

80°C before use and the peroxidic radical initiator 1,1-di(t-amylperoxy)-cyclohexane 

(Luperox 531M60) was kindly supplied by ARKEMA. 

 2.2 Sample preparation 

Formulations of GMA were prepared in 5 mL vials in approximately 1 g batches were 

1% w/w of Luperox (to GMA) for thermal acrylate homopolymerization or 5% w/w of 

DMPA (to GMA) for photoinitiated systems were weighted. Then, GMA and the 

stoichiometric amount of amine (IPDA, JEFFA, TREN, DETA) was added. The mixtures 

were vigorously and manually stirred at room temperature and then immediately 

analyzed. 

Formulations of GMA with DGEBA were prepared in 5 mL vials in 1-2 gr batches were 

1% w/w of Luperox (to GMA) and 5% w/w of DMPA (to GMA) were weighted for 

thermal and photoinitiated methacrylate homopolymerization, respectively. Then, 

DGEBA and the corresponding amount of GMA were added using the calculated molar 

ratio between DGEBA and GMA (nDGEBA/mGMA = 0.4). Finally, the stoichiometric 

amount of amine (IPDA, JEFFA, TREN or DETA) was added. The reactive mixtures were 

homogenized at room temperature by manual stirring and then immediately 

analyzed. 

The formulations prepared with only GMA were coded as G_X_Y and the formulations 

containing DGEBA as GDG_X_Y, where, in both cases, X indicates the amine used and 

Y the initiator selected for the second stage of the dual process. As an example, 
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GDG_DETA_Lup is a formulation in which GMA and DGEBA are in the mixture, DETA 

is the amine used and the second stage was initiated by 1% w/w of Luperox. Table 3.1 

shows the composition of the different formulations studied. 

Table 3.1. Composition of the dual formulations prepared. 

Sample 
GMA  

(wt. %) 
DGEBA  
(wt. %) 

IPDA  
(wt. %) 

JEFFA  
(wt. %) 

TREN  
(wt. %) 

DETA  
(wt. %) 

Lup. 
(wt. %) 

DMPA 
(wt. %) 

G_IPDA_ 
Lup 

76.3 - 22.9 - - - 0.8 - 

G_JEFFA_ 
Lup 

56.6 - - 42.8 - - 0.6 - 

G_TREN_ 
Lup 

84.6 - - - 14.6 - 0.8 - 

GDG_DETA_ 
Lup 

43.0 45.3 - - - 11.2 0.5 - 

GDG_DETA_ 
DMPA 

42.3 44.5 - - - 11.1 - 2.1 

G_DETA_ 
Lup 

86.5 - - - - 12.6 0.9 - 

G_DETA_ 
DMPA 

83.6 - - - - 12.2 - 4.2 

 

Fully cured samples for dynamomechanical (DMA) and thermogravimetric (TGA) 

analyses were prepared in an open mold, with dimensions of 1.5 x 5 x 15 mm3, made 

of metal and covered with PTFE to avoid the formation of bubbles and to facilitate the 

samples release. The liquid formulations were poured into the mold and kept in an 

oven at 45 °C for 4.5 h (stage 1) and cured at 120 °C during 1.5 h and post-cured at 

150 °C and 200 °C during 1 h and 1.5 h, respectively in the case of Luperox-based 

compositions, and 1.5 min under UV-light on both sides for DMPA formulations (stage 

2). These curing times were optimized according to Fourier transform infrared 

spectroscopy (FTIR) and differential scanning calorimetry (DSC). The samples were 

polished with sandpaper to obtain uniform final dimensions.  

2.3 Characterization techniques 

DSC analyses were carried out on a Mettler DSC-821 instruments calibrated using 

indium (heat flow calibration) and zinc (temperature calibration) standards. Samples 

of approximately 8-10 mg were placed in aluminum pans with pierced lids and 

analyzed in nitrogen atmosphere with a gas flow of 50 cm3/min. Dynamic studies 

between 30 and 250 °C with heating rate of 10 °C/min were performed to characterize 

the curing process and to measure the final glass transition temperature (Tg). Dynamic 

curing tests were also performed with heating rates of 2, 5, 10 and 20 °C/min to 
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determine the kinetic parameters. The reaction enthalpy (ɲh) was integrated from the 

calorimetric heat flow signal (dh/dt) using a straight baseline with help of the STARe 

software. The Tgs of the intermediate materials were determined with the following 

procedure: i) isothermal curing at 45 °C until the first reaction comes to end (270 min); 

ii) dynamic heating from -30 to 250 °C at 10 °C/min.  

To monitor the dual-curing process and to quantitatively determine the degree of 

curing, a FTIR spectrometer Bruker Vertex 70 with an attenuated total reflection 

accessory with thermal control and a diamond crystal (Golden Gate Heated Single 

Reflection Diamond ATR Specac-Teknokroma) and equipped with a mid-band liquid 

nitrogen-cooled mercury-cadmium-telluride (MCT) detector was used. Real-time 

spectra were collected in absorbance mode with a resolution of 4 cm-1 in the 

wavelength range 4000 to 600 cm-1 averaging 20 scans for each spectrum. The first 

step of the dual-curing process was conducted at 45 °C. Real-time spectra of the UV 

photoinitiated 2nd stage were recorded at the same conditions previously detailed. 

The characteristic absorbance peak of the epoxy at 915 cm-1 (epoxy bending) was used 

to monitor the conversion of the epoxy group during the epoxy-amine reaction [26]. 

The disappearance of the absorbance peak at 1636 cm-1 corresponding to stretching 

of the C=C bond of the methacrylate was used to monitor the homopolymerization of 

this group (2nd stage) [27]. Absorbance of each scanned sample were normalized with 

ǘƘŀǘ ƻŦ ǘƘŜ 5D9.!Ωǎ ŀǊƻƳŀǘƛŎ ǇǊƻǘƻƴǎ ŀǘ мслл ŎƳ-1. In the case of formulations without 

DGEBA the peak corresponding to the carbonyl group of the methacrylate at             

1718 cm-1 was taken as the reference. Epoxy groups conversion (Xepoxy) and 

methacrylate group conversion (Xmeth) were calculated by Eq. 3.1 and Eq. 3.2, 

respectively:  

          … ρ
ȟ

                                                          (Eq. 3.1) 

          … ρ
ȟ
                                                          (Eq. 3.2)    

where A915 and A915,0 are the normalized absorbances of the epoxy peak at 915 cm-1 

at a given reaction time at the beginning of the curing process, respectively and A1636 

and A1636,0 the normalized absorbances of the methacrylate peak at 1636 cm-1 at the 

same given reaction time. 

The gelation time was determined using a rheometer AR-G2 (TA Instruments) 

equipped with an electrical heated plate device (EHP) and 20 mm parallel plate 

geometry. The oscillation amplitude was set at 0.2% and the frequencies at 0.5, 1.75 

and 3 Hz. Gel point was determined as the tan d crossover at the three different 

frequencies. The evolution of the tan d was monitored through dynamo-mechanical 

experiment at 45 °C during 4.5 h. 



React. Funct. Polym. 2021, 159, 104822 

77 
 

The thermomechanical properties were evaluated using DMA Q800 (TA Instruments) 

equipped with a three-point bending clamp. Prismatic rectangular samples of 1.5 x 5 

x 15 mm3 were analyzed from 25 to 150 °C at 1 Hz, 0.1 % strain and with a heating rate 

of 3 °C/min.  

TGA analyses were carried out with a Mettler Toledo TGA2 thermo-balance. Cured 

samples, weighting around 10 mg, were degraded between 30 and 600 °C at a heating 

rate of 10 °C/min in N2 atmosphere with a flow of 50 cm3/min. 

3. Theoretical part 

In non-isothermal kinetics of heterogeneous condensed phase reactions, it is usually 

accepted that the reaction rate is given by Eq. 3.3 [28,29]. 

ɼ ὃὩὼὴ Ὢ‌                                        (Eq. 3.3) 

where  h is the degree of conversion, T temperature, t time, f( )h the differential 

conversion function, R the gas constant, b the linear constant heating rate b = dT/dt 

and A and E the pre-exponential factor and the activation energy given by the 

Arrhenius equation. 

By integrating Eq. 3.3, in non-isothermal conditions, the integral rate equation, so-

called temperature integral, may be expressed as Eq. 3.4. 

Ὣ‌ ᷿ ᷿Ὡ Ⱦ ὨὝ                                         (Eq. 3.4) 

where g (h ) is the integral conversion function. 

By using the Coats-Redfern approximation to solve Eq. 3.4 and considering that 2RT/E 

is much lower than 1, the Kissinger-Akahira-Sunose (KAS) equation (Eq. 3.5) may be 

written [30-32]:  

ὰὲ ὰὲ                                                           (Eq. 3.5) 

For each conversion degree, the linear plot of ln (b/T2) versus T-1 enables E and                

ln [AR/(g(h ) E)] to be determined from the slope and the intercept. Iso-conversional 

kinetic parameters were obtained in this work by using Eq. 3.5. If the reaction model, 

g(h ), is known, the corresponding pre-exponential factor can be calculated for each 

conversion. Rearranging Eq. 3.5, the Coats-Redfern equation can be written as Eq. 3.6. 

[30,33]. 

ὰὲ ὰὲ                                                               (Eq. 3.6) 

For a given model and heating rate, the linear plot of the left-hand side of Eq. 3.6 

versus T-1 allowed us to obtain the average activation energy and average pre-

exponential factor from the slope and the intercept. In this study, we chose the kinetic 
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model with an activation energy similar to that obtained iso-conversionally (Eq. 3.5) 

and with a good correlation coefficient in Eq. 3.6 (Model Fitting method). The rate 

constant k and the reaction rate d /hdt  were calculated for each conversion from non-

isothermal E, and A data using the Arrhenius equation and Eq. 3.3 and the kinetic 

model, respectively. Integrating Eq. 3.3 for isothermal experiments, we can obtain Eq. 

3.7: 

ὰὲὸ ὰὲ                                                                     (Eq. 3.7) 

This equation relates, for each conversion, the temperature and the time of curing. 

The constant ln [g(h )/A] is directly related to the value ln [AR/(g(h ) E)] by E/R, which 

can be deduced from the non-isothermal adjustment (Eq. 3.5), if isothermal and non-

isothermal curing take place in the same conditions. In this work we used ln [AR/(g(h ) 

E)] and E/R obtained by dynamic experiments and (Eq. 3.5) to estimate the time of 

curing for both curing stages by using Eq. 3.7. 

4. Results and discussion 

4.1 Study of the curing process by calorimetry 

With the aim to know the most adequate composition for the dual-curing process, we 

firstly studied the epoxy-amine reaction (1st stage) using GMA with structurally 

different amines (IPDA, TREN, JEFFA, and DETA) by means of DSC dynamic studies. 

Figure 3.1 shows the curing exotherms obtained.  

We can observe that the reactions with IPDA and JEFFA start at higher temperatures 

than with TREN and DETA. As it has been said, the thermal dual-curing includes a 

second stage which consists in a radical homopolymerization of the GMA 

methacrylate, which is initiated when Luperox decompose forming radical species 

close to 120 °C.  Accordingly, the lower the starting temperature for the epoxy-amine 

reaction, the better to get sequentiality in the curing process. Moreover, the curing 

exotherms of TREN and DETA formulations are monomodal which may indicate that 

side reactions do not take place. Figure 3.1 also shows, for TREN and DETA 

formulations, that the whole reaction has been completed between 30 °C and 170 °C 

and the reaction is fast once initiated. 

Table 3.2 collects the most characteristic calorimetric data of the reactions studied in 

terms of reaction enthalpy (DH) and temperature of the maximum of exothermic peak 

(Tmax). As we can see, all reaction heats are relatively close to 90-100 kJ/eq, which is 

the standard value for an epoxy-amine reaction [34]. We can observe that IPDA 

releases a higher enthalpy than the other amines, but the peak appears at high 

temperature with a shoulder, which could indicate the presence of a 

homopolymerization of epoxides, According to these results, both TREN and DETA 
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could be selected as curing agents for the epoxy-amine reaction in these formulations. 

Nevertheless, TREN contains a tertiary amine that can act as a catalyst for aza-Michael 

addition between the methacrylate and the amine itself, hypothesis that we could 

confirm by FTIR analysis (Figure 3.S1). The absorbance band corresponding to the 

double bond of the methacrylate at 1636 cm-1 decreased at the same time as the peak 

at 915 cm-1 of the epoxide at 45 °C, suggesting that the aza-Michael addition was 

taking place simultaneously with the epoxy-amine condensation. With these results, 

we selected DETA as the amine to continue our study. 

Figure 3.1. DSC thermograms corresponding to the dynamic curing at 10 °C/min of 

formulations with GMA and the different amines. 

Table 3.2. Calorimetric data of the epoxy-amine reaction using different amines. 

Sample ɲHepoxy-amine
a (J/g) ɲHepoxy-amine

a (kJ/eq) Tmax
b (°C) 

G_JEFFA 292.2 73.1 160.2 

G_DETA 496.7 81.0 113.5 

G_TREN 504.5 84.0 110.0 

G_IPDA 497.5 92.2 134.5 

GDG_DETA 478.9 87.5 106.7 

                     a Enthalpy released in the epoxy-amine process by gram of mixture and by equivalent of epoxy. 
                     b Temperature of the maximum of the exotherm of the epoxy-amine reaction. 

 

Once the amine is chosen, the initiator required to perform the second step must also 

be selected. According to Figure 3.1 the epoxy-amine reaction embraces a big range 

of temperatures so it will be difficult to obtain a great sequentiality because many 

thermal radical initiators generate their radicals between 50 and 120 °C. Therefore, 

an initiator that releases its radicals at high temperature is needed to produce the 
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epoxy-amine condensation and the homopolymerization of the methacrylate as the 

first and second curing stage, respectively. Among many thermal radical initiators like 

di-tert-ōǳǘȅƭ ǇŜǊƻȄƛŘŜ ό¢.tύΣ нΣнΩ-azobisisobutyronitrile (AIBN), benzoyl peroxide etc. 

we selected 1,1-di(t-amylperoxy)-cyclohexane (Luperox 531M60, Luperox or Lup 

hereafter) as the thermal radical initiator for the homopolymerization of the 

methacrylate moiety of the GMA because it generates radicals at 120 °C [35]. To test 

this initiator, a dynamic DSC scan was carried out for the formulation G_DETA_Lup 

which is shown in Figure 3.2.  

As it can be seen, the green curve presents a small shoulder at 110 °C corresponding 

to the maximum peak of the epoxy-amine condensation and then a high peak at        

120 °C attributable to the homopolymerization of the methacrylate groups. Moreover, 

the global reaction heat was 128.1 kJ/eq., but taking into account that the epoxy-

amine reaction releases 87.5 kJ/eq. the second step has 40.6 kJ/eq. which is a little bit 

lower than the standards for the methacrylate homopolymerization.   

Figure 3.2. DSC thermograms corresponding to the dynamic curing at 10 °C/min for 

GDG_DETA_Lup (red) and G_DETA_Lup (dotted purple) formulations. 

It is worth saying that GMA-amine formulations cannot gel during the first stage of 

the dual-curing, due to the monofunctionality of GMA in the epoxy-amine reaction, 

so that they produce a viscous liquid intermediate. Thus, to get a gelled intermediate 

material the addition of DGEBA, with a functionality of two, is necessary to get 

crosslinking points when amines have reacted. To investigate the amount of DGEBA 

needed to get gelation, the theoretical conversion of the epoxy groups at the gel point, 

ghel, during the epoxy-amine condensation had to be calculated assuming the ideal 

random step-wise reaction, using the well-known Flory-Stockmayer equation (Eq. 3.8) 

[36,37]:          

‌                                              (Eq. 3.8) 
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where r is the hydrogen amine/epoxy equivalent ratio, ắ1 the epoxy monomer 

functionality and ắ2 the amine functionality. 

With this equation, a ratio of nDGEBA/mGMA = 0.166 was calculated as the lowest to 

achieve the gelation at 100% of conversion. Two different possibilities were studied 

herein: a) a ratio nDGEBA/mGMA = 0.4, in which gelation will be achieved before full 

conversion to obtain a conformable solid-intermediate material and b) a ratio 

nDGEBA/mGMA = 0, where gelation will not occur, and a viscous liquid will be 

obtained. 

Figure 3.2 shows that the addition of DGEBA to the formulation accelerates the epoxy-

amine reaction and a better splitting of both stages is observed although they are 

partially overlapped. In this formulation, the maximum of the epoxy-amine exotherm 

appears at about 105 °C, whereas the methacrylate homopolymerization reaches its 

maximum at about 120 °C, because of the formation of radicals at this temperature. 

As it can be observed in Table 3.2, in formulations with or without DGEBA, ɲIepoxy-amine 

and Tmax are very similar, but with a slightly higher enthalpy and a slightly lower 

temperature of the maximum for GDG_DETA, facilitating the separation of the first 

and the second stages.  

Although sequentiality cannot be reached in dynamic scans, it must be considered 

that in a technological process, each step of curing requires a different temperature 

to be completed without overlapping them. To find out these appropriate 

temperatures we perform kinetic studies of both stages separately.  

To obtain the kinetic parameters of the epoxy-amine reaction, dynamic DSC 

experiments were performed. Figures 3.3a and 3b show the DSC thermograms and 

the plot of the conversion against temperature, respectively for the epoxy-amine 

reaction of GDG_DETA formulation at different heating rates (2.5, 5, 10 and 20 °C). 

These formulations did not contain the radical initiator to suppress acrylate 

homopolymerization. In Supporting Information, Figure 3.S2a and 3.S2b report the 

same study for G_DETA formulation. 

 

Figure 3.3. a) DSC thermograms for the GDG_DETA formulation at different heating rates and 

b) degree of conversion versus temperature for the same formulation. 
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As it can be observed, the temperature of the maximum of the exotherm is lower 

when the heating rate is slower, but in all cases the reaction heat remains constant 

with values between 87-87.9 kJ/eq, reaching almost 100% of conversion. The kinetic 

parameters of non-isothermal curing for GDG_DETA formulation obtained by DSC 

experiments are collected in Table 3.3 and for G_DETA in Table 3.S1. If we look in Table 

3.3, it is possible to observe that the activation energy remains relatively constant in 

the process which indicates that the same mechanism is maintained in the whole 

reaction.  

Table 3.3. Kinetic parameters from dynamic DSC studies of GDG_DETA formulation. 

a Conversion degree. b Activation energy. c Correlation coefficient. d Pre-exponential factor calculated 

using kinetic the autocatalytic model. e Rate constant calculated by Arrhenius equation.  f Reaction rate 

calculated by Eq. 3.3.  g Simulated isothermal time using non-isothermal isoconversional data.  

 

Moreover, it suggests that a single kinetic model is needed to describe the curing. 

Furthermore, the reaction rate increases at low conversions but after reaching a 

maximum, decreases, confirming the autocatalytic behavior of the epoxy-amine 

reaction. The hydroxyl groups formed during the epoxy-amine condensation catalyze 

the ring opening of the epoxides by forming hydrogen bonds between hydroxylic 

protons and the epoxides [38]. Moreover, the theoretical isothermal curing time for 

the first stage at 45 °C needed to achieve a 90% of conversion is 279 min, which is very 

close to the reaction time in the oven that we obtained experimentally which was 270 

min. 

 

ʰa 
Eb 

(kJ/mol) 

ln[AR/g(h )E]  

(K-1·min-1) 
rc 

lnAd  

(min-1) 

ke 

(min-1) 

d /hdt f 

(min-1) 

Isothermal timeg 

(min) 

0.05 45.5 6.44 0.991 13.77 0.032 0.009 8.52 

0.1 47.51 6.66 0.998 14.47 0.031 0.010 14.12 

0.15 48.53 6.71 0.999 14.82 0.029 0.014 19.42 

0.2 49.20 6.71 0.999 15.05 0.029 0.012 24.63 

0.3 50.06 6.66 0.999 15.34 0.028 0.009 35.20 

0.4 50.71 6.61 0.999 15.58 0.028 0.008 46.68 

0.5 51.40 6.60 0.999 15.83 0.027 0.007 60.44 

0.6 52.19 6.62 0.999 16.11 0.027 0.005 78.78 

0.7 53.08 6.64 0.999 16.41 0.026 0.003 106.51 

0.8 53.91 6.56 0.999 16.68 0.025 0.002 155.46 

0.9 55.31 6.48 0.999 17.11 0.022 0.001 279.31 
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Once the first curing stage has been studied by DSC the characterization of the second 

stage is needed to optimize the global system. The standard reaction heat for a 

methacrylate homopolymerization is around 60 kJ/eq [39,40], and therefore it is 

important to verify the heat that the second curing stage releases after the epoxy-

amine condensation.  

A dynamic DSC of the intermediate material prepared from GDG_DETA_Lup 

formulation, cured in the oven, gave us the Tg reached, and the heat evolved by the 

homopolymerization while confirming that the first stage has been completed in the 

curing conditions determined by kinetic studies. Figure 3.4a shows that the first stage 

has been completed giving a flexible solid material with a Tg= 14 °C without the 

possibility to suffer dripping or exudation because no free unreacted molecules are 

present in the material. Moreover, we could check that the reaction heat released by 

the methacrylate homopolymerization was 41 kJ/eq. This value is lower than that 

reported, since not all methacrylate groups in the mixture will react due to topological 

restrictions, produced by the short distance between reactive groups in the GMA 

molecule.  

In the same way than for the 1st stage we determined the kinetic parameters by 

performing DSC experiments at the same heating rates to fully optimize the curing 

conditions.  

The reaction heat in all the experiments remained relatively constant with values in 

the range 42.5-40.7 kJ/eq. Moreover, it can be seen in Figure 3.4c that the conversion 

at the beginning increases slowly but rapidly gets higher values in a short range of 

temperatures, which can be attributed to the fast propagation once radicals are 

generated.  

If we look at the plot of the activation energy (Figure 3.4d) we can see higher values 

at low conversions (initiation step) but a decrease when the conversion increases, due 

to the fact that termination, with a very low activation energy, begins to occur. The 

kinetic parameters of non-isothermal curing for the second stage obtained by DSC 

dynamic experiments are reported in Table 3.S2. The higher activation energy of 

methacrylate homopolymerization in comparison to the epoxy-amine condensation 

puts in evidence the dual nature of the curing process. 
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Figure 3.4. a) DSC thermogram corresponding to the dynamic curing at 10°C/min of the 

intermediate material for the formulation GDG_DETA_Lup, b) DSC thermograms for the 2nd  

curing of a G_Lup formulation at different heating rates, c) degree of conversion vs. 

temperature for the same sample and d) plot of activation energy vs conversion of the 2nd stage. 

 

The intermediate materials obtained after performing the 1st stage in the oven were 

stable at least for 4 days, since the Tg of this material remained unchanged, such as 

expected from the stability of the radical initiator at temperatures lower than 120 °C. 

The thermomechanical characterization of this intermediate material was done and 

the obtained DMTA curves are represented in Figure 3.S3, where a maximum of tan d 

of 23.5 °C and a storage modulus around 50 MPa at room temperature was 

determined. As expected, the modulus increases when the second curing stage 

initiates.  

4.2 Study of the curing process by FTIR spectroscopy   

DSC provides information of the whole process but not about the evolution of the 

chemical reactions that occurs during curing. To get structural information, FTIR 

spectroscopy was applied to the isothermal curing of the reaction mixture. This 

methodology allows to determine the progress of the conversion at different reaction 

times for the functional groups involved in the reaction, taking as reference an 

invariable absorption band. In addition, it gives information of the chemical structure 
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of the network formed. Figure 3.5 shows the evolution of the epoxy bands during the 

reaction for the GDG_DETA mixture, which corresponds to the first stage of curing.  

As it can be clearly seen, at 3400 cm-1 an increase of the peak corresponding to the 

OH groups formed by the ring opening of the epoxide by the amine is taking place 

during the whole reaction time, while the band corresponding to the epoxy groups at            

910 cm-1 is declining, until complete disappearance, leading to the conclusion that the 

reaction has been completed during the curing process. Moreover, the band of the 

double bond of the methacrylate group at 1636 cm-1 does not suffer any change, 

confirming that the methacrylate does not react in these conditions. The small band 

at 1636 cm-1 attributed to the aromatic signals of DGEBA is maintained during the 

curing process and has been used as internal reference for kinetic studies. 

Figure 3.S4 shows the FTIR conversion plot during isothermal curing at 45 °C (epoxy-

amine reaction) for the GDG_DETA sample (blue curve). We can see that the process 

starts relatively slowly at this temperature, which is in accordance with the 

calorimetric studies (red curve). The aforementioned autocatalytic character leads to 

an increased curing rate. Although the conversion reaches 90% in about 150 min, it 

takes a few more minutes to complete the reaction. 

Figure 3.5. Evolution of FTIR spectra at 45 °C for GDG_DETA monitored during 270 min. 

 

FTIR analysis was also applied to evaluate the conversion achieved in the second step 

of the curing process in both thermal and photochemical conditions. Figure 3.6 

present the FTIR spectra of the cured materials, when the homopolymerization of 

acrylates was initiated by Luperox (thermal) and DMPA (photochemical). The 

spectrum of the intermediate material has been added to visualize the changes 

produced.  
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Figure 3.6. FTIR spectra of the intermediate material (blue line) and of the final thermosets 

obtained in thermal (orange line) or in photochemical conditions (red line) 

 

After homopolymerization the absorption at 1636 cm-1, corresponding to the C=C st. 

of the methacrylate groups, has completely disappeared in case of 

GDG_DETA_Luperox formulation after heating at 120 °C, 150 °C and 200 °C during 90 

min, 60 min and 90 min respectively indicating a full conversion of these groups and a 

complete curing. On the contrary for GDG_DETA_DMPA formulation there is still a 

small peak after long irradiation times (1.5 min at room temperature), which indicates 

that some methacrylic groups remain unreacted after long irradiation times. This 

observation leads us to conclude that vitrification has occurred when irradiating, 

hindering the achievement of a complete reaction at these temperature conditions, 

which will affect the final performance of this thermoset. 

4.3 Study of the gelation process by rheology 

As mentioned before, the addition of DGEBA to the GMA formulation enables the 

system to achieve the gelation during the 1st stage. At the gelation point there is a 

change of liquid to solid behavior and the gelled material can be processed by 

different manufacturing processes like, for example, compression molding. 

To determine the gel time, rheology is the best methodology among those used.  

Rheometric measurements were carried out for G_DETA and GDG_DETA formulations 

to compare the behavior of both compositions and to find out the gelation time of the 

latter. Figure 3.7 shows the plot of tan ɻ vs. time for GDG_DETA formulation at three 

different frequencies. The point at which the three tan d intersect corresponds to the 

gelation time, which was 88 min at 45 °C. Figure 3.S5 shows the same graph for the 

G_DETA formulation in which we can see that the tan d curves do not intersect at any 
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point in the whole process indicating that no gelation occurs and, consequently, a 

viscous liquid will be obtained as the intermediate material, which can be applied on 

surfaces as adhesive or coating. Both intermediate materials will improve their 

mechanical performance once the 2nd stage has been completed. 

Rheological experiments by themselves do not allow to determine the conversion at 

the gelation for the GDG_DETA formulation, but this value can be calculated from the 

conversion evolution obtained by isothermal DSC or FTIR at 45 °C for 4.5 h (Figure 

3.S4). In this figure it is possible to see that at 88 min the epoxy group has reached a 

conversion of about 70%, which fits quite well with the ‌  calculated by Eq. 3.8, 

75%.  

 

Figure 3.7. Evolution at 45 °C of tan d vs. time at three different frequencies for GDG_DETA 

formulation. 

4.4 Thermogravimetric and dynamo mechanical analysis of thermosets 

The thermal stability of the cured materials was studied by thermogravimetry (TGA). 

Figure 3.8 shows the TGA curves and their derivatives for all the thermosets prepared. 

Table 3.4 collects the most significant data extracted. 

Figure 3.8. TGA and DTG curves for all the thermosets prepared in thermal and photochemical 

conditions in N2 atmosphere. 
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Table 3.4. Thermogravimetric and thermomechanical data of the thermosets prepared. 

Sample 
T5%

a 

(°C) 

Tmax
b  

(°C) 

Char 

Yieldc 

(%) 

Ttan d
d 

(°C) 

9Ωglassy
e 

(MPa) 

9Ωrubbery
f 

(MPa) 

GDG_DETA_Lup 307.3 368.5/412.8 10.3 168.4 3209 199.6 

G_DETA_Lup 295.0 362.1/406.7 9.0 127.7 - - 

GDG_DETA_DMPA 297.9 366.7/411.5 9.7 100.7 3541 78.3 

G_DETA_DMPA 261.2 354.6/405.9 9.1 97.8 - - 

a Temperature of 5% of weight loss. b Temperature of the maximum rate of degradation of the two main 

steps. c Char residue at 600 °C. d Temperature at the maximum of tan d peak at 1 Hz. e Glassy storage 

modulus determined by DMTA. f Rubbery storage modulus determined by DMTA. 

 

It can be observed that the shape of the degradation curves is similar for all the 

materials and takes place in two main steps. The presence of DGEBA slightly increases 

the temperature of initial degradation (taken as T5%) and the thermosets obtained 

thermally show a higher stability, because of their higher crosslinked character. The 

first stage at the temperature range of 270-370 °C can be assigned to the degradation 

of the poly(hydroxy-amine) network because of the high content of labile C-N bonds. 

The second step between 390-430 °C can be related to the poly(methacrylate) 

breakage [41]. The presence of aromatic moieties in the DGEBA containing thermosets 

leads to a slightly higher char yield. 

Figure 3.9. Evolution of tan d and storage modulus against temperature of GDG_DETA_Lup 

and GDG_DETA_DMPA thermosets. 

The thermomechanical behavior of both materials prepared was evaluated by DMTA 

analyses. Figure 3.9 presents the tan d curves as well as the storage modulus obtained 

for GDG_DETA_Lup and GDG_DETA_DMPA cured materials and the most 

representative data are collected in Table 3.4. The cured materials without DGEBA 
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result in brittle and defective samples and the moduli could not be determined 

accurately enough (because the non-uniform dimensions) so they are not shown.   

As we can see, the glassy moduli are similar and high for thermally and 

photochemically cured thermosets indicating the high rigidity of these materials at 

room temperature. The temperature at the tan ɻ  peak is related to the glass transition 

temperature of the materials, and if we compare both values, we can observe a big 

difference of about 70 °C between them. This difference can be attributed to the 

vitrification of GDG_DETA_DMPA that takes place during UV-curing, since the 

temperature of curing is lower than its Tg. Due to vitrification, the photo-cured 

formulation is only partially cured, as we saw by FTIR, with lower crosslinking density, 

which is also reflected by its lower modulus in the rubbery state. 

5. Conclusions 

In this work, a new dual-cure system has been developed based on the joint presence 

of epoxy and methacrylate groups in a commercially available compound, glycidyl 

methacrylate. The first curing stage is a stoichiometric epoxy-amine condensation 

with the addition or not of DGEBA and the second, a free radical polymerization of 

methacrylate groups, thermally or UV-initiated. 

The curing kinetics of both thermally induced stages have been studied by non-

isothermal isoconversional analysis using DSC and monitored by real time FTIR 

analysis. Although dynamic DSC studies on complete formulations show that epoxy-

amine and methacrylate homopolymerization processes occur overlapped, an 

adequate temperature has been found to perform a sequential curing with two well-

differentiated steps, with the formation of a stable intermediate material. Depending 

on the radical initiator selected for the formulation, the second stage can be carried 

out in thermal or photochemical conditions. 

The intermediate materials can be a deformable rubbery solid or a viscous liquid, 

depending on the addition or not of diglycidylether of bisphenol A to the reactive 

formulation. They have high stability, and no dripping or exudation will take place as 

no unreacted monomers are present. The appropriate selection of the formulation 

composition allows to tailor the characteristics of the intermediate and final materials.  

The final thermosets have a high glassy storage modulus which indicates their high 

rigidity at room temperature. Thermally cured materials have a higher glass transition 

temperature and crosslink density than the photo-cured ones, due to the vitrification 

of the latter. Despite this, the glass transition temperature exhibited by UV-cured 

material is high enough for most applications of interest. All these above-mentioned 

features together with the great thermal stability of the prepared materials open the 

possibility of working with them in applications that require high temperatures. 
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Supporting Information 

 
Figure 3.S1. Evolution of FTIR spectra at 45 °C for GDG_TREN monitored during 90 min. 

 

 

 

 
Figure 3.S2. a) DSC thermograms for the G_DETA formulation in different heating rates and b) 

degree of conversion versus temperature for the same formulation. 
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Table 3.S1. Kinetic parameters of dynamic curing obtained by DSC of G_DETA formulation. 

ʰa 
Eb 

(kJ/mol) 

ln[AR/g(h )E] 

(K-1·min-1) 
rc 

lnAd 

(min-1) 
ke 

ŘʰκŘǘf 

(min-1) 

Isothermal 
timeg (min) 

0.05 41.68 4.98 0.993 12.20 0.028 0.008 9.54 

0.1 45.24 5.80 0.998 13.56 0.029 0.010 14.87 

0.15 46.98 6.13 0.999 14.21 0.029 0.011 19.89 

0.2 48.00 6.28 0.999 14.59 0.029 0.013 24.66 

0.3 49.23 6.40 0.999 15.07 0.029 0.010 33.76 

0.4 50.01 6.45 0.999 15.40 0.030 0.009 42.74 

0.5 50.79 6.52 0.999 15.74 0.031 0.008 52.36 

0.6 51.77 6.68 0.999 16.16 0.033 0.006 63.84 

0.7 53.12 6.95 0.999 16.72 0.035 0.004 79.34 

0.8 54.95 7.33 0.999 17.47 0.037 0.003 103.93 

0.9 57.57 7.88 0.998 18.55 0.040 0.001 155.50 
a Conversion degree. b Activation energy. c Correlation coefficient. d Pre-exponential factor calculated 
using kinetic the autocatalytic model. e Rate constant calculated by Arrhenius equation. f Reaction rate 
calculated by Eq. 3.3. g Simulated isothermal time using isoconversional data.  

 

Table 3.S2. Kinetic parameters of dynamic curing obtained by DSC of G_Lup formulation. 

ʰa 
Eb 

(kJ/mol) 

ln[AR/g(h )E] 

(K-1·min-1) 
rc 

lnAd 

(min-1) 

ke 

(min-1) 

ŘʰκŘǘf 

(min-1) 

0.05 113.71 27.14 0.954 35.37 0.0005 0.0001 

0.1 109.24 24.93 0.977 33.57 0.0005 0.0002 

0.15 105.48 23.27 0.982 32.16 0.0005 0.0002 

0.2 102.58 22.01 0.985 31.09 0.0005 0.0002 

0.3 94.16 18.91 0.994 28.23 0.0006 0.0002 

0.4 88.01 16.70 0.997 26.22 0.0009 0.0003 

0.5 82.40 14.77 0.998 24.47 0.0013 0.0003 

0.6 77.17 13.03 0.999 22.91 0.0019 0.0004 

0.7 72.66 11.56 0.999 21.65 0.0030 0.0004 

0.8 68.90 10.35 0.999 20.71 0.0048 0.0003 

0.9 66.36 9.54 0.999 20.36 0.0090 0.0003 

a Conversion degree. b Activation energy. c Correlation coefficient. d Pre-exponential factor 
calculated using kinetic the autocatalytic model. e Rate constant calculated by Arrhenius 
equation. f Reaction rate calculated by Eq. 3.3. 



Chapter 3 

96 
 

 
Figure 3.S3. Evolution of the tan d and storage modulus against temperature of 

GDG_DETA_Lup during the second curing. 

 

 

 

 
Figure 3.S4. Plot of the conversion versus time of the isothermal curing at 45 °C in DSC (red) 

and FTIR (blue) for the formulation GDG_DETA. 
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Figure 3.S5. Rheological analysis of G_DETA formulation showing the tan d evolution with 

time during the 1st stage of the dual-curing process at three different frequencies. 
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ABSTRACT 

In this work, a novel dual-curing procedure has been developed. It is a combination of 

a first radical UV-initiated thiol-(meth)acrylate reaction, followed by a second thermal 

thiol-epoxy step catalyzed by a base. Since (meth)acrylates can lead to 

homopolymerization by radical mechanism, the amount of thiol has to be optimized 

to reach crosslinked materials with Tgs above room temperature and good mechanical 

performance. It should be considered, that if the amount of thiol in the intermediate 

materials is too low, epoxy homopolymerization can take place during the second 

step. The use of glycidyl methacrylate in combination with trifunctional 

meth(acrylates) allows this system to gel in the 1st stage and avoids possible dripping 

or exudation of free monomers during the storage of the intermediate materials. 

Moreover, this compound reacts in both stages acting as a covalent coupling between 

(meth)acrylates and epoxy networks. We selected trimethylolpropane tris(3-

mercaptopropionate) as the thiol, 2,2-dimethoxy-2-phenylacetophenone as UV 

initiator and 1-methylimidazole as the base catalyst. 

The curing evolution was studied by DSC and FTIR. All the materials obtained were 

characterized by thermogravimetry, thermomechanical analysis and tensile tests. 

KEYWORDS 

Dual-curing, thiol-ene, thiol-epoxy, glycidyl methacrylate, UV-curing 
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1. Introduction 

Thermosets are very important industrial materials because they cover a wide range 

of applications in many different fields such as coatings [1,2], adhesives [3], aerospace 

[4] or automobile industry [5]. Dual-curing is an efficient and versatile synthetic 

methodology that allows to fabricate thermoset devices or apply them in a controlled 

way with a broad range of characteristics. This consists in a sequential or simultaneous 

combination of two different curing reactions that can be initiated by different stimuli 

like temperature or UV-light [6]. Sequential dual-curing has many advantages but one 

of them is that it permits the preparation of stable intermediate materials in viscous 

or solid state with specific mechanical properties that can be directly applied or 

processed in order to get, once the second stage has been completed, a fully cured 

polymer with higher mechanical performance. The most traditional dual-curing 

system relies on a first step performed under UV-light and a second step triggered at 

high temperature. This is a useful procedure because it avoids the vitrification of the 

final material during the thermal stage since this is carried out at temperatures above 

the ultimate glass transition temperature (Tg) of the polymer.  This type of sequential 

dual-curing is now implemented in the field of 3D-printing [7-12]. The most used 

reactions in the first stage of this type of dual-curing are thiol-ene [13,14], 

homopolymerization of meth(acrylates) [10,15] and cationic homopolymerization of 

epoxides [16,17] combined with epoxy-amine [11], epoxy-anhydride [8], 

homopolymerization of epoxides [18] or thiol-epoxy [19] reactions as the second 

stages. 

Recently, a huge interest has arisen on the thiol-ene photoinitiated polymerizations. 

Typical monomers are allyl derivatives of bisphenol A or unsaturated fatty acids 

derivatives [20,21]. This reaction takes place via step-grown radical addition 

mechanism and implies some advantages like the promptness of the reaction, 

relatively high oxygen tolerance and low shrinkage, leading to highly transparent 

materials. Despite this, the flexible thioether bonds formed during the thiol-ene 

reaction as well as the flexible chain of the commercially available thiols cause some 

drawbacks in the final cured materials such as low TgΩǎΣ ǇƻƻǊ ǊƛƎƛŘƛǘȅ ŀƴŘ ƘŀǊŘƴŜǎǎ 

promoted by low modulus values [22,23]. In contrast, the photocuring of thiol-

(meth)acrylate mixtures does not provide this kind of problems due to the occurrence 

of a competitive reaction, which is the radical (meth)acrylate homopolymerization, 

which follows a chain-growth mechanism [24]. Another advantage of (meth)acrylates 

is their good commercial availability with different structural characteristics. Whereas 

(meth)acrylate groups have a functionality of 1 in thiol-ene reactions, they have a 

functionality of 2 in the homopolymerization mechanism. This fact, increases 

crosslinking densities of the final networks and helps to diminish the required amount 

of thiol monomer in the formulation, leading to harder materials with a higher Tg. It is 
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reported that the kinetic constant of the radical homopolymerization of acrylates is 

1.5 greater than that of the abstraction of the hydrogen of the thiol and the 

subsequent reaction between a thiyl radical and an acrylate [25]. This situation can 

generate difficulties in the calculations of the stoichiometric imbalance to reach an 

improvement on mechanical properties of the final thermosets. 

As far as we know, very few investigations have been made in the radical thiol-

(meth)acrylate/thiol-epoxy dual-curing due to the high complexity of the reaction 

process. Jian et al. [19] reported the synthesis of materials using a simultaneous thiol-

epoxy/thiol-acrylate system. In the curing, they used 1,5,7-triazabicyclo[4.4.0]dec-5-

enyl tetraphenylborate, a photobase generator which when it is irradiated by UV light 

is able to generate free radicals and a strong base that can trigger both reactions. 

Moreover, they used isopropylthiolxanthone to extend the wavelength absorption of 

the catalyst. However, as the photobase generator also releases the base, base-

catalyzed Michael addition also took place. They found that thiol-acrylate and acrylate 

homopolymerization were much faster than thiol-epoxy reactions and that 

polymerization shrinkage decreased on enhancing the thiol-epoxy mechanism, while 

storage modulus, glass transition temperature and hardness increased as well. 

Taking all of this into account, we report a new sequential photo-thermal curing of 

(meth)acrylate-thiol-epoxy formulations based on glycidyl methacrylate (GMA) and 

trimethylolpropane tris(3-mercaptopropionate) (S3), using 2,2-dimethoxy-2-phenyl-

acetophenone (DMPA) as UV radical initiator and 1-methylimidazole (1MI) as the 

catalyst for the thermal step. We also added trimethylolpropane triacrylate (TMPTA) 

or trimethylolpropane trimethacrylate (TMPTM) to the formulation, which have a 

higher functionality to obtain gelled intermediate materials during the first UV curing 

step. It should also be noticed that the selection of GMA as the epoxy monomer makes 

this reactive system highly advantageous, due to the absence of free unreacted 

molecules after the first step, avoiding possible dripping or exudation during the 

application or storage of the intermediate materials. Moreover, GMA capable to react 

in both curing stages, acts as a coupling agent. The competition of the radical thiol-

acrylate and acrylate homopolymerization during the first step affects the Tg of the 

intermediate and final materials, since it leads to the stoichiometric imbalance and to 

the presence of unreacted thiol groups in the final material, which reduces Tg values. 

On the other side, reducing the proportion of thiols in the initial formulation, the 

homopolymerization of unreacted epoxides, once the thiol groups are exhausted, can 

occur. This will increase the Tg of the final material as well as the crosslinking density. 

Thus, because of such a complex curing mechanism, we have optimized the 

formulation composition to reach the adequate characteristics of the intermediate 

and final materials. 
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The evolution of both curing stages was evaluated by calorimetry (DSC) and FTIR 

spectroscopy and the materials obtained have been characterized by calorimetric, 

thermomechanical and thermogravimetric analyses and the mechanical properties by 

tensile test.  

2. Experimental Methods 

2.1 Materials 

Glycidyl methacrylate (GMA) was supplied by Miwon. Trimethylolpropane 

trimethacrylate (TMPTM), trimethylolpropane triacrylate (TMPTA), 

trimethylolpropane tris(3-mercapto-propionate) (S3), 1-methylimidazole (1MI) and 

2,2-dimethoxy-2-phenylacetophenone (DMPA) were provided by Sigma Aldrich and 

used without further purification. 

2.2 Preparation of the samples 

All formulations (with compositions detailed in Table 4.1) were prepared in 5 mL vials 

in approximately 2 g batches. First of all, 5% w/w of 1MI (to GMA) and 7% w/w of 

DMPA (to GMA) were weighted in a vial. Then GMA was added, and the mixture was 

manually stirred. Once dissolved, the corresponding amount (0.2 mol/mol GMA) of 

TMPTM or TMPTA were added, followed by the thiol, S3. The mixtures were vigorously 

and manually stirred at room temperature. In this study, different proportions of S3 

were added to the formulations. They were coded as G_X_Y% where G indicates the 

presence of GMA, X indicates TMPTA or TMPTM and Y% the amount of S3 in molar 

percentage in reference to the stoichiometric amount. The stoichiometry of thiol-

acrylate/thiol epoxy reaction is one mol of tri(meth)acrylate per mol of thiol and 1 mol 

of GMA per 2/3 mol of thiol. As an example, G_TMPTA_46% is a formulation in which 

GMA and TMPTA are used and a 46% mol of S3 has been added to the mixture. 

The formulations prepared, were poured in a pre-silanized glass mold and left under 

a 36W UV lamp during 6 minutes (stage 1) in time intervals of 2 min to limit the 

increase of temperature. At the end of this first stage, the mixtures were cured in a 

conventional oven at 100°C during 2 h and post-cured at 150°C during 1 h. Fully cured 

samples for dynamomechanical (DMA) and thermogravimetric (TGA) analyses were 

die-cut and slightly polished with sandpaper to obtain rectangular specimens of 20 x 

5 x 0.8 mm3. 
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Table 4.4. Compositions of the formulations prepared. 

Sample 
GMA  

(mol %) 

TMPTA  

(mol %) 

TMPTM  

(mol %) 

S3     

(mol %) 

1MI  

(mol %) 

DMPA  

(mol %) 

G_TMPTA_stoich 45.6 9.1 - 39.6 3.9 1.8 

G_TMPTA_62% 53.8 10.8  28.7 4.6 2.1 

G_TMPTA_58% 54.8 11.0 - 27.4 4.7 2.1 

G_TMPTA_54% 55.8 11.2 - 26.0 4.8 2.2 

G_TMPTA_50% 56.9 11.4 - 24.6 4.9 2.2 

G_TMPTA_46% 57.9 11.6 - 23.2 5.0 2.3 

G_TMPTA_42% 59.1 11.8 - 21.6 5.1 2.4 

G_TMPTA_38% 60.2 12.1 - 20.1 5.2 2.4 

G_TMPTM_58% 54.8 - 11.0 27.4 4.7 2.1 

G_TMPTM_54% 55.8 - 11.2 26.0 4.8 2.2 

G_TMPTM_50% 56.9 - 11.4 24.6 4.9 2.2 

G_TMPTM_46% 57.9 - 11.6 23.2 5.0 2.3 

G_TMPTM_42% 59.1 - 11.8 21.6 5.1 2.4 

G_TMPTM_38% 60.2 - 12.1 20.1 5.2 2.4 

 

2.3 Characterization methods 

Differential Scanning Calorimetry (DSC) analyses were carried out on a Mettler DSC-

3+ instrument calibrated using indium (heat flow calibration) and zinc (temperature 

calibration) standards. Samples of approximately 8-10 mg were placed in aluminum 

pans with pierced lids and analyzed in nitrogen atmosphere with gas flow of 50 

cm3/min. Dynamic studies between -80 °C and 250 °C with a heating rate of 10 °C/min 

were performed in order to characterize the curing process. The Tgs of the 

intermediate and final materials were determined by performing a scan between             

-80 °C or -30 °C and 250 °C with a heating rate of 20 °C/min. The reaction enthalpy 

(ɲƘ) was integrated from the calorimetric heat flow signal (dh/dt) using a straight 

baseline with help of the STARe software. 

To follow the whole curing process, a FTIR spectrometer Bruker Vertex 70 with an 

attenuated total reflection accessory with thermal control and a diamond crystal 

(Golden Gate Heated Single Reflection Diamond ATR, Specac-Teknokroma) and 

equipped with a mid-band liquid nitrogen-cooled mercury-cadmium-telluride (MCT) 
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detector was used. Real-time spectra were collected in absorbance mode with a 

resolution of 4 cm-1 in the wavelength range 4000 to 600 cm-1 averaging 20 scans for 

each spectrum. The disappearance of the absorbance peak at 1636 cm-1 

corresponding to the stretching of the C=C bond of (meth)acrylates as well as the 

decrease of the thiol (S-H) peak at 2570 cm-1 were used to confirm that the first step 

of the curing was complete [26]. The characteristic absorbance peak at 915 cm-1 

corresponding to the bending of the epoxy group and the appearance of a peak at 

3500 cm-1 related to the formation of OH groups during the thiol-epoxy reactions were 

used to characterize the second stage [27]. 

The thermomechanical properties were evaluated using a DMA Q800 (TA 

Instruments) with the film tension clamp. All samples were stretched under an 

amplitude of 10 µm and a frequency of 1 Hz using ramp temperature from -30 °C to 

200 °C with a heating rate of 2 °C/min. 

TGA analyses were carried out with a Mettler Toledo TGA2 thermobalance. Cured 

samples, weighting around 10 mg were degraded between 30 and 600 °C at a heating 

rate of 10 °C/min in N2 atmosphere with a flow of 50 cm3/min. 

Final materials were tested until break in tensile mode at room temperature using an 

electromechanical universal testing machine (Shimadzu AGS-X) with a 1 kN load cell 

at 10 mm/min and using Type V samples with a thickness of 1 mm according to ASTM 

D638-14 standard. Three samples of each material were analyzed, and the results 

were averaged. 

3. Results and discussion 

3.1 Study of the curing process 

The dual-curing process that we develop in the present work consists in a first 

photoinitiated thiol-(meth)acrylate polymerization followed by a thermal thiol-epoxy 

reaction as a second stage. Acrylates can react with thiols via two different pathways 

depending on the catalyst and conditions used: (a) Thermal thiol-acrylate Michael 

addition in the presence of a base [28] or (b) radical mediated thiol-acrylate reaction 

that can be initiated by UV irradiation in the presence of photoinitiators such as DMPA 

(Scheme 4.1). Through both reaction pathways, the structure of the final products is 

identical, formed by attachment of the sulfur to the methylene carbon of the vinyl 

group. As it is shown in the scheme, in the UV pathway, first of all, a thiyl radical is 

generated by reaction of the thiol and the radical produced by the photolysis of the 

UV initiator (reaction a). This thiyl radical can be added to the acrylic monomer in 

order to form a new acrylic radical (reaction b). The radical formed either abstracts a 

hydrogen from the thiol forming a new thiol-acrylate product and a new thiyl radical 

(reaction c) or propagates through another acrylate functional group generating an 

acrylic radical that leads to the growing of homopolymer chains (reaction d). The 
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occurrence of this last process leads to a stoichiometric imbalance with high 

proportion of thiol unreacted in the intermediate and final materials. This fact means 

that the Tg of the material will be reduced, and the final material could evolve over 

time due to the presence of unreacted thiol groups.  

 

Scheme 4.1. Radical-mediated thiol-acrylate polymerization mechanism. 

The presence of the 1MI in the initial formulation can initiate the thiol-Michael 

addition in concurrence with the radical UV-initiated thiol-ene mechanism. This 

increases the complexity of this curing process. It is worth to note, that acrylates and 

methacrylates have different reactivity in front of the thiol-Michael addition, being 

acrylates more reactive since the presence of a methyl group in methacrylates makes 

more difficult the nucleophilic attack. 

On preparing the formulation, we added to the GMA monomer, 0.2 mol of a 

tri(meth)acrylate, TMPTA or TMPTM, per mol of GMA to ensure gelation during the 

first step, and the stoichiometric amount of S3 and the initiators, DMPA and 1MI, for 

the first and second step, respectively. Figure 4.S1 shows the DSC curves of the 

stoichiometric formulation prepared with TMPTA after irradiation and after the 

second thermal step. The most representative data are collected in Table 4.2. We 

evaluated that the Tg of the intermediate material was about - 45 °C and the Tg of the 

completely cured material was 4 °C, being both too low for practical applications. The 

calorimetric curve of the intermediate material presented a well-defined exotherm 

with an enthalpy released of about 129 kJ per epoxy equivalent, which agrees with 

the previously reported for thiol-epoxy reaction [29]. 

To increase the Tg, the proportion of S3 in the reactive mixtures was progressively 

decreased and subsequently DSC studies of intermediate and final materials 

containing TMPTA or TMPTM were performed. Figure 4.1 shows the DSC curves 

corresponding to the second curing step of the photocured intermediate materials, 

for TMPTA formulations containing different mol % of S3 in reference to the 
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stoichiometric amount. Figure 4.S2 provides the same information for parallel 

formulations with TMPTM. The calorimetric data are collected in Table 4.2.  

Figure 4.1. DSC curves at 10 °C/min of the thermal step for the formulations containing 

different % mol of thiol. 

In Figure 4.1, it is possible to see an exotherm between 80 °C and 130 °C corresponding 

to the thermal thiol-epoxy reaction. Moreover, in the formulations containing 58% of 

thiol or less, a small wide peak appears between 130 °C and 175 °C. This broad 

exotherm can be attributed to epoxy homopolymerization, because thiols have been 

run out and unreacted epoxy groups are left.  In the presence of 1MI, they can 

homopolymerize by a ring opening mechanism. We can see in Table 4.2 the values of 

enthalpies for both reactions, which are influenced by the composition of the 

formulation. A lower proportion of thiol in the mixture leads to a reduction of the 

thiol-epoxy enthalpy released and to an increase in the epoxy homopolymerization 

heat. Accordingly, the Tg of the TMPTA final materials increases on reducing the 

proportion of thiol in the formulation, due to the epoxy homopolymerization that 

takes place, which leads to increase the crosslinking density. It should be mentioned 

that epoxide groups have a functionality of two in homopolymerization and only one 

in thiol-epoxy reaction, which implies an increase of the crosslinking density, when 

homopolymerization occurs. Moreover, the structure of S3 is quite flexible and the 

lower the proportion the higher the rigidity of the network. Formulations containing 

TMPTM released more enthalpy in the thiol-epoxy reaction, because less thiol reacts 

during UV-irradiation and consequently less epoxy homopolymerization occurs. The 

Tg of the TMPTM materials could not be determined by DSC, probably due to the 

higher inhomogeneity of the network obtained that did not lead to a well-defined 
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transition. However, as it will be shown later, DMA of TMPTM formulations allows us 

to see this transition. 

Table 4.5. Main calorimetric data of the intermediate and final materials. 

a Enthalpy released in the thiol-epoxy reaction by gram of mixture and by epoxy equivalent. 
b Enthalpy released in the epoxy homopolymerization by gram of mixture and by epoxy equivalent.  

 

It should be deduced from Table 4.2, that by decreasing the amount of thiol in the 

formulation, the Tgs of all the intermediate materials become higher compared to 

those obtained from the stoichiometric formulation. Moreover, TMPTA intermediate 

materials have slightly higher Tgs than the TMPTM ones. This indicates that thermal 

thiol-Michael reaction competes with the thiol-ene during irradiation, because the 

heat evolved in the thiol-ene can favor this reaction, being easier for acrylate 

derivatives, as previously commented. Thus, less unreacted thiols are present in the 

formulation and consequently, Tgs are higher. 

The enthalpy of the thiol-epoxy reaction is a bit higher in the case of methacrylates, 

because more thiol groups are left unreacted in the intermediate materials, which are 

able to react with epoxides. Consequently, less homopolymerization takes place, as 

we can see from the heat evolved in the broad exotherm at higher temperatures. 

Sample 
Tg interm 

(°C) 

Tg final 

(°C) 

ɲIthiol-epoxy
a 

(J/g) 

ɲHthiol-epoxy
a 

(kJ/eq) 

ɲIep. homo.
b 

(J/g) 

ɲIep. homo.
b 

(kJ/eq) 

G_TMPTA_stoich -45.5 3.9 243.6 129.3 - - 

G_TMPTA_62% -33.7 29.8 240.5 119.1 - - 

G_TMPTA_58% -30.7 35.3 230.9 100.1 6.9 2.1 

G_TMPTA_54% -26.1 39.7 217.7 89.0 15.9 7.0 

G_TMPTA_50% -21.4 44.9 210.8 82.4 20.6 9.1 

G_TMPTA_46% -16.9 49.0 167.6 63.3 52.4 25.6 

G_TMPTA_42% -13.3 56.1 146.9 53.6 59.1 29.9 

G_TMPTA_38% -11.9 59.8 137.9 48.4 73.9 31.2 

G_TMPTM_62% -35.1  250.9 125.7 - - 

G_TMPTM_58% -32.1  249.1 104.4 2.1 0.9 

G_TMPTM_54% -28.2  240.4 99.2 3.4 1.4 

G_TMPTM_50% -26.8  225.6 90.1 11.2 4.5 

G_TMPTM_46% -22.4  194.4 75.1 18.4 7.1 

G_TMPTM_42% -20.8  175.2 65.3 30.2 11.3 

G_TMPTM_38% -18.5  151.6 54.5 41.8 15.0 
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In both types of formulations, the progressive reduction of S3 proportion in the 

mixture produces a subsequent increase in epoxy homopolymerization, increasing the 

Tg of the cured materials as a result of the higher crosslinking density and the increase 

in the rigidity of the network. We can also see, that for higher concentrations of thiol 

(above 54%) the epoxy homopolymerization is meaningless. Nevertheless, we are able 

to achieve materials with Tgs above room temperature in all TMPTA formulations. 

However, the lower Tg of the thiol rich materials (G_TMPTA_stoich and 

G_TMPTA_62%) led to these proportions being discarded for further studies. 

To confirm that the reactions of each step of the dual curing have been completed, 

we registered the FTIR spectra of the intermediate and final materials, which were 

compared with the spectrum of the initial formulation. Figure 4.2 shows these spectra 

for the G_TMPTA_58% formulation. 

 

Figure 4.2. FTIR spectra of initial mixture (blue), intermediate material (orange) and final 

material (red) of the G_TMPTA_58% formulation. 

As we can see, the acrylate bands at 1636 cm-1 and 810 cm-1 have disappeared in the 

spectrum of the intermediate materials, due to the thiol-ene, thiol-Michael and 

(meth)acrylate homopolymerization. Therefore, the proportion of the acrylate in the 

formulation controls the extension of the first stage of the curing. Thiol absorption at 

2576 cm-1 is still visible in the intermediate material and disappears completely after 

the thermal process together with epoxy band at 910 cm-1. 

3.2 Thermal characterization of the materials 

The thermal stability of the fully cured materials was evaluated by thermogravimetry. 

Figure 4.3 shows the weight loss curves against temperature and their derivatives for 



Polymer 2021, 230, 124073 

111 
 

TMTPA formulations. Parallel formulations with TMTPM are shown in Fig. 4.S3 of the 

SI. Table 4.3 shows the main values extracted from the tests. 

 

Figure 4.3. TGA (a) and DTG (b) curves for all the thermosets obtained from TMPTA 

formulations in N2 atmosphere. 

The values of the initial degradation temperature in the table do not show significant 

differences among all the materials, but the occurrence of epoxy homopolymerization 

delays the initial degradation to occur and this temperature increases about 20 °C on 

reducing the proportion of thiol from 58 to 38 % in TMPTA formulations. The effect is 

less noticeable in TMPTM formulations, because of the lower homopolymerization of 

epoxides that occurs. There is no difference in the temperature of the maximum 

degradation rate, but the char yields follow the tendency to increase on decreasing 

the thiol percentage in the formulation. 

The thermomechanical characteristics of the materials were evaluated by DMTA. 

Figure 4.4 shows the tan d and storage moduli curves for the TMPTA materials. Figure 

4.S4 shows parallel results for TMPTM thermosets. The main data extracted from 

these experiments are collected in Table 4.3. 

The tan d curves show a monomodal shape indicating that there is only one network 

structure, in spite of the various reactions taking place during the whole curing 

process. However, the homogeneity of the material increases as the epoxy 

homopolymerization decreases and the curves become narrower as it is shown in 

Table 4.3. In the same sense, the damping capacity increases, due to the higher 

mobility of the network thanks to the higher proportion of linear aliphatic structures. 

A similar behavior presents the tan d curves in Figure 4.S4. In this case, the curves are 

broader and lower, which indicates a higher inhomogeneity of the network structure 

due to the higher occurrence of methacrylate homopolymerization that also leads to 

a lower damping capacity. 

Although, the moduli in the glassy state for all the materials prepared are similar 

without significant differences, the values of the moduli in the rubbery state show a 



Chapter 4 

112 
 

clear trend. The lower the proportion of thiol, the higher occurrence of epoxy 

homopolymerization and the higher the modulus in the rubbery state, which reflects 

the higher crosslinking density achieved. TMPTM materials show higher rubbery 

moduli than their acrylate counterparts (Figure 4.S5). In these materials, less epoxy 

homopolymerization has been observed, but the presence of the methyl group on the 

methacrylate units in the network can help to increase these values. 

Table 4.3. Main thermogravimetric and thermomechanical data of the final materials 

prepared. 

Sample 
T5%

a 
(°C) 

Tmax
b 

(°C) 
Char Yield c 

(%) 
Tǘŀƴ ʵd 
(°C) 

FWHMe 
(°C) 

9Ωglassy
f 

(MPa) 
9Ωrubbery

g 
(MPa) 

G_TMPTA_58% 275 346/445 5.5 49.1 21.1 2964 28.6 

G_TMPTA_54% 277 346/446 5.6 62.1 30.6 3112 37.6 

G_TMPTA_50% 279 346/447 5.8 71.5 33.8 2957 39.1 

G_TMPTA_46% 280 347/446 6.4 75.6 36.8 2905 43.3 

G_TMPTA_42% 283 348/447 6.6 87.9 44.9 3105 53.6 

G_TMPTA_38% 295 348/448 7.3 98.8 50.9 2939 69.3 

G_TMPTM_58% 298 345/442 5.3 70.4 40.3 3100 49.2 

G_TMPTM_54% 299 345/442 5.9 76.6 42.6 2666 54.4 

G_TMPTM_50% 299 345/442 6.0 87.3 43.8 2794 55.4 

G_TMPTM_46% 300 346/442 6.4 93.8 45.6 2998 65.1 

G_TMPTM_42% 301 346/442 6.7 97.5 58.5 3500 83.1 

G_TMPTM_38% 304 346/442 6.8 112.1 61.9 2579 83.9 
a Temperature of 5% of weight loss. b Temperature of the maximum rate of degradation of two main 

steps. c Char residue at 600 °C. d Temperature of the maximum of the tan d peak at 1 Hz. e Full width at 

ƘŀƭŦ ƳŀȄƛƳǳƳ ƻŦ ǘƘŜ ǘŀƴ ʵ ǇŜŀƪΦ f Glassy storage modulus determined by DMTA at -10 °C. g Rubbery 

storage modulus determined by DMTA at 125 °C. 

 

Figure 4.4. Evolution of tan d (a) and storage modulus (b) against temperature of G_TMPTA 

thermosets. 
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3.3 Mechanical characterization 

The mechanical characterization of all the materials prepared was performed by 

stress-strain experiments at room temperature in the universal testing machine. It 

should be mentioned that we selected only to test those materials with Ttan d  above 

enough with respect to room temperature (Tr.t.) in order to obtain a comparable 

mechanical behavior in glassy state. In those materials with a Tǘŀƴ ʵ very near to Tr.t., 

network relaxation can occur during the strain-stress experiment and the results will 

not be comparable between them.  

 

Figure 4.5. Strain and stress at break and tensile modulus for the thermosets obtained from 

TMPTA and TMPTM materials. 

 

The values of strain at break, stress at break and tensile modulus are presented 

graphically in Figure 4.5. As it can be seen, the materials containing TMPTM show 

higher values of tensile modulus as well as stress at break than their TMPTA 

counterparts. Although in these materials there is not much epoxy 

homopolymerization, the presence of the methyl group in the structure of 

methacrylates as well as the homopolymerization of methacrylate during the UV-

initiated step may produce an increase in the stiffness and the strength of the 

materials, which is reflected by an increase in the tensile modulus and stress at break, 

respectively. Moreover, it is possible to observe that the higher the proportion of S3 

in the materials, the lower the values of tensile modulus and stress at break which can 

be attributed to the lower occurrence of epoxy homopolymerization that provides 

high crosslinking density and therefore more stiffness and strength to the specimens. 

With respect to the strain at break results, a similar behavior is observed regardless 
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the proportion of S3 although the rigidity is slightly higher when reducing the 

proportion of S3 for the same reason above mentioned. TMPTA materials present 

higher values in comparison to TMPTM ones because of the higher proportion of thiol-

ene/thiol-Michael reaction that occurs during the first step and therefore more 

flexible chains are present in these materials that provides to the materials more 

flexibility. 

4. Conclusions 

A novel dual curing procedure, consisting in a first UV initiated step followed by a 

thermal process, has been implemented. Thermosets based on meth(acrylate)-epoxy 

thiol formulations containing 2,2-dimethoxy-2-phenylacetophenone (DMPA) and 1-

methylimidazole (1MI) as UV and thermal initiators, have been cured and 

characterized. Tri(meth)acrylates (TMPTA and TMPTM) used as the limiting 

monomers that allow the control of the extension of the first curing stage and the 

characteristics of the intermediate material. 

The use of glycidyl methacrylate (GMA) in combination with trifunctional 

meth(acrylates) allows this system to gel in the first stage and avoids possible dripping 

or exudation of free monomers during the storage of the intermediate materials.  

In the UV stage a thiol-ene reaction occurs (meth)acrylate groups and thiols, although 

(meth)acrylate homopolymerization competes. In case of formulations of TMPTA, 

thermal thiol-Michael reaction was detected, because of the presence of 1MI in the 

initial mixture that catalyzes this reaction. 

The concurrence of the (meth)acrylate homopolymerization leads to a stoichiometric 

imbalance in the second stage, in which thiol-epoxy reaction occurs and consequently 

lead to materials with Tg below or around room temperature. To increase this 

parameter, lower proportions of thiol were added to the formulation, but the scarcity 

of thiol leads to the occurrence of epoxy homopolymerization catalyzed by the base. 

This homopolymerization increases the crosslinking density, tan d temperature and 

modulus in the rubbery state.  

TMPTM formulations experiment less epoxy homopolymerization than their 

corresponding TMPTA formulations since methacrylates homopolymerize in a lesser 

extent than acrylates and consequently a higher proportion of unreacted thiol is 

present in the intermediate material, able to react with epoxides. 

The higher the proportion of thiol in the formulation the lower the tan d temperature 

of the thermoset and the higher the damping characteristics and the homogeneity of 

the material. TMPTM thermosets show higher rubbery moduli and tan d temperatures 

than their acrylate counterparts. 
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The characterization of the tensile properties at room temperature reveals an increase 

in stiffness and strength when reducing the proportion of trithiol due to the epoxy 

homopolymerization in both TMPTM and TMPTA, although higher values are obtained 

in TMPTM samples due to the presence of the methyl group in the structure and the 

higher proportion of homopolymerization of methacrylate during the first UV step. 

The occurrence of thiol-ene/thiol-Michael reaction in TMPTA samples produces 

higher strain at break than TMPTM material, more evident for higher proportion of 

tri thiol.  

To sum up, a wide range of properties can be obtained combining glycidyl 

methacrylate with trifunctional (meth)acrylates and thiol compounds. The use of off-

stoichiometric (meth)acrylates-epoxy thiol formulations is a useful strategy that 

allows tailoring the properties of the intermediate and final materials when 

(meth)acrylate homopolymerization competes with radical UV-initiated thiol-

(meth)acrylate reaction. 
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Supporting Information 

 

Figure 4.S1. DSC curves at 10 °C/min of the thermal step for the stoichiometric formulation 

containing TMPTA of the intermediate (blue) and final (orange) material. 

 

 

Figure 4.S2. DSC curves at 10 °C/min of the thermal step for the formulations containing 

different % mol of thiol. 
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Figure 4.S3. TGA and DTG curves for all thermosets containing TMPTM in N2 atmosphere . 

 

 

Figure 4.S4. 9Ǿƻƭǳǘƛƻƴ ƻŦ ǘŀƴ ʵ ŀƎŀƛƴǎǘ ǘŜƳǇŜǊŀǘǳǊŜ ƻŦ ŀƭƭ Dψ¢at¢a ǘƘŜǊƳƻǎŜǘǎΦ 

 

 

Figure 4.S5. Evolution of storage modulus against temperature of all G_TMPTM thermosets. 
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ABSTRACT 

This paper aims to increase sustainability in thermosetting polymeric fields using bio-

based monomers and environmentally friendly processing technologies based on 

dual-curing. Eugenol has been transformed into acrylate epoxy eugenol (AEEU) that 

can participate in thio-Michael additions and thiol-epoxy reactions. These reactions 

constitute the first and second steps of the sequential dual-curing process. A basic 

catalyst has been added to favor the kinetics of the curing process. We have selected 

three thiols with functionalities 3, 4, and 6, the first is derived from eugenol, and the 

others are derived from pentaerythritol, all can be obtained from renewable 

resources. To tailor and improve the intermediate material characteristics in the dual-

curing process, we have added the triacrylate of glycerol. By changing its proportion, 

a liquid or a rubbery solid can be obtained as an intermediate, which allows a 

significant number of application technologies. Rheology, DSC, and FTIR were used to 

follow the evolution of both curing steps and to confirm the sequential character of 

the dual-curing. The thermal characteristics of intermediate and final materials have 

been evaluated by TGA and DMTA. Tensile tests at break were performed to evaluate 

the mechanical properties. 

KEYWORDS 

Biobased, eugenol, dual-curing, thio-Michael, thermosets. 

 

 

 

 

 



Chapter 5 

124 
 

1. Introduction 

Eugenol is a natural antimicrobial and analgesic compound used as a fragrance and 

flavoring additive in the cosmetics and food industry. Moreover, it has interesting 

pharmacologic properties such as antioxidant, antispasmodic, antidepressant, and 

anticarcinogenic, etc [1,2]. The particular structure and commercial availability of 

eugenol have turned the natural product into an exciting feedstock for building bio-

based polymers that can substitute petrol-based ones in a more environmentally 

friendly manner. 

There are many publications on the use of eugenol in the synthesis of thermosets [3-

8]. The chemistries implied in their preparation are quite varied because of the 

functionality of the eugenol molecule with a phenol and an allyl group that can be 

further modified. Thiol-ene reactions, taking advantage of the allyl group, and the 

possibility to transform the phenol into the allyl ether, have been proposed in the 

preparation of adhesives [9]. Moreover, homopolymerization of acrylic derivatives 

have been explored in the preparation of dental materials [10].  Also, bisbenzoxazines 

[11] and bismaleimides [12] were prepared and polymerized obtaining high-

performance thermosets.  However, most of the thermosetting derivatives of eugenol 

are based on the chemistry of the epoxy groups, introduced in the phenol function as 

glycidyl ether [13], by epoxidation of the allyl group [5,8,14] or both [15,16]. 

Dual curing is a practical and versatile methodology to prepare thermosets by 

combining two different polymerization processes simultaneously or sequentially, 

which can be activated by different stimuli such as temperature or UV light or by 

applying different reaction conditions. When the functionality of the monomers is 

adequate, this process leads to thermosets and can be applied in multi-stage or 

advanced fabrication technologies [17]. For the sequential dual curing, the control of 

the polymerization sequence is relevant. It is advantageous in front of the B-stage 

process since the control of the first and second steps is based on the composition of 

the formulation and not to tight time-temperature conditions. Thus, in sequential dual 

curing, the reactions involved in both stages must be well controlled; for this reason, 

click reactions are preferred. According to the formulation's composition, the 

intermediate material's characteristics can be tailored as desired. It can be a 

conformable solid or a viscous liquid, depending on the application of this material in 

the following fabrication steps. In this way, higher flexibility can be reached during the 

fabrication of the devices, which usually leads to less waste material and reduces the 

processing energy costs, making this process more environmentally friendly. 

There are a great number of click reactions used in the synthesis of thermosets such 

as nucleophilic attack to epoxides [18,19], Michael addition [20,21], photoinitiated 

thiol-ene and thiol-ine additions [22,23], thiol-isocyanate addition [24], Diels-Alder 

and azide-ine cycloadditions [25,26], as the more extended. The most relevant 



(submitted) 

125 
 

characteristic of click reactions in the dual-curing procedure is their orthogonality [27]. 

This allows both polymerization reactions to occur independently with a temporal 

control and well-defined and predictable characteristics of the intermediate material. 

Moreover, the possibility of being performed in an air atmosphere without solvents 

and soft conditions is also advantageous technologically. 

In previous work in our group, we applied a dual-cured methodology for preparing 

thermosets based on eugenol derivatives [28]. We combined a UV-initiated thiol-ene 

with a thermal thiol-epoxy starting from diallyl epoxy eugenol and various thiol 

derivatives. Although the first thiol-ene process was UV-initiated and the second thiol-

epoxy was thermal, we could not observe a clean sequential character since the first 

thiol-ene process did not reach completion, and the photochemical and thermal 

processes partially overlapped. This was attributed to stabilized allyl-benzylic radicals 

forming in the eugenol structure with low reactivity. 

In the present work, we synthesized epoxy eugenol acrylate (AEEU) to react with 

multifunctional thiols with different structures and functionalities. The dual-curing 

process is constituted by a thio-Michael addition occurring at low temperatures 

followed by a thiol-epoxy reaction in the second step at higher temperatures. It is 

worth commenting that thermal triggering is more convenient for thick and complex-

shaped samples because it is more uniform than photoinitiation, and vitrification of 

the final material, which can occur in photopolymerized samples, is avoided. Since 

AEEU is monofunctional in the thio-Michael reaction and the aim is to reach a 

networked structure during the first step, different proportions of the triacrylate of 

glycerol have been added. By selecting the proper proportion of this glycerol 

derivative, the characteristics of the intermediate material, viscous or rubbery, have 

been tailored. The fact that the multifunctional thiol monomer participates in both 

polymerization reactions hinders exudation or bleeding.  The intermediate and final 

materials have been characterized by thermal, mechanical and thermomechanical 

analysis, and the gelation time during the first or second step by rheology. 

2. Experimental methods 

2.1 Materials  

Eugenol (EU, 99%), m-chloroperbenzoic acid (MCPBA, 70-75%), sodium bicarbonate 

(NaHCO3, 99%), glycerol (Gly, 98%), 1-methyl imidazole (1MI, 99%), and sodium 

ŎƘƭƻǊƛŘŜ όbŀ/ƭΣ фф҈ύ ǿŜǊŜ ǇǳǊŎƘŀǎŜŘ ŦǊƻƳ ¢ƘŜǊƳƻ {ŎƛŜƴǘƛŦƛŎΦ !ŎǊȅƭƻȅƭ ŎƘƭƻǊƛŘŜ όҗфт҈ύΣ 

candida antarctica lipase B (CALB), methyl acrylate (MA, 98%), allyl bromide (97 %), 

thioacetic acid (TAA), 2,2-dimethoxy-2-phenylacetophenone (DMPA), and oxone were 

obtained from Sigma Aldrich. Triethylamine (TEA), tert-butanol (tBuOH), methyl tert-

butyl ether (MtBE) and sodium disulfite (Na2S2O5) were purchased from Scharlau, and 

triethyl benzyl ammonium chloride (TEBAC, 99%) from Alfa Aesar. Pentaerythritol 
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tetrakis (3-mercapto propionate) (S4, 98%, 122.17 g/eq) and dipentaerythritol hexakis 

(3-mercapto propionate) (S6, 98%, 130.5 g/eq) were kindly supplied from Bruno Bock 

Thiochemicals and used as received. All chemicals were used without any purification 

except CALB that was put in a desiccator under vacuum overnight with anhydrous 

MgSO4. 

2.2 Synthesis of acrylate eugenol (AEU) 

EU (10.0 g, 61 mmol) and TEA (13 mL, 71.4 mmol) were dissolved in 30 mL of 

anhydrous dichloromethane (DCM) under inert conditions. The solution was cooled 

down to 0-5 °C and stirred for 30 min before adding dropwise acryloyl chloride (5.9 

mL, 71.4 mmol) dissolved in 10 mL of dry DCM. The reaction was allowed to proceed 

for 24 h at room temperature. Then, the reaction was vacuum filtered and washed 

once with HCl 1M (100 mL), twice with saturated NaHCO3 solution (100 mL), and finally 

with saturated NaCl solution (100 mL). The organic layer was dried over anhydrous 

MgSO4, and the solvent was removed in a rotary evaporator to afford AEEU as a 

yellowish viscous oil (12.6 g, 95%). 

 1H NMR (CDCl3, d in ppm): 6.99 (d, 1H); 6.79 (m, 2H); 6.61 (dd, 1H); 6.35 (dd, 1H); 6.00 

(dd, 1H); 5.99 (m, 1H); 5.11 (m, 2H); 3.81 (s, 3H); 3.39 (d, 2H) (see Figure 5.S1). 13C 

NMR (CDCl3, d in ppm): 164.29, 150.95, 139.09, 137.82, 137.07, 132.42, 127.70, 

122.53, 120.71, 116.18, 112.81, 55.88, 40.12 (see Figure 5.S2). 

 2.3 Synthesis of acrylate epoxy eugenol (AEEU) 

The synthesis of AEEU was performed in two different ways. Here, we described the 

one using oxone as a reagent. The other one can be seen in the SI. AEU (1 g, 4.60 

mmol), acetone (47.0 mL, 0.64 mol), H2O (25 mL), ethyl acetate (50 mL), TEBAC (0.21 

g, 0.92 mmol), and NaHCO3 (16.9 g, 0.20 mol) were added in a 500 mL three-necked 

flask and stirred for 5 minutes and cooled down to 0-5 °C. Then, oxone (22.5 g, 73.3 

mmol) in portions of 7.15 g diluted in 50 mL of H2O was added every day for 2 days. 

The mixture was allowed to react another day at 0-5 °C. Then, the organic product was 

extracted with diethyl ether (3 x 100 mL), and the organic layer was washed with H2O 

twice, dried over anhydrous MgSO4, and the solvent removed in the rotary evaporator 

obtaining AEEU as a yellowish solid (0.86 g, 80%). Melting point was 62.2 °C (by DSC). 

 1H NMR (CDCl3, d in ppm): 7.01 (d, 1H); 6.85 (m, 2H); 6.60 (dd, 1H); 6.35 (dd, 1H); 6.00 

(dd, 1H); 3.82 (s, 3H); 3.16 (m, 1H); 2.85 (d, 2H); 2.81 (dd, 1H); 2.56 (dd, 1H) (Figure 

5.1). 13C NMR (CDCl3, d in ppm): 164.22, 151.04, 138.32, 136.32, 132.53, 127.63, 

122.70, 121.12, 113.27, 55.93, 52.34, 46.84, 38.69 (Figure 5.2). FTIR (ATR): 1737 cm-1 

(C=O acrylate); 1636 cm-1 (C=C acrylate); 1600 cm-1 (aromatics); 825 cm-1 (epoxide) 

(Figure 5.S3). 
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2.4 Synthesis of glycerol triacrylate (GTA) 

The synthesis of GTA was performed in two different ways. Here, the one using CALB 

is described while the other route is described in the SI. In a 250 mL two-necked round 

bottom flask equipped with a magnetic stirrer and a Soxhlet system with glass wool, 

activated 4 Å molecular sieves, and a condenser, glycerol (1 g, 10.9 mmol) was mixed 

with 80 mL of MtBE/tBuOH (1:1 v/v). Then, MA (14.7 mL, 0.2 mol) was added, the 

mixture heated until reflux, and the Soxhlet drained 4 times. Next, CALB (200 mg, 20% 

w/w to Gly) was added, and the mixture was kept for 24 h at reflux. Afterward, the 

mixture was vacuum filtered and washed twice with 1 M NaOH solution. The organic 

phase was dried with anhydrous MgSO4 and filtered, and the solvent and the excess 

of MA were removed in a rotary evaporator yielding GTA as a brownish viscous oil 

(30%). 

 1H NMR (CDCl3, d in ppm): 6.45 (dd, 1H); 6.15 (dd, 1H); 5.88 (dd, 1H); 4.27 (m, 4H); 

4.18 (m, 1H) (Figure 5.S4). 13C NMR (CDCl3, d in ppm): 165.55, 165.13, 131.94, 131.74, 

127.75, 127.68, 69.16, 62.33 (Figure 5.S5).  

2.5 Synthesis of the triallyl derivative eugenol (DAllylEU) 

DAllylEU was prepared by a reported procedure [9]. The synthesis went through the 

allylation of eugenol in a basic medium to obtain O-allyl eugenol (OAllylAEU) (Figure 

5.S6-S7). By heating the previous product, a Claisen rearrangement led to 6-

allyleugenol (6-AllylAEU) (Figure 5.S8-S9). This product was finally allylated to obtain 

the 6-allyl O-allyl eugenol (DAllylEU). 

1H NMR (CDCl3Σ ʵ ƛƴ ǇǇƳύΥ сΦт ǎ ό!ǊΣ нIύΣ сΦлр Ƴ ό-CH=,1H), 5.90 m (-CH=, 2H), 5.34 dd 

(CH2=, 1H), 5.19 dd (CH2=, 1H), 5.15-5.0 m (CH2=, 4H), 4.46 d (-CH2-O-, 2H), 3.87 s (CH3-

O-, 3H), 3.38 d (-CH2-Ar, 2H), 3.31 d (-CH2-Ar, 2H) (Figure 5.S10). 13C NMR (CDCl3Σ ʵ ƛƴ 

ppm): 152.6, 144.1, 137.5, 137.3, 135.7, 134.5, 133.7, 121.7, 117.0, 115.8, 115.5, 

110.5, 73.7, 55.7, 40.1 and 34.3 (Figure 5.S11). FTIR (ATR): 3072, 3018, 2901, 2825, 

1637, 1583, 1510, 1451, 1418, 1256, 1230, 1141, 1026, 986, 907, 804 and 752 cm-1. 

2.6 Synthesis of the trithiol derivative of eugenol (3SHEU) 

     2.6.1 Photochemical thiol-ene reaction (SAcEU) 

The synthesis followed a reported procedure [28]. A mixture of 5 g (20.5 mmol) of 

DAllylEU, 22.2 g (291.6 mmol) of TAA and 0.1290 g (0.50 mmol) of DMPA were 

photoirradiated with a UV lamp at 356 nm for 1 h. The product obtained was dissolved 

in CHCl3, extracted with a saturated NaOH solution, washed with water, and dried over 

anhydrous MgSO4. The solvent was eliminated on a rotary evaporator. The product 

obtained was a viscous liquid with 96 % yield.  
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1H NMR (CDCl3, d in ppm): 6.52 s and 6.50 s (Ar, 2H), 3.91 t (-CH2-O-, 2H), 3.80 s (CH3-

O-, 3H), 3.10 (-CH2-S-, 2H), 2.85 m (-CH2-Ar, 4H), 2.56 m (-CH2-S-, 4H), 2.31 s (CH3-CO-

S-, 9H), 1.99 m (-CH2-CH2-CH2-O-, 2H), 1.8 m (-CH2-CH2-CH2-Ar, 4H) (Figure 5.S12). 13C 

NMR (CDCl3, d in ppm): 195.7, 195.6, 195.5, 152.3, 143.9, 136.6, 134.5, 121.4, 110.3, 

70.0, 55.5, 34.5, 31.0, 30.5, 30.3, 30.2, 29.1, 28.7, 28.4 and 25.8. (Figure 5.S13). FTIR 

(ATR): 2930, 2825, 1680, 1587, 1505, 1460, 1424, 1355, 1260, 1232, 1135, 1010, 950, 

800 and 607 cm-1.  

     2.6.2 Hydrolysis of SAcEU (3SHEU) 

9.31 g (19.7 mmol) of SAcEU were dispersed in 100 mL of methanol in a flask with 

magnetic stirring and then 1.70 g (42.5 mmol) of pulverized NaOH were added. The 

mixture was heated to reflux temperature under inert atmosphere for 5.5 h. The 

solution was cooled, and the solvent was removed. The product obtained was 

dissolved in HCl acidic water solution and extracted with CHCl3. Then washed with 

distilled water and dried over anhydrous MgSO4. The product obtained was a pale-

yellow viscous liquid with 84 % yield.  

1H NMR (CDCl3, d in ppm): 6.56 s (Ar, 2H), 3.98 t (-CH2-O-, 2H), 3.82 s (CH3-O, 3H), 2.77 

q (-CH2-S-, 2H), 2.61 m (-CH2-S-, 4H), 2.51 q (-CH2-Ar, 4H), 2.1 m (-CH2-CH2-CH2-O-, 2H), 

1.85 m (-CH2-CH2-CH2-Ar, 4H), 1.5 t (-SH, 1H), 1.35 t (-SH, 1H) and 1.33 t (-SH, 1H) 

(Figure 5.S14). 13C NMR (CDCl3, d in ppm): 152.2, 143.9, 136.7, 134.6, 121.5, 110.2, 

70.3, 55.5, 35.3, 34.6, 34.3, 34.0, 28.5, 24.1, 23.8 and 21.2 (Figure 5.S15).  FTIR (ATR): 

2930, 2825, 2580, 1587, 1503, 1460, 1430, 1260, 1230, 1150, 1090, 1010, 950 and 830 

cm-1. 

2.7 Preparation of the formulations 

In a 20 mL vial, a certain amount of AEEU was added and melted at 70 °C for 10 

minutes. Then, the corresponding amount of GTA was added and manually mixed with 

the melted AEEU. Later, the stoichiometric amount (SH:acrylate+epoxy = 1:1) of the 

corresponding thiol was added, followed by the addition of 5% mol/eq of thiol of 1MI. 

Finally, the mixture was vigorously stirred in an ice bath, poured into Teflon molds of 

30 x 5 x 1.5 mm3 dimensions and cured in an oven at 35 °C for 1 h (first curing step), 

80 °C for 1h, 120 °C for 2 h and 150 °C for 1 h (second curing step). The materials were 

coded as polyX_Y, where X indicates the thiol used and Y is ascribed to the gelation of 

the intermediate material. As an example, polyS4_gel is a material in which S4 was 

used as the crosslinker and the intermediate material of the dual curing was gelled 

due to the fact that the gelation occurred in the first curing step. Table 5.1 shows the 

composition of the different formulations studied. 
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Table 5.1. Molar composition of the formulations prepared and acrylates ratio. 

Formulation 
AEEU 

(% mol) 
GTA 

(% mol) 
3SHEU 
(% mol) 

S4 
(% mol) 

S6 
(% mol) 

1MI 
(% mol to SH) 

nGTA/nAEEU 
 

poly3SHEU_ 
gel 

38.6 17.8 43.6 - - 5 0.461 

poly3SHEU_ 
nogel 

53.9 5.0 41.1 - - 5 0.092 

polyS4_ 
gel 

43.4 20.0 - 36.6 - 5 0.461 

polyS4_ 
nogel 

60.2 5.6 - 34.2 - 5 0.092 

polyS6_ 
gel 

49.4 22.7 - - 27.9 5 0.459 

polyS6_ 
nogel 

68.9 6.4 - - 26.2 5 0.093 

 

2.8 Characterization methods 

1H NMR and 13C NMR spectra were recorded using a Varian VNMR-S400 NMR 

spectrometer. CDCl3 was used as a solvent. All chemical shifts are given in d in part per 

million (ppm) using the signals of the solvent as internal standard (1H NMR: CDCl3 = 

7.26 ppm; 13C NMR: CDCl3 = 77.16 ppm). 

A Mettler DSC-3+ differential scanning calorimeter (DSC) was employed to study the 

curing process. It was calibrated using indium (heat flow calibration) and zinc 

(temperature calibration) standards. Samples of 8-10 mg were used and analyzed in 

aluminum pans with pierced lids in N2 atmosphere with gas flow of 50 cm3/min. 

Temperatures between -80 °C and 250 °C were scanned with a heating rate of 10 

°C/min to characterize the curing process. The Tgs of the intermediate and final 

materials were determined with a heating rate of 20 °C/min. The reaction enthalpy 

(ɲƘ) was obtained by integration of the the calorimetric heat flow signal (dh/dt) using 

a straight baseline using the STARe software. 

FTIR spectra were recorded in a Jasco FT/IR-680 Plus with an attenuated total 

reflection accessory with thermal control and a diamond crystal (Golden Gate Heated 

Single Reflection Diamond ATR, Specac-Teknokroma) to confirm that the complete 

curing of the samples was achieved. Real-time spectra were collected in absorbance 

mode in the wavelength range 4000 to 600 cm-1 with a resolution of 4 cm-1. 20 scans 

were taken and averaged for each spectrum. The disappearance of the absorbance 

peak at 1636 cm-1 corresponding to the stretching of the C=C bond of acrylates as well 

as the decrease of the thiol (S-H) peak at 2570 cm-1 were used to confirm that the first 

step of the curing was complete. The peak at 915 cm-1 corresponding to the epoxy 

group and the appearance of a peak at 3500 cm-1 related to the formation of OH 
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groups by the thiol-epoxy reaction were used to confirm the completion of the second 

stage [29]. 

Thermomechanical properties were determined with a DMA Q800 (TA Instruments) 

using a film tension clamp. The samples (with dimensions of 30 x 5 x 1.5 mm3) were 

tested with an amplitude of 10 µm and a frequency of 1 Hz in the temperature range 

from -30 °C to 200 °C with a heating rate of 2 °C min-1. 

TGA analyses were performed using a Mettler Toledo TGA2 thermobalance. Cured 

samples of about 10 mg were heated between 30 and 600 °C at a heating rate of 10 

°C min-1 in nitrogen atmosphere with a gas flow of 50 cm3·min-1. 

The gelation time was determined using a rheometer ARES-G2 (TA Instruments) 

equipped with an electrical heated plate device (EHP) and 20 mm parallel plate 

geometry. The strain was set at 0. 05 % and the frequencies at 0.5, 1.75 and 3 Hz. Gel 

point was determined ŀǎ ǘƘŜ ŎǊƻǎǎƻǾŜǊ ƻŦ ǎǘƻǊŀƎŜ ƳƻŘǳƭǳǎ όDΩύ ǿƛǘƘ ǘƘŜ ƭƻǎǎ ƳƻŘǳƭǳǎ 

όDΩΩύ ŀǘ ǘƘŜ ǘƘǊŜŜ ŘƛŦŦŜǊŜƴǘ ŦǊŜǉǳŜƴŎƛŜǎΦ ¢ƘŜ ǇǊƻŎŜŘǳǊŜ ƛƴǘŜƴŘǎ ǘƻ ǎƛƳǳƭŀǘŜ ǘƘŜ ŎǳǊƛƴƎ 

in the oven: 35 °C for 1 h, temperature ramp from 35 to 80 °C at 3 °C min-1, and 30 min 

at 80 °C. 

The fully cured materials were tested in tensile until break using the DMA in static 

mode with 3 N/min of force ramp at 20 °C and applying 0.01 N as preload force.  

3. Results and discussion 

3.1 Synthesis of the starting monomers 

The epoxy acrylate of eugenol (AEEU) was synthesized via a high-yielding two-step 

procedure. The first step was the acylation reaction with acryloyl chloride in the 

presence of TEA, and the second was the epoxidation of the allylic group (Scheme 

5.1a). The literature offers the alternative of using acrylic acid and dicyclohexyl 

carbodiimide (DCC) in the presence of a base. However, it was reported that this 

procedure yields only 30 % of the product and therefore it was not used [30]. As a 

more sustainable alternative to preparing eugenol acrylate, we tried the enzymatic 

esterification with CALB of eugenol with methyl acrylate following a reported 

procedure [31], but the desired product was not obtained (Scheme 5.1b). The reason 

for that is the phenolic character of the substrate since it is reported that the 

enzymatic reaction works only well with primary and secondary alcohols. 

The quality of AEU was confirmed by 1H NMR spectroscopy (see Figure 5.S1) by the 

appearance of the acrylic protons between 6.61 and 6.00 ppm, whereas a carbonyl 

signal appears in the 13C NMR spectrum at 164.29 ppm (see Figure 5.S2).  

The further epoxidation of the allyl group was done with MCPBA at 0 °C for 24 h, with 

a yield of 96 %. As a greener alternative, we tried to use Oxone to perform the 

epoxidation of the allyl group [32]. In this case, a biphasic system with TEBAC as a 
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phase transfer catalyst was used, obtaining good yields of the desired product after 3 

days (80%), demonstrating the possibility to synthesize AEEU more sustainably.  

The completion of the reaction was confirmed by the vanishment of the allyl signals 

between 6.00 and 5.11 ppm and the appearance of the epoxydic signals between 3.16 

and 2.56 ppm in the 1H NMR spectrum shown in Figure 5.1 and at 52.34 and 46.84 

ppm in the 13C NMR shown Figure 5.2. Both spectra confirm the purity of the product 

obtained. Moreover, FTIR spectroscopy presented the characteristic absorptions of 

the ester moiety, the stretching of the acrylate C=C bond, and the epoxy group at 

1740, 1637, and 825 cm-1, respectively. 

 

 

Scheme 5.1. Synthetic routes to AEEU starting from eugenol (a and b), GTA starting from 

glycerol (c), and d) 3SHEU from eugenol. 
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Figure 5.1. 1H NMR spectrum of AEEU in CDCl3. 

 

 

 

Figure 5.2. 13C NMR spectrum of AEEU in CDCl3. 
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To synthesize GTA, the first approach tested was using acryloyl chloride and TEA in 

CHCl3 as a solvent due to its higher polarity than DCM (Scheme 5.1c). The product was 

obtained in good yields (94 %). The structure and purity were confirmed by 1H NMR 

by the appearance of the signals of the double bonds between 6.45 and 5.88 ppm 

(Figure 5.S4) and the four signals between 127 and 133 ppm in its 13C NMR spectrum 

(Figure 5.S5). Despite this, the enzymatic CALB methodology could be used to acrylate 

the primary and secondary alcohols after 2 days of reaction in relatively low yields 

(30%) but proving that GTA can also be obtained in a green way. 

The preparation of 3SHEU was performed as described in previous papers [28,33]. As 

seen in Scheme 5.1d, the process consists of a first allylation followed by a thermal 

Claisen rearrangement and a second allylation of the formed phenolic group, 

obtaining the triallyl derivative of eugenol. By a photoinitiated thiol-ene reaction with 

thioacetic acid and further saponification, 3SHEU was obtained and characterized by 

NMR spectroscopy. The spectra of intermediates and final materials are collected in 

the SI (Figures 5.S6-S15). All spectra show the high purity of the corresponding 

products.  

3.2 Study of the dual curing of the formulations 

The curing procedure by the dual curing methodology includes, as the first step, the 

thio-Michael addition and the thiol-epoxy reaction as the second one. All formulations 

include 1-MI as the base catalyst that favors the nucleophilic character of the thiol by 

forming thiolate groups. Both reactions are represented in Scheme 5.2. Since in the 

thio-Michael addition, AEEU acts as a monofunctional monomer, the addition of a 

multifunctional acrylate is needed to get a network or an oligomeric product, 

depending if the intermediate material is gelled or not. In our case, we selected 

triacrylate derived from glycerol because of its bio-based character and its compact 

structure. As thiols, the trifunctional derivative of eugenol has been selected, and the 

tetra and hexa functional derivatives of pentaerythritol were also tested. These last 

thiols were commercially available, but they could be also synthesized from bio-based 

pentaerythritol [34]. 

From both reactions, the thio-Michael addition is the most favored from the kinetics 

point of view, and it begins at room temperature during the first curing step. However, 

to ensure that this reaction has been completed, the curing mixture was maintained 

at 35 °C in an oven for 1 h. Once the thio-Michael reaction has been completed, the 

thiol-epoxy reaction can proceed at higher temperatures. Thus, the curing mixture 

was then cured in an oven using the following curing schedule: 80 °C for 1h, 120 °C for 

2 h, and 150 °C for 1 h. 
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Scheme 5.2. Chemical processes occurring in the first and second steps of the dual curing. 

We could prove by FTIR that in these conditions, the first and the second step were 

completed and well-differentiated. For example, Figure 5.3 shows the FTIR spectra of 

the intermediate and final material recorded for the polyS6_gel formulation. 

  

Figure 5.3. FTIR spectra of the intermediate and final materials obtained in the curing of the 

polyS6_gel formulation. 

Dual curing can be applied to advanced manufacturing processes mainly due to the 

possibility of tailoring the characteristics of the intermediate material. Thus, the 

intermediate can be a viscous liquid, and in this case, it can be used as a coating or an 

adhesive, or it can be a moldable solid that can be further processed to lead to 

complex shapes, as we could demonstrate in previous works in this topic 

[17,28,29,35]. The tailoring of these characteristics is done by the composition of the 

formulation, being the proportion of GTA, the one that defines if the formulation gels 

during the first or the second step. It is worth noting that no free monomers are left 
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after the first step is completed since AEEU participates in both processes as the thiols 

do. It means no dripping or exudation of monomers will occur during the storage of 

the intermediate material. 

The use of the Flory-Stockmayer equation (Eq. 5.1) allows the calculation of the 

amount of GTA necessary to gel [36,37]. The theoretical conversion of the acrylate 

groups at the gel point agel during the thio-Michael reaction can be calculated by Eq. 

5.1, assuming an ideal random step-wise reaction. 

‌                                               (Eq. 5.1) 

where r is the thiol/acrylate equivalent ratio, f1 the acrylate monomer functionality 

and f2 the thiol functionality. Since the functionality of the thiols tested are 3, 4 or 6, 

we obtained three different values of agel, each one for each thiol.  

By this equation, the critical molar ratio nGTA/nAEEU = 0.287 was obtained as the 

lowest to achieve gelation at complete conversion of acrylate moieties. Thus, two 

different possibilities were studied: a) a molar ratio nGTA/nAEEU = 0.46, in which 

gelation will occur before full conversion to obtain a solid-like intermediate material, 

and b) a molar ratio nGTA/nAEEU = 0.09, where gelation will not occur in the first step 

and a viscous-like intermediate material will be obtained. 

Rheological measurements confirmed that gelation occurs in the first or second curing 

step, according to the formulation composition. The formulation is transformed into 

a solid-ƭƛƪŜ ƳŀǘŜǊƛŀƭ ƛƴ ǘƘŜ ƎŜƭŀǘƛƻƴΣ ŀƴŘ ǘƘŜ ǎǘƻǊŀƎŜ ƳƻŘǳƭǳǎ όDΩΣ ǎƻƭƛŘ ŎƻƴǘǊƛōǳǘƛƻƴύ 

ōŜŎƻƳŜǎ ƘƛƎƘŜǊ ǘƘŀƴ ǘƘŜ ƭƻǎǎ ƳƻŘǳƭǳǎ όDΩΩΣ ƭƛǉǳƛŘ ŎƻƴǘǊƛōǳǘƛƻƴύΦ CƛƎǳǊŜ 5.4 represents 

the storage and loss moduli evolution with temperature for all the formulations 

prepared herein.  

As we can see in Figure 5.4 when the amount of GTA is low (polyX_no gel samples), 

the gelation cannot occur in the first step at 35 °C where thio-Michael addition is the 

ƻƴƭȅ ǊŜŀŎǘƛǾŜ ǇǊƻŎŜǎǎ ŀƴŘ DΩΩ ƛǎ ƘƛƎƘŜǊ ǘƘŀƴ DΩΣ ŀǎ ŎƻǊǊŜǎǇƻƴŘǎ ǘƻ ŀ ƭƛǉǳƛŘ-like behavior. 

DΩ ƻǾŜǊǇŀǎǎ DΩΩ ǿƘŜƴ ǘƘŜ ǘŜƳǇŜǊŀǘǳǊŜ ƛƴŎǊŜŀǎŜǎ ǘƻ ул ϲ/ ǿƘŜƴ ǘƘŜ ƎŜƭŀǘƛƻƴ ƻŎŎǳǊǎ ŀǎ 

a result of a thiol epoxy process. Contrarily, in formulations with a higher proportion 

of GTA (polyX_gel samples) already in the first curing stage at 35 °C the gelation can 

be observed, indicating that the functionality of the acrylate mixture is enough to 

reach a networked structure during thio-Michael addition. The same trends are 

observed for polyS4 and polyS6 materials. If we compare the times needed to get the 

gelation during the first step in (polyX_gel samples), we can see that the time is shorter 

in the case of polyS6_gel, according to the higher functionality of the thiol, which 

allows reaching the gel point at a lower conversion of acrylate. When comparing the 

rheological curves of (polySH3EU_gel samples) with (polyS4_gel samples) we see that 

is slightly faster in the former. Since the functionality is lower in (polySH3EU_gel 
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samples), the explanation can be found in a more rapid reaction of SH3EU in the thio-

Michael addition. This can be related to the lower viscosity of this formulation. 

 

 

 

Figure 5.4. 9Ǿƻƭǳǘƛƻƴ ƻŦ ǎǘƻǊŀƎŜ ƳƻŘǳƭǳǎ όDΩύ ŀƴŘ ƭƻǎǎ ƳƻŘǳƭǳǎ όDΩΩύ ǾǎΦ ǘƛƳŜ ŀǘ ŘƛŦŦŜǊŜƴǘ 

frequencies (0.5 Hz, 1.75 Hz and 3 Hz) for a) poly3SHEU_gel, b) poly3SHEU_nogel, c) polyS4_gel, 

d) polyS4_nogel, e) polyS6_gel, and f) polyS6_nogel during 1 h at 35 °C and 30 min at 80 °C. 

 

DSC was used to confirm the sequentiality of the curing process. Since the thio-

Michael addition begins at room temperature, we could not measure the enthalpy 

released during the first curing step. Thus, the DSC curves of all the materials after the 

first curing step were recorded. Figure 5.5 presents the DSC curves for all the 

formulations studied. Table 5.2 collects the enthalpy released in the second step and 

the Tg of the intermediate and final materials. The enthalpy released by the epoxy 

equivalent is between 120 and 129 kJ, which agrees with previously published data 
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[38]. Moreover, the curing exotherm begins at a temperature not below 75 °C. This 

confirms that the dual-curing process is sequential and that both steps occur 

independently.  

 

Figure 5.5. DSC curves at 10 °C/min of the curing of all the intermediate materials prepared. 

Table 5.2. Main calorimetric and thermogravimetric data obtained for all formulations. 

Formulation 
 ɲIa 

(kJ/ee) 

Tg
b interm 

(°C) 

Tg
b
 final 

(°C) 

T2%
c 

(°C) 

Tmax
d 

(°C) 

Char yielde 

(%) 

poly3SHEU_gel 120.4 -27.9 33.0 228 360 15.7 

poly3SHEU_nogel 122.3 -42.3 37.0 220 363 16.3 

polyS4_gel 126.5 -22.7 23.4 240 342 15.0 

polyS4_nogel 128.9 -30.9 31.8 247 329 14.9 

polyS6_gel 123.8 -9.8 39.3 250 346 14.5 

polyS6_nogel 120.3 -17.3 45.1 235 330 15.3 

a Enthalpy released in the thiol-epoxy reaction by epoxy equivalent. b Glass transition temperatures of   
the intermediate and final materials. c Temperature of 2 % of weight loss. d Temperature of the 
maximum rate of degradation. e Char residue at 600 °C. 

Looking at the Tgs determined for all the intermediate materials, we can see that they 

are well below room temperature, indicating their rubbery or fluid-like characteristics 

for gelled and non-gelled materials. As expected, the non-gelled materials have lower 

Tgs than the gelled ones. However, the contrary behavior is observed for the final 

materials. The materials with a lower proportion of GTA have higher Tg values. This 

can be explained by the flexibility introduced in the network by the GTA structure, and 

the flexible moieties originated through the thio-Michael addition. Moreover, the 

higher proportion of GTA requires more thiol in the formulation, which imparts a 
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higher flexibility. A parallel behavior of the evolution of the Tgs on changing the 

formulation composition was observed in previous studies [29,39]. 

The highest Tgs of the cured materials were obtained from S6 due to its higher 

functionality, increasing the crosslinking density. Although the functionality of S4 is 

higher than that of SH3EU, the rigidity of its aromatic ring in the eugenol derivative 

ǊŜŘǳŎŜǎ ǘƘŜ ƴŜǘǿƻǊƪΩǎ ŦƭŜȄƛōƛƭƛǘȅ ŀƴŘ ƳƻōƛƭƛǘȅΣ ƭŜŀŘƛƴƎ ǘƻ ƘƛƎƘŜǊ Tg values.  

3.3 Thermal characterization of the materials 

Thermogravimetry was used to evaluate the thermal stability of the fully cured 

materials. Figure 5.6 shows the weight loss evolution with temperature and the 

derivative curves. The main data extracted can be seen in Table 5.2. 

 

Figure 5.6. TGA (a) and DTG (b) curves for the dual-cured thermosets prepared in N2 

atmosphere. 

The DTG curves show that the degradation process occurs in two steps, except for 

poly3SHEU formulations. Since a significant proportion of ester groups are present in 

the network structure, the b-elimination process can happen to a great extent. The 

first degradation step can be attributed to this process, whereas the second can be 

attributed to the complete network degradation. 

From the values collected in Table 5.2, no significant differences in the initial 

degradation among all the materials can be observed, and all the values are higher 

than 220 °C. There are also no significant differences in the char residues at 600 °C. 

However, the temperatures of the faster degradation rates are higher for poly3SHEU 

materials, showing only one degradation step.   

The thermomechanical properties of the fully cured materials were determined by 

DMA. Figure 5.7 shows the evolution of storage moduli and tan d against temperature. 

The main data extracted from these studies are presented in Table 5.3. 
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Figure 5.7. Evolution of tan d and storage modulus against temperature for all the fully cured 

materials. 

Table 5.3. Main thermomechanical and mechanical data obtained for all the fully cured 
materials 

a Temperature of the maximum of tan d peak at 1 Hz. b Glassy storage modulus at Tg ς 50 °C determined by 
DMA. c Rubbery storage modulus at Tg + 50 °C determined by DMA. d Full width at half maximum of the tan 

d peak. 

 

In Figure 5.7, we can see that the tan d curves are monomodal and relatively narrow, 

with similar and low FWHM values, indicating the high homogeneity of the material 

due to the click character of the thio-Michael and thiol-epoxy reactions. The Tg values 

(considered as the temperature of the maximum of tan d peak) agree well with the 

Tgs measured by DSC following the same trend as explained before. The damping 

capacities (maximum of the tan d peak) are higher in those materials that gel in the 

second step of curing due to their lower crosslinking density. Storage moduli increase 

Formulation 
T 

tan d
a 

(°C) 

9Ωglassy
 b 

(MPa) 

9Ωrubbery 
c 

(MPa) 

FWHMd 

(°C) 

sbreak
 

(MPa) 

ebreak
 

(%) 

Tensile 

modulus 

(MPa) 

poly3SHEU_gel 32.9 2602 14.5 15.5 3.1±0.5 12.1±1.0 150±12 

poly3SHEU_nogel 42.4 2977 12.9 16.2 4.5±1.1 2.4±0.4 754±75 

polyS4_gel 23.5 3000 18.7 11.8 3.7±0.3 32.3±3.6 32.4±6.3 

polyS4_nogel 31.3 3761 15.3 11.7 3.9±1.7 23.0±3.5 78.5±18.6 

polyS6_gel 37.2 4000 24.3 12.2 4.2±0.2 6.4±0.4 648±82 

polyS6_nogel 48.2 4050 19.6 11.9 4.0±0.5 1.6±0.7 1354±125 
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with the functionality of the thiol selected in both glassy and rubbery states. The 

storage moduli in the glassy state are slightly higher in those materials that gel in the 

second step of curing, whereas the storage moduli in the rubbery state are somewhat 

lower. This is due to the GTA added. In polyX_gel, its amount is higher, increasing the 

ŎǊƻǎǎƭƛƴƪƛƴƎ ŘŜƴǎƛǘȅ όƛƴŎǊŜŀǎƛƴƎ 9Ω ƛƴ ǘƘŜ ǊǳōōŜǊȅ ǎǘŀǘŜύ ōǳǘ ƛƴǘǊƻŘǳŎƛƴƎ ƳƻǊŜ ŦƭŜȄƛōƛƭƛǘȅ 

in the network due to its aliphatic structure and the higher proportion of flexible thiols 

needed. Contrarily, in polyX_nogel, the ratio of GTA is lower, reducing the crosslinking 

density and the flexibility of the network structure.  

3.4 Mechanical characterization of the materials 

The mechanical characterization of the final materials was done in tensile in the DMA 

(in static mode) using the tension clamp at 20 °C. Figure 5.8 presents the stress-strain 

curves, and the main parameters extracted are presented in Table 5.3. 

 

Figure 5.8. Stress-strain curves for the thermosets obtained. 

 

The behavior observed in the tensile tests reflects two different factors. The first one 

is the network structure at the testing temperature (20 °C), being samples 

poly3SHEU_nogel and polyS6_nogel in the glassy state but all the other in the 

transition zone. This fact explains the higher rigidity (higher tensile modulus) and 

fragility (lower ebreak) of poly3SHEU_nogel and polyS6_nogel samples, the high 

ductility of S4 materials (almost totally relaxed at 20 °C) and the similar stress at break 

values of around 5 MPa. The second factor to consider is the ratio of GTA. The 

materials that gel in the first curing step, with a higher ratio of GTA, are more ductile 

that their counterparts with a lower ratio. This is due to the higher aliphatic character 

that allows an easier deformation without breaking.  
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4. Conclusions 

A sequential dual-curing procedure using bio-based monomers as starting compounds 

has been implemented. Eugenol was transformed into acrylate epoxy eugenol, which 

was reacted with thiols of different functionalities: 3, 4, and 6. The trithiol used was 

also obtained from eugenol. The curing process consisted of a first step of thio-

Michael addition and a second thiol-epoxy reaction catalyzed by 1-methylimidazole. 

The addition of different ratios of the triacrylate of glycerol allowed to modify the 

characteristics of the intermediate materials. Low proportions of this compound led 

to a viscous intermediate material, whereas higher proportions led to rubbery solids 

since the gelation occurred during the first steps. 

The fully cured materials were thermally stable until temperatures higher than 200 °C 

and showed Tgs in the 23 to 45 °C range. The materials with a higher proportion of the 

triacrylate showed lower Tgs and storage moduli in the glassy state but higher in the 

rubbery state due to their higher crosslinking densities. 

The aliphatic moieties of the network structure enhance the flexibility and 

deformation ability of the prepared thermosets and this fact was confirmed with the 

thermomechanical and the mechanical characterization of the samples. 
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Supporting Information 

Synthesis of acrylate epoxy eugenol (AEEU). In a 500 mL three-necked flask equipped 

with a magnetic stirrer and ice bath, AEU (15.0 g, 68.7 mmol) was dissolved in 25 mL 

of DCM and then a solution of MCPBA (24.5 g, 0.1 mol) in 250 mL of DCM was added 

dropwise. The reaction was kept at 0 °C for 24 h until complete disappearance of AEU. 

The resulting mixture was washed once with a 10% w/w aqueous solution of NaHSO3, 

twice with concentrated aqueous solution of NaHCO3 and finally brine. The organic 

layer was dried over anhydrous MgSO4, filtered and concentrated in a rotary 

evaporator to yield AEEU as a yellowish solid in a 96% of yield. 

Synthesis of glycerol triacrylate (GTA). In a 250 mL three-necked flask equipped with 

a magnetic stirrer and ice bath, Gly (5 g, 54.3 mmol) was dissolved in 25 mL of CHCl3. 

Then, TEA (37.8 mL, 0.27 mol) was added in the mixture and the system put in inert 

atmosphere. Later, a solution of acryloyl chloride (24.3 mL, 0.3 mol) in 50 mL of CHCl3 

was added dropwise. The mixture was allowed to proceed for 36 h at room 

temperature. Then, the reaction was vacuum filtered and washed once with HCl 1M 

(100 mL), twice with saturated NaHCO3 solution (100 mL), twice with 20% w/w Na2CO3 

solution (100 mL) and finally saturated NaCl solution (100 mL). Finally, the organic 

layer was dried over anhydrous MgSO4, filtered and the solvent removed in a rotary 

evaporator to afford GTA as a brownish viscous oil (13.0 g, 94%).  

Synthesis of O-allyl eugenol (OAllylEU). To a solution of EU (16.4 g, 0.100 mol) in DMSO 

(150 mL), pulverized NaOH (4.40 g, 0.110 mol) was added, and the resulting mixture 

was stirred for 10 min. Allyl bromide (13.3 g, 0.110 mol) was added dropwise over a 

period of 1 h at 40 °C. After the addition, the mixture was stirred maintaining the 

temperature for 3 h. The reaction mixture was poured into water and extracted with 

CHCl3. The organic layer was washed with water twice, dried over Na2SO4 and 

concentrated in vacuo to yield AEU as a yellow liquid (18.0 g, 88 %). 

Synthesis of 6-allyl eugenol (6-AllylEU). OAllylEU (12.8 g, 62.7 mmol) was stirred at 200 

°C for 3 h using a pressure tube to give rearranged DAEU as a yellow oil in a 

quantitative yield 

Synthesis of 6-allyl O-allyl eugenol (DAllylEU). To a solution of 6-AllylEU (6.13 g, 30.0 

mmol) in 100 mL of DMSO, pulverized NaOH (1.39 g, 33.0 mmol) was added, and the 

resulting mixture was stirred for 10 min. Allyl bromide (3.99 g, 33.0 mmol) was added 

dropwise over a period of 1 h at 40 °C. After the addition, the mixture was stirred 

maintaining the temperature for 3 h. The reaction mixture was poured into water and 

then extracted with CHCl3. The organic layer was washed with water twice, dried over 

Na2SO4 and concentrated in vacuo to yield DAllylEU as a yellow liquid (6.59 g, 90%).  
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Synthesis of the trithiol derived from eugenol (3SHEU).  

Thiol-ene reaction (SAcEU).  A mixture of 5 g (20.5 mmol) of DAllylEU, 22.2 g (291.6 

mmol) of TAA and 0.1290 g (0.50 mmol) of DMPA was photoirradiated with a UV lamp 

at 356 nm for 1 h. The product obtained was dissolved in CHCl3, extracted with a 

saturated NaOH solution, washed with water, and dried over anhydrous MgSO4. The 

solvent was removed on a rotary evaporator. The product obtained was a viscous 

liquid with 96% yield. 

Saponification (3SHEU). 9.31 g (19.7 mmol) of the previous synthesized product were 

added to 100 mL of MeOH in a flask equipped with magnetic stirrer. 1.70 g (42.5 

mmol) of pulverized NaOH were added and the mixture was heated to reflux 

temperature under inert atmosphere for 5.5 h. The solution was allowed to cool down 

and the solvent was removed. The product obtained was dissolved in water and 

acidified with 0.1 M HCl solution and then extracted with CHCl3. The organic phase 

was washed with distilled water and then dried over anhydrous MgSO4. The product 

obtained was a pale-yellow viscous liquid in 84% yield. 

 

 

 

Figure 5.S1. 1H NMR spectrum of AEU in CDCl3. 
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Figure 5.S2. 13C NMR spectrum of AEU in CDCl3.  

 

 

Figure 5.S3. FTIR-ATR spectrum of AEEU. 
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Figure 5.S4. 1H NMR spectrum of GTA in CDCl3. 

 

 

Figure 5.S5. 13C NMR spectrum of GTA in CDCl3. 






























































































































































































































































































































































































